Terms Last Revised: 5/31/2016 
B7T	Requirements for a coating or printing line which complies with an applicable capture and control efficiency requirement or overall control efficiency through the use of a thermal incinerator
Note:	Capture and control efficiency requirements covered under these terms include those from:  3745-21-09(B)(6) which includes paragraphs (D), (E), (F), (G), (I), (J), (K), and (U); and paragraphs (H), (Y), (NN), (PP), and (XX)
Note:	The parameter monitoring terms and requirements for the control device are found in the parameter monitoring terms (“J” terms)
Note:	For a printing line “coating” can be changed to “ink” and “coating operations” to “printing operations”
[bookmark: _GoBack]
B.7.j	Additional Terms and Conditions, requirements for a coating or printing line which complies with an applicable capture and control efficiency requirement or overall control efficiency through the use of a thermal incinerator [OAC rule 3745‑21‑09(B)(6), or (H), (Y), (NN), (PP), or (XX)]
If meeting the capture and control requirements of OAC rule 3745‑21‑09(B)(6) use the following term:
The capture and control system shall provide not less than an 81 percent reduction, by weight, in the overall VOC emissions from the coating line and the reduction efficiency of the thermal oxidizer shall not be less than 90 percent, by weight, for the VOC emissions vented to it.
[OAC rule 3745‑21‑09(B)(6)]

If the capture and/or control efficiencies are not from OAC rule 3745‑21‑09(B)(6) use the following term instead and fill in the control and reduction efficiencies from the appropriate rule and/or add the correct rule establishing the efficiency:
Note:	fill in the percent control requirement (XX) from the appropriate OAC rule; and select the appropriate rule from OAC rule 3745‑21‑09 for the footnote
0. The capture and control system shall provide not less than an XX percent reduction, by weight, in the overall VOC emissions from the coating line and the control efficiency of the thermal oxidizer shall not be less than XX percent, by weight, for the VOC emissions vented to it.
[OAC rule 3745‑21‑09]

B.7.k	Monitoring and Record Keeping requirements for a coating or printing line which complies with an applicable capture and control efficiency requirement or overall control efficiency through the use of a thermal incinerator, and where all of the VOC emissions from the line are vented to the thermal incinerator [OAC rule 3745‑21‑09(B)(3)(l)]

0. The permittee shall collect and record the following information on a daily basis for the coating and cleanup materials applied in this emissions unit:
the name and identification number of each coating, as applied;
the VOC content of each coating, as applied, in pounds per gallon;
a. the number of gallons of each coating employed;
b. the uncontrolled VOC emissions from all coatings applied, i.e., the summation of the products of “b” x “c”;
c. the overall fractional control efficiency determined for the thermal oxidizer during the most recent demonstration of compliance;
d. the total controlled VOC emissions from all coatings applied, i.e., “d” x (1 - “e”);
e. the name and identification of each cleanup material employed;
f. the VOC content of each cleanup material, in pounds per gallon;
g. the number of gallons of each cleanup material employed;
h. the total VOC emissions from all cleanup materials employed, i.e., the summation of the products of “h” x “i”, in pounds; and
i. the total VOC emissions from all coatings and cleanup materials employed during the day, i.e., “f” + “j”, in pounds.
[OAC rule 3745‑31‑05(D) or (E)]		Director’s authority for special T&Cs for compliance
[OAC rule 3745‑31‑05(A)(3)]		if BAT


B.6.x	Reporting Requirements [OAC rule 3745-21-09(B)(3)(m)] and [OAC rule 3745‑15‑03(B), (C), and (D)] and [OAC rule 3745-77-07(C)(1)] if TV
See the parameter monitoring terms:
See term set J.TO term # J.32.e for the Quarterly Summary reporting requirements for deviations from the appropriate temperature range for thermal oxidizers
See term set J.TO term # J.32.g for the Quarterly Deviation Reporting or Permit Evaluation Reporting requirements for thermal oxidizers
For TV facilities and FEPTIOs this term, # J.32.g, is used as the fill-in-the-blank content for the appropriate quarterly deviation reporting (file named RPT) term in “RPT.1” for TV’s and “RPT.2” for FEPTIOs

B.3.f	Reporting Requirements for an annual VOC emission limitation, where applicable
Please note that the following section must be added to this term and condition if the emissions unit is subject to an annual VOC emission limitation.
This term may be used for a Title V or non-Title V Facility:
The permittee shall also submit annual reports that specify the total VOC emissions from this emissions unit for the previous calendar year.  These reports shall be submitted by January 31 of each year.

Or if the facility is a Title V facility, the annual reporting requirement may be satisfied with the submission of the fee emissions report, due April 15th of each year.
0. The permittee shall also submit annual reports that specify the total VOC emissions from this emissions unit for the previous calendar year.  The reports shall be submitted by April 15 of each year.  This reporting requirement may be satisfied by including and identifying the specific emission data for this emissions unit in the annual Fee Emission Report.
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