Terms Last Revised: 6/01/2016 
C1L		Additional requirements for Cold Cleaners located in Butler, Clark, Clermont, Greene, Hamilton, Miami, Montgomery, and Warren counties [OAC 3745-21-09(O)(2)(e)

C.1.l		Additional Terms and Conditions for Cold Cleaners located in Butler, Clark, Clermont, Greene, Hamilton, Miami, Montgomery, and Warren counties [OAC 3745-21-09(O)(2)(e)(i)]
Note:	The cleaning of electronic components and paint gun parts, as defined in 3745-21-01(G)(3) and (G)(1), are exempt from this requirement.
The permittee shall not employ a solvent in the cold cleaner with a vapor pressure greater than 1.0 mm Hg (0.019 psi), measured at 20 degrees Celsius (68 degrees Fahrenheit).
[OAC 3745-21-09(O)(2)(e)(i)]

C.1.m		Record keeping Requirements for Cold Cleaners located in Butler, Clark, Clermont, Greene, Hamilton, Miami, Montgomery, and Warren counties [OAC 3745-21-09(O)(2)(e)(ii)]
Note:	The cleaning of electronic components and paint gun parts, as defined in 3745-21-01(G)(3) and (G)(1), are exempt from this requirement.
0. The permittee shall maintain records of the following information for each solvent purchase:
the date of purchase;
the name, company identification, and chemical composition of the solvent; and
[bookmark: _GoBack]the vapor pressure of each solvent, measured in mm Hg at 20 degrees Celsius (68 degrees Fahrenheit), as determined by ASTM D2879-97, “Standard Test Method for Vapor Pressure-Temperature Relationship and Initial Decomposition Temperature of Liquids by Isoteniscope”.
These records shall be maintained for at least 5 years and shall be made available to the Director or his representative upon verbal or written request.
[OAC 3745-21-09(O)(2)(e)(ii)]

C.1.n		Reporting Requirements for Cold Cleaners located in Butler, Clark, Clermont, Greene, Hamilton, Miami, Montgomery, and Warren counties [OAC 3745-21-09(O)(2)(e)(i)]
Note:	There are no reporting requirements for this limit in the OAC rules, however, the following term requires reporting of non-compliance with the requirement to maintain the vapor pressure at or below 1.0 mm Hg at 20 degrees Celsius, and for the above counties.
Note:	The cleaning of electronic components and paint gun parts, as defined in 3745-21-01(G)(3) and (G)(1), are exempt from this requirement.
The permittee shall submit quarterly deviation reports documenting any period of time in which a solvent with a vapor pressure greater than 1.0 mm Hg (0.019 psi), measured at 20 degrees Celsius (68 degrees Fahrenheit), was employed in the emissions unit.
[OAC 3745-21-09(O)(2)(e)(i)]
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