Terms Last Revised: 6/01/2016 
C2.s		Open Top Vapor Degreasers not Subject to 40 CFR 63, Subpart T [rule: 3745-21-09(O)(3)]

Templates for Open Top Vapor Degreasers:
C2A		Open Top Vapor Degreasers using a Carbon Adsorption system to demonstrate compliance [OAC rule 3745-21-09(O)(3)]
C2R		Open Top Vapor Degreasers using a Refrigerated Chiller to demonstrate compliance [OAC rule 3745-21-09(O)(3)]
C2F		Open Top Vapor Degreasers using a Freeboard Ratio to demonstrate compliance [OAC rule 3745-21-09(O)(3)]
C2E		Open Top Vapor Degreasers using an Enclosed Design to demonstrate compliance [OAC rule 3745-21-09(O)(3)]
C2Z		An Equivalent Control System proposed for an Open Top Vapor Degreaser [OAC 3745-21-09(O)(3)(c)(v)] must be approved by the “Director” (available but not in Library terms)
These terms and conditions in Section C.2 are for open top vapor degreasers not subject to the halogenated solvent cleaning rules in 40 CFR 63, Subpart T.  Each open top vapor degreaser subject to OAC 3745-21-09(O)(3) shall meet the following requirements:
Each open top vapor degreaser shall be equipped with a cover and safety switches, see term and condition  C.2.a
Each open top vapor degreaser shall install one of the following devices:
Freeboard, with freeboard ratio greater than or equal to 0.7, see term and condition  C.2.b
OR
Carbon Adsorption System, see term and condition  C.2.e
OR
Refrigerated Chiller, see term and condition  C.2.c
OR
Enclosed Design, see term and condition  C.2.d
OR
[bookmark: _GoBack]An equivalent system approved by the director, see term and condition C.2.z (“generic” term in J drive, not in Library) specific terms will need to be drafted for new control
All open top vapor degreasers shall be operated in accordance to certain work practices in order to minimize solvent evaporation , see term and condition  C.2.f
Record keeping Requirements for open top vapor degreasers operated with a Freeboard System, see term and condition  C.2.i
Record keeping Requirements for open top vapor degreasers operated with a Carbon Adsorption System, see term and condition  C.2.g
Record keeping Requirements for open top vapor degreasers operated with a Refrigerated Chiller System, see term and condition  C.2.h
Record keeping Requirements for open top vapor degreasers operated with an Enclosed Design, see term and condition  C.2.o
Record keeping Requirements for all open top vapor degreasers with a TPY limit, see term and condition  C.2.j
Reporting requirements for all open top vapor degreasers, see term and condition  C.2.k
Reporting requirements for open top vapor degreasers using a Freeboard, see term and condition  C.2.m
Reporting requirements for open top vapor degreasers using a Carbon Adsorption System, see term and condition  C.2.l
Reporting requirements for open top vapor degreasers using a Refrigerated Chiller System, see term and condition  C.2.r
Reporting Requirement for open top vapor degreasers using an Enclosed Design to demonstrate compliance, see term and condition  C.2.p
Testing requirement(s) for all solvent metal cleaning, to determine a VOC emission rate or emission factor to be used to demonstrate compliance with any short-term VOC limitation contained in a permit [OAC 3745-21-10(D)], see term and condition  C.4
