NESHAP for Gasoline Dispensing Facilities 
with a monthly throughput of less than 10,000 gallons

Terms Last Revised: 5/27/2016 
[bookmark: _GoBack]
Operational Restrictions

Gasoline shall not be handled in a manner that would result in vapor releases to the atmosphere for extended periods of time.  Measures to be taken to prevent vapor releases shall include, but not limited to, the following:
minimize gasoline spills;
clean up spills as expeditiously as practicable;
cover all open gasoline containers and all gasoline storage tank fill-pipes with a gasketed seal when not in use; and
minimize gasoline sent to open waste collection systems that collect and transport gasoline to reclamation and recycling devices, such as oil/water separators.
[40 CFR 63.11116(a)]

This term is optional:
These requirements for cargo tanks unloading at GDFs are only applicable to facilities with a monthly throughput of 100,000 gallons or more; however, most tankers follow these procedures anyway and this term may be added if the facility does not object and/or as BAT until the SIP is approved by U.S. EPA to exclude <10 TPY sources from BAT determinations.  This term has been modified for this purpose.

When gasoline is unloaded from a cargo tank into the facility’s storage tanks the following procedures should be followed:
all hoses in the vapor balance system are properly connected;
the adapters or couplers that attach to the vapor line on the storage tank have closures that seal upon disconnect;
all vapor return hoses, couplers, and adapters used in the gasoline delivery are vapor-tight;
all tank truck vapor return equipment is compatible in size and forms a vapor-tight connection with the vapor balance equipment on the GDF storage tank; and
all hatches on the tank truck are closed and securely fastened.
The filling of storage tanks at the GDF should be limited to unloading by vapor-tight gasoline cargo tanks.  Documentation that the cargo tank has met the specifications of EPA Method 27 should be carried on the cargo tank.
[Requirement from 40 CFR 63.11118(d) and Table 2 to 40 CFR 63, Subpart CCCCCC]

Record Keeping Requirements

The permittee shall maintain monthly records of the gasoline throughput for the gasoline dispensing facility (GDF) and shall demonstrate that the average monthly gasoline throughput is less than the threshold limit for the method of compliance, meeting the requirements of Section 40 CFR 63.11116.
[40 CFR 63.11111]

The records maintained to document the gasoline throughput of the GDF must be made available within 24 hours of any request by the Director or his or her representative.
[40 CFR 63.11116(b)]
