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PERMIT TEMPLATE # 97

EMERGENCY CI RICE TERMS



STANDARDS:  40 CFR 63, SUBPART ZZZZ

ADDITIONAL TERMS TO ADD TO ANY PERMIT; SUBPART ZZZZ REQUIREMENTS




[97], [Company Equipment ID]
	Operations, Property and/or Equipment Description: 
a) This permit document constitutes a permit-to-install issued in accordance with ORC 3704.03(F) and a permit-to-operate issued in accordance with ORC 3704.03(G).
(1) For the purpose of a permit-to-install document, the emissions unit terms and conditions identified below are federally enforceable with the exception of those listed below which are enforceable under state law only.
a. None.
(2) For the purpose of a permit-to-operate document, the emissions unit terms and conditions identified below are enforceable under state law only with the exception of those listed below which are federally enforceable.
a. None
b) Applicable Emissions Limitations and/or Control Requirements
Additional Terms and Conditions
Add any non-MACT applicable requirements
c) Operational Restrictions
0. The permittee shall install a non-resettable hour meter in order to record the hours of operation during emergency and non-emergency conditions.
[40 CFR 63.6625(f)] and [40 CFR 63.6655(f)]
Requirements for:
new emergency stationary RICE > 500 bHP at a major source for HAP installed on/after 6/12/06
0. There is no time limit on the use of the emergency stationary RICE during emergency situations; however, the emergency engine shall not be used in any operations other than an emergency with the following exceptions:
The emergency stationary RICE may be operated for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by Federal, State or local government, the manufacturer, the vendor, or the facility’s insurance company.  Maintenance checks and readiness testing is limited to 100 hours per year, unless additional time is approved by the Ohio EPA or additional hours are required by Federal, State, or local standards.
The emergency stationary RICE may be operated up to 50 hours per year in non-emergency situations, but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing.  The 50 hours per year for non-emergency situations cannot include peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity; except 
The emergency engine may be operated for a maximum of 15 hours per year as part of a demand-response program if the regional transmission organization, or equivalent balancing authority, and transmission operator has determined there are emergency conditions that could lead to a potential electrical blackout, such as unusually low frequency, equipment overload, capacity or energy deficiency, or an unacceptable voltage level.
The engine may not be operated for more than 30 minutes prior to the time when the emergency condition is expected to occur; and the engine operation must be terminated immediately after the facility is notified that the emergency condition is no longer imminent.  The 15 hours per year of demand-response operation shall be counted as part of the 50 hours of operation per year provided for non-emergency situations.  The supply of emergency power to another entity or entities pursuant to financial arrangement is limited to emergency power.
[40 CFR 63.6640(f)(1)]

Requirements for:
new emergency stationary RICE > 500 bHP at a major source for HAP installed before 6/12/06
The emergency stationary RICE, greater than 500 bHP and installed before 6/12/06, shall be operated according to the following requirements:
There is no time limit on the use of the emergency stationary RICE during emergency situations.
The emergency stationary RICE may be operated for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by the manufacturer, the vendor, or the facility’s insurance company.  Required testing should be minimized, but there is no time limit on the use of the emergency stationary RICE for routine testing and maintenance.
The emergency stationary RICE may be operated for an additional 50 hours per year in non-emergency situations; however, the 50 hours per year for non-emergency situations cannot include peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.
[40 CFR 63.6640(f)(2)]
d) Monitoring and/or Recordkeeping Requirements
0. The permittee shall maintain records or a log for the operation of the engine in emergency and non-emergency service, as recorded through the non-resettable hour meter.  The records shall include the number or hours spent in emergency operation, including what classified the operation as an emergency; the number or hours spent in maintenance checks and readiness testing; and the number or hours spent in non-emergency operations.  If the RICE is operated as part of a demand response operation, the permittee shall keep records of the notification of the emergency situation and the time the engine was operated as part of the demand response.
[40 CFR 63.6655(f)] for [40 CFR 63.6640(f)]
e) Reporting Requirements
0. The permittee shall submit an Initial Notification within 120 calendar days of startup to include the following information:
the name and address of the owner or operator;
the address (i.e., physical location) of the affected source;
an identification of the relevant standard(s), or other requirement, that is the basis of the notification and the source's compliance date;
a brief description of the nature, size, design, and method of operation of the source and an identification of the types of emission points within the affected source subject to the relevant standard and types of hazardous air pollutants emitted; and
a statement of whether the affected source is a major source or an area source; and
a statement that the engine has no additional requirements because it operates exclusively as an emergency stationary RICE with a site rating is more than 500 bHP and is located at a major source for HAP.
[40 CFR 63.6590(b)(1)(i)], [40 CFR 63.6645(f)], and [40 CFR 63.9(b)]
The permittee shall include in the Annual Permit Evaluation Report (PER) the number of hours of operation in emergency and non-emergency service, including the time of operations for maintenance checks and readiness testing, as recorded by the non-resettable hour meter.
[40 CFR 63.6640(f)]
f) Testing Requirements
Enter limits for the appropriate fuel and from the applicable requirements
g) Miscellaneous Requirements
	None
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