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For TEMPLATE 3

PRE-2007 MODEL YEAR

COMPRESSION IGNITION INTERNAL COMBUSTION ENGINE

WITH < 10 LITERS/CYLINDER AND ≥ 50 HP AND ≤ 175 HP


STANDARDS:  40 CFR 60.4204(a)
TABLE 1 TO PART 60, SUBPART IIII




Template 3

Pre-2007 model year CI ICE with < 10 L/cylinder; and ≥50 HP and ≤ 175 HP

	Additional T&Cs
	

	40 CFR 60.4204
	Emission Standards for the owner/operator of non-emergency, stationary, compression ignition internal combustion engines.

	40 CFR 60.4200(a)(2)(i) and
40 CFR 60.4200(a)(3)
	The provisions of NSPS Subpart IIII are applicable to any CI ICE manufactured after 4/1/06 and ordered after 7/11/05; or any CI ICE modified or reconstructed after 7/11/05.

	40 CFR 60.4204(a)
	Pre-2007 model year non-emergency stationary CI ICE with a displacement of less than 10 liters/cylinder must comply with the emission standards in Table 1 to Part 60 Subpart IIII, as identified for the same maximum engine power.

	40 CFR 60.4208
	Deadlines for installing stationary CI ICE produced in the previous model year.

	40 CFR 60.4218
	Table 8 to NSPS Subpart IIII shows which parts of the General Provisions in §60.1 through §60.19 that apply to the CI ICE.

	40 CFR 63.6590(c)
	Compliance with the NESHAP, Part 63 Subpart ZZZZ, for new stationary CI RICE located at an area source for HAPs and/or new stationary CI RICE less than or equal to 500 brake HP located at a major source for HAPs is demonstrated through compliance with the NSPS, Part 60 Subpart IIII.

	Operational Restrictions
	

	40 CFR 60.4206 and
40 CFR 60.4211(a)
	Operate and maintain CI ICE and any control device according to the manufacturer’s written instructions, or procedures developed by the owner/operator that are approved by the manufacturer, over the entire life of the engine.

Owner/operator must meet any requirements that apply to the CI ICE from:  40 CFR Part 89, Control of Emissions from New and In-use Non-road CI ICE; and Part 1068, the General Compliance Provisions for Engine Programs.

	40 CFR 60.4207(b) and (c)
	Compliance with 80.510(b) for the quality of diesel fuel burned in CI ICE less than 30 liters/cylinder.

	40 CFR 60.4209(b)
	If the stationary CI internal combustion engine is equipped with a diesel particulate filter to comply with the emission standards in 40 CFR 60.4204, the diesel particulate filter must be installed with a backpressure monitor that notifies the permittee when the high backpressure limit of the engine is approached.

	Monitoring & Recordkeeping
	

	40 CFR 60.4211
	Compliance requirements for the owner/operator of stationary, compression ignition internal combustion engines.

	40 CFR 60.4211(b)
	Maintain the records for the method of compliance, i.e., by maintaining the original certification of emissions for the CI ICE, records of performance test results from a similar ICE, manufacturer’s or vendor’s emissions test data, or emissions testing results for the ICE.

	40 CFR 60.4214(c)
	If the stationary CI internal combustion engine is equipped with a diesel particulate filter to comply with the emission standards in 40 CFR 60.4204, the permittee shall keep records of the date, time, and any corrective action(s) taken in response to the notification from the backpressure monitor, that the high backpressure limit of the engine has been approached or exceeded.

	Reporting
	

	OAC 3745-15-03(B) and (C) or 
OAC 3745-15-03(B) and (D)
	Submit quarterly deviation report where using non-compliant fuel; or

Submit Permit Evaluation Report to include the use of any non-compliant fuel.

	Testing
	

	40 CFR 60.4212(a) and (d)
	Where demonstrating compliance through emissions testing, a performance test must be conducted according to the in-use testing procedures in 40 CFR 1039, Subpart F.  The exhaust emissions must not exceed the not-to-exceed (NTE) numerical requirements, rounded to the same number of decimal places as the applicable standard identified in 40 CFR 60.4204(a), where:

NTE = 1.25 x the standard specified for NOx, for the same maximum engine power in Table 1 to Part 60 Subpart IIII.

Alternatively, testing may follow the testing procedures specified in 40 CFR 60.4213, using the test methods identified in Table 7 for NOx.
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