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IBR # Z69

For TEMPLATE 69

EXISTING STATIONARY RICE AT A MAJOR SOURCE FOR HAPS

COMPRESSION IGNITION INTERNAL COMBUSTION ENGINE

COMMENCED CONSTRUCTION BEFORE 6/12/06

LESS THAN 10 LITERS PER CYLINDER AND > 300 bHP AND ≤ 500 bHP

LIMITED USE ENGINE

STANDARDS:  40 CFR 63, SUBPART ZZZZ SECTION 63.6602, TABLE 2c #4
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Existing at Major source; Limited Use; > 300 brake HP & ≤ 500 brake HP installed before 6/12/06

	Additional T&Cs
	

	Applicable Tables from Part 63, Subpart ZZZZ
	Emission limit options in Table 2c #4; performance test methods in Table 4 #1 or #3; initial compliance demonstration in Table 5 #8 or #9; reporting requirements/frequency in Table 7; general provision from Subpart A in Table 8.

	40 CFR 63.6595(a)(1)
	The compliance date for Part 63 Subpart ZZZZ for existing CI RICE is 5/3/13.

	40 CFR 63.6602
	Maintain compliance with emission limitation in Table 2c #4 (limit CO to 49 ppmvd at 15% O2 or reduce CO by 70%) to Part 63 Subpart ZZZZ.

	40 CFR 63.6602;
40 CFR 63.6612; and 
40 CFR 63.6620
	Conduct an initial performance test to demonstrate compliance with the CO emission standards according to the requirements specified in Tables 4 and 5 to the subpart within 180 days following the compliance date or by 11/3/13.

	40 CFR 63.6625(g)
	Install crankcase ventilation system by 5/3/13 if not already equipped.

	40 CFR 63.6665
	Meet all of the general provisions of Subpart A, from Sections 63.1 through 63.15, that apply to the CI RICE, as identified in Table 8 to Subpart ZZZZ.

	Operational Restrictions
	

	40 CFR 63.6604
	Compliance with 80.510(b) for the quality of diesel fuel burned in non-emergency CI ICE with a displacement of less than 30 liters/cylinder and a site rating of more than 300 brake horsepower.

	40 CFR 63.6605
	General duty to minimize emissions, with good air pollution control practices for minimizing emissions; and compliance required at all times.

	40 CFR 63.6625(h)
	Minimize idle and startup time, not to exceed 30 minutes.

	Monitoring & Recordkeeping
	

	40 CFR 63.6635
	Except for monitor malfunctions, associated repairs, and required quality assurance activities, must continuously monitor that the RICE is operating.  Must use all valid data (not recorded during malfunctions, repairs, or required quality assurance or control activities) in calculations used to report emissions or operating levels.

	40 CFR 63.6640(a)
	Demonstrate continuous compliance with the emission limitation identified in Table 2c according to the methods specified in Table 6 to Subpart ZZZZ.

	40 CFR 63.6655(a)
	Keep records of:  1. each notification and report submitted to comply with Subpart ZZZZ;  2. the occurrence and duration of each malfunction of the RICE and any control or monitoring equipment;  3. corrective actions taken during each period of malfunction to minimize emissions and restore normal operations;  4. records of performance tests and performance evaluations; and  5. all required maintenance performed on air pollution control and monitoring equipment.

	40 CFR 63.6655(d)
	Keep the records required in Table 6 to Subpart ZZZZ to demonstrate continuous compliance.

	40 CFR 63.6604 and
40 CFR 80.510(b)
	Maintain records for the quality of diesel fuel burned in the CI ICE, i.e., for the standards identified in 40 CFR 80.510(b).

	40 CFR 63.6625(h)
	Maintain a record of each idle and/or startup time that exceeded 30 minutes.

	40 CFR 63.6660
	Records readily available and retained for at least 5 years after the date of occurrence or date of report according to 63.10(b)(1).

	Reporting
	

	40 CFR 63.6604 and
40 CFR 80.510(b)
	Identify in the any period of time (date and number of hours), during the reporting period, that the quality of oil burned in this emissions unit did not meet the requirements established in 40 CFR 80.510(b).

	40 CFR 63.6630(c)
	Submit the results of the initial compliance demonstration in the Notification of Compliance.

	40 CFR 63.6640(b)
	Submit a report of each instance in which the emission limitation in Table 2c was not met; these deviations to be reported according to the requirements of 63.6650.

	40 CFR 63.6640(e)
	Submit a report of each instance in which the applicable requirements in Table 8 to Subpart ZZZZ, the general provisions from Subpart A, were not met.

	40 CFR 63.6645(a)(1)
	Submit all notifications required per 63.7(b) and (c); 63.8(e), (f)(4), and (f)(6); and 63.9(b) through (e), (g), and (h) that apply to the CI RICE.

	40 CFR 63.6645(g)
	Submit a Notification of Intent to conduct a performance test at least 60 days before the test is scheduled to begin, as required by 63.7(b)(1).

	40 CFR 63.6645(h)(2) and
OAC rule 3745-15-04(A)
	Submit a Notification of Compliance Status, according to 63.9(h)(2)(ii), for each initial compliance demonstration required in Table 5 to Subpart ZZZZ, including the performance test results, and before the close of business on the 60th day following the completion of the test according to 63.10(d)(2).  OAC rule 3745-15-04(A) requires performance test results to be submitted within 30 days of the test date unless additional time is requested.

	40 CFR 63.6650(a)
	Submit each applicable report in Table 7 of Subpart ZZZZ.

	40 CFR 63.6650(b)(6) to (9) and Table 7 #1.a.ii
	Following the initial compliance date, submit Annual Compliance Reports to include the information identified in 63.6650(c) through (f), as applicable to the CI ICE.  Following the initial compliance report, each subsequent report shall cover the reporting period from January 1st through December 31st.  The Annual Compliance Reports must be postmarked or delivered no later than January 31st.

	40 CFR 63.6650(c)
	63.6650(c) contains the required information to be submitted in each compliance report.

	40 CFR 63.6650(d)
	63.6650(d) contains the required information to be submitted for each deviation from an emission or operating limitation not monitored by a continuous monitoring system (CMS).

	Testing
	

	40 CFR 63.6612
	Conduct initial performance test within 180 days of compliance date using test methods in Table 4 to Part 63 Subpart ZZZZ.

	40 CFR 63.6620
	Conduct performance test using test methods in Table 4 to Subpart ZZZZ; determine the engine’s % load during the performance test and the average % load to be submitted with compliance notification.
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