Terms Last Revised: 5/31/2016 
E		Requirements for Bulk Gasoline Plants [OAC rule 3745-21-09(P)]
Note:	These terms apply to all bulk gasoline plants with a daily average throughput of 4,000 gallons or greater, but is not applicable to any stationary storage tank which is equipped with either an internal or external floating roof, regardless of the throughput.

E.1		Additional Terms and Conditions, Vapor balance/control system requirements for Bulk Gasoline Plants [OAC rule 3745-21-09(P)(1)]
Note:	the permittee shall install and maintain either a vapor balance system or a vapor control system for all gasoline transfers from a delivery vessel to stationary storage tanks and from the loading rack to each delivery vessel
Term for the transfer from a delivery vessel to a stationary storage tank:
For a vapor balance system:
For any transfer of gasoline from a delivery vessel to a stationary storage tank located at the bulk gasoline plant, the vapors displaced from the stationary storage tank shall be processed by a vapor balance system with a vapor tight vapor line from the stationary storage tank to the delivery vessel.  The system shall be equipped with a means to ensure that the vapor line is connected before gasoline can be transferred, and it shall be designed and operated to route at least 90 percent, by weight, of the VOC in the displaced vapors to the delivery vessel.
[OAC rule 3745-21-09(P)(1)(b)(i)]
For a vapor control system:
For any transfer of gasoline from a delivery vessel to a stationary storage tank located at the bulk gasoline plant, the vapors displaced from the stationary storage tank shall be processed by a vapor control system which is designed and operated to recover at least 90 per cent by weight of the VOC in the displaced vapors.
[OAC rule 3745-21-09(P)(1)(b)(ii)]
AND
Term for the transfer from the loading rack to delivery vessel:
For a vapor balance system:
For any transfer of gasoline from a loading rack located at the bulk gasoline plant to a delivery vessel, the vapors displaced from the delivery vessel shall be processed by a vapor balance system with a vapor tight vapor line from the delivery vessel to the stationary storage tank being unloaded.  The system shall be equipped with a means to ensure that the vapor line is connected before gasoline can be transferred, and it shall be designed and operated to route at least 90 percent by weight of the VOC in the displaced vapors to the stationary storage tank.
[OAC rule 3745-21-09(P)(1)(d)(i)]
For a vapor control system:
For any transfer of gasoline from a loading rack located at the bulk gasoline plant to a delivery vessel, the vapors displaced from the delivery vessel shall be processed by a vapor control system which is designed and operated to recover at least 90 per cent by weight of the VOC in the displaced vapors.
[OAC rule 3745-21-09(P)(1)(d)(ii)]

E.2		Operational Restrictions, Operational Practices for Bulk Gasoline Plants required to install and operate a vapor balance or vapor control system [OAC rule 3745-21-09(P)(1)(a), (c) and (e)] and [OAC rule 3745-21-09(P)(2) and (3)]
The permittee shall maintain the bulk gasoline plant’s tanks, delivery vessels, and transfer lines using the following operational practices:
Each stationary storage tank that stores gasoline shall be loaded by means of a submerged fill pipe.
Any loading rack that transfers gasoline to a delivery vessel shall be equipped for top submerged filling or bottom filling for the transfer of gasoline.
All gasoline loading lines, unloading lines, and vapor lines shall be equipped with fittings which are vapor tight.
The vapor balance or vapor control system shall be kept in good working order and shall be used at all times during the transfer of gasoline.
The delivery vessel hatches shall be closed at all times during the loading of the delivery vessel.
There shall be no leaks in the delivery vessel pressure/vacuum relief valves and hatch covers.
There shall be no leaks in the vapor and liquid lines during the transfer of gasoline.
The pressure relief valves on the stationary storage tanks and delivery vessels shall be set to release at no less than 0.7 pound per square inch gauge or the highest possible pressure (in accordance with State or local fire codes, or the “National Fire Prevention Association” guidelines).
The permittee shall not allow gasoline to be spilled, discarded in sewers, stored in open containers, or handled in any other manner that would result in evaporation.
[OAC rule 3745-21-09(P)(1)(a), (c) and (e)] and [OAC rule 3745-21-09(P)(2) and (3)]

E.3		Operational Restrictions, Leak repair requirements for Bulk Gasoline Plants requiring a vapor balance or vapor control system [OAC rule 3745-21-09(P)(4)]
The permittee shall repair any leak from the vapor balance system or vapor control system within 15 days of detection, where the system is employed to meet the requirements of paragraph (P)(1) of OAC rule 3745-21-09 and when such leak is equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10.
[OAC rule 3745-21-09(P)(4)]

E.4		Record keeping Requirements for leak detection for Bulk Gasoline Plants [OAC rule 3745-21-09(P)(6)(b)]
The permittee shall maintain records of the results of any leak checks, including, at a minimum, the following information:
the date of inspection;
the leak detection method;
the findings of the inspection, which shall indicate the location, nature, and severity of each leak (or may indicate no leak found);
the corrective action(s) taken to repair each leak and the date of final repair;
the reasons for any repair interval exceeding 15 calendar days, from the time of detection to the date of final repair; and
[bookmark: _GoBack]the inspector’s name and signature.
These records shall be retained for a period of 5 years and shall be made available to the Director (the appropriate Ohio EPA District Office or local air agency) upon verbal or written request.
[OAC rule 3745-21-09(P)(6)(b)]

E.7.a		Record keeping Requirements for the daily quantity of gasoline loaded into tank trucks, for Bulk Gasoline Plants that are not using the exemption allowed for an average daily throughput of less than 4000 gallons per day [OAC rule 3745-21-09(P)(6)(a)]
The permittee shall maintain records of the daily quantity of all gasoline loaded into gasoline tank trucks and shall retain these records for a period of 5 years.
[OAC rule 3745-21-09(P)(6)(a)]

E.5		Reporting Requirements for Bulk Gasoline Plants [OAC rule 3745-21-09(P)(7)(b)]
Any leaks in the vapor balance system or vapor control system equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10 of the Administrative Code, that are not repaired within 15 days after identification, shall be reported to the Director (the appropriate Ohio EPA District Office or local air agency) within 30 days after the repair is completed.  This report shall include the date the leak was detected and the date the leak was repaired.
OAC rule 3745-21-09(P)(7)(b)]
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