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Additional Terms & Conditions
The emergency stationary RICE shall meet the following criteria, as applicable:
The stationary RICE shall be operated to provide electrical power or mechanical work during an emergency situation, to include power for critical networks or equipment at the facility when electric power from the local utility (or the normal power source, if the facility runs on its own power production) is interrupted, or where the stationary RICE is used to pump water for a fire or flood, etc.; and
The stationary ICE may be operated under limited circumstances for emergency demand response or periods where there is a deviation of voltage or frequency of 5% or more above the standard and as specified in 40 CFR 63.6640(f).
The emergency stationary RICE must comply with the applicable requirements specified in 40 CFR 63.6640(f) in order to be considered emergency stationary RICE under Part 63 Subpart ZZZZ.
[40 CFR 63.6675]

Operational Restrictions
0. The permittee shall install a non-resettable hour meter in order to record the hours of operation during emergency and non-emergency conditions.
[40 CFR 63.6625(f)] and [40 CFR 63.6655(f)]
The emergency stationary RICE must be operated according to the following requirements in order to be considered an emergency stationary RICE under Part 63 Subpart ZZZZ, otherwise it shall meet all of the requirements for non-emergency engines.
The emergency stationary RICE may be used at the facility in emergency situations with no restriction on time.
The emergency stationary RICE may be operated for any combination of the following purposes for a maximum of 100 hours per calendar year:
The emergency stationary RICE may be used at the facility in non-emergency situations for 50 hours per year.
The emergency stationary RICE may be operated for maintenance checks and readiness testing, provided that the tests are recommended by federal, state, or local government, the manufacturer, the vendor, the regional transmission organization or equivalent balancing authority and transmission operator, or the insurance company associated with the engine.  Maintenance and testing of the emergency RICE may exceed 100 hours per calendar year, if the permittee maintains records indicating that federal, state, or local standards require the additional hours or the permittee may petition the Director for approval of additional hours for maintenance checks and readiness testing.
The emergency stationary RICE may be operated for emergency demand response for periods during which the Reliability Coordinator under the North American Electric Reliability Corporation (NERC) Reliability Standard EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, 40 CFR 63.14), or other authorized entity (as determined by the Reliability Coordinator), has declared an Energy Emergency Alert Level 2, as defined in the NERC Reliability Standard EOP-002-3.
The emergency stationary RICE may be operated for periods where there is a deviation of voltage or frequency of 5% or greater below standard voltage or frequency.
In order to qualify for the emergency standards the permittee shall only operate the emergency stationary RICE during emergencies, for maintenance and testing, for emergency demand response, for 50 hours per year for non-emergencies situations, and as allowed in 40 CFR 63.6640(f).
[40 CFR 63.6640(f)(1) and (2)]
The emergency stationary RICE located at major sources of HAP may be operated for up to 50 hours per calendar year in non-emergency situations.  The 50 hours of operation in non-emergency situations are counted as part of the 100 hours per calendar year for maintenance and testing, emergency demand response, and deviations from the standard voltage or frequency.  The 50 hours per year for non-emergency situations cannot be used for peak shaving or non-emergency demand response, or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.
[40 CFR 63.6640(f)(3)]
Diesel
Beginning January 1, 2015, the new emergency CI stationary RICE with a site rating of more than 500 brake HP and a displacement of less than 30 liters per cylinder, located at a major source of HAP, burning diesel fuel, and operating, or contractually obligated to be available for more than 15 hours per calendar year, for the purposes specified in 40 CFR 63.6640(f)(2)(ii) and (iii), the diesel fuel burned in the engine must meet the requirements in 40 CFR 80.510(b) for non-road diesel fuel, except that any existing diesel fuel purchased (or otherwise obtained) prior to January 1, 2015, may be used until depleted.
[40 CFR 63.6604(c)]

Recordkeeping Requirements
0. The permittee shall keep the following information for the emergency stationary ICE:
1. the number of hours the engine is in operation, recorded through the non-resettable hour meter.
1. the number of hours spent in emergency operation;
1. the number of hours spent in non-emergency operation
1. the number of hours in maintenance checks and readiness testing; and 
1. what classified the operation as an emergency.
[40 CFR 63.6655(f)] and [40 CFR 63.6640(f)]
(2) If the engine is used for emergency response demand or for periods of deviation of voltage or frequency, as specified in 40 CFR 63.6640(f)(2)(ii) or (iii), the permittee must keep records of:
a. the notification of the emergency situation;
b. the date(s) of each emergency situation; and
c. the start time and end time of engine operation for these purposes.
[40 CFR 63.6655(f)] and [40 CFR 63.6640(f)]

Reporting Requirements
0. The permittee shall submit an annual report, to include the information identified in 40 CFR 63.6650(h) for each emergency stationary RICE with a site rating of more than 100 brake HP and operates or is contractually obligated to have the engine(s) available for more than 15 hours per calendar year for emergency demand response or to supply power during periods where there is a deviation of voltage or frequency of 5% or more below the standard voltage or frequency.  The annual report must contain the following information:
the company name and address where the engine is located;
the date of the report and beginning and ending dates of the reporting period;
the engine horse power and model year;
the latitude and longitude of the engine in decimal degrees reported to the fifth decimal place;
the hours of operation for the purposes of emergency demand response, including the date, start time, and end time;
the hours of operation for the purposes of supplying power during periods where there was a deviation of voltage or frequency of 5% or greater below standard voltage or frequency, including the date, start time, and end time;
the number of hours the engine is contractually obligated to be available for the purposes of emergency demand response or deviations from normal voltage or frequency, as specified in 40 CFR 63.6640(f)(2)(ii) and (iii);
any deviation from the requirements to operate for the purpose of emergency demand response or as part of a financial arrangement with another entity, in accordance with 40 CFR 63.6640(f)(2)(ii); and
any period of non-compliance, where the engine was used for peak shaving,, non-emergency demand response, or to generate income for supplying power to an electric grid and the reason for such operation;
if there were no deviations from the fuel requirements in 40 CFR 63.6604 that apply to the CI emergency engine, a statement that there were no deviations from the fuel requirements during the reporting period; and
if there were deviation(s) from the fuel requirements in 40 CFR 63.6604 that apply to the engine, information on the number of gallons of non-compliant diesel burned, the date and duration of each incident, the reason or cause of the deviation(s), and the corrective actions taken.
The first annual report must cover the calendar year 2015 and must be submitted no later than March 31, 2016.  Subsequent annual reports for each calendar year must be submitted no later than March 31 of the following calendar year.
[40 CFR 63.6650(h)] and [40 CFR 63.6640(f)]
In addition to submitting the annual report to the appropriate Ohio district office or local air agency or electronically as an attachment to the PER, the annual report must also be submitted electronically using the subpart specific reporting form in the Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through EPA's Central Data Exchange (CDX) (www.epa.gov/cdx).  However, if the reporting form specific to this subpart is not available in CEDRI at the time that the report is due, the written report must be submitted to the Administrator at the appropriate address listed in 40 CFR 63.13.
[40 CFR 63.6650(h)(3)]
