Terms Last Revised: 5/31/2016 
Ex		Bulk Gasoline Plants exempt from 3745-21-09(P)(1) thru (4) by having an average daily throughput of less than 4,000 gallon

E.6		Operational Restrictions, Throughput restriction for exempted Bulk Gasoline Plants [OAC rule 3745-21-09(P)(5)(a)]
Use the following term if the bulk gasoline plant has a daily average throughput of less than 4000 gallons, based on the number of days in actual operation, and is exempt from the requirements of 3745-21-09(P)(1) through (P)(4).
The average daily gasoline throughput shall not equal or exceed 4,000 gallons, based upon the number of days during the calendar year that the bulk gasoline plant was actually in operation.
[OAC rule 3745-21-09(P)(5)(a)]

E.7.b		Record keeping Requirements for Bulk Gasoline Plants using the exemption allowed for an average daily throughput of less than 4000 gallons per day [OAC rule 3745-21-09 (P)(5)(a) and (P)(6)(a)]
The following term is required for all bulk gasoline plants exempt from this rule, 3745-21-09(P)(1) through (4), because they have an average daily throughput of less than 4,000 gallons of gasoline, based upon the number of days of operation during each calendar year.
The permittee shall maintain records of the daily throughput of gasoline and shall retain these records for a period of 5 years.  In order to demonstrate that the average daily throughput of gasoline is less than 4,000 gallons, the permittee shall maintain records of the following information for each day of operation:
the date and gallons of gasoline transferred;
the total gallons of gasoline transferred since January 1 of the existing year;
the number of days of operation since January 1 of the existing year, when gasoline was transferred; and
the average daily gasoline throughput from January 1 to the present date, i.e., “b” divided by “c”.
[OAC rule 3745-21-09(P)(5)(a) and (P)(6)(a)]
OR
The permittee shall calculate and maintain records of the average daily throughput of gasoline throughout the year.  The average daily throughput shall be calculated from the first day of each year and shall be based on the number of days the bulk plant was actually in operation and the sum of the total throughput for each such day.  These records shall be retained for a period of 5 years and shall be made available upon request.
[OAC rule 3745-21-09(P)(5)(a) and (P)(6)(a)]

E.4		Record keeping Requirements for leak detection for Bulk Gasoline Plants [OAC rule 3745-21-09(P)(6)(b)]
The permittee shall maintain records of the results of any leak checks, including, at a minimum, the following information:
the date of inspection;
the leak detection method;
the findings of the inspection, which shall indicate the location, nature, and severity of each leak (or may indicate no leak found);
the corrective action(s) taken to repair each leak and the date of final repair;
the reasons for any repair interval exceeding 15 calendar days, from the time of detection to the date of final repair; and
[bookmark: _GoBack]the inspector’s name and signature.
These records shall be retained for a period of 5 years and shall be made available to the Director (the appropriate Ohio EPA District Office or local air agency) upon verbal or written request.
[OAC rule 3745-21-09(P)(6)(b)]

E.8		Reporting Requirements for exempted Bulk Gasoline Plants [OAC rule 3745-21-09(P)(7)(a)]
Use the following term if the bulk gasoline plant has a daily average throughput of less than 4000 gallons, based on the number of days in actual operation, and is exempt from the requirements of 3745-21-09(P)(1) through (P)(4).
The permittee shall notify the Director (the appropriate Ohio EPA District Office or local air agency) within 30 days of becoming aware of any record that documents that the daily average throughput of gasoline equals or exceeds 4,000 gallons, based on the number of days the bulk gasoline plant was in operation.
[OAC rule 3745-21-09(P)(7)(a)]
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