Terms Last Revised: 5/31/2016 
F	Requirements for Bulk Gasoline Terminals [OAC 3745-21-09(Q)]
These terms apply to bulk gasoline terminals having:
1. a maximum daily throughput of more than that 20,000 gallons of gasoline; or
2. a maximum daily throughput of 20,000 gallons or less and not qualifying for the exemption under 3745-21-09(Q)(4) because:
a.	gasoline is not supplied to the loading rack from stationary storage tanks equipped with an internal floating roof or external floating roof, or 
b.	the loading rack is not equipped with a vapor balance system that meets the requirements of 3745-21-09(P)(1)(d)(i), (P)(2), and (P)(4).

F.1.a		Operational Restrictions, Vapor Control System Requirements for Bulk Gasoline Terminals (4 terms) [OAC rule 3745-21-09(Q)(1)]
The loading rack shall be equipped with a vapor collection system whereby during the transfer of gasoline to any delivery vessel:
all vapors displaced from the delivery vessel during loading are vented only to the vapor collection system; and
the pressure in the vapor collection system is maintained between minus 6 and plus 18 inches of water gauge pressure.
[OAC rule 3745-21-09(Q)(1)(a)]
The loading rack shall be equipped with a vapor control system whereby:
all vapors collected by the vapor collection system are vented to the vapor control system;
the mass emissions of VOC from the vapor control system do not exceed 0.67 pound of VOC per 1,000 gallons (80 milligrams of VOC per liter) of gasoline loaded into the delivery vessel; and
any liquid gasoline returned to a stationary storage tank from the vapor control system is free of entrained air to the extent possible with good engineering design.
[OAC rule 3745-21-09(Q)(1)(b)]
The loading rack shall be provided with a means to prevent drainage of gasoline from the loading device when it is not in use or to accomplish complete drainage before the loading device is disconnected.
[OAC rule 3745-21-09(Q)(1)(c)]
All gasoline loading lines and vapor lines shall be equipped with fittings which are vapor tight.
[OAC rule 3745-21-09(Q)(1)(d)]

F.4		Operational Restrictions, Operational practices for all Bulk Gasoline Terminals [OAC rule 3745-21-09(Q)(2)] and/or [OAC rule 3745-21-09(P)(3)]
The permittee shall not permit gasoline to be spilled, discarded into sewers, stored in open containers, or handled in any other manner that would result in evaporation.
[OAC rule 3745-21-09(Q)(2)]

F.5.a		Operational Restrictions, Leak repair requirements for Bulk Gasoline Terminals [OAC rule 3745-21-09(Q)(3)]
The permittee shall repair any leak from the vapor collection system or vapor control system within 15 days of detection, where the system is employed to meet the requirements of paragraph (Q)(1) of OAC rule 3745-21-09 and when such leak is equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10.
[OAC rule 3745-21-09(Q)(3)]

F.1.b		Monitoring Requirements, Pressure requirements in vapor collection system for Bulk Gasoline Terminals [OAC rule 3745-21-09(Q)(1)(a)(ii)]
The permittee shall properly install, operate, and maintain equipment to monitor the pressure in the vapor collection system, while the emissions unit is in operation, to demonstrate compliance with the pressure range established in OAC rule 3745-21-09(Q)(1)(a)(ii).  The monitoring equipment shall be installed, calibrated, operated, and maintained in accordance with the manufacturer's recommendations, instructions, and operating manual(s).
[OAC rule 3745-21-09(Q)(1)(a)(ii)]

F.7.a		Record keeping Requirements for vapor leaks equal to or greater than 100 percent of the lower explosive limit as propane, for all Bulk Gasoline Terminals [OAC rule 3745-21-09(Q)(3)]
The permittee shall repair any leak from the vapor collection system and/or vapor control system, that is equal to or greater than 100% of the LEL as propane (as determined under OAC 3745-21-10(K)), within 15 days of detection.  The permittee shall maintain a record of each such leak that is not repaired within the 15 days.
[OAC rule 3745-21-09(Q)(3)]
OR if a more stringent compliance method is needed for BAT or a TV facility, use the following term instead; an inspection frequency might also be added to a potential significant source of emissions:
[bookmark: _GoBack]The permittee shall monitor all potential sources of vapor leaks from the terminal’s vapor collection system and vapor control system while a gasoline tank truck is being loaded.   Where vapor leaks are determined to be equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10, the permittee shall maintain a record of the following information:
the date the leak was detected;
the findings of the inspection for the leak, which shall indicate the location, nature, and severity of the leak;
the leak detection method;
the corrective action(s) taken to repair each leak and the date of final repair;
the reasons for any repair interval exceeding 15 calendar days (from the time of detection to the date of final repair) for each leak equal to or greater than one hundred per cent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10; and
the inspector’s name and signature.
These records shall be retained and accessible for a period of 5 years.
[OAC rule 3745-21-09(Q)(3), in part]
and/or a Title V permit:  [OAC rule 3745‑77‑07(C)(1)]

F.6.a		Reporting Requirements for leaks from the Bulk Gasoline Terminals [OAC rule 3745-21-09(Q)(3)]
Note:	There are no reporting requirements in this OAC regulation, however, the following term requires reporting of non-compliance with the requirement to repair any leaks from the vapor collection and control systems within 15 days.
Any leaks in the vapor collection system or vapor control system equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10 of the Administrative Code, that are not repaired within 15 days after identification, shall be reported to the Director (the appropriate Ohio EPA District Office or local air agency) within 30 days after the repair is completed.  This report shall include the date the leak was detected and the date the leak was repaired.
[OAC rule 3745-21-09(Q)(3)]
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