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G		Requirements for fixed roof tanks, storing petroleum liquids with a vapor pressure greater than 1.52 psia, to install and/or operate with an internal floating roof [OAC rule 3745-21-09(L)]
Note:	fixed roof tanks with a capacity of less than 40,000 gallons are exempt from the requirements of OAC 3745-21-09(L), to install an internal floating roof (or other approved control) for the storage of petroleum liquids with vapor pressures greater than 1.52 psia [OAC rule 3745-21-09(L)(2)(a)]

G.1		Operational Restrictions, Control equipment requirements for fixed roof tanks equipped with an internal floating roof [OAC rule 3745-21-09(L)(1)]
The permittee shall install the following control equipment and shall maintain tank vents, seals, and or covers as follows:
The fixed roof storage tank shall be equipped with an internal floating roof.
The automatic bleeder vents shall be closed at all times except when the roof is floated off or landed on the roof leg supports.
The rim vents, if present, shall be set to open or at the manufacturer’s recommended setting when the roof is being floated off the roof leg supports.
All openings, except stub drains, shall be equipped with a cover, seal, or lid which is to be in a closed position at all times except when in actual use for tank gauging or sampling.
[OAC rule 3745-21-09(L)(1)]

G.3		Record keeping Requirements for all tanks that are not exempt from the requirements of OAC 3745-21-09(L)(1) due to their capacity (and/or storage of crude oils), per OAC 3745-21-09(L)(2) [OAC rule 3745-21-09(L)(3)]
0. The permittee shall maintain records of the following information for the fixed roof tank:
the types of petroleum liquids stored in the tank; and
the maximum true vapor pressure (in pounds per square inch absolute), as stored, of each petroleum liquid that has a maximum true vapor pressure greater than 1.0 pound per square inch absolute.
These records shall be maintained for at least 5 years and shall be made available to the Director or his representative upon verbal or written request.
[OAC rule 3745-21-09(L)(3)]

G.5		Record keeping Requirement for tanks equipped with an internal floating roof [OAC rule 3745-21-09(L)(1)(b) and (c) and (L)(4)]
[bookmark: _GoBack]Note:	There are no record keeping requirements for maintenance of the vents and drain openings, however, reporting of noncompliance is required.  The following term requires records of all periods of time when the internal floating roof tank’s vents and drain openings were not maintained as required by rule so such records can be reported as required by OAC 3745-21-09(L)(4).
0. The permittee shall maintain a record of any period of time in which the automatic bleeder vents, rim vents, and all openings other than stub drains were not maintained as required in this permit and per the rules.
[OAC rule 3745-21-09(L)(1)(b) and (c) and (L)(4)]

G.6		Reporting Requirement for tanks equipped with an internal floating roof [OAC rule 3745-21-09(L)(4)]
0. The permittee shall notify the Director (the appropriate Ohio EPA District Office or local air agency) within 30 days of the occurrence, of any period of time in which the automatic bleeder vents, rim vents, and all openings other than stub drains were not maintained as required in this permit.
[OAC rule 3745-21-09(L)(4)]
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