Terms Last Revised: 6/02/2016 
HAPs.7	Record keeping Requirements for HAPs from a Controlled Coating Line that is NOT subject to a MACT, that must meet an annual HAP(s) limitation and/or is avoiding MACT, and the emissions are calculated as a Weight Fraction of each HAP-containing material applied; and Cleanup Operations are NOT controlled
The permittee shall collect and record the following information each month for all materials containing any hazardous air pollutant (HAP)1 that are applied in the emissions unit:
the name and identification number/code of each coating, thinner, additive, cleanup material, and any other material containing any HAP;
the name/identification and the weight fraction of each individual HAP contained in each material applied (and identified in “a” above) i.e., pound of each individual HAP per pound of each HAP-containing material applied;
the number of gallons of each coating, thinner, additive, cleanup material, and other material applied during the month;
the density of each coating, thinner, additive, cleanup material, and other material employed, in pound(s) per gallon;
for each individual HAP, the total uncontrolled emissions from the controlled coating operations for the month, in ton(s), i.e., for each individual HAP, the summation of the products of “b” times “c” times “d” for all the coatings, thinners, additives, and other materials (not including cleanup materials) applied during the month, where the emissions are captured and introduced to the control system, divided by 2,000 pounds;
for each individual HAP, the total uncontrolled emissions from the cleanup materials employed, in ton(s), i.e., for each individual HAP, the summation of the products of “b” times “c” times “d” for all the cleanup materials applied during the month, divided by 2,000 pounds;
the total uncontrolled combined HAPs emissions from the controlled operations for all the coatings, thinners, additives, and other materials (not including cleanup materials) applied during the month, in ton(s), i.e., the summation of all the individual HAPs emissions from “e” above;
the total uncontrolled combined HAPs emissions from all the cleanup materials applied during the month, in ton(s), i.e., the summation of all the individual HAPs emissions from “f” above;
[bookmark: _GoBack]for each individual HAP, the sum of (i) the calculated, controlled emission rate from all the coatings, thinners, additives, and other materials (not including cleanup materials) employed during the month, in ton(s), i.e., the total uncontrolled individual HAP emission rate calculated in “e” above, multiplied by 1 minus the overall control efficiency for the control equipment, as determined during the most recent emissions test that demonstrated the emissions unit was in compliance and (ii) the uncontrolled individual HAP emissions from the cleanup materials employed during the month, as calculated in “f” above;
for combined HAPs, the calculated total combined HAPs emission rate for all the materials employed in the controlled coating and uncontrolled cleanup operations during the month, i.e., the summation of the total emissions of each of the individual HAP emission rates, calculated in “i” above;
for each individual HAP, the calculated total emissions during the rolling, 12-month period, i.e., the summation of the individual HAP emissions, as recorded in “i” above, for the present month plus the previous 11 months of operation, in ton(s); and
the calculated total combined HAP emissions during the rolling 12-month period, i.e., the summation of all HAP emissions, as recorded in “j” above, for the present month plus the previous 11 months of operation, in ton(s).
1 A listing of the HAPs can be found in Section 112(b) of the Clean Air Act, or can be obtained by contacting your Ohio EPA District Office or local air agency contact.  Material Safety Data Sheets typically include a listing of the solvents contained in the coatings and cleanup materials.

