Terms Last Revised: 6/02/2016 
Hx2		Requirements for external floating roof tanks that are exempt from the seal and gap requirements of OAC 3745-21-09(Z) because the tank capacity is less than 420,000 gallons* and it is used to store crude oil or condensate prior to custody transfer [OAC rule 3745-21-09(Z)(3)(b)]
Note:	External floating roof tanks with a capacity of less than 40,000 gallons* are exempt from the requirements of OAC 3745-21-09(Z) and its seal gap requirements [OAC rule 3745-21-09(Z)(3)(a)

H.6.d		Additional Terms and Conditions, Exemption restriction for external floating roof tanks with a capacity less than 420,000 gallons and storing crude oil prior to custody transfer [OAC rule 3745-21-09(Z)(3)(b)]
The permittee shall not place, store, or hold in this external floating roof tank any petroleum liquid other than produced crude oil and condensate where there is no custody transfer.
[OAC rule 3745-21-09(Z)(3)(b)]

H.6.e		Record keeping Requirements for the storage of petroleum liquids in external floating roof tanks that are exempt from the seal and gap requirements of OAC 3745-21-09(Z) because the tank capacity is less than 420,000 gallons and is storing crude oil or condensate prior to custody transfer [OAC rule 3745-21-09(Z)(3)(b) and (Z)(4)]
Note:	There are no record keeping or reporting requirements for tanks with a capacity of less than 420,000 gallons storing crude oils prior to custody transfer, however, if storing a non-exempt oil, the following terms require records and reporting of any petroleum liquids stored that do not meet the exemption and documents the time and “volume” of petroleum liquids stored during the period of non-compliance
The permittee shall maintain records of any petroleum liquid other than crude oil and/or condensate where there has been no custody transfer, that is placed or stored in the external floating roof tank having a capacity of less than 420,000 gallons.  The records shall include:
the type of petroleum liquid stored;
the date that such petroleum liquid was first stored in the tank;
the date removed (if removed);
the maximum true vapor pressure (in pounds per square inch absolute), as stored, of each non-compliant petroleum liquid that has a maximum true vapor pressure greater than 1.0 pound per square inch absolute; and
the total gallons of throughput of each non-crude petroleum liquid/non-condensate and/or crude oil that has been through a custody transfer.
[OAC rule 3745-21-09(Z)(3)(b) and (Z)(4)]

[bookmark: _GoBack]H.6.f		Reporting Requirements for the storage of petroleum liquids in external floating roof tanks that are exempt from the seal and gap requirements of OAC 3745-21-09(Z) because the tank’s capacity is less than 420,000 gallons and it is only storing crude oil or condensate prior to custody transfer [OAC rule 3745-21-09(Z)(3)(b) and (Z)(5)]
If the permittee places, stores, or holds, in the external floating roof tank a petroleum liquid other than crude oil and/or condensate where there is no custody transfer, the permittee shall notify the Director (the appropriate Ohio EPA District Office or local air agency) within 30 days of becoming aware of the occurrence.  The date that such petroleum liquid was first stored in the tank, the date removed (if removed), the total gallons of throughput of each non-crude petroleum liquid/non-condensate, and the proposed method of compliance shall be included in the report.
[OAC rule 3745-21-09(Z)(3)(b) and (Z)(5)]
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