Terms Last Revised: 6/06/2016 
IO5		Oil quality analysis, record keeping, and testing requirements for fuel oil burning equipment requiring the use of ultra-low sulfur diesel (ULSD) No. 2 fuel oil, per PART 80—REGULATION OF FUELS AND FUEL ADDITIVES: Motor Vehicle Diesel Fuel; Nonroad, Locomotive, and Marine Diesel Fuel (NRLM); and ECA Marine Fuel . [40 CFR Part 80, Subpart I, OAC 3745-18-06]     
Note: ULSD fuel is now required to be used in on-road and non-road internal combustion engines, per 40 CFR 63, Subpart ZZZZ (RICE MACT), and 40 CFR 60, Subpart IIII (NSPS).  If the emission unit is a diesel, compression ignition (CI) engine subject to the RICE MACT, please use the Diesel Engine CI terms.  They are located in the following drop down menus:  Natural Gas Compressor Stations/Compressor Station- Selection of Compression Ignition (Diesel) Engine Permit Templates, or 40 CFR/Part 63/Subpart ZZZZ/ Compression Ignition Engine Permit Templates. 
I.1	Applicable Emissions Limitations and/or control Requirements  [40 CFR 80.510, OAC 3745-18-06(F)]
	
	Applicable Rules/Requirements
	Applicable Emissions Limitations/Control Measures

	a.
	OAC 3745-18-06
	The sulfur content of the diesel fuel burned in this emissions unit shall not exceed 0.5 lb SO2/MMBtu actual heat input.
See terms…………

	b.
	40 CFR 80.510(c)
	The sulfur content of the diesel fuel burned in this emissions unit shall not exceed 15 ppm or 0.0015% sulfur by weight
See terms ………



I.2	Additional Terms and Conditions, Oil quality specifications [40 CFR 80.510 (c), OAC 3745-18-06]
This term and condition should be used whenever ULSD fuel quality specifications are required.  
The quality of No. 2 diesel fuel burned in this emissions unit shall meet the following U.S. EPA’s specifications for Ultra Low Sulfur Diesel (ULSD) found in 40 CFR 80.510(c), on an ‘as received’ basis:
Sulfur content.  15 ppm maximum.
Cetane index or aromatic content, as follows:  
A minimum cetane index of 40; or
A maximum aromatic content of 35 volume percent.
[OAC 3745-18-06, 40 CFR 80.510(c)]
No. 2 diesel fuel delivered to the facility shall be stored only in dedicated vessels that are clearly identified for storage of No. 2 diesel fuel.
[OAC 3745-18-06]
Note:  add footnote for Chapter 77 if equipment is at a TV facility: [OAC rule 3745-77-07(A)]

I.3	Operational Restrictions  [40 CFR 80.510(c)]
0. Diesel fuel burned in this emissions unit shall not exceed the limit for sulfur as specified by 40 CFR 80.510(c), i.e., the maximum sulfur content of diesel fuel shall not exceed 15 ppm or 0.0015% sulfur by weight.	
[40 CFR 80.510(c)]


I.4	Monitoring and Record keeping [OAC 3745-18-06]
0. For each day during which the permittee burns a fuel other than No. 2 diesel fuel or natural gas, the permittee shall maintain a record of the type, per cent of sulfur content, and quantity of fuel burned in this emissions unit.  
The permittee shall maintain documents provided by the oil supplier for each shipment of No. 2 fuel oil to demonstrate compliance with the ULSD requirement.  These documents must include the receipt or bill of lading that includes confirmation that the fuel meets the No. 2 diesel fuel ULSD standard.
[OAC 3745-18-06]


I.5	Testing Requirements [OAC 3745-18-04(F),40 CFR 80.580]
0. Emission Limitation:
0.5 lb SO2/MMBtu
Applicable Compliance Method:
For No. 2 diesel, compliance shall be demonstrated using documents required in [XX] above.  Emissions of SO2 from No. 2 diesel fuel shall be calculated in accordance with OAC 3745-18-04(F)(2) using the maximum fuel sulfur content of 15 ppm.  For all other liquid fuels, compliance shall be demonstrated using analytical results required in [XX] above.  Emissions of SO2 from other liquid fuels shall be calculated in accordance with OAC 3745-18-04(F)(2).  For natural gas, the emissions rate shall be 0.0 lb SO2/MMBtu pursuant to 3745-18-04(F)(4).  

[OAC 3745-18-04(F)]

Emission Limitation:
The sulfur content of the diesel fuel burned in this emissions unit shall not exceed 15 ppm or 0.0015% sulfur by weight
Applicable Compliance Method:
If required, the permittee shall perform sulfur content analysis of a fuel sample in accordance with 40 CFR 80.580 using the appropriate ASTM method(s).  

[40 CFR 80.580]

[bookmark: _GoBack]

