Terms Last Revised: 6/02/2016 
J.SPRAYc	Requirements for non-exempt New Spray Booths or Surface Coating Processes, where the particulate control system is not yet determined

These terms and conditions are for new coating operations that are not exempt from particulate emissions control requirements, as specified in OAC 3745-17-11(A)(1), and have not yet determined the particulate emissions control system that they will install to demonstrate compliance with the control requirements for particulate emissions from overspray.
Note:  Existing emissions units subject to a particulate emissions limitation and control measure(s) established under BAT, BACT, or LAER should continue to comply with such emissions limitation and measure(s) instead of the requirements of 17-11(C)(2) or (C)(3).  The effective date of OAC 3745-17-11(C) is 2/1/08.

J.SPRAYc	Requirements for non-exempt New Spray Booths or Surface Coating Processes [OAC rule 3745-17-11(C)], [OAC rule 3745‑15‑03(B) and (C)]; and/or [OAC rule 3745‑77‑07(C)(1)] if TV

Operational Restrictions
0. The permittee shall install and operate a water curtain, dry filtration system, or equivalent control device for the control of particulate emissions whenever this emissions unit is in operation and shall maintain the control device in accordance with the manufacturer’s recommendations, instructions, and/or operating manual(s), with any modifications deemed necessary by the permittee.
[OAC rule 3745-17-11(C)(1) and (2)(b)]
[OAC rule 3745‑77‑07(C)(1)]	also, if TV
In the event the particulate emissions control system is not operating in accordance with the manufacturer’s recommendations, instructions, or operating manual, with any modifications deemed necessary by the permittee, the control device shall be expeditiously repaired or otherwise returned to these documented operating conditions.
[OAC rule 3745-17-11(C)(2)(e)]

Monitoring and/or Record Keeping Requirements
The permittee shall maintain documentation of the manufacturer's recommendations, instructions, or operating manuals for the particulate emissions control system, along with documentation of any modifications deemed necessary by the permittee.  These documents shall be maintained at the facility and shall be made available to the appropriate Ohio EPA District Office or local air agency upon request.
[OAC 3745-17-11(C)(2)(a)]
The permittee shall conduct periodic inspections of the particulate emissions control system to determine whether it is operating in accordance with the manufacturer’s recommendations, instructions, or operating manuals with any modifications deemed necessary by the permittee or operator.  These inspections shall be performed at a frequency that shall be based upon the recommendation of the manufacturer and the permittee shall maintain a copy of the manufacturer’s recommended inspection frequency and it shall be made available to the Ohio EPA upon request.
[OAC rule 3745-17-11(C)(2)(c)]
In addition to the recommended periodic inspections, not less than once each calendar year the permittee shall conduct a comprehensive inspection of the particulate emissions control system while the emissions unit is shut down and perform any needed maintenance and repair to ensure that it is operated in accordance with the manufacturer's recommendations.
[OAC rule 3745-17-11(C)(2)(c)]
The permittee shall document each inspection (periodic and annual) of the particulate emissions control system and shall maintain the following information:
the date of the inspection;
a description of each/any problem identified and the date it was corrected;
a description of any maintenance and repairs performed; and
the name of person who performed the inspection.
These records shall be maintained at the facility for not less than five years from the date the inspection and any necessary maintenance or repairs were completed and shall be made available to the appropriate Ohio EPA District Office or local air agency upon request.
[OAC rule 3745-17-11(C)(2)(d) and (f)]
The permittee shall maintain records that document any time periods when the particulate emissions control system was not in service when the emissions unit(s) was/were in operation, as well as, a record of all operations during which the particulate emissions control system was not operated according to the manufacturer’s recommendations with any documented modifications made by the permittee.  These records shall be maintained for a period of not less than five years and shall be made available to the Ohio EPA upon request.
[OAC rule 3745-17-11(C)(2)(e),(f) and (g) for OAC rule 3745-17-11(C)(1)]

Reporting Requirements
Use this term for TV facilities for the particulate emissions control system
Enter the following deviations for [XXXX1] in the “Quarterly Deviation Reporting Requirements” term for PTIs (“RPT.1”):
[bookmark: _GoBack]any daily record showing that the particulate emissions control system was not in service or not operated according to manufacturer’s recommendations (with any documented modifications made by the permittee) when the emissions unit(s) was/were in operation;
[OAC rule 3745‑15‑03(B)(1)(a) and OAC rule 3745‑15‑03(C); and [OAC rule 3745-77-07(C)(1)]

For non-TV facilities use the Permit Evaluation Report term (“RPT.3”)
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