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 SEQ CHAPTER \h \r 1National Emission Standards for Hazardous Air Pollutants for Surface Coating of Miscellaneous Metal Parts and Products, 40 CFR 63, Subpart MMMM
Facility Limitation
[63.3881(e)(3)] and [40 CFR 63.3890(c)(2)]
This term can be added to the Facility Terms & Conditions of one of the template permits when a facility requests the Facility-Specific Limit alternative and they can meet the requirements of [63.3881(e)(3)] and [40 CFR 63.3890(c)(2)]

This limit is an average of all of the coating sources in the facility and it can be used in addition to the complete set of terms for the appropriate compliance method.  It is only used to calculate a facility limit, using the applicable MACT limits in the calculation below.
A.
State and Federally Enforceable Section

I.
Applicable Emissions Limitations and/or Control Requirements
Limits from 40 CFR 63 Subpart MMMM, pick the appropriate limit(s) from the below selection [63.3890(a) and (b)]:
The limit for a new general use coating affected source in 40 CFR 63.3890(a)(1) is 0.23 kg organic HAP/liter of coating solids (or 1.9 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for an existing general use coating affected source in 40 CFR 63.3890(b)(1) is 0.31 kg organic HAP/liter of coating solids (or 2.6 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for a new or existing high performance coating affected source in 40 CFR 63.3890(a)(2) and (b)(2) is 3.3 kg organic HAP/liter of coating solids (or 27.5 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for a new magnet wire coating affected source in 40 CFR 63.3890(a)(3) is 0.050 kg organic HAP/liter of coating solids (or 0.44 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for an existing magnet wire coating affected source in 40 CFR 63.3890(b)(3) is 0.12 kg organic HAP/liter of coating solids (or 1.0 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for a new rubber to metal coating affected source in 40 CFR 63.3890(a)(4) is 0.81 kg organic HAP/liter of coating solids (or 6.8 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for an existing rubber to metal coating affected source in 40 CFR 63.3890(b)(4) is 4.5 kg organic HAP/liter of coating solids (or 37.7 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

The limit for a new or existing extreme performance fluoropolymer coating affected source in 40 CFR 63.3890(a)(5) and (b)(5) is 1.5 kg organic HAP/liter of coating solids (or 12.4 lbs organic HAP/gal coating solids) used during each rolling, 12-month period.

[40 CFR 63.3890]
New source:  commenced construction after 8/13/02, [63.3882(c)]
Existing source:  commenced construction on or before 8/13/02

Facility Terms and Conditions
Only add this term is using the facility-specific emission limit option

III.
Monitoring and/or Record Keeping Requirements
1.
In calculating the “facility-specific” emission limit, all coating activities that meet the applicability criteria of this or any other coating subcategory, and that constitute more than 1 percent of the total coating activities at the facility, must be included in the calculation of the “facility-specific” limit.  Coating activities that meet the applicability criteria of other surface coating NESHAP but comprise less than 1 percent of coating activities need not be included in the determination of predominant activity, but must be included in the compliance calculation.  The permittee shall calculate the “facility-specific” emission limit on a monthly basis using the coating data from the previous rolling, 12-month compliance period.  A record shall be maintained of the following calculation to document the “facility-specific” emission limit each month:
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Facility-Specific Emission Limit =  (Limit i) (Solids i) / (Solids i)
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where:

Facility-Specific Emission Limit is the “facility-specific” emission limit for each rolling, 12-month compliance period, in kg of organic HAP/liter of coating solids used or pound of organic HAP/gallon of coating solids used.

Limit i is the new or existing source emission limit applicable to coating operation “i”, included in the “facility-specific” emission limit, converted to kg (or lb) of organic HAP per liter (or gallon) of coating solids used, if not already in these units.

Solids i is the liters (or gallons) of solids used in coating operation “i” in the rolling, 12-month compliance period that is subject to emission limit “i”.

n is the number of different coating operation included in the “facility-specific” limit.

Conversion factor from 40 CFR 63.3890(c)(2)(iii):  to change kg (or lb) organic HAP/kg (or lb) coating solids used, to kg (or lb) organic HAP/liter (or gallon) coating solids used, the default solids density of 1.26 kg solids/liter coating solids or 10.5 lb solids/gallon solids shall be used.

The determination to use the “facility-specific limit” option, as well as the calculation of the “facility-specific” limit shall be submitted with the notification of compliance status, and on a monthly basis thereafter, using the coating data for each rolling, 12-month compliance period.  The records of the calculation of “facility-specific” emission limit, as well as the records for the coatings and the materials on which it is/was based, shall be maintained for 5 years following the date of the compliance report in which it was submitted.

[40 CFR 63.3890(c)(2)], [63.3881(e)(3)], & [40 CFR 63.3931]
