Testing Requirements

Method 1 changes from the Amendments of 2/27/14

For Part 63, Subpart ZZZZ
For CO and O2 measurement:

Ducts ≤6 inches in diameter may be sampled at a single point located at the duct centroid.

Ducts >6 and ≤12 inches in diameter may be sampled at 3 traverse points located at 16.7, 50.0, and 83.3% of the measurement line (‘3-point long line’).  

Ducts >12 inches in diameter, where the sampling port location meets the two and half-diameter criterion of Section 11.1.1 of Method 1 of 40 CFR Part 60, Appendix A–1, the duct may be sampled at ‘3-point long line’; otherwise, stratification testing must be conducted and sampling points selected in accordance with Section 8.1.2 of Method 7E of 40 CFR Part 60, Appendix A–4.

[Part 63, Subpart ZZZZ, Table 4]


For Part 60, Subparts IIII and JJJJ
For NOx, O2, and moisture measurement:

Ducts ≤6 inches in diameter may be sampled at a single point located at the duct centroid.

Ducts >6 and ≤12 inches in diameter may be sampled at 3 traverse points located at 16.7, 50.0, and 83.3% of the measurement line (‘3-point long line’).

Ducts >12 inches in diameter, where the sampling port location meets the two and half-diameter criterion of Section 11.1.1 of Method 1 of 40 CFR Part 60, Appendix A–1, the duct may be sampled at ‘3-point long line’; otherwise, stratification testing must be conducted and sampling points selected in accordance with Section 8.1.2 of Method 7E of 40 CFR Part 60, Appendix A–4.
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