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All Decorative Trivalent chromium bath w/ wetting agent
For all (existing, new, reconstructed) decorative chromium electroplating tanks using a trivalent chromium bath that incorporates a wetting agent as an ingredient in the bath components as purchased, is subject to the recordkeeping and reporting requirements of 63.346(b)(14) and 63.347(i), but not subject to the work practice requirements of 40 CFR 63.342(f) or continuous monitoring requirements of 40 CFR 63.343(c).
[40 CFR 63.342(e)(1)]

After 9/21/15 perfluorooctane sulfonic acid (PFOD)-based fume suppressants (containing 1% or greater PFOS by weight) shall not be used in any decorative chromium electroplating tanks using a trivalent chromium bath.
[40 CFR 63.342(e)(2)]

---------------------------------------------------------------------------------------------------------------------------------------
Definitions of the affected source, Subpart N

Decorative chromium electroplating:  the process by which a thin layer of chromium (typically 0.003 to 2.5 microns) is electrodeposited on a base metal, plastic, or undercoating to provide a bright surface with wear and tarnish resistance.  In this process the part(s) serves as the cathode in the electrolytic cell and the solution serves as the electrolyte.  Current densities typically range from 540 to 2,400 Amperes/m2 for total plating times ranging between 0.5 to 5 minutes.

Chromium anodizing:  the electrolytic process by which an oxide layer is produced on the surface of a base metal for functional purposes, such as corrosion resistance or electrical insulation, using a chromic acid solution.  In chromium anodizing the part to be anodized acts as the anode in the electrical circuit, and the chromic acid solution, with a concentrations typically ranging from 50 to 100 grams/liter, serves as the electrolyte.

Existing affected source:  Construction/reconstruction on or before February 8, 2012 
New affected source:  Construction/reconstruction after February 8, 2012

Codes in Term Number: N.x.#:
N:  Subpart N
x:  coded as follows:
a:	Additional Terms & Conditions for Hard Chromium Electroplating
b:	Additional Terms & Conditions for Decorative Chromium Electroplating
c:	Operational Restrictions
d:	Monitoring and Record keeping Requirements
e:	Reporting Requirements
f:	Testing Requirements


TERMS & CONDITIONS

Additional Terms & Conditions
[bookmark: DD_2_Applicable_emissions_limitations_]
[bookmark: DD_4_Applicable_emissions_limitations_]N.b.4	Applicable control requirements for existing, new, or reconstructed decorative chromium electroplating tanks using a trivalent chromium bath, that incorporates a wetting agent as an ingredient in the bath components purchased from the vendor(s) [40 CFR 63.342(e)(1) and (3)] and [40 CFR 63.343(a)(7)]

#	The wetting agent used in the decorative trivalent chromium bath(s), shall be documented to be an ingredient in the bath component(s) as purchased from the vendor(s), or it shall be clearly identified as a constituent contained in one of the components of the bath.
If the permittee ceases to use a bath component containing a wetting agent as purchased from the vendor in the trivalent chromium bath, the permittee shall comply with the applicable emission limitation within one year of switching bath components.  Within 30 days of the change, the permittee shall submit a report to the notify the regulating agency (appropriate Ohio EPA Division of Air Pollution Control, District Office or local air agency) of the process change and the applicable limitation required by the rule, from 40 CFR 63.342.
[40 CFR 63.342(e)(1) and (3)] and [40 CFR 63.343(a)(7)]


N.PFOD	New requirements to ban perfluorooctane sulfonic acid (PFOD) after 9/21/15
#	After 9/21/15 perfluorooctane sulfonic acid (PFOD)-based fume suppressants (containing 1% or greater PFOS by weight) shall not be used in decorative chromium electroplating tanks using a trivalent chromium bath.
[40 CFR 63.342(e)(2)]

[bookmark: DD_5_General_work_practice_standards_f]Operational Restrictions
[bookmark: DD_6_Monitoring_requirements]
Monitoring and Record Keeping Requirements

N.d.2	Record keeping requirements for decorative chromium electroplating tank using a trivalent chromium bath with a wetting agent subject to 40 CFR Part 63 Subpart N [40 CFR 63.346(b)(14)]

#	In addition to fulfilling all record keeping requirements contained in the General Provisions to 40 CFR Part 63, Subpart A, as they apply to the emissions unit, the permittee shall also maintain the following records:
a.	the total process operating time of the emissions unit during the reporting period;
b.	all documentation supporting the notifications and reports as outlined in the “Reporting Requirements” section of this permit and the general reporting requirements in 40 CFR 63.9 and 40 CFR 63.10, from Subpart A and 40 CFR 63.347; and
c.	records of the bath components purchased, with the wetting agent clearly identified as a bath constituent.

All records shall be maintained for a period of five years.
[40 CFR 63.346(b)(14)]


Reporting Requirements

[bookmark: DD_8_General_reporting_requirements_fo]N.e.0	Initial notification reporting requirements for any new or existing chromium electroplating or chromium anodizing tank and for any modification requiring a permit and subject to the provisions of Subpart N, [40 CFR 63.345(b)], [40 CFR 63.347(c)], and [40 CFR 63.347(i)]

The following information could be submitted with/in the permit application as a requirement of the “Initial Notification Reporting” in this subpart.  If this information is submitted in the permit application it would not appear as a term in the permit.
#	The Initial Notification Reporting shall include the following information:
a.	the permittee’s name, title, and address;
b.	the address (i.e., physical location) or proposed address of the affected emissions unit if different from the permittee’s;
c.	a notification of intention to construct or make any physical or operational changes to an affected emissions unit that may meet or has been determined to meet the criteria for a reconstruction as defined in 40 CFR 63.2;
d.	an identification of 40 CFR Part 63, Subpart N as the basis for the notification and if the facility is a major or area source;
e.	identification of the applicable emission limitations and compliance date;
f.	the expected commencement and completion dates of the construction or reconstruction, or the date of installation if installed;
g.	the anticipated date of (initial) startup, or date of startup if installed;
h.	a description of each emissions unit and the type of process operation to be performed (hard or decorative chromium electroplating or chromium anodizing);
i.	a description of the air pollution control method to be used to control emissions, such as preliminary design drawings and design capacity if an add-on air pollution control device is used; and
j.	an estimate of emissions based on engineering calculations and vendor information on control device efficiency, expressed in units consistent with the emissions limits of 40 CFR Part 63, Subpart N (calculations of emission estimates should be in sufficient detail to permit assessment of the validity of the calculations).

k.	a statement that the unit is a trivalent chromium process that incorporates a wetting agent; and
l.	the list of bath components that comprise the trivalent chromium bath, with the wetting agent clearly defined;
m.	if the emissions unit is undergoing reconstruction, a brief description of the affected emissions unit and the components to be replaced; and
n.	a brief description of the present and proposed emission control method.
[40 CFR 63.347(c)], [40 CFR 63.345(b)], and [40 CFR 63.347(i)]


N.e.8	Notification of construction and startup [40 CFR 63.347(c)(2)]

#	Within 30 days of beginning construction or reconstruction, the permittee shall submit to the permitting authority, the notification of the date construction or reconstruction commenced and the notification of the startup date within 30 days of startup.
[40 CFR 63.347(c)(2)]


[bookmark: DD_13_Reporting_associated_with_trival]N.e.10	Notification of Compliance Status Report for decorative chromium electroplating tanks demonstrating compliance by using a trivalent chromium bath that incorporates a wetting agent as a bath ingredient as purchased from the vendor and that meets the requirements for the exemption from the initial performance test [40 CFR 63.347(i)] and [40 CFR 63.342(e)]
#	The permittee, using a trivalent chromium bath purchased with a wetting agent as a bath ingredient, shall submit a “Notification of Compliance Status Report” to the regulating agency (appropriate Ohio EPA Division of Air Pollution Control, District Office or local air agency), signed by the responsible official who shall certify its accuracy, attesting to whether the affected emissions unit(s) is/are in compliance.  The notification shall include the following information for each trivalent chromium electroplating tank subject to the NESHAP and demonstrating compliance through this method:
a.	the permittee’s name, title, and address;
b.	the address (i.e., physical location) or proposed address of the affected emissions unit if different from the permittee’s;
c.	a notification of intention to construct or make any physical or operational changes to the affected emissions unit(s) that may meet or has been determined to meet the criteria for a reconstruction as defined in 40 CFR 63.2;
d.	an identification of 40 CFR Part 63, Subpart N as the basis for the notification and if the facility is a major or area source;
e.	identification of the applicable emission limitations and compliance date;
f. a statement that the decorative chromium electroplating process uses or will use a trivalent chromium bath that incorporates a wetting agent as an ingredient of the bath components, packaged as purchased; and
g. the list of components that comprise the trivalent chromium bath, with the wetting agent clearly defined.
The “Notification of Compliance Status Report” shall be submitted to the regulating agency (appropriate Ohio EPA Division of Air Pollution Control, District Office or local air agency), no later than 30 days from the compliance date or 30 days after startup of the decorative chromium electroplating operations if a new source.
[40 CFR 63.347(i)] and [for 40 CFR 63.342(e)]


N.e.9	Reporting requirements for trivalent chromium baths permitted to use a wetting agent as a component in the bath and demonstrating compliance with a maximum surface tension [40 CFR 63.347(i)], [40 CFR 63.342(e)(3)], and [40 CFR 63.343(a)(7)], for [40 CFR 63.343(c)(5)]
#	Within 30 days of any change to the trivalent chromium electroplating process, the permittee shall submit a report that includes the following information:
a.	a description of the manner in which the process has been changed and the emission limitation, if any, now applicable to the affected emissions unit;
b.	the information required in the initial notification report, 40 CFR 63.347(c)(1), identifying the owner, address, and applicable limitation in Part 63, Subpart N; and
c.	if no longer using a wetting agent as a component of the electroplating bath, the information contained in the notification and reporting requirements of 40 CFR 63.347, including:
i.	the notification of performance test in 63.347(d);
ii.	the notification of compliance status in 63.347(e);
iii.	the reports of performance test results in 63.347(f); and
iv.	the ongoing compliance status reports in 63.347(g) and (h).
A decorative chromium electroplating tank that uses a trivalent chromium bath that incorporates a wetting agent, and that ceases using the trivalent chromium process with a wetting agent, must comply with the emission limitation applicable to the tank within 1 year of switching the bath components.
[40 CFR 63.347(i)], with [40 CFR 63.342(e)(3)] and [40 CFR 63.343(a)(7)]


Testing Requirements

N.f.2	No testing requirements for chromium electroplating tanks using a trivalent chromium bath that incorporates a wetting agent as a bath ingredient [40 CFR 63.342(e)]
#	The decorative trivalent chromium electroplating tank(s) is/are not subject to the work practice requirements of 40 CFR 63.342(f) or the continuous compliance monitoring requirements for the surface tension found in 40 CFR 63.343(c) if the following requirements are met:
a. the trivalent chromium bath is purchased with a wetting agent incorporated as a component of the trivalent chromium bath ingredients;
b. the permittee maintains records of the bath components, with the wetting agent clearly identified as a bath constituent contained in one of the components; and
c. the permittee submits an initial notification documenting that the trivalent chromium process incorporates a wetting agent to comply with 40 CFR 63.432(e) and the list of bath components that comprise the trivalent chromium bath with the wetting agent clearly identified.
[40 CFR 63.342(e)], [40 CFR 63.346(b)(14)], [40 CFR 63.347(i)]
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