Part 63, Subpart HH:  NESHAP for Oil & NG Production Facilities

For a combustor used to control the glycol dehydration unit and performance testing is conducted by the manufacturer

[bookmark: _GoBack]A performance test conducted by the manufacturer of a combustion control device may be used to demonstrate compliance if:
the manufacturer has demonstrated compliance for the specific model in accordance with all of the requirements contained in 40 CFR 63.722(h);
the actual average inlet waste gas flowrate does not exceed the maximum established by the manufacturer and is determined using the model GRI-GLYCalc version 3.0 or higher, ProMax, or AspenTech HYSYS, where inputs to the models are representative of actual operating conditions of the controlled unit(s);
a heat sensing device, equipped with a continuous recorder, is installed that indicates continuous ignition of the pilot flame;
the combustion control device is operated with no visible emissions, except for periods not to exceed a total of 2 minutes during any hour of operation; and 1-hour visible emissions readings, using Method 22 at 40 CFR Part 60, Appendix A-7, are conducted quarterly; and
the permittee develops an inspection and maintenance plan for the combustor which shall include the manufacturer’s recommendations for ensuring proper operations; and semiannual inspections are conducted with maintenance and replacement of components in accordance with the plan.
[40 CFR 63.772(h)], [40 CFR 63.772(i)], [40 CFR 63.773(b)], [40 CFR 63.773(d)(3)(i)(H)], [40 CFR 63.773(d)(5)(i)(C)], [40 CFR 63.773(d)(6)(vi)], [40 CFR 63.774(b)(4)(ii)(C)], [40 CFR 63.775(d)(13)], [40 CFR 63.774(h)], and [40 CFR 63.775(e)(2)(ii)(E) and (F)]

Part 60, Subpart OOOO:  NSPS for Crude Oil & NG Production, Transmission, & Distribution
For a combustor used to control each storage vessels >6 TPY VOC and performance testing is conducted by the manufacturer
0. A performance test conducted by the manufacturer of a combustion control device may be used to demonstrate compliance if:
the manufacturer has demonstrated compliance for that specific model in accordance with all of the requirements contained in 40 CFR 60.5413(d);
a continuous monitoring system is installed to measure the gas flow rate at the inlet of the combustor;
a heat sensing device, equipped with a continuous recorder, is installed that indicates continuous ignition of the pilot flame; and
the combustion control device is operated with no visible emissions, except for periods not to exceed a total of 5 minutes during any 2 consecutive hours of operation; and 2-hour visible emissions readings, using Method 22 at 40 CFR Part 60, Appendix A-7, are conducted monthly for visible emissions from the stack.
[40 CFR 60.5413(d)], [40 CFR 60.5415(e)(2)(vii)(C) and (D)], and [40 CFR 60.5417(d)(1)(viii)]
