OLF.6A	Requirements for Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials, 40 CFR Part 61, Subpart M
Terms Last Revised: 3/25/16

OA.1	Additional Terms and Conditions for Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(a) and (e)] and [OAC rule 3745-20-06]
The landfill, approved to accept asbestos-containing waste materials shall maintain the following work practice standards:
There shall be no visible emissions from asbestos‑containing waste materials during on-site transportation, transfer, unloading, deposition, compacting operations, or from any inactive asbestos waste disposal sites.
Deposition and burial operations shall be conducted in a manner that prevents asbestos-containing waste materials from being broken up or dispersed before the materials are buried.
[bookmark: _GoBack]The permittee shall inspect each load of asbestos-containing material delivered to the facility.  The inspection shall consist of a visual examination to ensure that each shipment of asbestos-containing waste materials is received in intact, leak-tight containers labeled with appropriate hazard warning labels, the name of the waste generator, and the location of waste generation.  The inspection also shall determine whether the waste shipment records accompany the consignment and accurately describe the waste material and quantity.
If on the basis of the inspection, the waste material is found to be improperly received, the load shall be disposed of in accordance with the procedures in the “Asbestos Spill Contingency Plan” and the discrepancy shall be noted on the waste shipment record.
[40 CFR 61.154(a) and (e)] and [OAC rule 3745-20-06]

OA.11A	Additional Terms and Conditions "Asbestos Disposal Operating Procedure and Spill Contingency Plan" for Landfills Approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [OAC rule 3745-20-06, in part] and/or [OAC rule 3745-31-05(A)(3)]
The permittee shall develop, implement, and maintain an "Asbestos Disposal Operating Procedure and Spill Contingency Plan" consisting of:
authorized personnel training;
inspection and disposal operating procedures;
non‑conforming load response procedures;
inventory and maintenance procedures for safety and emissions control equipment;
record keeping procedures; and 
emergency notification procedures.
Authorized personnel shall be knowledgeable in the procedures, and the Plan shall be available for inspection at this facility at all times.  Emissions control equipment shall be available for wetting and containing asbestos in the event of a release or non‑conforming load disposal.  All equipment required to implement the "Asbestos Disposal Operating Procedure and Spill Contingency Plan" shall be maintained in accordance with good engineering practices to ensure that the equipment is in a ready‑to‑use condition and in an appropriate location for use.
[OAC rule 3745-20-06, in part] and/or [OAC rule 3745-31-05(A)(3)]

O.32A	Additional Terms and Conditions for Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(a) and (c), in part] and [OAC rule 3745-20-06(B)]
The facility can accept for disposal any regulated asbestos-containing material as defined in the National Emission Standards for Hazardous Air Pollutants (NESHAP) for Asbestos, 40 CFR Part 61, Subpart M, Section 141; and/or in Chapter 20 of the Ohio Administrative Code for Asbestos Emission Control, OAC 3745-20-01(B); or in any subsequent revisions to either rule.  Regulated asbestos-containing material is defined to include:
friable asbestos material;
Category I nonfriable asbestos-containing material that has become friable;
Category I nonfriable asbestos-containing material that will be or has been subjected to sanding, grinding, cutting, or abrading; or 
Category II nonfriable asbestos-containing material that has a high probability of  becoming or has become crumbled, pulverized, or reduced to powder by the forces expected to act on the material in the course of demolition or renovation operations regulated by this subpart.
[OAC rule 3745-20]

The permittee shall ensure that any nonfriable asbestos-containing waste material received does not become friable during processing at the landfill.  If any asbestos material arrives at the landfill and meets the description of a regulated asbestos-containing material as described in (a) through (d) above, the landfill shall:
cause or permit no visible emissions to the outside air from the asbestos‑containing waste materials during on‑site transportation, transfer, deposition, or compacting operations;
assure that deposition and burial operations are conducted in a manner which prevents handling by equipment or persons that causes asbestos‑containing waste materials to be broken‑up or dispersed before the materials are buried;
cover the asbestos‑containing waste material with at least twelve inches of nonasbestos‑containing material, as soon as practicable after deposition, but no later than at the end of the operating day; and
assure that during the unloading, deposition, burial, and initial compaction of asbestos‑containing waste materials, the disposal site is restricted adequately to deter unauthorized entry of the general public and any unauthorized personnel to within one hundred feet of the operations.
[40 CFR 61.154(a) and (c), in part] and [OAC rule 3745-20-06(B)]

OA.2a	Operational Restrictions for NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(b)] and [OAC rule 3745-20-06(B)(4) and (5)]
During the unloading, deposition, burial, and initial compaction of asbestos-containing waste materials, the owner or operator of the active waste disposal site shall establish a restricted area adequate to deter the unauthorized entry of the general public and any unauthorized personnel from any location within one hundred feet of the operations.  The following information shall be displayed on a sign not less than twenty by fourteen inches, so that it is visible at all entrances, from all directions, and at intervals of three hundred feet or less either along the property line of the facility or along the fencing immediately surrounding the restricted area(s).  The signs shall use letter sizes and styles of a visibility at least equal to the following specifications:
Legend:
ASBESTOS WASTE DISPOSAL SITE	2.5 cm (1 inch) Sans Serif, Gothic or Block
DO NOT CREATE DUST	1.9 cm (3/4 inch) Sans Serif, Gothic, or Block
BREATHING ASBESTOS IS HAZARDOUS TO YOUR HEALTH	14 Point Gothic
Spacing between any two lines must be at least equal to the height of the upper two lines.
[40 CFR 61.154(b)] and [OAC rule 3745-20-06(B)(4) and (5)]

OA.2b	Operational Restrictions for Asbestos [40 CFR 61.151(a)], [40 CFR 61.154(c) and (g)], [OAC rule 3745-20-06(B)(3)], and [OAC rule 3745-20-07(A)(2) and (3)]
Note:	OAC 3745-20-06(B)(3) is more restrictive than 40 CFR 154(c)(1), requiring 12 inches rather than 6 inches of coverage with compacted nonasbestos-containing material.  The OAC rules were effective before the federal rules for this requirement.
The permittee shall cover and compact asbestos wastes in accordance with the following requirements:
As soon as practical after the placement of asbestos, but no later than the end of each working day, the asbestos‑containing waste materials deposited at the site during the operating day shall be covered with at least 12 inches of non‑asbestos‑containing materials.  Once the asbestos‑containing waste materials are covered, the area shall be compacted.
Care shall be taken to ensure that disposed asbestos shall not be re‑excavated in subsequent operations.  Any accidentally exposed material shall be immediately recovered in accordance with the provisions of this permit.
Asbestos‑containing waste materials shall be separated from the landfill final grade by no less than 24 inches of compacted non‑asbestos‑containing materials or by at least 6 inches of compacted non‑asbestos‑containing materials with a permanent cover of vegetation over the area.
[40 CFR 61.151(a)], [40 CFR 61.154(c) and (g)], [OAC rule 3745-20-06(B)(3)], and [OAC rule 3745-20-07(A)(2) and (3)]

OA.3	Monitoring and/or Record keeping Requirements, Visible Emission Checks for Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(a), in part] and [OAC rule 3745-20-06(A) and (B)(1)]
The permittee shall perform daily checks, when the emissions unit is in operation and when the weather conditions allow, for any visible emissions of fugitive dust from asbestos‑containing waste materials during on‑site transportation, transfer, unloading, deposition, or compacting operations.  The presence or absence of any visible emissions shall be noted in an operations log.  If visible emissions are observed, the permittee shall also note the following in the operations log:
the color of the emissions;
the total duration of any visible emission incident; and
any corrective actions taken to eliminate the visible emissions.
[40 CFR 61.154(a), in part] and [OAC rule 3745-20-06(A) and (B)(1)]

OA.4	Record keeping Requirements, Inspections for Landfills approved to accept NESHAP- Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(e)(4)], [OAC rule 3745-20-05(E)(5)], and [OAC rule 3745-20-06(C)(1) and (3)]
The permittee shall maintain a record of the inspection required in the Additional Terms and Conditions for each load of asbestos‑containing material delivered to the facility.  These records shall be maintained for a period of 2 years.
[40 CFR 61.154(e)(4)], [OAC rule 3745-20-05(E)(5)], and [OAC rule 3745-20-06(C)(1) and (3)]

OA.5	Record keeping Requirements for Asbestos Placement [40 CFR 61.154(f) and (g)] and [OAC rule 3745-20-06(C)(2)]
The permittee shall maintain a permanent record of the location, depth and area, and quantity in cubic yards of all asbestos‑containing waste materials within the disposal site, on a map or a diagram of the disposal area.
[40 CFR 61.154(f) and (g)] and [OAC rule 3745-20-06(C)(2)]

zO.8.k	Record keeping Requirements for Municipal Solid Waste facilities subject to NSPS, Subpart WWW, for the Location of Nondegradable Waste Cell Sites [40 CFR 60.758(d)(2)]
Note:	This term will be duplicated in the NSPS WWW terms and is only included here because it is also applicable for asbestos placement in MSWs.
The permittee shall keep readily accessible documentation of the nature, date of deposition, amount, and location of asbestos-containing and/or nondegradable wastes, excluded from collection as provided in 40 CFR 60.759(a)(3)(i), as well as any nonproductive areas excluded from collection as provided in 40 CFR 60.759(a)(3)(ii).
[40 CFR 60.758(d)(2)]

OA.6	Record keeping Requirements for Receipt and/or Shipment of NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(e)] and [OAC rule 3745-20-05(E)]
The permittee shall require that all asbestos waste shipments received be accompanied by a waste shipment record.  The waste shipment records shall include the following information:
the name of the work site or facility where the asbestos‑containing waste was generated and the mailing address and telephone number of the facility owner;
the name, mailing address and telephone number of the owner or operator (waste generator) responsible for handling, packing, marking, and labeling the asbestos‑containing waste material;
active waste disposal site designated by the generator to receive the asbestos‑containing waste material for disposal;
the name and address of the local, state or U.S. EPA regional agency responsible for administering the National Emission Standards for Hazardous Air Pollutants (NESHAP) program for asbestos;
a description of the asbestos‑containing waste materials included in the waste shipment;
the number and type of containers included in the waste shipment;
the approximate volume of asbestos‑containing waste material included in the waste shipment, in cubic yards;
special handling instructions or additional information relative to the waste shipment the waste generator may specify;
a certification that the contents of this consignment are fully and accurately described by proper shipping name and are classified, packed, marked, and labeled, and are in all respects in proper condition for transport by highway according to applicable international and government regulations;
the name, address and phone number of the transporter;
a signature by the transporter, to acknowledge receipt of the asbestos‑containing waste shipment, described by the waste generator for the conditions recorded on the waste shipment record;
a discrepancy indication space to be completed by the transporter or waste shipment owner or operator if any improperly contained asbestos waste is observed or if there is any discrepancy in the quantity of asbestos shipped and the quantity of asbestos waste received at the asbestos waste disposal site;
the name and telephone number of the disposal site operator;
a signature by the waste disposal site operator to acknowledge receipt of the asbestos‑containing waste shipment described by the waste generator in the conditions above, except as noted in the discrepancy indication space; and
the date of receipt of the asbestos‑containing waste.
Significant amounts of improperly contained waste shall be reported in writing to the appropriate Ohio EPA District Office or local air agency by the following working day.  The report shall include a copy of the waste shipment.  The waste shipment record forms shall be retained at the facility for at least 5 years, and shall be made available for inspection upon request.
[40 CFR 61.154(e)] and [OAC rule 3745-20-05(E)]

OA.7	Reporting Requirements for Visible Emissions from Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154(a), in part] and [OAC rule 3745-20-06(A) and (B)(1), in part]
Note:	Quarterly reporting of an exceedance is required in the General Terms and Conditions of the permit
The permittee shall submit quarterly written reports that (a) identify all days during which any visible emissions of fugitive dust were observed from asbestos‑containing waste materials during on‑site transportation, transfer, unloading, deposition, and/or compacting operations and (b) describe any corrective actions taken to eliminate the visible emissions.  These reports shall be submitted to the Director (the appropriate Ohio EPA District Office or local air agency) by January 31, April 30, July 31 and October 31 and shall cover the previous calendar quarters.
[40 CFR 61.154(a), in part] and [OAC rule 3745-20-06(A) and (B)(1), in part]

OA.8	Reporting Requirements for Landfills approved to accept NESHAP-Regulated Asbestos-Containing Waste Materials [40 CFR 61.154] and [OAC rules 3745-20-05, 06, and 07], (6 terms)
The permittee shall submit quarterly reports summarizing the asbestos disposal activities;  these reports shall contain the following information:
the name, address and location of the facility, the calendar period covered by the report, and any changes in the methods of storage or the disposal operations; and
a list of all asbestos‑containing waste consignments received including: the date received, the name of the waste generator, the name and location of the facility where the load originated, the quantity of asbestos, and any discrepancy or non‑conformity discovered.
These quarterly reports shall be submitted no later than January 31, April 30, July 31 and October 31 and shall cover the previous calendar quarters.
[40 CFR 61.154(i), in part] and [OAC rule 3745-20-05, in part]

As soon as possible and no longer than 30 days after receipt of the asbestos-containing waste material, the permittee shall send a copy of the signed waste shipment record to the waste generator.
[40 CFR 61.154(e)(2)] and [OAC rule 3745-20-06(E)(2)(b)(ii)]

Upon discovery of a discrepancy between the quantity of asbestos-containing waste material designated on a waste shipment record and the quantity actually received, the permittee shall attempt to reconcile the discrepancy with the waste generator.  If the discrepancy is not resolved within 15 days after receiving the waste, immediately report in writing to the State, local, district, or U.S. EPA regional office responsible for administering the asbestos NESHAP program for the waste generator (identified in the waste shipment record), and the Director (the appropriate Ohio EPA District Office or local air agency) if the waste was received from out of State.  Describe the discrepancy and attempts to reconcile it, and submit a copy of the waste shipment record along with the report.
[40 CFR 61.154(e)(3)] and [OAC rule 3745-20-05(E)(2)(b)(iii)]

Upon closure of the landfill the permittee shall submit a copy of the records of the asbestos waste disposal locations and the quantities disposed to the Director (appropriate district or local office of the Division of Air Pollution Control) and shall comply with all of the provisions of rule 3745-20-07 of the Administrative Code.
[40 CFR 61.154(h)] and [OAC rule 3745-20-06(E)]

The permittee shall notify the Director, in writing, at least 45 days prior to excavating or otherwise disturbing any asbestos‑containing waste material that has been deposited at a waste disposal site and is covered.  If the excavation will begin on a date other than the one contained in the original notice, notice of the new start date must be provided at least 10 working days before excavation begins and in no event shall excavation begin earlier than the date specified in the original notification.  The following information shall be included in the notice:
scheduled starting and completion dates;
reason for disturbing the waste;
procedures to be used to control emissions during the excavation, storage, transport, and ultimate disposal of the excavated asbestos‑containing waste material (if deemed necessary, the Director may require changes in the proposed emission control procedures); and
location of any temporary storage site and the final disposal site.
[40 CFR 61.154(j)], [OAC rule 3745-20-06(F)], and [OAC rule 3745-20-07(D)]

The permittee shall notify the Director of any load of asbestos‑containing material which is rejected, or any non‑conforming load disposed of in accordance with the "Asbestos Spill Contingency Plan."  Notification shall be provided as soon as possible by a phone contact, followed in writing by the next working day.  The written notification shall provide a copy of the waste shipment record, if available, or when waste is not shipped with a waste shipment record, provide available information concerning vehicle identification, source of the load, a description of the load, nature of discrepancy, and the location of disposal.  If possible, non‑conforming loads of suspect friable material shall be detained, or the location of disposal protected from damage, until the appropriate Ohio EPA District Office or local air agency is informed and provided the opportunity to inspect.
[40 CFR 61.154(e), in part] and [OAC rule 3745-20-05(E)(2)(iii), in part]

OA.9	Testing Requirements for Visible Emissions from Landfills approved to accept NESHAP- Regulated Asbestos-Containing Waste Materials [40 CFR 61.154], [OAC rule 3745-20-06], and [OAC rule 3745-17-08]
Emission Limitation:
There shall be no visible emissions from asbestos‑containing waste materials during on‑site transportation, transfer, unloading, deposition or compacting operations. 
Applicable Compliance Method:
If required, compliance shall be determined in accordance with Test Method 22 as set forth in "Appendix on Test Methods" in 40 CFR, Part 60 ("Standards of Performance for New Stationary Sources"), as such Appendix existed on July 1, 1996, and the modifications listed in paragraphs (B)(4)(a) through (B)(4)(c) of OAC rule 3745‑17‑03.
[40 CFR 61.154], [OAC rule 3745-20-06], and [OAC rule 3745-17-08]

