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OLF.6N	Requirements for Landfills NOT approved to accept NESHAP Regulated Asbestos-Containing Waste Materials
(Revised:  03/14/12)

OA.10	Additional Terms and Conditions for Landfills NOT Approved to accept NESHAP Regulated Asbestos-Containing Waste Materials [OAC rule 3745-31-05(A)(3)]
Deposition and burial operations of any suspected non-regulated Category I or Category II asbestos-containing waste or demolition debris shall be conducted in a manner that prevents any asbestos-containing material from being broken up or dispersed before such materials are buried.
[OAC rule 3745-31-05(A)(3)]
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O.32N	Additional Terms and Conditions for Landfills NOT approved to accept NESHAP Regulated Asbestos-Containing Waste Materials [40 CFR 61.140], [40 CFR 61.154], [OAC rule 3745-20-02], and [OAC rule 3745-20-06]
Note:	the rule references include the applicability determination for Part 61, Subpart M
The facility cannot accept for disposal any regulated asbestos-containing material as defined in the National Emission Standards for Hazardous Air Pollutants (NESHAP) for Asbestos, 40 CFR Part 61, Subpart M, Section 141 and OAC rule 3745-20, or any subsequent revisions to either rule.  Regulated asbestos-containing material is defined to include:
friable asbestos material;
Category I nonfriable asbestos-containing material that has become friable;
Category I nonfriable asbestos-containing material that will be or has been subjected to sanding, grinding, cutting, or abrading; or 
Category II nonfriable asbestos-containing material that has a high probability of  becoming or has become crumbled, pulverized, or reduced to powder by the forces expected to act on the material in the course of demolition or renovation operations regulated by this subpart.
[OAC rule 3745-31-05(A)(3)]

The permittee shall be limited to accepting only non-regulated asbestos-containing waste materials.  The permittee shall ensure that any non-regulated Category I or II nonfriable asbestos-containing waste materials accepted for disposal will not become friable during processing at the landfill; and asbestos-containing waste materials accepted for disposal do not become crumbled, pulverized, or reduced to powder by the forces expected to act on the material during its handling, transfer, and burial at the landfill.  If any regulated Category II asbestos-containing waste material arrives at the landfill it cannot be accepted for disposal; and if any non-regulated asbestos-containing material becomes friable after it is accepted for disposal the permittee shall:
not cause or permit visible emissions from the non-regulated Category I or II asbestos-containing waste materials during on-site transportation, transfer, deposition, or compacting operations;
assure that deposition and burial operations are conducted in a manner which prevents handling by equipment or persons that causes the non-regulated Category I or II asbestos-containing waste materials to be broken-up or dispersed before the materials are buried;
cover the non-regulated Category I or II asbestos-containing waste material with at least twelve inches of non-asbestos-containing material, as soon as practicable after deposition, but no later than at the end of the operating day; and
during the unloading, deposition, burial, and initial compaction of the non-regulated Category I or II asbestos-containing waste materials, assure that the disposal site is restricted adequately to deter unauthorized entry of the general public and any unauthorized personnel to within one hundred feet of the operations.
[40 CFR 61.140], [40 CFR 61.154], [OAC rule 3745-20-02], and [OAC rule 3745-20-06]

OA.2c	Operational Restrictions BAT requirements for Landfills NOT approved to accept NESHAP Regulated Asbestos-Containing Waste Materials [OAC rule 3745-31-05(A)(3)]
The permittee shall cover and compact asbestos wastes in accordance with the following requirements:
As soon as practical after the placement, but no later than the end of each working day, the non-regulated Category I or II asbestos-containing waste shall be covered with at least 12 inches of non-asbestos-containing materials.  Once the asbestos-containing materials are covered, the area shall be compacted.
Care shall be taken to ensure that the disposed non-regulated Category I or II asbestos-containing wastes are not be re-excavated in subsequent operations.  Any accidentally exposed material shall be immediately re-covered in accordance with the provisions of this permit.
The non-regulated Category I or II asbestos-containing waste materials shall be separated from the landfill final grade by no less than 24 inches of compacted non-asbestos-containing materials; or by at least 6 inches of compacted non-asbestos-containing materials where a permanent cover of vegetation is established over the area; or in accordance with current requirements for closure, whichever is more stringent.
[OAC rule 3745-31-05(A)(3)]

O.8.k	Record keeping Requirements for Municipal Solid Waste facilities subject to NSPS, Subpart WWW, for the Location of Nondegradable Waste Cell Sites [40 CFR 60.758(d)(2)]
The permittee shall keep readily accessible documentation of the nature, date of deposition, amount, and location of Category I or Category II asbestos-containing and nondegradable wastes, which are excluded from the landfill gas collection requirements of 40 CFR Part 60 Subpart WWW.
[40 CFR 60.758(d)(2)]
