PR1	Flexographic, packaging rotogravure, and publication rotogravure printing lines using exempt coatings [OAC rule 3745-21-09(Y)(2) and (3)]

Terms Last Revised: 3/18/16

These terms apply to a facility with printing line(s) where:

1.	the total maximum usage of coatings and inks in all flexographic, packaging rotogravure, and publication rotogravure printing lines are less than or equal to 148 TPY; or

2.	the total maximum usage of VOC in all coatings and inks employed in all flexographic, packaging rotogravure, and publication rotogravure printing lines are less than or equal to 100 TPY.

[from exemptions in OAC rule 3745-21-09(Y)(2)(b) and (d)]

Note:	These terms only cover the requirements of OAC rule 3745-21-09(Y)(1) through (3); the facility might also be subject to national emission standards and work practices for the printing and publishing industry.

Note:	Packaging rotogravure printing lines and flexographic packaging printing lines located in Ashtabula, Cuyahoga, Geauga, Lake, Lorain, Medina, Portage, and Summit counties, with potential emissions (before control) greater than 25 tons of VOC per year, are also subject to the requirements of OAC rule 3745-21-09(Y)(4), see terms “PR2”.


Additional Terms and Conditions, exemptions

This facility is exempt from the requirements of OAC rule 3745-21-09(Y)(1) because the total maximum usage of VOC in all coatings and inks employed in all flexographic, packaging rotogravure, and publication rotogravure printing lines within the facility is less than or equal to 100 tons of VOC per year.
[OAC rule 3745-21-09(Y)(2)(d)]

This facility is exempt from the requirements of OAC rule 3745-21-09(Y)(1) because the total maximum usage of coatings and inks employed in all flexographic, packaging rotogravure, and publication rotogravure printing lines within the facility is less than or equal to 148 tons per year.
[OAC rule 3745-21-09(Y)(2)(b)]

If at any time the facility’s coating and ink usage applied in all flexographic, packaging rotogravure, and publication rotogravure printing lines exceeds 148 tons per year; or if at any time the annual VOC usage in all coatings and inks employed in all flexographic, packaging rotogravure, and publication rotogravure printing lines exceeds 100 tons, the facility will no longer be eligible for the exemption under OAC rule 3745-21-09(Y)(2)(b) and (d) and shall comply with the requirements of OAC rule 3745-21-09(Y)(1).
[OAC rule 3745-21-09(Y)(3)]

Recordkeeping Requirements

0. The permittee shall collect and record the following information at the end of each month and end of each year, as applicable:
a. the company identification for each coating, ink, and cleanup material employed in the flexographic, packaging rotogravure, and publication rotogravure printing line(s);
b. the number of gallons or pounds of each flexographic, packaging rotogravure, and publication rotogravure coating and ink employed in the printing operations during each month;
c. the number of gallons or pounds of each cleanup material employed in the flexographic, packaging rotogravure, and publication rotogravure printing line(s) during the month; and the VOC content of each, in pounds per gallon or percent by weight;
d. the VOC content of each coating and ink employed in the flexographic, packaging rotogravure, and publication rotogravure printing line(s) during the month, in pounds per gallon or percent by weight;
e. the total monthly VOC usage from each coating and ink applied in the flexographic, packaging rotogravure, and publication rotogravure printing line(s) during the month, the products of “b” times “d” above for each coating and ink applied, in pounds; 
f. the total VOC usage from all flexographic, packaging rotogravure, and publication rotogravure coatings and inks applied during the month, i.e., the summation of the VOC usage for all coatings and inks applied from “e” above, in pounds per month;
g. if demonstrating compliance with the annual coating and ink usage, the total amount of flexographic, packaging rotogravure, and publication rotogravure coatings and inks applied during the month, i.e., the summation of the pounds of each coating and ink applied from “b” above;
for each 12 months or full year of printing operations, the annual coating and ink usage, or the annual VOC usage in all coatings and inks employed, in all of the flexographic, packaging rotogravure, and publication rotogravure printing line(s), summed at the end of each operating year, i.e., the summation of the monthly totals from “f” or “g” above, in pounds per month;
the VOC emissions from cleanup materials applied during the 12 month period, i.e. the summation of the monthly products from multiplying the cleanup usage by the VOC content, as recorded in “c” above;
at the end of each year, the annual VOC emissions from the flexographic, packaging rotogravure, and publication rotogravure printing line(s), i.e., the summation of the 12 months of emissions from all coatings, inks, and cleanup materials applied, as recorded in “f” and “i” above, divided by 2,000 lbs/ton, in tons per year or rolling 12 months.
The permittee shall maintain these records at the facility for a period of 5 years.
[for OAC rule 3745-21-09(Y)(2)] and [OAC rule 3745‑15‑03]

Permit Evaluation Reporting (PER) Requirements for non-TV PTIOs (see the “RPT” term for a TV quarterly report)
[bookmark: _GoBack]
0. The permittee shall submit an annual Permit Evaluation Report (PER) to the Ohio EPA District Office or Local Air Agency by the due date identified in the Authorization section of this permit.  The permit evaluation report shall cover a reporting period of no more than twelve-months for each air contaminant source identified in this permit.  It is recommended that the PER is submitted electronically through the Ohio EPA’s “e-Business Center: Air Services” although PERs can be submitted via U.S. postal service or can be hand delivered.  The permittee shall include any exceedance or deviation from the exemption restrictions for the coating and ink usage (148 tons/year) or the usage of VOC in the coatings and inks employed (100 tons/year) in the flexographic, packaging rotogravure, and publication rotogravure printing line(s).
[OAC rule 3745‑15‑03(B)(2)] and [OAC rule 3745‑15‑03(D)]

Permit Evaluation Reporting (PER) Requirements for FEPTIOs
0. The permittee shall submit an annual Permit Evaluation Report (PER) to the Ohio EPA.  The PER must be completed electronically and submitted via the Ohio EPA eBusiness Center: Air Services by the due date identified in the Authorization section of this permit.  The permit evaluation report shall cover a reporting period of no more than twelve-months for each air contaminant source identified in this permit.  The permittee shall include any exceedance or deviation from the exemption restrictions for the coating and ink usage (148 tons/year) or the usage of VOC in the coatings and inks employed (100 tons/year) in the flexographic, packaging rotogravure, and publication rotogravure printing line(s).
[OAC rule 3745‑15‑03(B)(2)] and [OAC rule 3745‑15‑03(D)]

Reporting Requirements for a Title V facility

The permittee shall include in the quarterly deviation report any exceedance of the annual exemption (from OAC rule 3745-21-09(Y)(1)) limitation for the coating and ink usage (148 tons) or VOC usage (100 tons) in all flexographic, packaging rotogravure, and publication rotogravure printing lines.  The submission shall include the date and amount of each exceedance and the proposed compliance method and schedule.
[OAC rule 3745-77-07(A)(3)(c)(iii)] and [for exemption from OAC rule 3745-21-09(Y)(1)]
