Terms Last Revised: 6/02/2016 
Q1	GDF Stage 1 Vapor Control Requirements
Note:  GDFs having a monthly throughput of 100,000 gallons of gasoline or more must meet the additional Stage I requirements contained in 40 CFR 63 Subpart CCCCCC (summarized in Table 1 to this subpart).  Terms for Subpart CCCCCC (at all gasoline throughputs) can be found in the “organized by rule reference” section of the Terms and Conditions Library.

Q.1		Additional Terms and Conditions, GDF Stage I Applicable Emission Limitations and Control Measures [OAC rule 3745-21-09(R)(1)]
This term shall be used for all gasoline dispensing facilities which have an annual throughput of 120,000 gallons or more of gasoline
The permittee shall not cause, allow, or permit the transfer of gasoline at the gasoline dispensing facility, unless the following requirements are met:
each stationary gasoline storage tank shall be equipped and filled with a submerged fill pipe; and
for any transfer of gasoline from a delivery vessel to a stationary storage tank located at the facility, the vapors displaced from the stationary storage tank shall be processed by one of the following systems:
a vapor balance system which is designed and operated to route at least 90 percent, by weight, of the VOC in the displaced vapors to the delivery vessel and which is equipped with a means to prevent the discharge of displaced vapors from an unconnected vapor line; or
a vapor control system which is designed and operated to recover at least 90 percent by weight of the VOC in the displaced vapors.
[OAC rule 3745-21-09(R)(1)]

Q.2		Operational Restrictions, GDF Stage I [OAC rule 3745-21-09(R)(2)]
The permittee shall comply with the following operational restrictions for the Stage I vapor control system:
The vapor balance and/or control system shall be kept in good working order and shall be used at all times during the transfer of gasoline.
There shall be no leaks in the delivery vessel pressure/vacuum relief valves and hatch covers.
There shall be no leaks in the vapor and liquid lines during the transfer of gasoline.
[OAC rule 3745-21-09(R)(2)]

Q.3		Operational Restrictions, GDF Stage I leak repair requirements [OAC rule 3745-21-09(R)(3)] and [OAC rule 3745-21-10(K)]
The permittee shall repair any leak from the vapor balance or vapor control system within 15 days of detection, where the system is employed to meet the requirements of paragraph (R)(1) of OAC rule 3745-21-09 and when such leak is equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10.  Leaks of gasoline vapors from the vapor balance or control system shall be detected as described in OAC 3745-21-10(K)(5), using a liquid manometer (or equivalent device) to measure pressure during loading of gasoline and a portable hydrocarbon gas analyzer to detect any leaks.  The hydrocarbon gas analyzer shall be calibrated with 2.2% propane by volume in air (or equivalent calibration gas) for 100% of the lower explosive limit according to the procedures and frequency specified by the manufacturer.
[OAC rule 3745-21-09(R)(3)] and [OAC rule 3745-21-10(K)]

Q.4		Record keeping Requirements, GDF Stage I [OAC rule 3745-21-09(R)(3)]; [OAC rule 3745-21-10(K)]; and [OAC rule 3745-15-03(A)]
Note:	These records are not required per the rule, however they would be needed in order to demonstrate compliance with the rule.
The permittee shall maintain records of the results of each leak check conducted, for the vapor balance or control system, including, at a minimum, the following information:
the date of each inspection;
the findings of each inspection, which shall indicate the location, nature, and severity of the leak (highest detected reading);
a statement that the leak detection method from paragraph (K) of rule 3745-21-10 of the Administrative Code was used or identification of the approved alternative leak detection method applied;
the corrective action(s) taken to repair each leak and the date of final repair;
the reasons for any repair interval exceeding 15 calendar days (from the time of detection to the date of final repair) for each leak equal to or greater than one hundred per cent of the lower explosive limit as propane, as determined under paragraph (K) of rule 3745-21-10 of the Administrative Code; and
[bookmark: _GoBack]the inspector’s name and signature.
[OAC rule 3745-21-09(R)(3)]; [OAC rule 3745-21-10(K)]; and [OAC rule 3745-15-03(A)]

Q.5		Reporting Requirements, GDF Stage I [OAC rule 3745-21-09(R)(3)] and [OAC rule 3745-15-03]
Note:	There is no reporting requirement for leak detection in the OAC 3745-21-09(R)(3), however, the Director may require reporting of non-compliance with the requirements of the rule through OAC 3745-15-03.
Fill in the appropriate report:
XXXX1:  quarterly deviation report or permit evaluation report
Any leak(s) in the vapor balance system or vapor control system equal to or greater than 100 percent of the lower explosive limit as propane, as determined under paragraph (K) of OAC rule 3745-21-10 of the Administrative Code, that is/are not repaired within 15 days after identification, shall be identified in the [XXXX1] and shall include the date the leak was detected, the highest gas analyzer reading, and the date the leak was repaired.
[OAC rule 3745-21-09(R)(3)] and [OAC rule 3745-15-03]
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