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Working Copy of a Permit in Progress

5/23/13 removed rule & requirements from §63.6635 & §63.6655(a) which do not apply to engines only subject to management practices
The amendments of 3/9/11 do not affect this source.
3/10/14 removed the 2013 effective date.
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IBR # 12
GASOLINE 4SRB OPERATING LESS THAN 24 HOURS/YEAR

EXISTING STATIONARY RICE AT AN AREA SOURCE FOR HAPS

SPARK IGNITION INTERNAL COMBUSTION ENGINE

COMMENCED CONSTRUCTION BEFORE 6/12/06

>500 bHP and ≤ 2,000 HP


STANDARDS:  40 CFR 63, SUBPART ZZZZ SECTION 63.6603, TABLE 2d #5


NOTE:  Delete the non-applicable PM limit for engine size, in term #s:  b)(1)d and f)(1)b.


[Emissions Unit ID], [Company Equipment ID]
	Operations, Property and/or Equipment Description:
[bookmark: ptiostart]Stationary, 4 stroke rich burn (4SRB), spark ignition (SI) internal combustion engine (ICE); greater than 500 brake horse power (bHP) and less than or equal to 2,000 horse power (HP); burning gasoline; complying with 40 CFR 63, Subpart ZZZZ Table 2d #5; installed before 6/12/06; and operating 24 hours or less per calendar year.
a) This permit document constitutes a permit-to-install issued in accordance with ORC 3704.03(F) and a permit-to-operate issued in accordance with ORC 3704.03(G).
(1) For the purpose of a permit-to-install document, the emissions unit terms and conditions identified below are federally enforceable with the exception of those listed below which are enforceable under state law only.
a. None.
(2) For the purpose of a permit-to-operate document, the emissions unit terms and conditions identified below are enforceable under state law only with the exception of those listed below which are federally enforceable.
a. b)(1)g., c)(3), d)(2), and e)(2)
b) Applicable Emissions Limitations and/or Control Requirements
The specific operations(s), property, and/or equipment that constitute each emissions unit along with the applicable rules and/or requirements and with the applicable emissions limitations and/or control measures.  Emissions from each unit shall not exceed the listed limitations, and the listed control measures shall be specified in narrative form following the table.
	
	Applicable Rules/Requirements
	Applicable Emissions Limitations/Control Measures

	a.
	40 CFR Part 63 Subpart ZZZZ
(40 CFR 63.6580 to 63.6675)
In accordance with 40 CFR 63.6585, this emissions unit is a stationary reciprocating internal combustion engine (RICE) subject to the National Emissions Standards for Hazardous Air Pollutants (NESHAP) for Stationary Reciprocating Internal Combustion Engines.
	The existing, gasoline, stationary 4SRB, spark ignition (SI) RICE, located at an area source for hazardous air pollutants (HAPs), and operated for no more than 24 hours per year shall meet the requirements of 40 CFR Part 63, Subpart ZZZZ.

	b.
	40 CFR 63.6603(a)
Table 2d #5 to Subpart ZZZZ
	Comply with the maintenance / operational requirements from the NESHAP for non-emergency, non-black start existing 4SRB area source SI RICE greater than 500 horsepower (HP) that operate 24 hours or less per calendar year.

	c.
	OAC rule 3745-31-05(A)(3)
(AP-42 emission factors)
	The exhaust emissions from this engine shall not exceed:
0.99 pound of carbon monoxide per million British thermal unit (0.99 lb CO/MMBtu);
2.10 pounds of volatile organic compounds per million Btu (2.10 lbs VOC/MMBtu) from the exhaust stack; and
1.63 pounds of nitrogen oxides per million Btu (1.63 lbs NOx/MMBtu).

	d.
	OAC rule 3745-17-11(B)(5)
	Particulate emissions (PE) shall not exceed 0.310 lb/MMBtu of actual heat input from RICE less than or equal to 600 horsepower (HP).
Particulate emissions (PE) shall not exceed 0.062 lb/MMBtu of actual heat input from RICE greater than 600 HP.

	e.
	OAC rule 3745-18-06(H) and
40 CFR 80.195
	The sulfur content of the gasoline burned in this emissions unit shall not exceed 80 ppm per gallon.

	f.
	OAC rule 3745-17-07(A)(1)
	Visible particulate emissions from the exhaust stack serving this emissions unit shall not exceed 20 percent opacity, as a six-minute average, except as specified by rule.

	g.
	OAC rule 3745-31-05(D)
	Particulate emissions (PE) shall not exceed XX tons per rolling 12-month period.
Nitrogen oxide (NOx) emissions shall not exceed XX tons per rolling 12-month period.
Carbon monoxide (CO) emissions shall not exceed XX tons per rolling 12-month period.
Volatile organic compound (VOC) emissions shall not exceed XX tons per rolling 12-month period.
Sulfur dioxide (SO2) emissions shall not exceed XX tons per rolling 12-month period.



Additional Terms and Conditions
The permittee shall comply with the following applicable requirements identified in 40 CFR Part 63, Subpart ZZZZ:
	Applicable Rule
	Requirement

	40 CFR 63.6595(a)(1)
	The compliance date for Part 63 Subpart ZZZZ for existing SI RICE at an area source is 10/19/13.

	Applicable Tables from Part 63, Subpart ZZZZ
	Compliance requirements in Table 2d #5; continuous compliance in Table 6 #9; general provision from Subpart A in Table 8.

	40 CFR 63.6603(a)
	Maintain compliance with operational limitations in Table 2d #5 (inspection and maintenance requirements) to Part 63 Subpart ZZZZ.

	40 CFR 63.6665
	Meet all of the general provisions of Subpart A, from Sections 63.1 through 63.15, that apply to the SI RICE, as identified in Table 8 to Subpart ZZZZ.



c) Operational Restrictions
0. Unless meeting the requirements of 40 CFR 63.6625(j), the permittee shall change the oil and filter every 500 hours of operation or annually, whichever comes first; shall inspect the spark plugs every 1,000 hours of operation or annually, whichever comes first; and shall inspect all hoses and belts every 500 hours of operation or annually, whichever comes first, and replace them as necessary.  A log shall be maintained for the hours of operation between each oil, filter, and spark plug change and the date of each required inspection.
[40 CFR 63.6603(a)], [40 CFR 63.6625(j)], and [Part 63, Subpart ZZZZ Table 2d #5 and Table 6 #9]
0. Gasoline burned in the SI RICE shall not exceed the limit for sulfur as specified by 40 CFR 80.195, i.e., the maximum sulfur content of gasoline shall not exceed 80 ppm per gallon or 0.008% sulfur by weight.  Compliance with the gasoline specifications shall be determined by using the analytical results provided by the fuel supplier with each shipment.
[OAC rule 3745-18-06(H)] and [40 CFR 80.195]
The maximum annual gasoline usage rate for the RICE shall not exceed XXX gallons per rolling, 12-month period.
[OAC rule 3745-31-05(D)]
(2) The stationary non-emergency SI RICE is being permitted as a limited use engine that is operated no more than 24 hours per calendar year and therefore this RICE is restricted to only 24 hours of operation per year.
[40 CFR Part 63, Subpart ZZZZ, Table 2d #5 and Table 6 #9]
The permittee shall comply with the following applicable requirements identified in 40 CFR Part 63, Subpart ZZZZ:
	Applicable Rule
	Requirement

	40 CFR 63.6605
	General duty to minimize emissions, with good air pollution control practices for minimizing emissions; and compliance required at all times.

	40 CFR 63.6625(e)
	Operate & maintain RICE according to mfg. instructions and develop a facility maintenance plan for the RICE that meets the requirements of Subpart ZZZZ Table 2d #5.

	40 CFR 63.6625(h)
	Minimize idle and startup time, not to exceed 30 minutes.

	40 CFR 63.6625(j)
	Oil analysis program, option to extend the oil change frequency.



d) Monitoring and/or Recordkeeping Requirements
0. For each shipment of gasoline received for burning in this emissions unit, the permittee shall maintain records of the total quantity of the gasoline received and the supplier's analyses for sulfur content, in parts per million per gallon (40 CFR 80.195).  These records shall be retained for a minimum of 5 years and shall be available for inspection by the Director or his/her representative.
For: [OAC rule 3745-18-06(H)], [40 CFR 80.195], [40 CFR 63.6660], and [40 CFR 63.10(b)(1)]
The permittee shall maintain a record of the gasoline burned in this RICE on a rolling 12-month basis, i.e., at the end of each month, the sum of the gallons of fuel burned in this RICE during the month plus the number of gallons burned during the preceding 11 months of operations.  During the first 12 calendar months of operation or the first 12 calendar months following the issuance of this permit, where 11 months of fuel usage records are not available, the permittee shall record the cumulative gasoline usage for the engine as specified in the following table:
Maximum Allowable
Month(s)	Cumulative Gasoline Usage (gallons)
1		[XXXX]
1-2		[XXXX]
1-3		[XXXX]
1-4		[XXXX]
1-5		[XXXX]
1-6		[XXXX]
1-7		[XXXX]
1-8		[XXXX]
1-9		[XXXX]
1-10		[XXXX]
1-11		[XXXX]
1-12		[XXXX]
After the first 12 calendar months of operation or the first 12 calendar months following the issuance of this permit, compliance with the annual gasoline usage limitation or potential usage shall be based upon a rolling, 12-month summation of the fuel usage records.
[OAC rule 3745-31-05(D)]
(4) The permittee shall maintain records of the hours the stationary RICE is in operation with each startup of the engine and the total hours of operation at the end of each year.
[40 CFR Part 63, Subpart ZZZZ, Table 2d #5 and Table 6 #9]
The permittee shall comply with the following applicable requirements identified in 40 CFR Part 63, Subpart ZZZZ:
	Applicable Rule
	Requirement

	40 CFR 63.6640(a) and
40 CFR 63.6655(d)
	Keep the records required in #9 of Table 6 to Subpart ZZZZ to demonstrate continuous compliance.

	40 CFR 63.6655(e)(3)
	Records of maintenance and inspections conducted in order to demonstrate compliance with Table 2d and to demonstrate that the RICE was operated and maintained according to the facility’s maintenance plan.

	40 CFR 80.195
	Maintain records for the quality of gasoline burned in the SI RICE, i.e., for the standards identified in 40 CFR 80.195.

	40 CFR 63.6625(h)
	Maintain a record of each idle and/or startup time that exceeded 30 minutes.

	40 CFR 63.6660
	Records readily available and retained for at least 5 years after the date of occurrence or date of report according to 63.10(b)(1).



e) Reporting Requirements
0. The permittee shall submit an annual Permit Evaluation Report (PER) to the Ohio EPA District Office or Local Air Agency by the due date identified in the Authorization section of this permit.  The permit evaluation report shall cover a reporting period of no more than twelve months for each air contaminant source identified in this permit.  It is recommended that the PER is submitted electronically through the Ohio EPA’s “e-Business Center: Air Services”, although PERs can be submitted via U.S. postal service or can be hand delivered.
[OAC rule 3745-15-03(B)(2) and (D)]
(6) The permittee shall identify in the quarterly deviation report any exceedance of the gasoline usage restriction, to include the amount of gasoline usage recorded for each such rolling 12-month period.
[OAC rule 3745-15-03(B)(1) and (C)] for [OAC rule 3745-31-05(D)]
The permittee shall comply with the following applicable requirements identified in 40 CFR Part 63, Subpart ZZZZ:
	Applicable Rule
	Requirement

	40 CFR 80.195; 40 CFR 63.6660; and 40 CFR 63.10(b)(1)
	Identify in the PER any period of time (date and number of hours), during the reporting period, that the quality of gasoline burned in this emissions unit did not meet the per-gallon sulfur limit established in 40 CFR 80.195(b).

	40 CFR 63.6640(b); and 
OAC rule 3745-15-03(B)(2) and (D)
	Submit in the PER each instance in which the operational requirements in Table 2d were not met.

	40 CFR 63.6640(e)
and 
OAC rule 3745-15-03(B)(2) and (D)
	Submit in the PER each instance in which the applicable requirements in Table 8 to Subpart ZZZZ, the general provisions from Subpart A, were not met.

	40 CFR Part 63, Subpart ZZZZ, Table 2d #5 and Table 6 #9
	Include in the PER the record of the number of hours of operation during the calendar year.



f) Testing Requirements
0. Compliance with the emission limitations in b)(1) of these terms and conditions shall be determined in accordance with the following methods:
Opacity Limitation:
Visible particulate emissions from the exhaust stack serving this emissions unit shall not exceed 20% opacity, as a six-minute average, except as specified by rule.
Applicable Compliance Method:
If required, compliance shall be determined through visible emission observations performed in accordance with U.S. EPA Reference Method 9 in 40 CFR, Part 60, Appendix A.
[OAC rule 3745-17-07(A)(1)]
Emission Limitations:
0.310 lb PE/MMBtu from RICE less than or equal to 600 HP
0.062 lb PE/MMBtu from RICE greater than 600 HP
XX tons PE/rolling 12-month period
Applicable Compliance Method:
The particulate emission limitation is from OAC rule 3745-17-11(B)(5) for stationary internal combustion engines.
Compliance with the ton per rolling 12-month PE emissions limitation shall be determined by the following calculation:
Where:
Gi = Gallons of gasoline burned per rolling 12-month period in the engine.
EFi = the particulate emission limitation from OAC rule 3745-17-11(B)(5)(a) for stationary small internal combustion engines less than or equal to 600 horsepower, 0.310 lb PE/MMBtu.
or
EFi = the particulate emission limitation from OAC rule 3745-17-11(B)(5)(b) for stationary large internal combustion engines greater than 600 horsepower, 0.062 lb PE/MMBtu.
E = Total tons of PE/rolling 12-month period emitted.

If required, the permittee shall demonstrate compliance with the emission limitations through exhaust emission tests performed in accordance with 40 CFR Part 60, Appendix A, Methods 1 through 5.
[OAC rule 3745-31-05(D)] and [OAC rule 3745-17-11(B)(5)]
a. Emission Limitations:
1.63 lbs NOx/MMBtu
XX tons NOx/rolling 12-month period
Applicable Compliance Method:
The NOx emissions limit is based on using the AP-42 emission factor of 1.63 lbs NOx/MMBtu from Chapter 3.3, Table 3.3-1, “Emission Factors for Uncontrolled Gasoline and Diesel Industrial Engines”.
The following calculation can be used to document compliance with the ton per rolling 12-month NOx emissions restriction using the AP-42 emission factor; or this factor may be replaced by the manufacturer’s emission factor or a test-based emission factor:
Where:
Gi = Gallons of gasoline burned per rolling 12-month period in the engine.
EFi = AP-42 emission factor from Chapter 3.3, Table 3.3-1, 1.63 lbs NOx/MMBtu.
E = Total tons of NOx/rolling 12-month period emitted.

If required, the permittee shall demonstrate compliance with the emission limitations through exhaust emission tests performed in accordance with 40 CFR Part 60, Appendix A, Methods 1 through 4 and 7, as appropriate.
[OAC rule 3745-31-05(D)] and [OAC rule 3745-31-05(A)(3)]
Emission Limitations:
0.99 lb CO/MMBtu
XX tons CO/rolling 12-month period
Applicable Compliance Method:
The carbon monoxide emissions limit is based on using the AP-42 emission factor of 0.99 lb CO/MMBtu from Chapter 3.3, Table 3.3-1, “Emission Factors for Uncontrolled Gasoline and Diesel Industrial Engines”.
The following calculation can be used to document compliance with the ton per rolling 12-month CO emissions restriction using the AP-42 emission factor; or this factor may be replaced by the manufacturer’s emission factor or a test-based emission factor:
Where:
Gi = Gallons of gasoline burned per rolling 12-month period in the engine.
EFi = AP-42 emission factor from Chapter 3.3, Table 3.3-1, 0.99 lb CO/MMBtu.
E = Total tons of CO/rolling 12-month period emitted.

If required, the permittee shall demonstrate compliance with the emission limitations through exhaust emission tests performed in accordance with 40 CFR Part 60, Appendix A, Methods 1 through 4 and 10.
[OAC rule 3745-31-05(D)] and [OAC rule 3745-31-05(A)(3)]
b. Emission Limitations:
2.10 lbs VOC/MMBtu for exhaust stack
3.03 lbs/MMBtu for exhaust, evaporative, crankcase, and refueling emissions
XX tons VOC/rolling 12-month period
Applicable Compliance Method:
The VOC emissions limit from the exhaust stack is based on using the AP-42 emission factor of 2.10 lbs VOC/MMBtu, from Chapter 3.3, Table 3.3-1, “Emission Factors for Uncontrolled Gasoline and Diesel Industrial Engines”.  Total and annual VOC emissions shall be calculated using the emission factor of 3.03 lbs/MMBtu for the exhaust, evaporative, crankcase, and refueling emissions.
The following calculation can be used to document compliance with the ton per rolling 12-month VOC emissions restriction using the AP-42 emission factor; or this factor may be replaced by the manufacturer’s emission factor or a test-based emission factor:
Where:
Gi = Gallons of gasoline burned per rolling 12-month period in the engine.
EFi = AP-42 emission factor from Chapter 3.3, Table 3.3-1, 3.03 lbs VOC/MMBtu
E = Total tons of VOC/rolling 12-month period emitted.

If required, the permittee shall demonstrate compliance with the emission limitations through exhaust emission tests performed in accordance with 40 CFR Part 60, Appendix A, Methods 1 through 4 and 25, as appropriate.
[OAC rule 3745-31-05(D)] and [OAC rule 3745-31-05(A)(3)]
*The heating value of the gasoline may be adjusted to that provided by the supplier.
c. Sulfur Content Limitations for Gasoline:
Sulfur content 80 ppm per gallon or < 0.008% by weight sulfur
Applicable Compliance Method:
Compliance shall be demonstrated through the record keeping requirements for the sulfur content of each shipment of gasoline received.  This is the “per gallon cap” limit for gasoline; the refinery’s average sulfur limit is 30.00 ppm per gallon produced at the refinery during each calendar year.
Using a maximum density for gasoline to equal 6.5 lbs/gallon and a heating value of 125,000 Btu/gallon the maximum SO2 emissions would not exceed:

or

 [40 CFR 80.195]
Emission Limitations:
XX tons of SO2/rolling 12-month period
Applicable Compliance Method:
Compliance with the ton per rolling 12-month SO2 emissions limitation shall be determined by the following calculation:
Where:
Gi = gallons of gasoline burned per rolling 12-month period in the engine.
S = The cap limit on the sulfur content of gasoline is 0.008% or 80 ppm per gallon, by volume.
Using a maximum density for gasoline to equal 6.5 lbs/gallon.
E = Total tons of SO2/rolling 12-month period emitted.

[OAC rule 3745-31-05(D)]
g) Miscellaneous Requirements
	None
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