State of Ohio Environmental Protection Agency

Street Address: . Mailing Address!
Lazarus Gov. Center TELE: (614) 644-3020 FAX: {614) 644-2329 : Lazarus Gov. Center
- 122 8. Front Street P.0. Box 1049
Columbus, OH 43215 Columbus, OH 43216-1048

12/31/62 CERTIFIED MAYL

RE: Final Title V Administrative Permit Amendment Chapter 3745-
77 permit

04-48-01-0075

Textileather Corporation

Daniel W Stewart

3729 Twining Street

P.0.Box 875

Toledo, OH 43608-1315

Dear Daniel W Stewart:

Enclosed is the Title V permit that allows you to operate the facility in the manner indicated in the permit. Because this permit may
contain several conditions and restrictions, we urge you to read it carefully.

The Ohio EPA is encouraging companies to investigate pollution prevention and energy conservation, Not only will this reduce
pollution and energy consumption, but it can also save you money. If you would like to learn ways you can save moncy while
protecting the environment, please contact our Office of Pollution Prevention af (614) 644-3469.

You are hereby notified that this action of the Director is final and may be appealed to the Environmental Review Appeals
Commission pursuant to Section 3745.04 of the Ohio Revised Code. The appeal must be in writing and set forth the action
complained of and the grounds upon which the appeal is based. It must be filed with the Environmental Review Appeals
Commission within thirty (30) days after notice of the Director's action. A copy of the appeal must be served on the Director of the
Ohio Environmental Protection Agency within three (3) days of filing with the Commission. It is also requested by the Director that

a copy of the appeal be served upon the Environmental Enforcement Section of the Office of the Attorney General. An appeal may be

filed with the Environmental Review Appeals Comm1ss1on at the following address:

Environmental Review Appeals Commission
236 East Town Street

Room 300

Columbus, Ohio 43215

If you have any questions, please contact Toledo Div of Environmental Services.

Very truly yours,

2kl M |

Michael W, Ahern, Supervisor
Field Operations and Permit Section
Division of Air Pollution Control

cc: Toledo Div of Environmental Services




State of Qhio Environmental Protection A gency

FINAL TITLE V ADMINISTRATIVE PERMIT AMENDMENT

 Effective Date: 01/14/03

This document constitutes issuance of a Title V permit for Facility ID: 04-48-01-0075 to:

Textileather Corporation
3729 Twining Street

P. 0. Box 875

Toledo, OH 43608-1315

Expiration Date: 01/14/08

Modification Issue Date:  12/31/02

Emissiens Unit ID (Company ID)/Emissions Unit Activity Deseription

BOO1 (No. 1 Boiler)
No. 1 Betler - Process steam and heat

BOOZ (No. 2 Boiler)
No. 2 Boiler - Process steam and heat

K001 (No. 16 P/F Machine)
No. 16 Print and Finish Machine with Carbon
Adsorption Selvent Recovery System

K004 (No. 18 P/F Machine)-
No. 18 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K005 (No., 21 P/F Machine}
No. 21 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K006 (No. 22 P/F Machine)
No. 22 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K007 (No. 23 P/F Machine)
Na. 23 Print and Finish Machine with Carbon

Adsorption Solvent Recovery System

K008 (No. 24 P/F Machinc)
No. 24 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K009 (No. 25 P/F Machine)
No. 25 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K016 {No. 26 P/F Machine)
No. 26 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K011 (No. 28 P/F Machine)
No. 28 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K012 (No. 2 Calendering Ling)
No.2 Calendering Line

K013 (No. 3 Calendering Line)
No.3 Calendering Line :

PO14 (No. 41 Plastisol Line)
No. 41 Plastisol Line with Electrostatic Precipitator

PO18 (No. 51 Plastisol Ling)
No. 51 Plastisol Line with Incinerator

ZH01 (Bulk Handling System)
Bulk Handling System

Z043 (Ribbon Blenders / Banbury Mixers)
Ribbon Blenders and Banbury Mixers for
Calendering System

Z004 (Plastisol Linc 41 De-bagging)
PVC Resin De-Bagging Operation - Plastisol Lin
No. 41 .

Z005 (Plastisol Line 51 De-bagging)
PVC Resin De-Bagging Operation - Plastisol Line
No. 51

You will be contacted approximately eighteen (18) months prior to the expiration date regarding the renewal of this permit. If you are
not contacted, please contact the appropriate Ohio EPA District Office or local air agency listed below. This permit and the
authorization to operate the air contaminant sources (emissions units) at this facility shall expire at midnight on the expiration date -
shown above. If a renewal permit is not issued prior to the expiration date, the permittee may continue to operate pursuant to OAC -
rule 3745-77-08(E) and in accordance with the terms of this permit beyond the expiration date, provided that a complete renewal
application is submitted no earljer than eighteen (18) months and no later than one-hundred eighty {180) days prior to the expiration
date, : o

Described below is the current Ohio EPA District Office or local air agency that is responsible for processing and administering your
Title V permit:

Toledo Div of Environmental Services
348 South Erie Street

Toledo, OH 43602-1633

(419) 936-3015

OHIO ENVIRONMENTAL PROTECTION AGENCY

Christopher Jones



State of Ohio Environmental Protection Agency

Street Address; o Mailing Address:

Lazarus Gov. Center TEE: (814) 644-3020 FAX: (614) 644-2329 Lazarus Gov, Center

122 S. Front Street ] P.O. Box 1048

Columbus, OH 43215 Columbus, OH 43216-1049
12/24/02 CERTIFIED MAJH.

RE: Final Title V Chapter 3745-77 permit
04-48-01-0075
Textileather Corporation
Daniel W Stewart
3729 Twining Street
P.O, Box 875
Toledo, OH 43608-1315

Dear Daniel W Stewart:

Enclosed is the Title V permit that allows you to operate the facility in the manner indicated in the permit. Because this permit may
contain several conditions and restrictions, we urge you to read it carefully.

The Chio EPA is encoﬁraging companies to investigate pollution prevention and energy conservation. Not only will this reduce
pollution and energy consumption, but it can also save you money. If you would like to learn ways you can save money while
protecting the environment, please contact our Office of Pollution Prevention at (614) 644-3469.

You are hereby notified that this action of the Dirsctor is final and may be appealed to the Environmental Review Appeals Commission
pursuant to Section 3745.04 of the Ohio Revised Code. The appeal must be in writing and set forth the action complained of and the
grounds upon which the appeal is based. It must be filed with the Environmental Review Appeals Commission within thirty (30) days
after notice of the Director's action. A copy of the appeal must be served on ihe Director of the Ohio Environmental Protection
Agency within three (3) days of filing with the Commission. It is also requested by the Director that a copy of the appeal be served
upon the Environmental Enforcement Section of the Office of the Attorney General. An appeal may be filed with the Environmental
Review Appeals Commission at the following address:

Environmental Review Appeals Commission
236 East Town Street

Room 300

Columbus, Chio 43215

If you have any questions, please contact Toledo Div of Environmental Services.

Very truly yours,

Michael W. Ahemn, Supervisor
Field Operations and Permit Section
Division of Air Pollution Controt

cc! Toledo Div of Environmental Services
File, DAPC PMUJ



Issue Date: 12!24/9_2

State of Ohio Eonmen

FINAL TITLE V PERMIT

Effective Dafce: 01/14{’62

tection Agency

Expiration Date: 12/24/07

This document constitutes issuance of a Title V permit for Facility ID: 04-48-01-0075 to:

Textileather Corporation
3729 Twining Street

P. O. Box 875

Toledo, OH 43608-1315

Emissions Unit ID {Company ID)/Emissions Unit Activity Description

BOOI (No. 1 Boiler) .
No. | Boiler - Process steam and heat

BOO2 (No. 2 Boiler)
No. 2 Boiler - Process steam and heat

K001 (No. 16 F/F Machine)
No. 16 Print and Finish Machine with Carbon
Adsorption Solvent Recovery Systerm

K004 (No. 18 P/F Machine}
No. 18 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K005 (No. 21 P/F Machine)
No. 21 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K006 (No. 22 P/F Machine}
No. 22 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K607 (No. 23 P/F Machine)
No. 23 Print and Finish Machine with Carbon

Adsorption Solvent Recovery System

K008 (No. 24 P/F Machine}
No. 24 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K009 (No. 25 P/F Machine) :
No. 25 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K010 (No. 26 P/F Machine)
No. 26 Print and Finish Machine with Carbon
Adsorption Solvent Recovery System

K011 (No. 28 P/F Machine)
No. 28 Print and Finish Machine with Carben
Adsorption Solvent Recovery System

K012 (No. 2 Calendering Line)
No.2 Calendering Line

K013 (No. 3 Calendering Ling)
No.3 Calendering Line

P014 (No. 41 Plastisol Line)
No. 41 Plastisol Line with Electrostatic
Precipitator

PO18 (No. 51 Plastiso] Line)
Mo, 51 Plastisol Line with Incinerator

Z001 {Bulk Handling System)
Buik Handling System

Z003 (Ribbon Blenders / Banbury Mixers)
Ribbon Blenders and Banbury Mixers for
Calendering System

Z004 {Plastisol Line 41 De-bapging)
PVC Resin De-Bagging Operation - Plastisol Line
No. 41

Z005 (Piastiso! Line 51 De-bagging)
PVC Resin De-Bagging Operation - Plastisol Line
Ne. 51

You will be contacted approximately eighteen (18) months prior to the expiration date regarding the renewal of this permit. If you are
not contacted, please contact the appropriate Ohio EPA District Office or iocal air agency listed below. This permit and the
authorization to operate the air contaminant sources (emissions units) at this facility shall expire at midnight on the expiration date
shown above. If a renewal permit is not issued prior to the expiration date, the permitiee may continue to operate pursuant to CAC
rule 3745-77-08(E) and in accordance with the terms of this permit beyond the expiration date, provided that a complete renewal
application is submitted no earlier than eighteen (18) months and no later than one-hundred eighty (180) days prior to the expiration

date.

Described below is the current Ohio EPA District Office or local air agency that is responsible for processing and administering your

Title V permit:

Toledo Div of Environmentzl Services

348 South Erie Street
Toledo, OH 43602-1633
(419) 936-3015



OHIO ENVIRONMENTAL PROTECTION AGENCY

Christopher Jones
Director



Facility Name: Textileather Corporation
Facility ID:  04-48-01-0075

PART I.- GENERAL TERMS AND CONDITIONS

A State and Federally Enforceable Section

1. Monitoring and Related Record Keeping and Reporting Requirements _

Except as may otherwise be provided in the terms and conditions for a specific emissions unit, the
permittee shall maintain records that include the following, where applicable, for any required
monitoring under this permit:

a.

g2 % me

The date, place (as defined in the permit), and time of sampling or measurements.
The date(s) analyses were performed.

The company or entity that performed the analyses.

The analytical techniques or methods used.

The results of such analyses.

The operating conditions existing at the time of sampling or measurement,

(Authority for term: OAC rule 3745-77-07(4)(3)(B) (1))

Each record of any monitoring data, testing data, and support information required pursuant to this
permit shall be retained for a period of five years from the date the record was creaied. Support
information shall include all calibration and maintenance records and all original strip-chart recordings
for continuous monitoring instrumentation, and copies of all reports required by this permit. Such
records may be maintained in computerized form.

(Authority for term: OAC rule 3745-77-07(4)(3)(b)(ii)

The permittee shall submit required reports in the following manner:

i

Reports of any required monitoring and/or record keeping information shall be submitted to the
appropriate Chio EPA District Office or local air agency.
(Authority for term: OAC rule 3745-77-07(4)(3)(c))

All reporting required in accordance with the 'OAC ruie 3745-77-07(A)3)(c) with
respect to emission limitations, operational restrictions, and control device operating
parameter limitations shall be submitted in the following manner:

@ Written reports of (i) any deviations from federally enforceable emission limitations,
operational restrictions, and control device operating parameter limitations ; (i} the
probable cause of such deviations; and (iii) any corrective actions or preventive
measures taken, shall be promptly made to the appropriate Ohio EPA District Office or
local air agency. Except as may otherwise be provided in the terms and conditions for a
specific emissions unit, i.e., in Part IIT of this Title V permit, the written reports shall be
submitted quarterly, i.e., by January 31, April 30, July 31, and October 31 of each
year, and shall cover the previous calendar quarters. In identifying each deviation, the
permittee shall specify the applicable requirement for which the deviation occurred,
describe each deviation, and provide the magnitude and duration of each deviation.
These written reports shall satisfy the requirements (in part) of OAC rule 3745-77-
07(A)3)(c)(i) and (if) pertaining to the submission of monitoring reports every six

Final Title V Parmit - General Terms and Conditions Page 1



Facility Name; Textileather Corporation
Facility ID:  04-48-0%-0075

months and the requirements (in part) of CAC rule 3745-77-07(A)(3)(cX(iii) pertaining
to the prompt reporting of all deviations. See B.6 below if no deviations occurred
during the quarter.

(Authority for term: OAC rules 3745-77-07(A)(3)(c)(i) , (i) and (ii1))

(b)  Any malfunction, as defined in OAC rule 3745-15-06(B)(1), shall be promptly
reported to the Ohio EPA in accordance with OAC rule 3745-15-06. In addition, to
fulfill the deviation reporting requirements for this Title V permit, written reports that
identify each malfunction that occurred during each calendar quarter shall be submitted,
at a minimum, quarterly, i.e., by January 31, April 30, July 31, and Gctober 31 of each
year, and shall cover the previous calendar quarters.

In identifying each deviation caused by a malfunction, the permittee shall specify the
applicable requirement for which the deviation occurred, describe each deviation, and
provide the magnitude and duration of each deviation. For a specific malfunction, if this
information has been provided in a written report that was submitted in accordance with
OAC rule 3745-15-06, the permittee may simply reference that written report to
identify the deviation. Also, if a deviation caused by a malfunction is identified in a
written report submitted pursuant to paragraph (a) above, a separate report is not
required for that malfunction pursuant to this paragraph. Nevertheless, all malfunctions,
including those reported only verbally in accordance with OAC rule 3745-15-06, must
be reported in writing, at 2 minimum, on a quarterly basis. '

Any scheduled maintenance, as defined in OAC rule 3745-15-06(A)(1), that results in
a deviation from a federally enforceable emission limitation, operational restriction, and
control device operating parameter limitation shall be reported in the same manner as
described above for malfunctions. These written reports for malfunctions (and
scheduled maintenance projects, if appropriate) shall satisfy the requirements (in part)
of OAC mule 3745-77-07(A)3)(c)iii) pertaining to the prompt reporting of all
deviations.
(Authority for term: OAC rules 3745-77-07(A)(3)(c)(ifi))
il For meonitoring, record keeping, and reporting requirements:
Written reports that identify any deviations from the federally enforceable momtormg, record
keeping, and reporting requirements contained in this permit shall be submitted to the
appropriate Ohio EPA District Office or local air agency every six months, ie., by January 31
and July 31 of each year, for the previous six calendar months. In identifying each deviation, the
permittee shall specify the applicable requirement for which the deviation occurred, describe
cach deviation, and provide the magnitude and duration of each deviation. These semi-annual
written reports shall satisfy the requirements of OAC rule 3745-77-07(A)(3)(c)(i) and (i)
pertaining to the reporting of any deviations related to the monitoring, record keeping, and
reporting requirements. If no deviations occurred during a six-month period, the permittee shall
submit a semi-annual report which states that no deviations occurred during that period.
(Authority for term. OAC rules 3745-77-07(4)(3)(c)(i) and (ii))
v Each written report shall be signed by a responsible official certifying that, "based on
" information and belief formed after reasonable inquiry, the statements and information in the

Final Tite V Permit - General Terms and Conditions Page 2



Facility Name: Textileather Corporation
Facility ID:  §4-48-01-0075

report (including any written malfunction reports required by OAC rule 3745-15-06 that are
referenced in the deviation reports) are true, accurate, and complete.”
(Authority for term: OAC rule 3745-77-07(4)(3)(c)(iv))

Scheduled Maintenance/Malfunction Reporting

Any scheduled maintenance of air poltution control equipment shall be performed in accordance with paragraph
(A) of OAC rule 3745-15-06. The malfunction of any emissions unit(s) or any associated air pollution control
systemn(s) shall be reported to the appropriate Ohio EPA District Office or Jocal air agency in accordance with
paragraph (B) of OAC rule 3745-15-06. Except as provided in OAC rule 3745-15-06, any scheduled
maintenance or malfinction necessitating the shutdown or bypassing of any air pollution control system(s) shall
be accompanied by the shutdown of the emissions unit(s) that is (are) served by such contro} system(s).
(Authority for term: OAC rule 3745-77-07(4)(3)(c)(iii))

Risk Management Plans

 If the permittee is required to develop and register a risk management plan pursuant to section Ii2(r) of the
Clean Air Act, as amended, 42 U.S.C. 7401 et seq. ("Act"), the permittee shall comply with the requirement to
register such a plan.

(Authority for term: OAC rule 3745-77-07(4)(4))

Title I'V Provisions

If the permittee is subject to the requirements of 40 CFR Part 72 concerning acid rain, the permittee shall
ensure that any affected emissions unit complies with those requirements. Emissions exceeding any allowances
that are lawfully held under Title IV of the Act, or any regulations adopted thereunder, are prohibited.
(Authority for term: OAC rule 3745-77-07(4)(3))

Severability Clause
A determination that any term or condition of this permit is invalid shall not invalidate the force or effect of any
other term or condition thereof, except to the extent that any other term or condition depends in whole or in

part for its operation or implementation upon the term or condition declared invalid.
(Authority for term: OAC rule 3745-77-07(4)(6))

General Requirements

a. The permittee must comply with all terms and conditions of this permit. Any noncompliance with the
federally enforceable terms and conditions of this permit constitutes a violation of the Act, and is
grounds for enforcement action or for permit revocation, revocation and reissuance, or modification, or
for denial of a permit renewal application.

b. It shall not be a defense for the permittee in an enforcement action that it would have been necessary to
halt or reduce the permitted activity in order to maintain compliance with the federally enforceable terms
and conditions of this permit.

. This permit may be modified, reopened, revoked, or revoked and reissued, for cause, in accordance

with A.10 below. The filing of a request by the permittee for a permit modification, revocation and

Final Title V Permit - General Terms and Conditions Page 3



8.

10.

Facility Name:  Textiieather Corporation
Facility ID: ~ 04-48-01-8075

reissuance, or revocation, or of a notification of planned changes or anticipated noncompliance does
not stay any term and condition of this permit.

d. This permit does not convey any property rights of any sort, or any exclusive privilege.

e.  The permittee shall fumish to the Director of the Ohio EPA, or an authorized representative of the
Director, upon receipt of a written request and within a reasonable time, any information that may be
requested to determine whether cause exists for modifying, reopening or revoking this permit or to
determine compliance with this permit. Upon request, the permittee shall also furnish to the Director or
an authorized representative of the Director, copies of records required to be kept by this permit. For
information claimed to be confidential in the submittal to the Director, if the Administrator of the U.S.
EPA requests such information, the permittee may furnish such records directly to the Administrator
along with a claim of confidentiality.

(Authority for term: OAC rule 3745-77-07(A)(7))

Fees -

The permittee shall pay fees to the Director of the Ohio EPA in accordance with GRC section 3745.11 and
QAC Chapter 3745-78.

(Authority for term: OAC rule 3745-77-07(4)(8))

Marketabie Permit Programs

No revision of this permit is required under any approved economic incentive, marketable permits, emissions
trading, and other similar programs or processes for changes that are provided for in this permit.

(Authority for term: OAC rule 3745-77-07(4)(%))

Reasonably Anticipated Operating Scenarios

The permittee is hereby authorized to make changes among operating scenarios authorized in this permit
without notice to the Ohio EPA, but, contemporaneous with making a change from one operating scenario to
another, the permittee must record in a log at the permitted facility the scenario under which the permittee is
operating. The permit shield provided in these general terms and conditions shall apply to all operating
scenarios authorized in this permit.

(Authority for term: OAC rule 3745-77-07(4)(10))

Reopening for Cause
This Title V permit will be reopened prior to its expiration date under the following conditions:

a. Additional applicable requirements under the Act become applicable to one or more emissions units
covered by this permit, and this permit has a remaining term of three or more years. Such a reopening
shall be completed not later than eighteen (18) months after promulgation of the applicable requirement.
No such reopening is required if the effective date of the requirement is later than the date on which the
permit is due to expire, unless the original permit or any of its terms and conditions has been extended
pursuant to paragraph (E)X(1) of OAC rule 3745-77-08.

Final Titie V Permit - General Terms and Conditions i Page 4



11.

12.

d.

Facility Name: Textileather Corporation -
Facility IB:  04-48-81-0075

This permit is issued to an affected source under the acid rain program and additional requirements
(including excess emissions requirements) become applicable. Upon approval by the Administrator,
excess emissions offset plans shall be deemed to be incorporated into the permit, and shall not require a
reopening of this permit. '

The Director of the Ohio EPA or the Administrator of the U.S. EPA determines that the federally
applicable requirements in this permit are based on a material mistake, or that inaccurate statements
were made in establishing the emissions standards or other terms and conditions of this permit related to
such federally applicable requirements.

The Administrator of the U.S. EPA or the Director of the Ohio EPA determines that this permit must
be revised or revoked to assure compliance with the applicable requirements.

(Authority for term: OAC rules 3745-77-07(4)(12) and 3745-77-08(D))

Federal and State Enforceability
Only those terms and conditions designated in this permit as federally enforceable, that are required under the

Act, or any of its applicable requirements, including relevant provisions designed to limit the potential to emit of
a source, are enforceable by the Administrator of the U.S. EPA, the State, and citizens under the Act. All
other terms and conditions of this permit shall not be federally enforceable and shall be enforceable under State

law only. :
(Authority for term: OAC rule 3745-77-07(B))

Compliance Requirements

a,

Any document (including reports) required to be submitted and required by a federally applicable
requitement in this Title V pennit shall include a certification by a responsible official that, based on
information and belief formed afler reasonable inquiry, the statements in the document are true,

accurate, and complete.

Upon presentation of credentials and othier documents as may be required by law, the permittee shall

allow the Director of the Ohio EPA or an authorized representative of the Director to:

i At reasonable times, enter upon the permittee's premises where a source is located or the
emissions-related activity is conducted, or where records must be kept under the conditions of
this permit.

il Have access to and copy, at reasonable times, any records that must be kept under the

conditions of this permit, subject to the protection from disclosure to the public of confidential
information consistent with paragraph (E) of OAC rule 3745-77-03.

il Inspect at reasonable times any facilities, equipment (including monitoring and air poliution
control equipment), practices, or operations regulated or required under this permit.
. As authorized by the Act, sample or monitor at reasonable times substances or pararmeters for

the purpose of assuring compliance with the permit and applicable requirements.

Final Title V Permit - General Terms and Conditions Page 5



13,

14.

Facility Name: Textileather Corporation
Faeility ID:  04-48-01-0475

The permittee shall submit progress reports to the appropriate Ohio EPA District Office or local air
agency concerning any schedule of compliance for meeting an applicable requirement. Progress reports
shall be submitted semiannually, or more frequently if specified in the applicable requirement or by the -
Director of the Ohio EPA. Progress reports shall contain the following:

L Dates for achieving the activities, milestones, or compliance required in any schedule of
compiliance, and dates when such activities, milestones, or compliance were achieved.
ii. An explanation of why any dates in any schedule of compliance were not or will not be met,

and any preventive or corrective measures adopted.

Compliance certifications concerning the terms and conditions contained in this permit that are federally
enforceable emission limitations, standards, or work practices, shall be submitted to the Director (the
appropriate Ohio EPA District Office or local air agency) and the Administrator of the U.S. EPA m the
following manner and with the folowing content:

i Compliance certifications shall be submitted annually on a calendar year basis. The annual
certification shall be submitted on or before April 30th of each year during the permit term.
iL Compliance certifications shall include the following:
' (a) An identification of each term or condition of this permit that is the basis of the
certification.
(b) The permittee's current compliance status.
(c)  Whether compliance was continuous or intermittent.
(@)  The method(s) used for determining the compliance status of the source currently and
over the required reporting period.
(e Such other facts as the Director of the Ohio EPA may require in the permit to
determine the compliance status of the source.

1. Compliance certifications shall contain such additional requirements as may be specified

pursuant to sections 114(a)(3) and 504(b) of the Act.

(Authority for term: OAC rules 3745-77-07(Cj(1),(2),(4) and (5) and ORC section 3704.03 (L)

Permit Shield

a.

Compliance with the terms and conditions of this permit (including terms and conditions established for
alternate operating scenarios, emissions trading, and emissions averaging, but excluding terms and
conditions for which the permit shield is expressly prohibited under OAC rule 3745-77-07) shall be
deemed compliance with the applicable requirements identified and addressed in this permit as of the
date of permit issuance.

This permit shield provision shall apply to any requirement identified in this permit pursuant to OAC rule
3745-77-07(F)(2), as a requirement that does not apply to the source or to one or more emissions
units within the source.

(Authority for term: OAC rule 3745-77-07(F))

Operational Flexibility
The permittee is authorized to make the changes identified in OAC rule 3745-77-07(H)(1)(a) to (H)X1)(c)
within the permitted stationary source without obtaining a permit revision, if such change is not a modification
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15.

Facility Name: Textileather Corporation
Facility ID:  04-48-01-0075

under any provision of Title I of the Act [as defined in OAC rule 3745-77-01(J}], and does not result in an
exceedance of the emissions allowed under this permit (whether expressed therein as a rate of emissions or in
terms of total emissions), and the permittee provides the Administrator of the U.S. EPA and the appropriate
Ohio EPA District Office or local air agency with written notification within a minimum of seven days in advance
of the proposed changes, unless the change is associated with, or in response to, emergency conditions. If less
than seven days notice is provided because of a need to respond more quickly to such emergency conditions,
the permittee shall provide notice to the Administrator of the U.S. EPA and the appropriate District Office of

" the Ohio EPA or local air agency as soon as possible after learning of the need to make the change. The

notification shall contain the items required under OAC rule 3745-77-07(H)(2)d).
(Authority for term: OAC rules 3745-77-07(H)(I) and (2))

Emergencies -

The permittec shall have an affirmative defense of emergency to an action brought for noncompliance with
technology-based emission limitations if the conditions of OAC rule 3745-77-07(G)(3) are met. This
emergency defense provision is in addition to any emergency or upset provision contained in any applicable
requirement.

(Authority for term: OAC rule 3745-77-07(G}))

Off-Permit Changes _ .
The owner or operator of a Title V source may make any change in its operations or emissions at the source

that is not specifically addressed or prohibited in the Title V permit, without obtaining an amendment or
modification of the permit, provided that the following conditions are met:

a. The change does not result in conditions that violate any applicable requirements or that violate any
existing federally enforceable permit term or condition.

b. The permittee provides contemporaneous written notice of the change to the Director and the
Administrator of the U.S. EPA, except that no such notice shall be required for changes that qualify as
insignificant emission levels or activities as defined in OAC rule 3745-77-01(U). Such written notice
shall describe each such change, the date of such change, any change in emissions or pollutants emitted,
and any federally applicable requirement that would apply as a result of the change.

c. The change shall not qualify for the permit shield under OAC rule 3745-77-07(F).

d. The permittee shall keep a record describing all changes made at the source that result in emissions of a
regulated air pollutant subject to an applicable requirement, but not otherwise regulated under the
permit, and the emissions resulting from those changes.

e. . The change is not subject to any applicable requirement under Title IV of the Act or is not a
modification under any provision of Title I of the Act.

Paragraph (I) of rule 3745-77-07 of the Administrative Code applies only to modification or amendment of
the permittee's Tifle V permit. The change made may require a permit to install under Chapter 3745-31 of the
Administrative Code if the change constitutes a modification as defined in that Chapter. Nothing in paragraph
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20.

Facility Name: Teitileather Corporation
Facility iD:  04-48-01-0075

(1) of rule 3745-77-07 of the Administrative Code shall affect .any applicable obligation under Chapter 3745-
31 of the Administrative Code.

(For purposes of clanﬁcatlon, the permittee can refer io Engineering Guide #63 that is available i the
STARSHIP software package.)
(Authority for term: OAC rule 3745-77-07(1))

Compliance Method Requirements
Nothing in this permit shall alter or affect the ability of any person to establish compliance with, or a violation of,

any applicable requirement through the use of credible evidence to the extent authorized by law. Nothing in this
permit shall be construed to waive any defenses otherwise available to the permittee, including but not limnited
to, any challenge to the Credible Evidence Rule (see 62 Fed. Reg, 8314, Feb. 24, 1997), in the context of any
future proceeding.

(This term is provided for informational purposes only.)

Insignificant Activities

Each insignificant actmty that has one or more applicable requirements shall comply with those applicable
requirerents.

(Authority for term: OAC rule 3745-77-07(A)(1))

Permit to Install Requirement

Prior to the “installation” or “modification” of any “air contaminant source,” as those terms are defined in OAC
rule 3745-31-01, a permit to install must be obtained from the Ohio EPA pursuant to OAC Chapter 3745-31.
(Authority for term: OAC rule 3745-77-07(A)(1))

Air Pollution Nuisance

The air contaminants emitted by the emissions umits covered by this permit shall not cause a public nuisance, in
violation of OAC rule 3745-15-07. '

(Authority for term: OAC rule 3745-77-07(4) (I b

State Only Enforceable Section
Reporting Requireménts Related to Monitoring and Record Keeping Requirements
The permittee shall submit required reports in the following manner:

a, Reports of any required monitoring and/or record keeping information shall be submitted to the
appropriate Ohio EPA District Office or local air agency.

b. Except as otherwise may be provided in the terms and conditions for a specific emissions unit, quarterly
written reports of (i) any deviations (excursions) from emission limitations, operational restrictions, and
control device operating parameter limitations that have been detected by the testing, monitoring, and
record keeping requirements specified in this permit, (ii) the probable cause of such deviations, and (i)
‘any corrective actions or preventive measures which have been or will be taken, shall be submitted to
the appropriate Ohio EPA District Office or local air agency. In identifying each deviation, the permittee
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Facility Name: Textileather Cerporation
Facility ID:  04-48-01-0075

shall specify the applicable requirement for which the deviation occurred, describe each deviation, and
provide the magnitude and duration of each deviation. If no deviations occurred during a calendar
quarter, the permittee shall submit a quarterly report, which states that no deviations occurred during
that quarter. The reports shall be submitted quarterly, i.e., by January 31, April 30, July 31, and
October 31 of each year and shall cover the previous calendar quarters. (These quarterly reports shall
exclude deviations resulting from malfunctions reported in accordance with OAC rule 3745-15-06.)

Records Retention Requirements

Each record of any monitoring data, testing data, and support information required pursuant to this permit shall
be retained for a period of five years from the date the record was created. Support information shall include,
but not be limited to, all calibration and maintenance records and all original strip-chart recordings for
continuous monitoring instrumentation, and copies of all reports required by this permit. Such records may be
roaintained in computerized form.

Inspections and Information Requests

The Director of the Ohio EPA, or an authorized representative of the Director, may, subject to the safety
requirements of the permittee and without undue delay, enter upon the premises of this source at any reasonable

time for purposes of making inspections, conducting tests, examining records or reports pertaining to any

emission of air contaminants, and determining compliance with any applicable State air pollution laws and

regulations and the terms and conditions of this permit. The permittee shall furnish to the Director of the Ohio

EPA, or an authorized representative of the Director, upon receipt of a written request and within a reasonable

time, any information that may be requested to determine whether cause exists for modifying, reopening or
revoking this permit or to determine compliance with this permit. Upon verbal or written request, the permittes
shall also furnish to the Director of the Ohio EPA, or an authorized representative of the Director, copies of
records required to be kept by this permit.

Scheduled Maintenance/Malfunction Reporting

Any scheduled maintenance of air pollution control equipment shall be performed in accordance with paragraph
(A) of OAC rule 3745-15-06. The malfunction of any emissions units or any associated air pollution control
system(s) shall be reported to the appropriate Ohio EPA District Office or local air agency in accordance with
paragraph (B) of OAC rule 3745-15-06. Except as provided in that rule, any scheduled maintenance or
malfunction necessitating the shutdown or bypassing of any air pollution control system(s) shall be accompanied
by the shutdown of the emissions unit(s) that is (are) served by such control system(s). '

Permit Transfers
Any transferee of this permit shall assume the responsibilities of the prior permit holder. The appropriate Ohio
EPA District Office or local air agency must be notified in writing of any transfer of this permit.

Additional Reporting Requirements When There Are No Deviations of Federally Fnforceable
Emission Limitations, Operational Restrictions, or Control Device Operating Parameter Limitations
(See Section A of This Permit)

If no deviations occurred during a calendar quarter, the permittee shall submit a quarterly report, which states
that no deviations occurred during that quarter. The reports shall be submitted quarterly, i.e., by January 31,
April 30, July 31, and October 31 of each year and shall cover the previous calendar quarters.
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Faciiity Neme:  Textileather Corporation
Facility it 04-48-01-0075

Part i - Specific Facility Terms and Conditions

A, State and Federally Enforcable Section

1. The permittee may be subject to the National Emission Standards for Hazardous Air Poilutants (NESHAP) for Fabric Printing, Coating, and
Dyeing, 40 CFR Part 63, Subpart 0000. U.8. EPA failed to promulgate this standard by May {5, 2002, the Maximum Achievable
Control Technology (MACT) hammer dats. In accordance with 40 CFR Part 83, Subpart B (4C CFR Parts 63.50 through 63.56), the
permittee shall submit an application to revise the permit to include equivalent ernission imitations as a result of a case-by-case MACT
determination. The application shall be submitted in two parts. The deadline o submit the Part | application, as specified in 40 CFR Part
63.53, was May 15, 2002,

2. If the final NESHAPR standard is not promulgated by the deadline specified by U.S. EPA, the permittee shall submit the Part |l application
as specified in 40 CFR Part 63.53. The Part || application shall be submitted within 80 days after the deadline 1o promulgate the
respective standard or by May 15, 2003, whichever ig later. It must contain the following information, uniess otherwise specified by future
U.S. EPA regulations:

a. for a new affected source, the anticipated date of startup of operation;

b. the hazardous air pollutants {HAPs) emitted by each affected source in the relevant source category and an estimated total uncontroiied
and controlled emission rate for HAPs from the affected source; .

¢. any existing federal, State, or local limitations or requirements applicable fo the affected source;

d. for eaéh affected emission point or group of affected emission points, an identification of controt technology in: piace;

e. information relevant to establishing the MACT fioor (or MACT emission limitation), and, at the option of the permittee, a recommended
MACT floor; and

f. any other informatioh reasonably needed by the permitting authority including, at the discretion of the permitting autherity, Information
required pursuant to Subpart A of 40 CFR Part 63.

The Part 1] appiication for a MACT determination may, but is not required to, contain the following information:

a. recommended emission limitations for the affected source and support information {the permittes may recommend a specific design,
equipment, work practice, or operational standard, or combination therecf, as an emissien limitatien);

b. a descripiion of the control technologies that would be applied fo meet the emission limitation, including technical information on the
design, operation, size, estimated control efficiency and any other informaticn deemed appropriate by the permitting authority, and
identification of the affected sources to which the contro! technoiogies must be applied; and

c. relevani parameters to be menitored and frequency of monitoring to demonstrate continuous compliange with the MACT emission
{imitation over the applicable reporting period.

3. If the NESHAP is promulgated before the Part |i application is due for the relevant source category, the permiftee may be subject to the
rule as &n existing major source with a compliance date as specified in the NESHAP. If subject, the permitiee shall submit the following
notifications: ‘

a. Unless otherwise specified in the relevant Subgpart, within 120 days after promulgation of a 40 CFR Part 63 Subpart te which the source
is subject, the permittea shall submit an Initial Notification Report that contains the fofiowing information, in accordance with 40 CFR Part
B3.9(b){2):

i. the name and mailing address of the permittee;

fi. the physical location of the source if it is different from the mailing address;

iii, identification of the ralevant MACT siandard and the source's compliance date;

iv. a brief description of the nature, design, size, and method of operation of the source, and an identification of the types of emission
points within the affected source subject to the relevant standard and the types of HAPs emitied; and

v. a statement confirming the facility is a major source for HAPs,
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Faciity Name:  Textileather Corporation
Facility 1D 04-48-01-0075

A. State and Federally Enforcable Section (continued)

b. Unless otherwise specified in the refevant Subpart, within 60 days foliowing completion of any required compiiance demonstration
activity spacified in the relevant Subpart, the permittee shall submit a notification of compliance status that contains the follewing
information:

i. the methods used to determine compliance;

it. the results of any performance tests, visible emission abservations, continuous monitoring systems performance evaluations, and/or
other monitoring procedures or methods that were conducted;

41 the methods that will be used for determining continuous compliance, including a desaription of maonitoring and repotiing requirements
and test methods;

iv. the type and quantity of HAPs emitted by the source, reported in units and averaging times in accordance with the test methods
specified in the relevant Subparg;

v. an analysis demonstrating whether the affected source is & major SOUrce or an area source;

vi. a description of the air pollution control equipment or methed for each emission point, including each controt device or method for
each HAP and the contrai efficiency (percent) for each control device or methed; and

vil. a statement of whather or not the permitiee has complied with the requirements of the relevant Subpart.

B. State Only Enforceable Section

1, The following insignificant emissions units are located at this facility:

K003 - pilot line;

P003 - embossing fine; .

TOO1 - tank #1: 10,000-galion plasticizer above ground sterage;

TO0Z - tank #2: 10,000-gallon plasticizer above ground storage;

TOOS - tank #3: 10,000-gallon plasticizer above ground storage;

TODG - tank #6: 20,000-gallon plasticizer above ground storage;

TOO07 - tank #7: 20,000-gallon plasticizer above ground storage;

TOOS - tank #8: 20,000-galion plasticizer above ground storage;

TGOY - tank #2207 20,000-gallon plasticizer above ground storage;

T010 - tank #23: 20,000-gallon plasticizer above ground storage;

TO11 - tank #13: 10,000-gallon double wall herizontal MEK/THF under ground storage,
T012 - tank #12: 10,000-gallon double wall horizontal MEK/THF under ground storage;
TO13 - tank #18: 10,000-gallcn double wall horizontal MEK under ground storage;
T016 - tank #11: 10,000-gallen double wall horizontal MEK under ground siorage;
017 - tank #17: 10,000-gallon double wall horizontai MEK under ground storage;
T018 - tank #16: 10,000-galion double wall horizontal THF under ground storage;
T026 - tank #26: 10,000-galon plasticizer above ground storage;

TO27 - tank #27: 10,000-gailon piasticizer above ground storage;

Z002 - no. 3 calendar oil heater no. 2;

Z008 - stabilizer hand loading station: calendaring;

Z00$ - resin drop points: calendaring;

Z010 - antimoeny trioxide station: calendaring;

Z011 - PVC addition hopper #1: calendaring;

Z012 - PVC addition hopper #2: calendaring;

Z013 - plasticizer mixfaddition area: calendaring;

2014 - PVCliller recycling station: calendaring;

Z015 - silo shaker;

Z016 - anneaiar;

2017 - cold cleaning fank #1;

2018 - cold cleaning tank #2;

2019 - 2 drum curing ovens,

2020 - 2 lab hoods: quality labs;

Z021 - vacuum former: guality iab;

Z022 - 5 ovens: guality lad;
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Facility Name:  Textiieather Corporation
Facility 1D: 04-48-01-0075

B. Stats Cnly Enforceable Section ({continued)

Z023 - 5 lab hoods: R&D iab #1;

2024 - 4 mini print machines: R&D iab #1;

Z025 - mini calendar: R&D lab;

2026 - 2 mini mitls: R&D tab #1;

2027 - oven: R&D lab #1;

Z028 - oven: R&D lab #2;

Z029 - 3 lab hoods: R&D lab #2;

Z030 - samgple prep {able with hood: R&D lab #2;

Z031 - print and finish color matehing test hood (QA/QC);

Z032 - Mydro-Tek distillation still;

Z033 - soup room weight scale;

Z034 - facility drum mixers,;

Z035 - 800-galion colored plastisol tank #1: by plastisoi line;
Z036 - 800-gallon. cotored piastisol tank #2: by plastisol line;
Z037 - 800-gallon coicred plastisol tank #3: by plastisol line;
Z038 - 800-gallon colored piastisol tank #4: by plastiscl line;
2039 - 800-gailon: colored plastisol tank #5: by plastiso! line;
Z040 - 800-gallon colored plastisol tank #8: by piastisol line;
2041 - 1,750-gallon colored plastisol tank #17: by farge mixer;
2042 - 1,550-galion colored piastisol tank #18: by large mixer;
7043 - 1,550-galion colored piastisol tank #19: by large mixer;
ZD44 - 750-gallon oll plasticizer tank #11332: new dope room;
Z045 - T50-gation oil plasticizer tank #11331: new dope room;
Z046 - 1,050-gallon product 037 or 450 tank #11335. new dope room;
Z047 - 1,050-gallon product 037 or 450 tank #11336: new dope room;
2048 - 2,150-gallon foam tank #11328: new dope room;

2048 - 2,150-gallon skin tank #11325: new dope room;

2050 - 1,600-gallon foam surge tank #11324. new dope raom;
2051 - 1,500-gallon skin surge tank #11322: new dope room;
Z052 - 5,600-gallon oi! plasticizer 52338 tank #11320: new dope roont;
2053 - 1,350-gallon BFN tank #11317: new dope room;

2054 - 3,350-gailon pigmented foam tank #11301: new tank area;
Z055 - 3,350-gallon pigmented foam tank #11302: new tank ares;
Z056 - 3,350-galton pigmented foam tank #11303: new tank area;
Z057 - 3,350-gallon pigmented foam tank #11304: new tank ares;
Z058 - 3,350-gallon pigmented foam tank #11305: new tank area;

Z05S - 3,350-galion pigmented foam tank #11306: new tank area;
2060 - 3,350-gallon pigmented foam tank #11307: naw tank area;
7061 - 3,350-gallon pigmented foam tank #11308. new tank area;
Z062 - 3,350-galton pigmented foam tank #11309: new tank area;
2063 - 3,350-gallon clear skin tank #11310: new tank area;

Z064 - 3,350-gallon pigmented foam tank #11311: new tank area;
Z085 - 3,350-gallon clear skin tank #11312: new tank area;

Z066 - 3,350-gallon pigmented foam tank #11313: new tank area;
Z067 - 3,350-gallon clear skin tank #11314: new tank area;

Z068 - 3,350-gallon pigmented foam tank #11315: new tank area;
Z08% - 3,350-gallon clear skin tank #11316: new tank area;

ZO70 - 1,250-gallon clear plastisol tank #43: plastisol dope room;
2071 - 1,350-galion BFN tank #44: ptastiso depe room;

2072 - 750-gallon BFN tank #45: piastisoi dope room;

Z073 - 1,200-gallon BFN tank #46: plastisct dope room;

Z074 - 1,950-gallon clear plastiscl tank #100;
ZO75 - 1,950-gailon clear plastisol tank #101:
ZO76 - 1,950-gallon clear plastisol tank #102:
ZO77 - 1,950-gallon clear piastisol tank #103:
Z078 - 1,950-gallen clear plastisol tank #104:
2079 - 1,950-gallen clear plastisol tank #105:
2080 - 1,950-galion clear plastisol tank #106:
Z081 - 1,850-gallon glear plastisol tank #107:
Z082 - 1,850-gallon clear plastisol tank #108:
Z083 - 1,850-gailon clear plastisol tank #109;
Z084 - 1,950-gallon clear plastisol tank #110:
7085 - 1,850-galion clear plastisol tank #111:

piastisoi dope room;
plastisol dope room;
plastisol dope room;
plastisol dope room;
plastisol dope.room;
plastisel dope room;
plastisel dope room;
plastisol dope room;
piastisol dope room;
plastisol dope room;
plastisol dope room;
plastisol dope roomy;

Z0B6 - 1,200-gation pigment tank #21302: plastisct dope reom;
2087 - 8C0-gallon BFN tank #21388: bulk dope reom;

2088 - 1,300-gallon tank #21354: bulk dope rocm;

Z088 - 1,300-gallon fank #21353: bulk dope room;
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Facility Name:

Faciity ID:

B. State Only Enforceable Section (continued)

Z090 - 1,600-gatlon foams/skins tani #213138: bulk dope room;
Z091 - 4,150-galion foams/skins tank #21390: bulk dope room;
2092 - 1,400-gailon BFN tank #21351: buik dope room;

7093 - 1,550-gallon skin tank #21385: bulk dope room;

7094 - 1,550-galton foam mixer tank: butk dope room;

Z095 - 550-gailon clear piastisol #21382: bulk dope room;
Z096 - 550-galion clear plastisol tank #21381: bulk depe room;
Z097 - 3,250-pallon tank #21384: buik dope room;

Z098 - 3,200-galion tank #21385: bulk dope room;

Z099 - 750-gatlon tank #659: bulk dope room;

Z100 - indogr CV makeup fank no. 1;

Z101 - indoor CV makeup tank no. 2,

Z102 - indoor CV makeup tank no. 3;

Z103 - indoor CV makeup fank no. 4,

2104 - 750-gallon clear viny! tank #11: soup room;

2105 -~ 750-gallon clear vinyi tank #12: soup room;

Z106 - T580-gallon clear vinyl tank #13: soup room;

Z107 - 750-galion clear vinyl tank #14: soup room;

Z108 - 750-gallon ciear vinyl tank #15: soup roem;

Z109 - 750-gatlon clear vinyl tank #16: soup room;

2110 - 750-gallon clear vinyl tank #17: soup room;

Z111 - 750-gallon clear vinyl tank #18: soup room;

Z112 - 750-gallon clear vinyl tank #19: soup room;

Z113 - 750-gallon clear vinyl tank #20: soup room;

Z114 - 750-gallon clear vinyl tank #21: soup room;

Z115 - 1,150-gallon clear vinyi tank #24: soup room;

2116 - 1,150-gallon clear vinyl tank #25: soup room;

Z117 - 750-galion ciear vinyl tank #28: soup room;

Z118 - 150-gallon ciear viny! tank #27: soup room;

Z118 - 1,150-0zllon clear vinyl tank #28: scup room;

Z120 - 150-galion clear vinyl (MT) tank: soup room;

Z121 - 300-gallon silicone/ftoluiene tank #21209: soup room;
Z122 - 1,100-gallon Hydro-Tek distillation system scrap ink {ani;
2123 - 2 ovens: R&D lab #2;

2124 - Despaich oven: Development Center;

Z125 - lab hood: Development Center;

2126 - brapender: Development Center;

Z127 - pigment mixing cperations; and

Z128 - #3 calendar oil heater.

Each insignificant emissions unit at this facitity must comply with ali applicable State and federal regulations, as welt as any emission

Textileather Corporation
04-48-01-0075

limitations andfor control requirements contained within a permit to install for the emissions unit.
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Facility Name: Textlleather Corporation
Faciity ID: 04-48-01-0075
Emissions Unit:  Ne. 1 Boiler {B001}

Part Il - Terms and Conditions for Emissions Units

Emissions Unit 1D: No. 1 Boiler (B001)

Activity Description: No. 1 Boiler - Process steam and heat

A. State and Federally Enforceable Section

. Applicable Emissions Limitations and/or Control Reguirements

1.

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in -
the following table along with the applicable rules and/or requirements and with the applicable
emlssions limitations andfor control measures. Emissions from this unit shalt not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, : Applicable Rules/ Limitations/Contro!
and/or Equipment Requirements Measures
78 million Btu boiler fired with natural  OAC rule 3745-17-07(AX1) See A.l.2.a below.
gas, LPG, or #2 fuei ofl .
OAC rule 3745-17-10(B)(1} 0.020 pound of particulate emissions
per million Btu of actual heat input
OAC rule 3745-18-54(K) 1.0 pound of sulfur dioxide per miltion
Btu of actual heat input when burning
#2 fuel oil

2. Additional Terms and Conditions

Visible particulate emissions from any stack shall not exceed 20% opacity as a 6-minute average, except as
provided by the rule.

If. Operational Restrictions

1.

2.

The permittee shall bumn only natural gas, LPG, or #2 fuel oll In this emissions unit.

The quality of the oll burned in this emissions unit shall meet, on an "as burned" basis, a sulfur content which is
sufficient to comply with the allowable sulfur dioxide emission limitation of 1.0 pound of sulfur dioxide per million
Btu of actual heat input. Compliance with this specification shall be determined by using the analytical results
provided by the permittee or oil supplier for each shipment of oil.

1R Monitorihg andfor Record Keeping Requirements

1.

For each day during which the permittee burns a fuel other than natural gas, LPG and/or #2 fuel oil, the permittee
shall maintain a record of the type and quantity of fuel burned in this emissions unit.

The permittee shall collect or require the oit supplier to collect a representative grab sample for each shipment of
oil that is received for burming in this emissions unit. The permittee shall perform or require the supplier to
perform the analyses for sulfur content and heat content in accordance with the following ASTM methods: ASTM
method D4294, ASTM method D240, or ASTM method 6010 for sulfur content; and ASTM method D240 for heat
content. Alternative, equivalent methods may be used upon written approval by the appropriate Ohio EPA
District Office or local air agency. :

For each shipment of oil received for burning in this emissions unit, the permittee shall maintain records of the
total quantity of oll received, the permittee’s or oil supplier's analyses for sulfur content and heat content, and the
calculated sulfur dioxide emission rate (in Ib/million Btu).
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Faclity Name:  Textiteather Corporation
Facllity 1D: 04-48-01-0075
Emissions Unit:  No. 1 Boiler (B001)

V. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which include an identification of each day
when a fuel other than natural gas, LPG, and/or #2 fuel oil was burned in this emissions unit.

2. The permittee shall submit, on a guarterly basis, copies of the permittee’s or oil supplier's analyses for each
shipment of oil which is received for burning in this emissions unit. The permittee's or oil supplier's analyses shall
document the sulfur content (percent) and heat content (Btu/gallon) for each shipment of oil. The following
information shall also be inciuded with the copies of the permittee's or oil supplier's analyses:

a. the total quantity of oil received in each shipment (gallons), and

b. the calculated sulfur dioxide emission rate (Ib/million Btu) for each shipment of oil received during the
calendar month.

3 The quarterly deviation reports shall be submitted in accordance with the requirements specified in Part | -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in sections A.l.1 and A.l.2 of these terms and conditions shall be
determihed in accordance with the following methods:

1.a  Emission Limitation:
" 20% opacity as a 8-minute average
Applicable Compliance Method:
if required, compliance shall be determined through visible emission observations performed in accordance with

Method 9 of 40 CFR Part 60, Appendix A using the methods and procedures speciied in OAC rule
3745-17-03(BY1).

ib Emission Limitation:
0.020 pound of particulate emissions per million Btu of actual heat input
Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this limitation in accordance with the method(s) and
pracedures specified in OAC rule 3745-17-03(B)(9).

i.c Emission Limitation:
1.0 pound of sulfur dioxide per million Btu of actual heat input when burning #2 fuel oil
Applicable Campliance Method:
Compliance shall be demonstrated through the record keeping requirements specified in section AHI. {f required,

the permittee shall demonstrate compliance with this fimitation in accordance with the method(s) and procedures
specified in OAC rule 3745-18-04(E).

Vi, Miscellaneous Requirements

None
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Eaciity Name:  Textileather Corporation
Facility IO 04-48-01-0075
Emissions Unit: No. 1 Boller (B001)

B. State Enforceable Section

i. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are Hsted in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

: Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Controf
and/or Equipment Requirements Measures

2, Additional Terms and Conditions

None
. . Operaticnal Restrictions
None

Ill. Monitoring and/or Record Keeping Requirements

None

iV. Reporting Requirements

None-

V. Testing Requirements

Mone

Vi. Miscellansous Requirements

None

Titia V Final Pemit Page 17
Terms and Conditions for Emissions Units



Faciity Name:  Textileather Corporation
Facility 1D 04-48-01-0075
Emissions Unit  No. 2 Boller {B002)

Part ili - Terms and Conditions for Emissions Units

Emissions Unit 1D: No. 2 Boiler {(B002)

Activity Description: No. 2 Boiler - Process steam and heat

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1.

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Rules/ - Limitations/Contro!
andfar Equipment Requirements Measures
78 million Btu boiler fired with natural  OAC rule 3745-17-07(AX1) See A.l.2.a below.
gas, L.PG, or #2 fuel oil
OAC rule 3745-17-10(B)(1) 0.020 pound of particulate emissions
per mitlion Btu of actual heat input
OAC rule 3745-18-54(K) 1.0 pound of sulfur dioxide per miition
Btu of actual heat input when burning
#2 fuel oil

2. Additional Terms and Conditions

Visible particulate emissions from any stack shall not exceed 20% opacity as a 6-minute average, except as
provided by the rule.

ll. Cperationai Restrictions

1.

2

The permittee shall burn only natural gas, LPG, or #2 fuel oil in this emissions unit.

The quality of the oil burned in this emissions unit shall meet, on an "as burned" basis, a sulfur content which is
sufficient to comply with the aliowable sulfur dioxide emission limitation of 1.0 pound of sulfur dioxide per million
Biu of actual heat input. Compliance with this specification shall be determined by using the analytical results
provided by the permittee or oil supplier for each shipment of oil.

lil. Monitoring and/or Record Keeping Requirements

1.

For each day during which the permitiee burns a fuel other than natural gas, LPG and/or #2 fuel oll, the permittee
shall maintain a record of the type and quantity of fuel burned in this emissions unit,

The permittee shall collect or require the oif supplier to collect a representative grab sample for each shipment of
oil that is received for burning in this emissions unit. The permittee shall perform or require the supplier to
perform the analyses for sulfur content and heat content in accordance with the following ASTM methods: ASTM
method D4294, ASTM method D240, or ASTM method 6010 for sulfur content; and ASTM method D240 for heat
content. Alternative, equivalent methods may be used upon written approval by the appropriate Ohio EPA
District Office or local air agency.

For each shipment of oil received for burning in this emissions unit, the permittee shall maintain records of the
total quantity of oil received, the permittee’s or ofl supplier's analyses for sulfur content and heat content, and the
calculated sulfur dioxide emission rate (in Ib/million Btu).
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IV. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which include an identification of each day
when a fuel other than natural gas, LPG, andfor #2 fuel oil was burned in this emissions unit.

2. The permittee shall submit, on a quarterly basis, copies of the permittee's or ol supplier's analyses for each _
shipment of oil which is received for burning in this emissions unit. The permittee’s or oil supplier's analyses shall
decument the sulfur content (percent) and heat content (Btu/galion) for each shipment of cil. The following
information shall also be included with the copies of the permittee's or oil supplier's analyses:

a. the total quantity of oll received in each shipment {gallons), and

b. the calculated sulfur dioxide emission rate (pounds/milfion Btu) for each shipment of oil received during the
calendar month.

3. The quarterly deviation reports shall be submitted in accordance with the requirements specified in Part [ -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in sections A.l.1 and A 1.2 of these terms and conditions shali be
determined in accordance with the following methods: :

1.2 Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:
If required, compliance shall be determined through visible emission observations performed in accordance with

Method 9 of 40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule
3745-17-03(B)(1).

1.b Emission Limitation:
0.020 pound of particulate emissions per million Btu of actual heat input
Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this limitation in accordance with the method(s) and
procedures specified in OAC rule 3745-17-03(B)(9).

1.c Emission Limitation:
1.0 pourd of sulfur dioxide per miltion Btu of actual heat input when burning #2 fuei oll
Applicable Compliance Method:
Compliance shall be demonstrated through the record keeping requirements specified in section Alll. If required,
the permittee shall demonstrate compliance with this limitation in accordance with the method(s) and procedures

specified in QAC rule 3745-18-04(E),

Vi. Miscellaneous Requirements

None
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B. State Enforceable Section

-
n

Applicable Emissions Limitations andfcr Confrol Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations andfor control measures, Emissions from this unit shall not exceed the fisted
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, _Applicable Rules/ Limitations/Control
andl/or Equipment Requirements Measures

2. Addiional Terms and Conditions

None

QOperational Restrictions

None

Monitoring and/or Record Keeping Requirements

None

. Reporting Requirements

None

Testing Requirements

Nong

. Miscellaneous Requirements

None
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Facliity Name:  Textileather Corporation
Facility ID: 04-48-01-0075
Emissions Unit: No. 16 PIF Machine (K001}

Part 1l - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 16 P/F Machine (K001)

Activity Description: No. 16 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. State and Federally Enforceable Section

I, Applicable Emissions Limitations and/or Conirol Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
amissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any} may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Rules/ Limitations/Control
andl/or Equipment Requirements Mieasures
print and finish machine with carbon  OAC rule 3745-21-09(H)(1)(a), (b) See Al.2.a below.
adsorption
OAC rule 3745-21-09(H)(2)(a), (b) See A.L.2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound (VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 26%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section AL2.b. :

2.b When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or {b) are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capture efficiency which is at least 76%, by weight; and

ii. a control efficiency which is at ieast 80%, by welght.

2.c - When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain the hooding madifications described below:

i. All coating application stations, not utilized exclusively for printing, shall be equipped with a fixed hood
‘with movable flaps that encioses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffle in a manner
similar o that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

ii. The fixed hoods shall be ventiiated with the final exhaust directed to the solvent recovery system.

iii. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that exterhal
influences do not significantly affect VOC capture performance.

24d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain a carbon adsorption system with a carban adsorption
capacity of at least 32,000 cubic feet per minute and also shail direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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il. Operational Restrictions

1. Af all fimes while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-09(H)(1)(a) or (b} are employed,

a. the permittee shall operate the capture system and carbon adsorption system,

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling, 3-hour average, shall not
exceed a VOC concentration (ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air is closed. : :

2. During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content limitations specified in OAC rule 3745-21-09(H)(1}(a) and/or (b) are employed, the permittee may bypass
the capture and control system.

3 All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all times when this emissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b).

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all times when this emissions unitis
in operation and utilizing materials that do not meet the VOC content fimitations specified in OAC rule
3745-21-09(H)(1)(a) or {b), to ensure that all captured YOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shail be free of leaks and holes that would permit the escape of the captured VOC emissions.

iil. Monitoring andfor Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or {b) are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbion adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compiiance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 9.) The organic maonitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.
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i, Monitoring and/or Record Keeping Requirements {continued)

2. On each day during which this emissions unit was in operation and the VOC emissions were vented to the
control equipment, the permittee shall collect and record the following information during such periods of control
equipment operation: '

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

c. the number of galions of each coating employed (converted from records of pounds of each coating employed)

d. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09{(H)(1)(a) or (b) are employed;

e. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compiiance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b} are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permittee shall collect and record the following information each month for all periods of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter.

4,  Exceptas noted below, each calendar quarter, the permittee shall utilize an anemometer, or any other equivalent
meastrement method approved by the Ohio EPA, to measure the average hood slot air velocity for each
ventilation hood serving this emissions unit, in feet per minute {fom). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middie. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufaciurer's recommendations, with any -
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit -
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood siot air velocity measurements for reporting purposes
only. '

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.¢), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the results of all monthly inspections,
Including any corrective actions taken,
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Ili. Monitoring and/or Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,

' and bypass dampers comprising the capture system. Hooding obsearvations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork cbservations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position {i.e., to carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly, The permittee shall document the resuits of all monthly inspections, including any corrective
actions taken.

IV. Reporting Requirements
1. The permittee shall submit quarterly summaries of the following records:
a. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the |

associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)}{(a) or (b) are employed,

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsarber that demonstrated that the source was in compliance when materials not meeting the VOC content
fimitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are employed; and

c. all perlads of time during which any inappropriate bypassing of the control equipment occurred.

These quarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2. The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in QAC rule 3745-21-08(H)(1){a)
or (b} while the capture and control system is bypassed. The notification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3 The permittee shall submit quarterly reports that contain the following information:
a. the results of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

¢. the results of each Inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.1.2 of these terms and conditions shall be determined in
accordance with the following methods:
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V. Testing Requirements (continued)

1.8 Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permittee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January 9, 1995, (The Ohio EPA will consider the request, including an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other appiicable requirement.) '

The control efficiency {i.e., the percent reduction in mass emissions between the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
" 3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases. :

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1588) as follows:

Appendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

ii. Solvent Determination

(a) Standard - Standards are prepared by injecting known guantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also ta
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected into
the chromatograph. A chart is produced showing specific peaks.

(b} Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peak height is less than 10% of the original peak height.

iii. Caloulation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of material width of 36 inches (1
yard). Retained solvent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements {confinued)

Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
where:

VOC exhaust = VOC in the final oven exhaust directed fo the VOC control system from the line during the period
of the run; determined by 40 CFR Part 80, Appendix A, Method 25 or 25A, as appropriate; expressed In pounds
per 100 linear yards of product. '

VOC retained = VOC retained in the product; determined using the "head space" test method specifled in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a.i through
AV.1.a.li above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the fine tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

1b Emission Limitation:

4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter '

Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B). :

2. The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
foliowing requirements:

a. The emission testing shall be conducted within 6 months after issuance of the parmit and within 8 months
prior to permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

¢. The following test method(s) shall be employed to demonstrate compliance with the capture and control
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture efficiency and for control
efficiency. Alternative USEPA approved test methods may be used with prior approval from Chio EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
uniess otherwise specified or approved by the TDOES,

e. Slot air velocity measurements shall be performed during each test run fo obtain the average slot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements {continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an “Intent to Test"
notification to the TDOES. The "Intent to Test" notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date{s} of the tesi(s), and the
person(s) who will be conducting the test(s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the results of the emission test(s}).

Personnel from the TDOES shall be permitted to witness the test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the controf equipment.

A comprehensive written report on the resulis of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test{s). The
permittee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES,

Vi. Miscellaneous Requirements

- 4. - The permittee shall maintain a record of general procuct categories manufactured in the Print and Finish
Department. For each general product category, the permittee shall determine the percent of scivent retained in
the final material for a representative product In that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
stiall be determined and added to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emisslons from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations andfor cantrol measures (if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, : Applicable Rules/ Limitations/Controi
andfor Equipment Requirements Measures

Z. Adg‘itional Terms and Conditions

None
. Operational Restrictions
None

ill. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

Vi. Miscellaneous Requirements

None
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Part Il - Terms and Conditions for Emissions Units

Emissions Unit iD: No. 18 P/F Machine (K004)

Activity Description: No. 18 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations and/or Controi Requirements

1 The specific operation(s), property, and/or equipment which constitute this emisslons unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the {able.

Applicable Emissicns

Operations, Property, Applicable Rules/ Limitations/Control
and/or Equipment Requirements Measures
print and finish machine with carbon  OAC rule 3745-21-08(H) 1)(a), (b} See A.l.2.a below.
adsorption ‘

OAC rule 3745-21-09(H)(2)(a), (b) See A.l.2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic sompound {VOC) content that does not exceed
4.8 pounds of VOC per gaillon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.L2.b.

2.5 When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b} are
employed, the coating fine shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capture efficiency which is at least 75%, by weight;, and

ii. a control efficiency which is at least 90%, by weight.

2.c When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain the hooding modifications described below:

i. All coating application stations, not utilized exclusively for printing, shall be equippad with a fixed hood
with movabile fiaps that encloses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffle in a manner
similar to that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

iii. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external
influences do not significantly affect VOC capture performance.

2.d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H}(1}(a) or (b} are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cublc feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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. Operational Restrictions

1. At all times while this emissions unit is In operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-09(H)(1)}(a) or (b) are employed, :

a. the permittes shall operate the capture system and carbon adsorption system;

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling, 3-hour average, shall not
exceed a VOC concentration {ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that couid divert any VOC laden air
from any coating applicator to the ambient air is closed. :

2. During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content limitations specified in OAC rule 3745-21-089(H)(1)(a) and/or (b) are employed, the permittee may bypass
the capture and control system.

3. All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all times when this ernissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b).

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at ali times when this emissions unit is
in operation and utilizing materials that do not meet the VOC content timitations specified in OAC rule
3745-21-09(H)(1}{(a) or (b}, to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions.

. ll. Monitoring and/or Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain & continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 8.} The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.
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{li. Monitoring and/or Record Keeping Requirements (continued)

2 On each day during which this emissions unit was in operation and the VOC emissions were vented to thé
control equipment, the permittee shall collect and record the following information during such periods of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, exciuding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

c. the number of gallons of each coating employed (converted from records of pounds of each coating employed)

d. alog of operating time for the capture {collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1)(a) or (b} are employed;

@. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09(H){(1}(a) or {b) are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permitiee shall collect and record the following information each month for all periods of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter.

4. Except as noted below, each calendar quarter, the permittee shall utilize an anemometer, or any other eguivalent
measurement method approved by the Ohio EPA, to measure the average hood siot air velocity for each
ventilation hood serving this emissions unit, in feet per minute (fpm). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middle. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
only.

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
beif drives where used, and bearings. Lubrication of bearings and replacement of other paris shall be performed
as required to maintain normal operation. The permittee shall document the results of ail monthly inspections,
including any corrective actions taken.
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IIl. Monitoring andfor Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting Is in the correct position (i.e., to carbon adsorpiion system or o
atmosphere) and visual inspections ta verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall document the results of all monthly inspections, including any corrective
actions taken. '

IV. Reporting Requirements
1. The permittee shall submit quarterly summaries of the following records:
a. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the

asscciated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09{H)(1)(a) or (b} are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content

" limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b} are employed; and

c. all periods of time during which any inappropriate bypassing of the control equipment occurred.

These guarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quariers. :

2. The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthiy record
shawing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)Y{1){a)
or (b) while the capture and control system is bypassed. The notification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3. The permittee shall submit quarterly reports that contain the following information:
a. the results of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

¢. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.
V. Testing Requirements

1. Compliance with the emission limitations in section A.l.2 of these terms and conditions shall be determined in
aceordance with the following methods:
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Y. Testing Requirements (continued)

i.a Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 81,
Appendix M, or the permittee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January 9, 1995, (The Ohio EPA will consider the request, inciuding an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement.)

The control efficiency (i.e., the percent reduction in mass emissions between the inlef and outlet of the contral
system) shall be determined in accordance with the test methods and procedures specified in OAG rule
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and thelr total concentration, and on a consideration of the potential presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method {as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows: ‘

Apbendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which Is sealed with a crimped-on lid.

it. Solvent Determination

(a) Standard - Standards are prepared by injecting known quantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and aiso to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected info
tre chromatograph. A chart Is produced showing specific peaks.

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peaik height is less than 10% of the original peak height.

iil. Calculation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of material width of 36 inches (1
yard). Retained solvent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements (continued)

Capture efficiency shall be determined based on the following formula:
Capture efficlency = (VOC exhaust + VOC retained)/VOC applied;
where:

VOO exhaust = VOO in the final oven exhaust directed fo the VOC controf system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 23A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOC retained = VOC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections AV.1.a. through
AV.1.alil above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

1.k Emission Limitation:

4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatite matter

Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this emission fimitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B).

2. The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 menths after issuance of the permit and within 6 months
prior to permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

c. The following test method(s) shall be employed to demonstrate compliance with the cap{ure and control
efficiency limitations for VOC: the method(s) specified in section AV.1.a for capture efficiency and for control
efficiency. Alternative USEPA approved test methods may be used with prior approval from Ohio EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

e. Slot air velocity measurements shall be performed during each test run to obtain the average slot air velocity
over the length of each ventilation hood. These siot alr velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "intent to Test"
notification to the TDOES. The "Intent to Test" notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s} and date(s) of the test(s), and the
person(s) who will be conducting the test(s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the results of the emission test(s).

Personnel from the TDOES shall be permitted to witness the test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
tha control equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following compistion of the test(s}. The
permittee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES.

Vl. Miscelianeous Requirements

1. The permittee shall maintain a record of general product categories manufactured in the Print and Finish
Department. For each general product category, the permittee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained.in the final material for a representative product
shall be determined and added to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, andfor equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions fimitations and/or control measures. Emissions from this unit shall not exceed the listed
fimitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or contro! measures (if any) may be specified In narrative form following the table.

Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
and/cr Equipment Requirements Measures

2. Additional Terms and Conditions

None
Il. Operational Restrictions
None

Ill. Monitoring and/or Record Keeping Requirements

None

V. Reporting Requirements

None

V. Testing Requirements

None

Vi. Miscellaneous Requirements

None
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Part Il - Terms and Conditions for Emissions Units

Emissions Unit 1D: No. 21 P/F Machine (K005)

‘Activity Description: No. 21 Print and Finish Machine with Carbon Adsorpfion Solvent Recovery Systém

A. State and Federally Enforceable Section

. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the appticable
emissions limitations andfor control measures. Emissions from this unit shall not exceed the listed
fimitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Ruiles/ Limitations/Controt
andfor Equipment Requiremenis Measures
print and finish machine with carbon ~ OAC rule 3745-21-09(H)(1)(a), (b) See A.l.2.a below.
adsorption
OAC rule 3745-21-09(H)(2)(a), {(b) See A.L2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound (VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.l.2.b. '

2b When materials not meeting the VOC content limitations specified in OAC ruie 3745-21-09(H)(1){a) or {b) are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capture efficiency which is at least 75%, by weight; and

ii. a control efficiency which is at least 90%, by weight.

2.c When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain the hooding madifications described below:

i. All coating application stations, not uiilized exclusively for printing, shall be equipped with a fixed hood
with movable flaps that encloses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffle in a manner
similar to that shown In Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

fiil. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external -
influences do not significantly affect VOC capture performance.

2.d When materials not meeting the VOC content limitations specified in OAC rute 3745-21-08(H){1)(a} or (b} are
employed, the permitiee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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iI. Operational Restrictions

1. At all tmes while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-09(H)(1)(a) or (b) are employed,

a. the permittee shall operate the capturs systerﬁ and carbon adsorption system,;

h. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling, 3-hour average, shail not
exceed a VOC concentration (ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

¢. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air is closed.

2. During those periods of time when this emissions unit Is In operation and only materials meeting the VOC
content limitations specified in OAC rule 3745-21-09(H)(1)(a) and/or (b) are employed, the permittee may bypass
the capture and control system. : '

3. All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all times when this emissions unit is in operation and utilizing materials that do
not meet the VOG content limitations specified in OAC rule 3745-21-09(H){1)(a) or (b).

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all times when this emissions unit is
in operation and utifizing materials that do not meet the VOC content limitations specified in OAC rule
3745-21-09(H)(1)(a) o (b}, to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions.

lii. Monitoring andfor Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a} or (b) are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 8.} The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.
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iii. Monitoring and/or Record Keeping Requirements (continued)

2. On each day during which this emissions unit was in operation and the VOC emissions were vented to the
control equipment, the permittee shall collect and record the following information during such pericds of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

¢. the number of gailons of each coating employed (converted from records of pounds of each coating employed)

d. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09{H}{1){a) or (b} are employed;

e. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
fimitations specified in QAC rule 3745-21-09(H)(1}(a) or (b} are employed; and

f. all peﬁods of time during which inappropriate bypassing of the control equipment was occurring.

i

The permittee shall coilect and record the following information each month for all periods of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volafile matter.

4. Except as noted below, each calendar quarter, the permittee shall utilize an anemometer, or any other equivalent
measuremant method approved by the Ohio EPA, to measure the average hood slot air velocity for each
ventilation hood serving this ermissions unit, in feet per minute (fom). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middie. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes

- oniy.

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Shouid the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall inciude visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the results of ail monthly inspections,
including any corrective actions taken.
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Ill. Monitoring andfor Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operationat condition and integrity of al hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position {i.e., to carbon adsorption system or to
atrnosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall document the results of all monthly inspections, including any corrective
aclions taken. :

V. Reporting Requirements
1. The permittee shall submit quarterly summaries of the following records:
a. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the

associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a) or (b) are employed;

" b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are employed; and

c. all periods of time during which any inappropriate bypassing of the control equipment oceurred.

These guarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
_records for the previous calendar quarters.

2 The permittee shall notify the Toledo Division of Environmental Services {TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a)
or {b) while the capture and control system is bypassed. The notification shail include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3. The permittee shall submit quarterly reports that contain the following information:
a. the results of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

c. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.L2 of these terms and conditions shall be determined in
accordance with the following methods:
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V. Testing Requirements (confinued)

1.a Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 80%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shail be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permittee may request to use an alternative methad or procedure for the determination of
capture efficiency in accordance with the USEPA's “Guidelines for Determining Capture Efficiency," dated
January 9, 1995. (The Ohio EPA will consider the request, including an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement.)

The control efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745.21-10. The test methods and procedures selected shall be based on a consiceration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases. : '

The percent of solvent retained in the product may be determined using the "head space" test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows:

Appendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which ls sealed with a crimped-on fid.

ii. Solvent Determination

(a) Standard - Standards are prepared by injecting known quantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected info
the chromatograph. A chart is produced showing specific peaks.

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure Is repeated
until the final solvent peak height is less than 10% of the original peak height.

lii. Calculation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of material width of 36 inches (1
yard). Retained solvent is, therefore, expressed as pounds per 160 linear yards of product,
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V. Testing Requirements (continued)

Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
where:

VOC exhaust = VOC in the final oven exhaust directed to the VOC control system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOC retained = VOC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a.i through
AV.1.alii above; expressed in pounds per 100 finear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed.in pounds per 100 linear yards of product.

1.b Emission Limitation:

4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in CAC
rute 3745-21-10(8).

2 The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 months after issuance of the permit and within 6 months
prior to permit expiration,

b. The emission testing shafl be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC. :

c. The following test method(s) shall be employed to demonstrate compliance with the capture anc control
efficiency limitations for VOC: the method(s) specified in section AV.1.a for capture efficiency and for control
efficiency. Altemative USEPA approved test methods may be used with prior approval from Ohic EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

. Siot air velocity measurements shall be performed during each test run to obtain the average slot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the TDOES. The "Intent to Test" nofification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the test(s), and the
person(s) who will be conducting the test(s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the resuits of the emission test(s).

Personnel from the TDOES shall be permitted to witness the test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the confrol equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permittee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES.

Vi. Miscellaneous Requirements

1 The permittee shall maintain a record of general product categories manufactured in the Print and Finish
Department. For each general product category, the permittee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and added to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufaciured.
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B. State Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measuras. Emissions from this unit shail not exceed the listed
limitations, and the listed contrel measures shall be employed. Additional applicable emissions
fimitations and/or control measures (if any) may be specified in narrative form following the table.

. Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
and/or Equipment _ Requirements Measures

2. Additionat Terms and Conditions

MNone
lf. Operational Restrictions
None

Hi. Monitoring andfor Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

Vi. Miscellaneous Requirements

None
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Part Il - Terms and Conditions for Emissions Units

Emissions Unit I1D: No. 22 P/F Machine (K006) _
Activity Description: No. 22 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. State and Federally Enforceaable Section

. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation{s}, property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

: ' Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Contro!

andfor Equipment Requirements Measures
print and finish machine with carbon OAC rule 3745-21-09(H)(1)(a), (b) See A.l.2.a below.
adsorption .
OAC rule 3745-21-09(H)(2)(a), (b) See A.L.2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a velatile organic compound {VOC) content that does not exceed
4.8 pounds of VOGC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section AL2.b.

2.b When materials not mesting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)}{a) or (b} are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capture efficiency which is at least 75%, by weight; and

ii. a control efficlency which is at least 80%, by weight.

2. When materials not meeting the VOC content limitations specified in OAG rule 3745-21-09(H)(1)(a) or (b) are
employed, the permitiee shall cperate and maintain the hooding modifications described below:

i. Alf coating application stations, not utilized exclusively for printing, shall be equipped with a fixed hood
with movable flaps that encloses the front face of the coating well to the web entry point into the drying oven
_ during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffle in a manner
similar to that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1888.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

iii. The topcoét and print head hoods shall be exhausted at a rate sufficient to ensure that external
infiluences do not significantly affect VOO capture performance.

2.d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1){a) or (b) are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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il. Operational Restrictions

1. At all imes while this emissions unit is In operation and materials not meeting the VOC content timitations
specified in OAC rule 3745-21-08(H){(1}(a) or (b) are employed,

a. the permittee shall operate the capture system and carbon adsorption system;

- b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rofling, 3-hour average, shall not
exceed a VOC concentration (ppm) which is 20 persent greater than the average cencendration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
fram any coating applicator fo the ambient air is closed.

2 During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content limitations specified in QAC rule 3745-21-09(H)(1){(a} and/or (b) are employed, the permittee may bypass
the capture and cantrol system.

3 All ernissions unit ventitation fans and sufficient carbon adsorption system fans shall be In operation to ensure
adequate emission capture at all times when this emissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-08(H){1)(a) or (b).

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and assoclated
operators shali be in the correct position and in good operating condition at all times when this emissions unit is
in operation and utilizing materials that do not meet the VOC content limitations specified In OAC rule
3745-21-09(MH){1)a@) or (b), to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions,

iil. Monitering and/or Record Keeping Requirements

1. When materials not mesting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations In the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 66, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permitiee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 9.) The organic menitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.
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1li. Monitoring and/or Record Keeping Requirements (continued)

2 On sach day during which this emissions unit was In operation and the VOC emissions were vented to the
control equipment, the permitiee shall collect and record the following information during such periods of conrol
equipment operation:

a. the name and identification number of each coatiné, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile maitter;

c. the number of gallons of each coating employed (converted from records of pounds of each coating employed)

d. alog of operating time for the capture (coEIéction) systern, controt device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H}(1){a} or (b) are employed;

e. all 3-hour periods of operation during which the average VOC concenfration or reading of organics in the -
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in QAC rule 3745-21-09(H){1)a) or (b} are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permittee shall collect and record the following information each month for alf periods of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter. '

4, Except as noted below, each calendar quarter, the permittee shall utilize an anemometer, or any other equivalent
measurement method approved by the Ohic EPA, fo measure the average hood slot air velocity for each
ventilation hood serving this emissions unit, in feet per minute {fpm). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middle. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permitiee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measuremants for reporting purposes
only.

if the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the results of all monthly inspections,
including any corrective aclions taken.
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lll. Monitoring and/or Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shali include visual
inspections to verify that the damper setting is in the correct position (i.e., to carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall document the results of all monthly inspections, including any corrective
actions taken.

IV. Reperting Requirements

1. The permittee shall submit quarterly summaries of the following records:

a. alog of operating time fbr the capture (collection) system, control device; monitoring equipment, and the
associated emissions unit identifying those pertiods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1)(g} or (b} are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demanstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09({H){1)(a} or {b) are empioyed; and

c. all periods of time during which any inappropriate bypassing of the controf equipment occurred.

These quarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2 The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a)
or {b) while the capture and control system is bypassed. The notification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3 The permittee shall submit quarterty reports that contain the following information:
a. the resuilts of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

c. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.L.2 of these terms and conditions shalt be determined in
accordance with the following methods:
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V. Testing Requirements (confinued)

1.a Ermission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permitiee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January §, 1995. (The Ohio EPA will consider the request, including an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement.}

The control efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows:

Appendix D - "head space" test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

it. Solvent Detarmination

{a) Standard - Standards are prepared by injecting known quantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected into
the chromatograph. A chart is produced showing specific peaks.

(b} Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
refained solvent is driven into the alr space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peak height is less than 10% of the original peak height.

iii, Calculation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard charf. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratic of material width of 36 inches (1
yard), Retained solvent is, therefore, expressed as pounds per 100 linear yards of product,
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V. Testing Requiremenis (continued)
Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOGC exhaust + VOC retained)/VOC applied;
where: '

VOO exhaust = VOC in the final oven exhaust directed to the VOC control system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product. '

VOC retained = VOO retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a.l through
AV.1.a.iit above; expressed in pounds per 100 finear yards of product,

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

=k
4

Emission Limitation:

4.8 pounds of VOC per gaiion of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatiie matter

Applicabie Compliance Method:

If required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part B0 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B).

2. - The permittee shall conduet, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 months after issuance of the permit and within 6 months
prior {o permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

¢. The following test method(s) shail be employed to demonstrate compliance with the capture and conrol
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture efficiency and for control
efficiency. Altenative USEPA approved test methods may be used with prior approval from Chio EPA.

d. The test(s) shall be conducted white all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

e. Slot air velocity measurements shall be performed during each test run to obtain the average siot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements (continued)

Not later than 30 days prior to the proposed test date(s), the permiftee shall submit an “intent {o Test"
nofification to the TDOES. The "intent to Test” notification shail describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the tesi{s), and the

. person{s) who will be conducting the test(s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the results of the emission test(s).

Personnel from the TDOES shall be permitted to witness the test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the festing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the control equipment. :

A comprehensive wriiten report on the results of the emission tesi(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permittee may request additional time for the submittal of the written report, where warranted, with prior approvai
from the TDOES.

VI. Miscellaneous Requirements

1. ‘The permittee shall maintain a record of general product categories manufaciured in the Print and Finish
Depariment. For each general product category, the permittee shall determine the percent of solvent retained in
the final material for a reprasentative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and addeéd to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

Vi,

Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
lIimitations, and the listed control measures shall be employed. Additional applicable emissions
limitations andfor control measures (if any) may be specified in narrative form following the table.

_ Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
andfor Equipment Reguirements Measures

2. Additional Terms and Conditions

None

.. Operational Restrictions

None

Meonitoring and/or Record Keeping Requirements

None

. Reporting Requirements

None

Testing Requirements

None

Miscellaneous Requirements

None
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Part HI - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 23 P/F Machine (K007)

Activity Description: No. 23 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. BState and Federaily Enforceable Section

. Appiicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), properiy, and/or equipment which constitute this emisslons unit are listed in
the following fable along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed controi measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified In natrative form following the table,

Appiicahle Emissiong

Operations, Property, Anplicable Rules/ Limitations/Controi
and/or Equipment ' Requiréements Measuras
print and finish machine with carbon  OAC rule 3745-21-09(H)(1)(a), (b) See A.l.2.a below.
adsotption
CAC rule 3745-21-09(H)2)(a), () See AlL.2.b below.

2. Additional Terms and Conditions

2.a The permitiee shall employ coatings with a volatile organic compound (VOC) content that does not excsed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.L2.b.

2.b When materials not mesting the VOC content limitations specified in OAC rule 3745-21-08{H){1)(a} or (b) are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC: :

i. a capture efficiency which is at least 75%, by we_ight: and

ii. a control efficiency which is at least 90%, by weight.

Z.c When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a) or (b} are
employed, the permittee shall operate and maintain the hooding modifications described below:

i. All coating application stations, not utilized exclusively for printing, shall be equipped with a fixed hood
with movabie flaps that encloses the front face of the coating well to the web eniry paint into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1888, All print heads shall be equipped with a fixed baffle In a manner
similar to that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1888.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

ii. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external
influences do not significantly affect VOC capture performancs.

2d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1){a} or {(b) are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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i. Operational Restrictions

1. At all times while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-08(H)(1)(a) or (b) are employed, .

a. the permittee shall operate the capture system and carbon adsorption system;

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling, 3-hour a\?erage, shall not
exceed a VOGC concentration (ppm) which Is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air is closed.

2 During those periods of time when this emissions unit is in operation and.only materiais meeting the VOC
content limitations specified in OAC rule 3745-21-09(H)(1){a) and/or (b) are employed, the permittee may bypass
the capture and cenirol system,

3 All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all times when this emissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b}

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all times when this emissions unit is
in operation and utilizing materials that do not meet the VOC content limitations specified in OAC rule
3745-21-09(H)(1){a) or (b), to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions.

Iti. Monitoring and/or Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 8.) The organic monitoring device and
recorder shall be calibrated, operated, and malintained in accordance with the manufacturer's recommendations,
with any modifications deemed necsssary by the permittee.
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HI. Monitoring and/or Record Keeping Requirements (continusd)

2, On each day during which this emissions unit was in operétion and the VOC emissions were vented to the
control equipment, the permittee shall collect and record the following information during such periods of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gailon, exciuding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

e. the number of gallons of each coating employed {converted from records of pounds of each coating employed)

d. a log of operating time for the capture (collsction) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not mesting the VOC content limitations specified in CAC rule 3745-21-08(H)(1){(a) or (b} are employed;

e. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-08(H){1)(a) or (b) are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permittee shall collect and record the following information each month for all periods of operafion of this
emissions unit during which the VOC emissions were not vented to the confrol equipment:

a. the name and identification number of each coating, as applled; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter.

4, Except as noted beiow, each calendar quarter, the permittee shall utilize an anemometer, or any other equivalent
measurement method approved by the Ohio EPA, to measure the average hood slot air velocity for each
ventifation hood gerving this emissions unit, in feet per minute (fpm). Velocity measurements shall be taken at a
minimum of 3 points along the ength of the slot; 2 points shall be located approximately 4 Inches in from each
end of the slot and 1 point shall be located near the middle. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
oniy.

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurerments on
a semiannual basis, Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permitiee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to mairtain normal operation. The permittee shall document the results of all monthly inspections,
including any corrective actions taken.
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1. Monitoring and/or Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and hoies. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position (i.e., fo carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall doctiment the results of all monthly inspections, including any corrective
actions taken.

IV. Reporting Requirements

1. The permittes shall submit quarterly summaries of the following records:

a. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of ime when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H}{1){a) or (b) are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases Is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in comphance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b} are employed; and '

c. all periods of time during which any inappropriate bypassing of the controf equipment occurred.

These quarterly reporfs shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2 The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1)(a)
or {b) while the capture and control system is bypassed. The notification shall inciude a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3 The permittee shall submit quarterly reporis that contain the foliowing information:
a. the resuits of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

¢. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system,

V. Testing Requirements

1. Compliance with the emission limitations in section A.L.2 of these ferms and conditions shall be determined in
accordance with the following methods:

Title V Final Permit Page 56
Terms and Conditions for Emissions Units



Facility Name:  Textileather Corperation
Fadllity 1D: 04-48-01-0075
Emissions Unitt No. 23 P/F Machine {KD07}

V. Testing Requirements (continued)

i.a Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 80%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permitiee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January 9, 1895. (The Ohio EPA will consider the request, including an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement.)

The control efficiency (L.e., the percent reduction in mass emissions between the Inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of -
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows:

Appendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

ii. Solvent Determination

(a) Standard - Standards are prepared by injecting known gquantities of solvent into sealed glass lars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the Jar and injected into
the chromatograph. A chart is produced showing specific peaks.

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
uniil the final solvent peak height is less than 10% of the original peak height.

iii. Calculation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predeterminad constant and by the ratic of material width of 36 inches (1
vard). Retained soivent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements (continued)

Capture efficiency shalt be determined based on the following formula:
Capture efﬂciehcy = (VOC exhaust + VOC retained)/VOC applied;
where:

VOC exhaust = VOC in the final oven exhaust directed to the VOC control system from the fine during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOC retained = VOUC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a. through
AV.1.a.iil above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product,

1.b Emission Limitation:

4.8 pounds of VOC per gallan of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Applicable Compliance Method:

if required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B).

2. The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 months after issuance of the permit and within 6 months
prior to permit expiration.

b. The emission testing shail be conducted to demonstrate compliance with the capture efficiency and contral
efficiency limitations for VOC.,

¢. The following test method(s) shall be employed to demonstrate compliance with the capture and control
efficiency limitations for VOC: the method{s) specified in section A.V.1.a for capture efficlency and for control
efficiency. Alternative USEPA approved test methods may be used with prior approval from Ohio EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

e. Slot air velocity measurements shall be performed during each test run to obtain the average siot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requiremehts {continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the TDOES. The “Intent to Test" notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the tesl(s), and the
person(s) whe will be conducting the test(s). Failure fo submit such notification for review and approval prior fo
the test(s) may result in the TROES's refusal to accept the resulis of the emission test(s).

Personnel from the TDOES shall be permitted to witness the test(s), examine the festing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the control equipment.

A comprehensive written report on the resuits of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permitiee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES.

Vi, Miscellaneous Requirements

1. The permittee shall maintain a record of general product categories manufactured in the Print and Finish
Department. For each general product category, the permitiee shail determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” iest method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and added to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

i. Applicable Emissions Limitations and/or Control Requirements

1 The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules andfor requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shail not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions
Onerations, Property, Appiicable Rules/ Limitations/Control
and/or Equipment Requirements Measures

2. Additional Terms and Conditions

None
II. Operational Restrictions
None

Hi. Monitoring andlor Record Keeping Requirements

None

V. Reporting Requirements

None

V. Testing Requirements

None

Vi. Miscellaneous Requirements

Mone
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Part ill - Terms and Conditions for Emissions Units

Emissions Unit [D: No. 24 P/F Machine (K0O08)

Activity Description: No. 24 Print and Finish Machine with Carbon Adsorption Sclvent Recovery System

A. State and Federally Enforceabie Section

.  Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), preperty, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules andfor requirements and with the applicable
emissions limitations and/or controi measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures {if any) may be specified in narrative form following the table.

Applicabie Emissions

Operations, Property, Applicable Rules/ Limitatfons/Control
andfor Equipment Requirements Measures
print and finish machine with carbon  OAC rule 3?45~2_1-09(H)(1)(a), (b) See A.l.2.a below.
adsorption
OAC rule 3745-21-09(H)2)(=2), (b) See A.l.2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound (VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.2.b.

2.5 When materials not meeting the VOC content limitations specifiad in OAC rule 3745-21-09(H}(1){a) or (b} are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capture efficiency which is at least 75%, by weight; and

fi. a controf efficiency which is at least 80%, by weight.

2.c When materials not meeting the VOC content limitations specified in OAC rule 3745—21-'09(}1)(1)(3) or (b} are
employed, the permitiee shall operate and maintain the hooding madifications described below:

i. All coating application stations, not utilized exclusively for printing, shall be equipped with a fixed hood
with movable flaps that encloses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffie in a manner
similar to that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

iit. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external
influences do not significantly affect VOC capture performance.

2.d When materials not meeting the VOC content limitations specified in OAGC rule 3745-21-09(H)(1)(a) or (b} are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capagity of at least 32,000 cubic feet per minute and also shall direct emisstons from all lines operating In
the color-matching mode to the carbon adsorption system.
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H. Operational Restrictions

1. At all times while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-09(H)(1)(a} or (b} are employed,

a. the permittee shall operate the capfure system and carbon adsorption system,

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rofling, 3-hour average, shall not
exceed a VOC conceniration (ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that couid divert any VOC laden air
from any coating applicator to the ambient air is closed.

2. During those periods of time when this emissions unit is in operation and only materials meeting the vOoC
content limitations specified in OAC rule 3745-21-08(H){1)(a) and/or (b} are employed, the permittee may bypass
the capture and control system.

3. All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation o ensure
adequate emission capture at alt times when this emissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a) or (b). -

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all times when this emissions unit is
in operation and utifizing materials that do not meet the VOC content limitations specified in OAC rule
3745-21-09(H){1)(a) or (1), to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC amission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions.

iii. Monitoring andfor Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1)(a) or (b} are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 8. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 9.) The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications desmed necessary by the permittee. '
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lil. Monitoring and/or Record Keeping Requirements (continued)

2, On each day during which this emissions unit was in operation and the VOC emissions were vented to the
control equipment, the permittee shall collect and record the following information during such periods of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

¢. the number of gallons of each coating employed (converted from records of pounds of sach coating employed)

d. alog of operating time for the capture (collection) system,.contro! device, monitoring equipment, and the
associated emissions unit identifying those perlods of fime when this emissions unit is in operation and
materials not mesting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(z) or (b) are employed;

e. all 3-hour perinds of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in QAC rule 3745-21-09(H)(1){a) or (b) are employed, and

f. all periods of time during which inappropriate bypassing of the control equipmeri was oceurring.

3 The permittee shall collect and record the following information each month for all periods of operation of this
emissions unit during which the VOU emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pohnds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volums, of the volatile matter.

4. Except as noted below, each calendar quarter, the permittee shall utllize an anemometer, or any other equivalent
measurement method approved by the Ohic EPA, to measure the average hood slot air velocity for each
ventilation hood serving this emissions unit, in feet per minute (fpm). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middle. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permitiee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
only.

If the average hocd stot air velocity measurements for four consecutive quarters do not identify & deviation of the
baseline velocities (see AV.2.8), the permittes may perform the average hood slot alr velocity measurements on
a semianhual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permitiee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shail inciude visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the resulis of all monthiy inspections,
including any corrective actions taken. '
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Ill. Monitoring and/or Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hocd flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position (i.e., to carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shail document the results of all monthly inspections, including any corrective
actions taken.

IV. Reporting Requirements
1. The permittee shall submit quarterly summaries of the following records:
a. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the

associated emissions unit identifying those periods of time when this emissions unit is-in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a) or (b) are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-08(H){1)(a) or (b) are employed; and

c. all periods of time during which any inappropriate bypassing of the control equipment occurred.

These guarterly reports shall be subrﬁitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2. The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a)
or (b) while the capture and control system is bypassed. The notification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3. The permittee shall submit quarterly reports that contain the following information:
a. the results of each averags hood siot air velocity measurement;
b. the results of each ventilation fan inspection; and

c. the results of each inspection of the carbon adsorption systerm and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.1.2 of these terms and conditions shall be determined in
accordance with the following methods:
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V. Testing Requirements (continued)

1.a Emission Limitation:

capture efficiency of at least 756%, by weight, for the VOC emissions
controf efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permittee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January 8, 1995, (The Ohio EPA will consider the request, including an evaluation of the applicability, necessity,
and vaiidity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement,}

The control efficiency {i.e., the percent reduction in mass emissions between the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows:

Appendix D - "head space” test method
i, Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

ii. Soivent Determination

(a} Standard - Standards are prepared by injecting known quantities of soivent intc sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also to
produce a uniform mixiure. A specific volume of the heated mixture is withdrawn from the jar and injected info
the chromatograph, A chart is produced showing specific peaks.

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
refained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peak height is less than 10% of the original peak height.

iiil. Caletlation

From the chromatograph chart for each sample, the peak height is determined and related fo micro-liters of
solvent, referencing to the peak heights on the standard chari. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of materiat width of 36 inches {1
yard). Retained solvent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements {continued)

Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
where:

VO exhaust = VOC in the final oven exhaust directed to the VOC control system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOG retained = VOC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a.l through
AV.1.a.ii above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

1.b Emission Limitation:

4.8 pounds of VOC per gatllon of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Applicable Compliance Method:

if required, the permittee shail demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rufe 3745-21-10(B).

2, The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 months after issuance of the permit and within 6 months '
prior to permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

¢. The foliowing test method(s) shall be employed fo demonstrate compliance with the capture and control.
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture sfficiency and for control
efficiency. Alternative USEPA approved test methods may be used with prior approval from Ohio EPA,

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

e. Slot air velocity measurements shall be performed during each test run to obtain the average slot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency Is demonstrated.
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V. Testing Requirements {continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "intent to Test"
notification to the TDOES. The “Intent to Test" notification shail describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the test(s), and the
person(s) who will be conducting the test{s). Failure to submit such notification for review and approval prior to
the test{s) may result in the TDOES's refusal to accept the results of the emission tesi(s).

Personnel from the TDOES shall be permitted to witness the test{s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the control equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitied to the TDOES within 30 days following completion of the testi(s). The
permittee may request additional iime for the submittal of the written report, where warranted, with prior approval
from the TDOES. '

VI, Miscellaneous Requirements

1. The permities shall maintain a record of general product categories manufactured in the Print and Finish
Department. For each general product category, the permitiee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method, As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be delermined and added fo the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the foilowing table along with the applicable rules andfor requirements and with the applicable
emisslons limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additionat applicable emissions
limitations and/for control measures (if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, Applicable Rules! Limitations/Contrel
and/or Equipment Requirements Measures

2. Additional Terms and Conditions

None
Il. Operational Restrictions
None

ill. Monitoring andfor Record Keeping Raguirements

None

IV. Reporting Requirements

None

V. Testing Raquirements

None

Vi. Miscellaneous Requirements -

None
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Part Il - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 25 P/F Machine (K009)
Activity Description: -No. 25 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A, State and Federaily Enforceabie Section

. Applicable Emissions Limitations and/or Control Requiremenis

1. The specific operation(s), property, and/or equipment which constitute this emissione unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
amissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed contro! measures shall be employed. Additional applicable emissions
limitations and/or control measures {if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Pi-operty, Applicable Rules/ Limitations/Control
and/or Equipment Requirements Measures
print and finish machine with carbon CAC rule 3745-21-08(H)}(1)}a), (b) See A.L.2.a below.
adsorption .
: OAC rule 3745-21-09(H}(2)(a), (b) See AL2.b below.

2. Additionai Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound {(VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
secfion Al2.b.

2.b When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a} or (b} are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficlencies for VOC:

i. a capture efficiency which is at least 75%, by weight; and

il. a control efficiency which is at least 8G%, by weight.

2.c When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1}{a) or (b} are
employed, the permiftee shall operate and maintain the hooding maodifications described below:

i. All coating application stations, not utilized exclusively for printing, shail be equipped with a fixed hood
with movable flaps that encloses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1888. All print heads shall be equipped with a fixed baffle in a manner
similar to that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

it. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

iil. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external
influences do not significantly affect VOC capture performance.

2.d When materials not meeting the VOC content limitations specified in CAC rule 3745-21-09(H){1)(a) or (b) are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.

Title V Final Permit Page 69
Terms and Conditions for Emissions Units



Facility Name:  Textileather Corporation
Facility 1D 04-48-01-0075
Emissions Unit  No. 25 PIF Machine {(K009)

II. Operational Restrictions

. At all imes while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in GAC rule 3745-21-09(M)(1)(a) or (b} are employed,

a. the permittee shall operate the capture system and carbon adsorption system;

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling, 3-hour average, shall not
exceed a VOC concentration {ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

¢. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air Is closed.

2 During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content limitations specified in OAC rule 3745-21-09(H){1)}(2) andfor (b} are employed, the permittee may bypass
the capiure and control systam,

3. All errissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all imes when this emissions unit is in operation and utilizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-09(H){1){a} or {b}.

4. When employing the carbon adsorption system, aif bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all imes when this emissions unit is
in operation and utilizing materials that do not meet the VOC content limitations specified in OAC rule
3745-21-09(H){1)(a) or (b), to ensure that all captured YOC emissions are vented to the carbon adsorption
system. Also, all the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the captured VOC emissions.

Hi. Monitoring and/or Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a) or (b) are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of safisfving the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Petformance Specification 8 or Performance Specification 9.) The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permitiee.
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ili. Menitoring and/or Record Keeping Requirements ({continued)

2. On each day during which this emissions unit was in operation and the VOC emissions were vented fo the
conirol equipment, the permittee shall collect and record the following information during such periods of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

¢. the number of gallons of each coating employed (converted from records of pounds of each coating employed)

d. a log of operating time for the capture {collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not mesting the VOC content fimitations specified in OAC rule 3745-21-08(H}{(1)}{a} or (b) are employed;

e. alt 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-08{H)(1){a) or {b) are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permitiee shall collect and record the following information each month for alf periods of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as appiied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter.

4, Except as noted below, each calendar guarter, the permittee shall utilize an anemameter, or any other equivalent
measurement method approved by the Ohio EPA, to measure the average hood slot air velodity for each
ventilation hood serving this emissions unit, in feet per minute {fpm). Velocity measurements shall be taken at a
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middle. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permitiee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
only.

ff the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see AV.2.e), the permittee may perform the average hood slot alr velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permitiee shall revert to quarterly measurements,

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventlilation fan observations shall include visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the results of all monthly inspections,
including any corrective actions taken.
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Il Monitoring and/or Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position (i.e., to carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall document the results of all monthly inspections, including any corrective
actions taken.

IV. Reporting Requirements
1. The permittee shall submit quarterly summaries of the following records:
a. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the

associated emissions unit identifying those pericds of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1){a) or (b) are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in comptliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-08(H){1){(a) or (b} are empioyed; and

c. all periods of time during which any inappropriate bypassing of the controf equipment occurred.

These quarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2, The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC ruie 3745-21-09(H)(1)(a)
or (b) while the capture and control system is bypassed. The nofification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

- 3. The permittee shall submit quarterly reports that contain the following information:
a. the resulis of each average hood slot air velocity measurement;
b. the resuits of each ventilation fan inspection; and

c. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.l.2 of these terms and conditions shall be determined in
accordance with the following methods:
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V. Testing Reguirements {continued)

i.a Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permittee may request to use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency,” dated
January 9, 1995. (The Ohio EPA will consider the request, including an evaluation of the appiicabiiity, necessity,
and validity of the altemative, and may approve the use of the alternative if such approval does not confravene any
other applicable requirement.) '

The control efficiency (i.., the percent reduction in mass emissions batween the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAG rute
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988} as follows:

Appendix D - "head space” test method '
i. Ghtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

ii. Solvent Determination

(a) Standard - Standards are prepared by injecting known gquantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the solvent, and also to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected into
the chromatograph. A chart is produced showing specific peaks. '

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven Into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the finat solvent peak height is less than 10% of the original peak height.

iii. Calcutation

From the chromatograph chart for each sample, the peak height is determined and refated to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of material width of 36 inches (1
yard). Retained solvent is, therefore, expressed as pounds per 100 finear yards of product.
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V. Testing Requirements (continued)

Capiure efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
where:

VOC exhaust = VOC In the final oven exhaust directed to the VOC control system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOC retained = VOC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections A.V.1.a.l through
A.V.1.a.ii above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

1.b Emission Limitation:

4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Applicable Compliance Method:

If required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B).

2. The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
foliowing requirements:

a. The emission testing shall be conducted within 6 months after issuance of the permit and within 6 months
prior to permit expiration.

b. The emission testing shall be canducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

c. The following test method(s) shall be employed to demonstrate compliance with the capture and control
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture efficiency and for control
efficiency. Altemative USEPA approved test methods may be used with prior approval from Ohio EFPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES.

. Slot air velocity measurements shall be performed during each test run to obtain the average slot air velocity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements {continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the TDOES. The "Intent to Test” notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the tesl(s), and the
person(s) who will be conducting the test{s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the results of the emission test(s).

Personnel fram the TDOES shall be permitted to witness the test(s), examine the festing equipment, and
acguire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissiens unit and/or the performance of
the control equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permittee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES. '

VI. Miscellaneous Requirements

1. The permitiee shall maintain a record of general product categories manufactured in the Print and Finish
Department. For each general product category, the permittee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and added fo the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.

Title V Final Permit _ Page 75
Terms and Conditions for Emissions Units i :



Facility Name:  Textileather Corporation
Facility ID; 04-48-01-0075
Emissions Unit: No. 25 P/F Machine {K009)}

B. State Enforceable Section

. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed -
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations andjor control measures (if any) may be specified in harrative form following the table.

Applicable Emissions
Operations, Property, Applicable Rufes/ Limitations/Controf
and/or Equipment Requirements Measures

2, Additional Terms and Conditions

None
il. Operational Restrictions
None

Iil. Monitoring and/or Record Keeping Requirements -

None

IV. Reporting Requirements

oie

V. Testing Requirements

None

Vi. Miscellaneous Requirements

None
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Part lil - Terms and Conditions for Emissions Units

Emissions Unit iD: " No. 26 PF Machine (K010) ‘
Activity Description: No. 26 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations andfor Controf Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicablie Emissions

Operations, Property, Applicable Rules/ Limitations/Control
and/cr Equipment Reaquirements Measures
print and finish machine with carbon  OAC rule 3745-21-08(H)1)(a), (b) See A.l.2.a below.
adsorption
' QAC rute 3745-21-09(H){2)(a), (b) See A.l.2.b below.

2. Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound (VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.l.2.b.

2.b When materials not meéting the VOC content iimitations specified in OAC rule 3745-21-08{H)(1}(a} or (b) are
employed, the coating line shall be equipped with a capture system and associated conirol system which
are designed and operated to achieve the following efficiencies for VOC!

i. a capture efficiency which is at least 75%, by weight;, and

ii.- a control efficiency which is at least 90%, by weight.

2c When matetials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H){1){a) or (b) are
employed, the permittee shall operate and maintain the hooding modifications described below:

i. . All coating application stations, not utitized exclusively for printing, shall be equipped with a fixed hood
with movable flaps that encloses the front face of the coating well {o the web enfry paint into the drying oven
during aif operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1888. All print heads shall be equipped with a fixed baffle in a manner
similar ta that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988,

" ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

ii. The topcoat and print head hoods shall be exhausted at a rate suffictent to ensure that external
influences do not significantly affect VOC capture performance.

2d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09{H)(1)(a) or (b) are
employed, the permitiee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from afl lines operating in
the color-matching mode to the carbon adsorption system.
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i, Operational Resirictions

1. At all imes while this emissions unit is in operation and materials not meeting the VOC content limitations
specified in OAC rule 3745-21-08(H)(1)}(a} or (b) are empioyed, :

a. the permittee shall operate the capture system and carbon adsorption system;

b. the VOC concentration in the exhaust gases from the carbon adsorbers, as a rofling, 3-hour average, shall not
exceed a VOC concentration (ppm) which is 20 percent greater than the average concentration during the most
recent emigsion test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air is closed.

2 During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content fimitations specified in OAC rule 3745-21-08(H)(1)(a) and/or (b) are empioyed the permittee may bypass
the capture and control system.

3. All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation to ensure
adequate emission capture at all times when this emissions unit is in operation and utifizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-09(H)(1){(a) or (b}

4 When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at all times when this emissions unit is
in operation and utiizing materials that do not meet the VOC content limitations specified in QAC rule
3745-21-09(+)(1)(a) or (b), to ensure that all captured VOC emissions are vented to the carbon adsarption
system. Also, all the hooding and ductwork comprising the YOC emission capture system for this emissions
unit shail be free of leaks and holes that would permit the escape of the captured VOC emissions.

Hi. Monitoring and/or Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the permitiee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoring device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonsiration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 8.) The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,

“with any modifications deemed necessary by the permittee.
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Ill. Monitoring and/or Record Keeping Requirements (continued)

2. On each day during which this emissions unit was in operation and the VOC emissions were vented to the
control equipment, the permitiee shall collect and record the following information during such periods of control
equipment operation: ' :

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matier;

¢. the number of gallons of each coating employed {converted from records of pounds of each coating employed)

d. a log of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1){(a) or {b} are employed;

. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitaticns specified in OAC rule 3745-21-09(H){1)(a) or (b) are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3. The permittee shall collect and record the following information each month for all pericds of operation of this
emissions unit during which the VOC emissions were not vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VGC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOGC, by volume, of the volatile matter.

4, Except as noted helow, each calendar quarter, the permittee shall utifize an anemometer, or any other equivalent
measurement method approved by the Ohio EPA, to measure the average hood siot air velocity for each
ventilation hood serving this emissions unit, in feet per minute {fpm). Velocity measurements shall be taken at a .
minimum of 3 points along the length of the slot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middie. The anemometer, or other equivalent measurement
method approved by the Chio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
only.

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements,

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shall be performed
as required to maintain normal operation. The permittee shall document the results of all monthly inspections,
Including any corrective actions taken.
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iil. Monitoring and/or Record Keeping Requirements {continued)

6. Each calendar month, the permitiee shall ingpect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capiure system, Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes, Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position (L.e., to carbon adsorption system or fo
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shall document the results of all monihly inspactions, including any corrective
actions taken.

IV. Reporting Requirements

1. The permittee shall submit quarterly summaries of the following records:

a. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-65{(H)(1)(a) or {b) are employed;

b. all three-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
{imitations specified in QAT rnule 3745-214-00(H){1)(a) or (b) are employed; and

¢. all periods of time during which any inappropriate bypassing of the control equipment occurred.

These quarterly reporis shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters.

2. The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a)
or {b) while the capture and controf svstem is bypassed. The notification shall include a copy of such.record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3 The permitiee shall submit quarterly reports that contain the following information:
a. the resulis of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

¢c. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission caplure system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.1.2 of these terms and conditions shall be determined in
“accordance with the following methods:
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V. Testing Requirements (continued)

i.a Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 90%, by weight, for the VOC emissions

Applicable Compliance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permitiee may request {0 use an alternative method or procedure for the determination of
capture efficiency in accordance with the USEPA’s "Guidelines for Determining Capture Efficiency," dated
January 9, 1995. (The Ohio EPA will consider the request, Including an evaluation of the applicability, necessity,
and validity of the alternative, and may approve the use of the alternative if such approval does not contravene any
other applicable requirement.)

The control efﬁciency {i.e., the percent reduction in mass emissions between the inlet and outlet of the control
systemn) shall be determined in accordance with the test methods and procedures specified in OAC rule

© 3745-2%1-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potentiai presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988} as follows:

Appendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a giass jar, which is sealed with a crimped-on lid.

il. Solvent Determination

(a} Standard - Standards are prepared by injecting known quantities of solvent into sealed glass jars which are
the same jars used for the vinyl samples. The jar containing solvent is heated to vaporize the soivent, and also to
produce a uniform mixture, A specific volume of the heated mixture is withdrawn from the jar and injected into
the chromatograph. A chart is produced showing specific peaks.

(b} Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space in the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peak height is less than 10% of the original peak height.

iii. Caleulation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calcufated by multiplyling
the total micro-liters of solvent by a predetermined constant and by the ratfio of material width of 36 inches (1
yard). Retained solvent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements {continued}

Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
whera:

VGC exhaust = VOC in the final oven exhaust directed to the VOC control systemn from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product.

VOC retained = VOC retained in the product; determined using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sections AV.1.a.i through
AV.1.alii above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the pericd of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

1.b Emission Limitation:

4.8 pounds of VOC per galion of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Applicable Compliance Method:

If required, the permittee shail demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rule 3745-21-10(B).

2. The permittee shall conduct, or have conducted, emission festing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 8 months after issuance of the permit and within 6 months
prior to permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

¢. The following test method(s) shall be employed to demonstrate compliance with the capture and control
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture efficiency and for control
efficiency. Alterative USEPA approved test methods may be used with prior approval from Ohio EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
uniess otherwise specified or approved by the TDOES.

&. Slot air velocity measurements shall be performed during each test run to obtain the average slot air velocity
over the fength of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements (continued)

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the TDOES. The "Intent io Test” notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s} of the test(s), and the
person(s) who will be conducting the test(s). Failure fo submit such notification for review and approval prior to
the test{s) may result in the TDOES's refusal to accept the results of the emission test(s).

Personnel from the TDOES shall be permiited to witness the test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the control equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permittee may request additional ime for the submittal of the written report, where warranted, with prior approval
from the TDOES.

Vi. Miscellaneous Requirements

1

The permittee shall maintain a record of general product categories manufactured in the Print and Finish
Department, For each general product category, the permittee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and added to the criginal fisting. The list and any subsequent updates shail be retained by
the permitiee for as long as the product is manufactured.
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B. State Enforceable Section

i. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), praperty, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
smissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
fimitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (If any) may be specified in narrative form {ollowing the table.

Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
and/or Equipment Requirements Measures

2. Additional Terms and Conditions

None

ll. Operational Restrictions

None

. Monitering and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

Vi. Misceilaneous Requirements

None

Title V Final Permit Page 84
Termns and Conditions for Emissions Units



Faciity Name:  Textileather Corporation
Facility 10 04-48-01-0075
Emissions Unit: _No. 28 P/F Machine (K011)

Part lll - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 28 P/F Machine (KO11)

Activity Description: No. 28 Print and Finish Machine with Carbon Adsorption Solvent Recovery System

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations and/or Controf Requirements

1. . The specific operation(s), property, and/or equipmenf which constitute this emissions unit are listed in
the follawing table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or conirol measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, ' Applicable Rules/ Limitations/Controi
andfor Equipment Reguirements : Measures
print and finish machine with carbon QAC rule 3745-21-09(H){ 1){a), (b} See Al.2.a below.
adsorption

OAC rule 3745-21-08(H)(2)(a), (b} See Al.2.b below.

2, Additional Terms and Conditions

2.a The permittee shall employ coatings with a volatile organic compound (VOC) content that does not exceed
4.8 pounds of VOC per gallon of coating, excluding water and exempt solvents, or that does not exceed 25%
VOC by volume of the volatile matter unless the emissions unit is equipped and operated as specified in
section A.l.2.b.

2.b When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1)(a) or (b) are
employed, the coating line shall be equipped with a capture system and associated control system which
are designed and operated to achieve the following efficiencies for VOC:

i. a capiure efficiency which is at least 75%, by weight; and

ii. a control efficiency which is at least 90%, by weight.

2.¢c When matetials not meeting the VOC content fimitations specified in OAC rule 3745-21-00{H)(1){2} or (b) are
employed, the permittee shall operate and maintain the hooding modifications described below:

i. All coating application stations, not utilized exclusively for printing, shall be equipped with a fixed hood
with movable flaps that encioses the front face of the coating well to the web entry point into the drying oven
during all operations. The design of the fixed hoods is depicted in Figure 1 of Appendix A of the Consent
Order file stamped December 27, 1988. All print heads shall be equipped with a fixed baffle in a manner
similar o that shown in Figure 2 of Appendix A of the Consent Order as file stamped December 27, 1988.

ii. The fixed hoods shall be ventilated with the final exhaust directed to the solvent recovery system.

iii. The topcoat and print head hoods shall be exhausted at a rate sufficient to ensure that external
influences do not significantly affect VOC capture performance.

2.d When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H)(1){a) or (b) are
employed, the permittee shall operate and maintain a carbon adsorption system with a carbon adsorption
capacity of at least 32,000 cubic feet per minute and also shall direct emissions from all lines operating in
the color-matching mode to the carbon adsorption system.
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Il. Operational Restrictions

1. At all imes while this emissions unit Is in operation and materials not meeting the VOC content imitations
specified in QAC rule 3745-21-09(H){1)}(a) or (b} are employed,

a. the permittee shall operate the capture system and carbon adsorption system;

b, the VOC concentration in the exhaust gases from the carbon adsorbers, as a rolling. 3-hour average, shall not
exceed a VOC concentration (ppm) which is 20 percent greater than the average concentration during the most
recent emission test that demonstrated the emissions unit was in compliance; and

c. the permittee shall ensure that any capture or control system bypass that could divert any VOC laden air
from any coating applicator to the ambient air is closed.

-2 During those periods of time when this emissions unit is in operation and only materials meeting the VOC
content limitations specified in OAC rule 3745-21-09(H)(1)(a) and/or {b) are employed, the permittee may bypass
the capture and control system. '

3 All emissions unit ventilation fans and sufficient carbon adsorption system fans shall be in operation {o ensure
adequate emission capture at all times when this emissions unit is in operation and utiizing materials that do
not meet the VOC content limitations specified in OAC rule 3745-21-09(H){1)(a} or (b).

4, When employing the carbon adsorption system, all bypass dampers, position indicators, and associated
operators shall be in the correct position and in good operating condition at afl times when this emissions unit is -
in operation and utilizing materials that do not meet the VOC content limitations specified in OAC rule
3745-21-09(H)(1)(a) or (b), to ensure that all captured VOC emissions are vented to the carbon adsorption
system. Also, ali the hooding and ductwork comprising the VOC emission capture system for this emissions
unit shall be free of leaks and holes that would permit the escape of the capiured VOC emissions.

Hi. Monitoring and/or Record Keeping Requirements

1. When materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){(1}(a) or (b} are
employed, the permittee shall operate and maintain a continuous organic monitoring device and recorder which
measures and records the VOC concentrations in the exhaust gases from the carbon adsorbers. The organic
monitoting device and recorder shall be capable of satisfying the performance requirements specified in 40 CFR_
Part 60, Appendix B, Performance Specification 8 or Performance Specification 9. (Prior to any compliance
demonstration, the permittee shall demonstrate that the organic monitoring device and recorder satisfy the
requirements of Performance Specification 8 or Performance Specification 9.) The organic monitoring device and
recorder shall be calibrated, operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.
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. Monitoring andfor Record Keeping Requirements (continued)

2. On each day during which this emissions unit was in operation and the VOC emissions were vented to the
control equipment, the permittee shall collect and record the following information during such periods of control
equipment operation:

a. the name and identification number of each coating, as applied;

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter;

¢. the number of gallons of each coating employed (converted from records of pounds of each coating employed)

d. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the
associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content limitations specified in OAC rule 3745-21-09(H){(1)(a) or (b) are employed;
e. all 3-hour periods of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-08(H)(1)(a) or {b) are employed; and

f. all periods of time during which inappropriate bypassing of the control equipment was occurring.

3 The nermittee shall collect and record the following information each monih for all periods of operation of this
emissions unit during which the VOC emissions were niot vented to the control equipment:

a. the name and identification number of each coating, as applied; and

b. the VOC content of each coating, as applied, in pounds of VOC per gallon, excluding water and exempt
solvents, and as a percent VOC, by volume, of the volatile matter.

4, Except as noted below, each calendar quarter, the permitiee shall utilize an anemometer, or any other equivalent
measurement method approved by the Ohio EPA, to measure ths average hood slot air velocity for each
ventilation hood serving this emissions uiit, in feet per minute {fpm). Velocity measurements shall be taken at a
minimum of 3 points along the length of the siot; 2 points shall be located approximately 4 inches in from each
end of the slot and 1 point shall be located near the middie. The anemometer, or other equivalent measurement
method approved by the Ohio EPA, shall be capable of accurately measuring the desired parameter and shall be
calibrated, operated, and maintained in accordance with the manufacturer's recommendations, with any
modifications deemed necessary by the permittee. The measurements shall be taken while this emissions unit
and other emissions units, representative of normal operations, are vented to the carbon adsorption system. The
permittee shall maintain records of the results of all hood slot air velocity measurements for reporting purposes
only.

If the average hood slot air velocity measurements for four consecutive quarters do not identify a deviation of the
baseline velocities (see A.V.2.e), the permittee may perform the average hood slot air velocity measurements on
a semiannual basis. Should the average hood slot air velocity measurements taken on a semiannual basis
identify a deviation of the baseline velocities, the permittee shall revert to quarterly measurements.

5. Each calendar month, the permittee shall inspect the operational condition and integrity of each ventilation fan
comprising the capture system. Ventilation fan observations shall include visual inspections of the fan housing,
_ belt drives where used, and bearings. Lubrication of bearings and replacement of other parts shali be performed
as required to maintain normal operation. The permittee shall document the results of all monthily inspections,
including any corrective actions taken.
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lil. Monitoring andfor Record Keeping Requirements (continued)

6. Each calendar month, the permittee shall inspect the operational condition and integrity of all hooding, ductwork,
and bypass dampers comprising the capture system. Hooding observations shall include visual inspections for
proper placement of hood flaps and baffles, where used, physical damage, and holes. Ductwork observations
shall include visual inspections for leaks and holes. Bypass damper observations shall include visual
inspections to verify that the damper setting is in the correct position (i.e., to carbon adsorption system or to
atmosphere) and visual inspections to verify that the damper operator, position indicator, and damper are
operating properly. The permittee shaii document the resuits of all monthly inspections, including any corrective
actions taken. '

V. Reporting Reguirements _
1. The permittee shall submit quarterly summaries of the following records:
a. alog of operating time for the capture (collection) system, control device, monitoring equipment, and the

associated emissions unit identifying those periods of time when this emissions unit is in operation and
materials not meeting the VOC content fimitations specified in OAC rule 3745-21-09(H){1)(a) or (b) are employed;

b. all three-hour pericds of operation during which the average VOC concentration or reading of organics in the
exhaust gases is more than 20% greater than the average exhaust gas concentration or reading measured by
the organics monitoring device during the most recent determination of the recovery efficiency of the carbon
adsorber that demonstrated that the source was in compliance when materials not meeting the VOC content
limitations specified in OAC rule 3745-21-09(H)(1){a) or {b) are employed; and

c. all periods of time during which any inappropriate bypassing of the control equipment occurred.

These quarterly reports shall be submitted by April 30, July 31, October 31, and January 31, and shall cover the
records for the previous calendar quarters,

2. The permittee shall notify the Toledo Division of Environmental Services (TDOES) in writing of any monthly record
showing the use of materials not meeting the VOC content limitations specified in OAC rule 3745-21-08(H)(1)(a)
or (b) while the capture and control system is bypassed. The notification shall include a copy of such record and
shall be sent to the TDOES within 30 days following the end of the calendar quarter.

3. The permittee shall submit quarterly reports that contain the following information:
a. the results of each average hood slot air velocity measurement;
b. the results of each ventilation fan inspection; and

c. the results of each inspection of the carbon adsorption system and any of the hooding or ductwork
comprising the VOC emission capture system.

V. Testing Requirements

1. Compliance with the emission limitations in section A.L.2 of these terms and conditions shall be determined in
accordance with the following methods:
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V. Testing Reguirements (continued)

1.a = Emission Limitation:

capture efficiency of at least 75%, by weight, for the VOC emissions
control efficiency of at least 80%, by weight, for the VOC emissions

Applicable _Compiiance Method:

The capture efficiency shall be determined using Methods 204 through 204F, as specified in 40 CFR Part 51,
Appendix M, or the permittee may request to use an altemative method or procedure for the determination of
capture efficiency in accordance with the USEPA's "Guidelines for Determining Capture Efficiency," dated
January 9, 1995, (The Ohio EPA will consider the request, including an evaluation of the applicabllity, necessity,
and validity of the alternative, and may approve the use of the alfernative if such appraval does not contravene any
other appiicable requirement.}

The conirol afficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the control
system) shall be determined in accordance with the test methods and procedures specified in OAC rule
3745-21-10. The test methods and procedures selected shall be based on a consideration of the diversity of the
organic species present and their total concentration, and on a consideration of the potential presence of
interfering gases.

The percent of solvent retained in the product may be determined using the "head space” test method (as
specified in Appendix D of the Consent Order file stamped December 27,1988) as follows:

Appendix D - "head space” test method
i. Obtaining Sample

Eight 3/16" diameter samples are punched out from a cross section of the web obtained at the windup area of
the vinyl coating line. The samples are placed in a glass jar, which is sealed with a crimped-on lid.

il. Solvent Determination

{a) Standard - Standards are prepared by injecting known guantities of solvent info sealed glass jars which are

" the same jars used for the vinyl samples. The jar containing soivent is heated fo vaporize the solvent, and also to
produce a uniform mixture. A specific volume of the heated mixture is withdrawn from the jar and injected info
the chromatograph. A chart is produced showing specific peaks.

(b) Sample - The jar with the sample is heated at 220 degrees Fahrenheit for 30 minutes during which the
retained solvent is driven into the air space In the jar. A specific volume of heated air is withdrawn from the jar
and injected into the chromatograph. A chart is produced showing specific peaks. The procedure is repeated
until the final solvent peak height is less than 10% of the original peak height.

ii. Calculation

From the chromatograph chart for each sample, the peak height is determined and related to micro-liters of
solvent, referencing to the peak heights on the standard chart. The weight per area is calculated by multiplying
the total micro-liters of solvent by a predetermined constant and by the ratio of material width of 36 inches (1
vard). Retained solvent is, therefore, expressed as pounds per 100 linear yards of product.
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V. Testing Requirements (continued)

Capture efficiency shall be determined based on the following formula:
Capture efficiency = (VOC exhaust + VOC retained)/VOC applied;
where:

VOC exhaust = VOC in the final oven exhaust directed to the VOC control system from the line during the period
of the run; determined by 40 CFR Part 60, Appendix A, Method 25 or 25A, as appropriate; expressed in pounds
per 100 linear yards of product. '

VOC retained = VOC refained in the product; determsnéd using the "head space” test method specified in
Appendix D of the Consent Order file stamped December 27,1988 and described in sectsons AN 1.al through
A.V.1.a.ii above; expressed in pounds per 100 linear yards of product.

VOC applied = VOC in the coatings applied at the line tested during the period of the run; determined by 40 CFR
Part 60, Appendix A, Method 24; expressed in pounds per 100 linear yards of product.

ib Emission Limitation:

4.8 pounds of VOC per gafion of coating, excluding water and exempt solvents or 25% VOC by volume of the
volatile matter

Appiicable Compliance Method:

If required, the permittee shall demonstrate compliance with this emission limitation through testing performed in
accordance with Method 24 of 40 CFR Part 60 Appendix A using the methods and procedures specified in OAC
rute 3745-21-106(B).

2, The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 8 months after issuance of the permit and within 6 months
prior to permit expiration.

b. The emission testing shall be conducted to demonstrate compliance with the capture efficiency and control
efficiency limitations for VOC.

c. The following test method(s) shall be employed to demonstrate compliance with the capture and control
efficiency limitations for VOC: the method(s) specified in section A.V.1.a for capture efficiency and for control
efficiency. Alternative USEPA approved test methods may be used with prior approval from Ohic EPA.

d. The test(s) shall be conducted while all of the associated emissions units are operating at normal conditions,
unless otherwise specified or approved by the TDOES,

e. Slot air velocity measurements shall be performed during each test run to obtain the average slot air velogity
over the length of each ventilation hood. These slot air velocity measurements shall represent the baseline
velocities, provided 75 percent capture efficiency is demonstrated.
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V. Testing Requirements {continued)

" Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the TDOES. The "intent to Test” notification shall describe in detail the proposed test methods
and procedures, the emissions unit operating parameters, the time(s) and date(s) of the test(s}, and the
person{s) who will be conducting the test(s). Failure to submit such notification for review and approval prior to
the test(s) may result in the TDOES's refusal to accept the resulis of the emission test(s).

Personnel from the TDOES shall be permitted to witness tha test(s), examine the testing equipment, and
acquire data and information necessary to ensure that the operation of the emissions unit and the testing
procedures provide a valid characterization of the emissions from the emissions unit and/or the performance of
the control equipment.

A comprehensive written report on the results of the emission test(s) shall be signed by the person or persons
responsible for the tests and submitted to the TDOES within 30 days following completion of the test(s). The
permittee may request additional time for the submittal of the written report, where warranted, with prior approval
from the TDOES.

VI. Miscelianeous Reaguirements

1. The permittee shall maintain a record of general product categories manufactured in the Print and Finish
Depariment. For each general produet category, the permittee shall determine the percent of solvent retained in
the final material for a representative product in that category using the "head space” test method. As new
product categories are developed, the percent solvent retained in the final material for a representative product
shall be determined and added to the original listing. The list and any subsequent updates shall be retained by
the permittee for as long as the product is manufactured.
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B. State Enforceable Section

I.  Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additionai applicable emissions
limitations and/or control measures {if any) may be specified in narrative form following the table.

: : Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Controf
and/or Equipment Requirements Measuraes

2. Additional Terms and Conditions

None
tl. Operational Restrictions
None

{li. Monitoring and/or Record Keeﬁing Requirements

None

IV. Reperting Requirements

None

V. Testing Reguirements

None

VI. Miscellaneous Requirements

Mone
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Part lil - Terms and Conditions for Emissions Units

Emissions UnitiD: No. 2 Calendering Line (K012)

Activity Description: No.2 Calendering Line

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations andfor Contro! Requirements

1. The specific operation{s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be emploved. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrafive form following the fable,

‘ : Applicable Emissions
Gperations, Property, Applicable Rules/ Limitations/Control

andfor Equipment Requirements . Measures
calendering line OAC rule 3745-21-07(G){(2) exempt

See section Al 1.

2, Additional Terms and Conditicns

None

H. Operational Restrictions

1. The permittee shall not employ any photechemically reactive material, as defined in OAC rule 3745-21-01(C)(5),
In this emissions unit,

iil. Monitoring and/or Record Keeping Requirements
1. The permittee shall maintain records of the following information each month for the line:

a. the name and identification number of each coating, as applied; and

b. whether or not the coatin§ isa photoéhemically reactive material.

IV. Reporting Requirements

1. The permittee shall notify the Toledo Division of Environmental Services in writing of any monthly record showing
the use of any photochemically reactive material. The notification shall include a copy of such record and shall
be sent to the Toledo Division of Environmental Services within 30 days following the end of the calendar month.

V. Testing Requirements

Mone

V1. Miscellaneous Requirements

None
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B. State Enforceabie Section

L App'licable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules andfor requirements and with the applicable’
smissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
fmitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures {if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
andfor Equipment Requiremenis Measures

2. Additional Terms and Conditions

None
Il. Operational Restrictions
None

{ll. Menitoring and/or Record Keeping Requirements

None

IV. Reporiing Reguirements

None

V. Testing Requirements

None

Vi. Miscellaneous Requirements

None
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Part ill - Terms and Conditions for Emissions Units

Emissions Unit 1D: No. 3 Calendering Line {K013)
Activity Description: No.3 Calendering Line

A, State ahd Federally Enforceable Section

i. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicabie Emissions

Operations, Property, Appticable Rules/ Limitations/Control
and/or Equipment Requirements Measures
calendering line OAC rule 3745-21-07(G)(2) exempt

Ses section A.lL1.

2. Additional Terms and Conditions

Mone

if. Operational Restrictions

1. Thé permittee shall not employ any photochemically reactive material, as defined in OAC rule 3745-21-01(C){(5),
in this emissions unit.

ill. Monitoring and/or Record Keeping Requirements
1. The permitiee shall maintain records of the following information each month for the line:

a. the name and identification number of each coating, as applied; and

b. whether or not the coating is a photochemically reactive material.

IV. Reporting Requirements

1. The permittee shall notify the Toledo Division of Environmental Services in writing of any monthly record showing
the use of any photochemically reactive material. The notification shall include a copy of such record and shall
be sent to the Toledo Division of Environmental Services within 30 days following the end of the calendar month.

V. Testing Requirements

Nonhe

V1. Miscellaneous Requirements

None
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B. State Enforceable Section

i. Applicable Emissions Limitations andfor Control Requirements

1 The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or confrol measures. Emissions from this unit shall not exceed the listed
limitations, and the listed contral measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

: Appilcabie Emissions
Operations, Property, Applicable Rules/ Limitatiens/Control
and/or Equipment Requirements Measures

2. Additional Terms and Conditions

‘None
iIl. Operational Restrictions
Nane

Wl. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

None

Vi, Misceilaneous Requirements

None
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Part iil - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 41 Plastisol Line (P014).

Activity Description: No. 41 Plastisol Line with Electrostatic Precipitator

A. State and Federally Enforceable Section

i. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with: the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or confrol measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Rules/ Limitations/Control
and/or Equipment Requirements Measures
7,500 pounds per hour plastisol fine CAC rule 3745-17-07{A)1) See A.l.2.a below.
condrolied with an electrostatic
precipitator OAC rule 3745-17-11(B)Y(1) 9.9 pounds per hour of particulate
emissions
OAC rule 3745-21-07(G)Y(1) 3 Ibs/hr and 15 Ibs/day of organic

compounds (QC), uniess reduced by
at least 85%

OAC rule 3745-21-07(G){(2) exempt
See section A.lL2.

2. Additional Terms and Conditions _
2.a Visible particulate emissions from any stack shall not exceed 20% opacity as a 6-minute average, except as
provided by the rule.
Il. Cperational Restrictions

1. The permitiee shall operate the electrostatic precipitator whenever this emissions unit is in operation.

2. The permitiee shall not employ any photochemically reactive material, as defined in OAC rule 3745-21-01(C)}(5),
in this emissions unit.

lil. Monitering and/or Record Keeping Requirements

1. The permitiee shali maintain daily records that document any time periods when the electrostatic precipitator
was not in service when the emissions unit was in operation.
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i, Monitoring and/or Record Keeping Reguirements (continued)

2. The permittee shall perform daily checks, when the emigsions unit is in operafion and when the weather
conditions allow, for any visible particulate emissions from the stack serving this emissions unit. The presence
or abssence of any visible emissions shall be noted in an operations log. If visible emissions are observed, the
permittee shall also note the following in the operations log:

. the color of the emissions;

whether the emissions are representative of normal operations;

if the emissions are not representative of normal operations, the cause of the abnormai emissions;
. the total duration of any visible emission incident; and

any corrective actions taken to minimize or eliminate the visible emissions.

Poo T

If visible emissions are present, a visible emission incident has occurred. The observer does not have to
document the exact start and end times for the visible emission incident under item (d) above or continue the
daily check until the incident has ended. The observer may indicate that the visible emission incident was
continuous during the observation period (or, if known, continuous during the operation of the emissions unit).
With respect to the documentation of corrective actions, the observer may indicate that no corrective actions
were taken if the visible emissions were representative of normal operations, or specify the minor corrective
actions that were taken to ensure that the emissions unit confinued to operate under normal conditions, or
specify the corrective actions that were taken fo efiminate abnormal visible emissions.

3. The permittee shall maintain records of the following information each month for the line:
a. the name and identification number of each coating, as applied; and

b. whether or not the coating is a photochemically reactive material.

. Reporﬁng Requiremenis

1. The permittee shail submit quarterly deviation (excursion) reports that identify each day when the ESP was not
in service when the emissions unit was in operation.

2. The permittee shall submit semiannual written reports that (a} identify ali days during which any visible
particulate emissions were observed from the stack serving this emissions unit and (b} describe any corrective
actions taken to minimize or efiminate the visible particulate emissions. These reports shall be submitted fo the
Director {the appropriate Ohio EPA District Office or local air agency) by January 31 and July 31 of each year
and shall cover the previous 6-month period.

3. The quarterly deviation reports shall be submitted in accordance with the requirements specified in Part | -
Generat Term and Condition A.1.c.

4, . The permittee shall notify the Toledo Division of Environmental Services in writing of any mohthiy record showing
the use of any photochemically reactive material. The notification shall include a copy of such record and shall
be sent to the Toledo Division of Envirenmental Services within 30 days following the end of the calendar month.

V. Tesling Requirements

1. Compliance with the emission limitations in sections A.L.1 and A.1.2 of these terms and conditions shall be
determined in accordance with the following methods:

1.a Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:

Compliance shall be determined through visible emission observations performed in accordance with Method 9 of
40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule 3745-17-03(B)(1).
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V. Testing Requirements (continued)

i.h Emission Limitation:
9.9 pounds per hour of particulate emissions
Applicable Compliance Method:

Compliance shall be demonstrated based upon the emission testing methods and procedures specified in
section AV.2. ‘

i.c Emission Limitation:
3 Ibs/hr and 15 Ibs/day of organic materials, unless reduced by at least 85%
Applicable Compliance Method:

Compliance shall be demonstrated basad upon the emission testing methods and procedures specified in
section AV.2. '

2. The permittee shall conduct, or have conducted, emission testing for this emissions unit in accordance with the
following requirements:

a. The emission testing shall be conducted within 6 months after issuance of this permit.

b. The emission testing shall be conducted to demonstrate compliance with the allowable mass emission rate
for particulates and the allowable mass emission rate for OC or the 85% reduction requirement as appropriate.

¢. The following test method(s) shalf be employed to demonstrate compliance with the allowable mass emission
rate: for particulates, Methods 1 through 5 of 40 CFR Part 60, Appendix A and for OC, Methods 1 through 4 and
Method 25 or 25A of 40 CFR Part 60, Appenidx A. Alternative U.S, EPA-approved test methods may be used
with prior approval from the Ohic EPA. The total organic emission is the sum of the Method 5 and Method 25 or
25A measurements, These test methods may also be used to demonstrate compliance with the 85% reduction
of OC.

d. The test{s) shall be conducted while the emissions unit is operating at or near its maximum capacity, unless
otherwise specified or approved by the Tolede Division of Environmental Services.

Not later than 30 days prior to the proposed test date(s), the permittee shall submit an "Intent to Test"
notification to the Toledo Division of Environmental Services. The "intent fo Test" notification shall describe in
detail the proposed test methods and procedures, the emissions unit operating parameters, the time(s) and
date(s) of the test{s), and the person(s) who will be conducting the test(s). Failure to submit such notiffcation for
review and approval prior to the tesi(s) may result in the Toledo Division of Environmental Services's refusal to
accept the results of the emission test(s).

Personnel from the Toledo Division of Environmental Services shall be permitted fo witness the test(s), examine
the testing equipment, and acquire data and information necessary to ensure that the operation of the emissions
unit and the testing procedures provide a valid characterization of the emissions from the emissions unit and/or
the performance of the confrol equipment.

A comprehensive written report on the results of the emissions test(s) shail be signed by the person or persons
responsible for the tests and submitted to the Toledo Division of Environmental Services within 30 days following
completion of the test(s). The permitiee may request additional time for the submittal of the written report, where
warranted, with prior approval from the Toledo Bivision of Environmental Services.

V1. Miscellaneous Requirements

None
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B. State Enforceable Section

i. Applicable Emissions Limitations and/or Control Reguirements

1. The specific operation(s), property, andfor equipment which constitute this emissions unit are listed in -
the following table along with the applicable rules andfor requirements and with the applicable
emissions imitations and/or control measures. Emissions from this unit shall not exceed the listed
imitations, and the listed control measures shall be empioyed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

' _ Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Control
and/or Equipment Raquirements Measures

2. Additional Terms and Conditions

None
{t. Operationa! Restrictions
‘None

Hl. Monitoring and/or Record Keeping Requirements

None

IV, Reporting Requiremenis

None

V. Testing Requirements

None

VI Miscellaneous Requirements

Nene
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Part ili - Terms and Conditions for Emissions Units

Emissions Unit ID: No. 51 Plastisol Line {P018)

Activity Description: ~ No. 51 Plastisol Line with Incinerator

A. State and Federally Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1.

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules andfor requirements and with the applicable
emissions limitations and/or control measures, Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
fimitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Appiicable Rules/ Limitations/Controt
and/or Equipment Requirements Measures
11,375 pounds per hour plastisol line  OAC rule 3745-17-07(A)(1) See section A.l.2.a.
controlled with a thermal incinerator
OAC e 3745-17-11(BX (1) 18.5 pounds per hour of particulate
: emissions '
OAC rule 3745-21-07(G)(1) 3 Ibsthr and 15 ths/day of organic

compounds {OC), unless reduced by
at least 85%

OAC rule 3745-21-07(G)(2) exempt

See section ALIL3.

OAC rule 3745-31-05(A)3) 0.11 pound of VOC per galion of
(PTt 04-406) coating, excluding water and exempt
solvents, as applied

The requirements of this rulé also
include compliance with the
requirements of QAC rules
3745-17-07(AX1) and
3745-17-11{B¥{1).

See section A.l.2.b.

2. Additional Terms and Conditions

2.a

2.b

Visible particulate emissions from any stack shail not exceed 20% opacity as a 6-minute average, except as
provided by the rule.

The permittee shall employ a thermal incinerator for this emissions unit that maintains a minirnum control
efficiency of 95%, by weight, for particulates and VOC emissions. The total organic emission is the sum of
the Method 5 and the Method 18 or 25 measurements.

. Operational Restrictions

1.

The permittee shall burn only natural gas and/or #2 fuel oil in this emissions unit.
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II. Operational Restrictions (continued)

2. The permittee shall operate the capture system and thermal incinerator control system whenever this emissions
unit is in operation. :

The average combustion temperature within the thermal incinerator, for any 3-hour block of time when the
emissions unit is in operation, shall not be more than 50 degrees Fahrenheit below the average temperature
during the most recent emission test that demonstrated the emissions unit was in compliance.

3. The permittee shall not employ any photochemically reactive material, as defined in OAC rule 3745-21-01(C)(5),
in this emissions unit, '

iil. Monitoring and/or Record Keeping Requirements

1. For each day during which the permittee burns a fuel other than natural gas and/or #2 fuel oll, the permittee shall
maintain a record of the type and quanfity of fuei burned in this emissions unit.

2. The permittee shall operate and maintain a continuous temperature monitor and recorder which measures and
records the combustion temperature within the thermal incinerator when the emissions unit is in operation. Units
shall be in degrees Fahrenheit. The monitoring and recording devices shall be capable of accurately measuring
the desired parameter, The temperature monitor and recorder shall be calibrated, operated and maintained in
accordance with the manufacturer's recommendations, with any modifications deemed necessary by the
permittee.

The permittee shall collect and record the following information for each day:

a. all 3-hour blocks of time during which the average combustion temperature within the thermal incinerator,
when the emissions unit was in operation, was more than 50 degrees Fahrenhetlt below the average temperature
during the most recent emission test that demonstrated the emissions unit was in compliance; and

b. a log of the downtime for the capture (collection) system, control device, and monitoring equipment, when the
associated emissions unit was in operation.

3. The permittee shall maintain records of the foliowing informatien each month for the line:
a. the name and identification number of each coating, as applied; and

b. whether or not the coating is a photochemmically reactive material.

4, Pursuant to OAC rule 3745-77-07(A}3)(a)(iB), the following monitoring and record keeping requirements are as
stringent as or more stringent than the monitoring and record keeping reguirements contalned in permit to Install
04-406, issued on Sept. 3, 1987: section A.lIL.3. The monitoring and record keeping requirements contained in
the above-referenced permit to install are subsumed into the monitoring and record keeping requirements of this
operating permit, so that compliance with the requirements constitutes complliance with the underlying
monitoring and record keeping requirements in the permit to install.

V. Reporiing Requirements

1. The permittee shall submit guarterly deviation (excursion) reports that identify each day when a fuel other than
natural gas and/or #2 fuel oil was burned in this emissions units.

2 The permittee shall submit quarterly deviation (excursion) reports that identify alt 3-hour blocks of time during
which the average combustion temperature within the thermal incinerator does not comply with the temperature
limitation specified above.

3. The permittee shall notify the Toledo Division of Environmental Services in writing of any monthly record showing
the use of any photochemically reactive material. The notification shall include a copy of such record and shall
be sent to the Toledo Division of Environmental Services within 30 days following the end of the calendar month,
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Faciity Name:  Textileather Corporation
Facility ID: 04-48-01-0075
Emissions Unit. No. 51 Plastisol Line (P018}

iV. Reporting Requirements (continued)

4.

The quarterly deviation reparts In section A.IV.2 shall be submitted in accordance with the requirements
specified in Part | - General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in sections A.l.1 and A.1.2 of these terms and conditions shall be
determined in accordance with the following methods:

1.2  Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:
if required, compliance shall be determined through visible emission observations performed in accordance with
Method @ of 40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule
3745-17-03(B)(1). S

1b  Emission Limitation:
Thermal incinerator which demonstrates a minimum control efficiency of 95%, by weight, for particulates and
VOC emissions
Applicable Compliance Method:
The most recent stack test that demonstrated compliance (89.5%) was performed on September 15, 1988, If
required, the contral efficiency (i.e., the percent reduction in mass emissions between the inlet and outlet of the
condrol'system) shall be determined in accordance with the test methods and procedures specified in Method 5
and Method 18 or 25 of 40 CFR Part 60, Appendix A. The test methods and procedures selected shall be based
on a consideration of the diversity of the organic species present and their total concentration, and on a
consideration of the potential presence of interfering gases. Since all particulate matter is considered to be VOC
at temperatures above 265 degrees Fahrenheit, the permittee shall not be required to perform Method 5 testing,
if stack temperatures are maintained above 265 degrees Fahrenheit during the Method 25 stack test.

i.c Emission Limitation:
0.11 pound of VOC per galion of coating, excluding water and exempt solvents, as applied
Applicable Compliance Method:
Compliance shall be demonstrated based upon the record keeping requirements specified in section AlL3.
USEPA Methods 24 and 24A shall be used to determine the VOC contents for {a) coatings and (b} flexographic
and rotogravure printing inks and related coatings, respectively. I, pursuant to section 11.4 of Method 24, 40
CFR Part 60, Appendix A, the permittee determines that Method 24 or 24A cannot be used for a particular
coating or ink, the permittee shall so notify the Administrator of the USEPA and shall use formulation data for
that coating or ink to demonstrate compliance until the USEPA provides alternative analytical procedures or
alternative precision statements for Method 24 or 24A. '
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Facility Name:  Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit: No. 51 Plastisol Line {F018)

V. Testing Requirements (cbntinued)

1.d Ermigsion Limitation:
16.5 poun&s per hour of particulate emissions
Appiicable Compliance Method;
If required, compliance shali be demonstrated based upon emission testing performed In accerdance with

Methods 1 through 5 of 40 CFR Part 60, Appendix A and the procedures specified in OAC rule
3745-17-03(B)}(10). _ :

1.e Emission Limitation:
3 Ibs/hr and 15 Ibs/day of organic compounds {(OC), unless reduced by at least 85%
Applicable Compliance Method:

If required, compliance shall be based upon the emission testing methods and procedures specified in 40 CFR
Part 60, Appendix A, Methods 1 through 4 and Method 25 or 25A.

Vli. Miscellaneous Requiremenis

None
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Fadlity Name: Textileather Corporation
Facility ID: 04-48-01-0075
Emissions Unitt No. 51 Plastisel Line (P08}

B. State Enforceable Section

1. Applicable Emissions Limitations and/er Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures {if any) may be specified in narrative form following the table,

Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Controt
and/or Equipment Reqguirements Measures

2. Additional Terms and Conditions

None
Il. Operational Restrictions
Neone

Hi. Monitoring and/or Record Keeping Requirements

None

IV. Reporting Requirements

None

V. Testing Requirements

Neone

Vi. Miscellaneous Requirements

None
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Facility Name:  Textileather Corporation
Facility 10: 04-48-01-0075
Emissions Unit:  Bulk Handling System {Z001)

Part lll - Terms and Conditions for Emissions Units

Emissions Unit ID: Bulk Handling System {Z001)
Activify Description: Bulk Handling System

A. State and Federally Enforceanle Section

I. Applicable Emissions Limitations and/er Cornitrol Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicabie rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
fimitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Rules/ Limitations/Control
andfor Equipment Requirements . Measures
pneumatic conveying systems for QAC rule 3745-17-07{A) (1) Visible particulate emissions from
railcar unloading, truck unloading and any siack shall not exceed 20%

bulk handling with 9 {abric filters opacity as a 6-minute average,

except as provided by the rule.

QAC rule 3745-17-11(B)(1) Particulate emissions from all of the
preumatic systems shall not exceed
13 pounds per hour (based upon

Figure ).
- 2. Additional Terms and Conditions
None

if. OGperational Restrictions

1. The parmitfee shall operate each fabric filter whenever the associated emissions unit is in operation,
{ii. Monitoring and/or Record Keeping Requirements

1. The permittee shall maintain records that document any time periods when any fabric filter was not in service

when the associated emissions unit was in operation.
2, The permittee shall perform visible emission checks every other day for the railcar and fruck unloading operations

and weekly checks for the other bulk handling operations, when the equipment is in operation and when the
weather conditions allow, for any visible particulate emissions from the stacks serving this emissions unit. The
presence or absence of any visible emissions shall be noted in an operations log. if visible emissions are
observed, the permittee shall alsc note the following in the operations log:

a. the color of the emissions;

b. whether the emissions are representative of normat operations;

c. if the emissions are not representative of normal operations, the cause of the abnormal emissions;
d. the total duration of any visible emission incident; and

e. any corrective actions taken to eliminate the visible emissions.
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Facllity Name:  Textileather Corporation
Faciity 1D: 04-48-01-0075
Emissions Unit:  Bulk Handling System (Z001)

V. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports that include an identification of each day during
which any fabric filter was not in service when the associated emissions unit was in operation.

2. The permittee shali submit semiannual written reports that (a) identify all days during which any visible
pariiculate emissions were observed from each stack serving this emigsions unit and (b) describe any corrective
actions taken 1o eliminate the visible particulate emissions. These reports shall be submitted to the Director (the
appropriate Ohio EPA District Office or local air agency) by January 31 and July 31 of each year and shall cover
the previous 6-month period.

3 The quarteriy deviation reports shail be submitted in accordance with the requirements specified in Part | -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in section A.l.1 of these terms and conditions shall be determined in
accordance with the following methods: '

ia Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:

Compliance shall be determined through visible emission observations performed in accordance with Method 9 of
40 CFR Part 50, Appendix A and the procedures spacified in SAC rule 3745-17-03(B)(1).

1.b Emission Limitation:
13 pounds per hour of pai’ticuiate emissions
Applicable Compliance Method:
If required, compliance shall be demonstrated based upon emission testing performed in accordance with
Methods 1 through 5 of 40 CFR Part 80, Appendix A using the methods and procedures specified in OAC rule

3745-17-03(B)(10) for those emission points where such emission testing is technically feasible.

Vi Miscellaneous Requirements

None
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Fadlity Name:  Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit:  Bulk Handiing System {(2001)

B. State Enforceable Section

L Applicable Emissions Limitations and/or Control Requirements

1. The specific operation{(s), property, andfor equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limiiations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, Applicable Rules/ : Limitations/Control
and/or Equipment Requirements Measures

2. Additional Terms and Conditions

Mone

H. Operational Restrictions

None

lil, Monitoring and/or Record Keeping Requirements

None

I¥. Reporting Requirements

None

V. Testing Requirements

None

V1. Miscellaneous Requirements

None
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Faciiity Name: Textileather Corporation
Facllity iD: 04-48-01-0075
Emissions Unit:  Ribbon Blenders / Banbury Mixers {2003}

Part llf - Terms and Conditions for Emissions Units

Emissions Unit 1D: Ribbon Blenders / Banbury Mixers {Z003)

Activity Description: Ribbon Blenders and Banbury Mixers for Calendering System

A. State and Faderally Enforceable Section

I. Applicable Emissions Limitations and/or Control Requirements

1. The specific operation(s), property, andfor equipment which constitute this emissions unit are listed in
the foliowing table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
fimitations and/or control measures {if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Ruies/ ' Limitations/Control
andl/or Equipment Reguirements Measures

5 ribbon blenders and Banbury OAC rule 3745-17-07{A)1) The visible particulate emissions from

mixers for the calendering system, any stack shall not exceed 20%

controlled with a fabric filter opacity as a B-minute average,
except as provided by the rule.

OAC rule 3745-17-11(B){(1) 11 pounds per hour of particulate

emissions (total) {based upon Figure
3] :

2. Additional Terms and Conditions
2.a OAC rule 3745-21-07(G)(2) is not applicable to this emissions unit because it is only a mixing operation and
no chemical reactions are taking place.
. Operational Restrictions

1. The permittee shall operate the fabric filter whenever this emissions unit is in operation.

Ilt. Monitering and/or Record Keeping Reguirements

1. The permittee shall maintain records that document any time periods when the fabric filter was not in service
when the emissions unit was in operation.
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Facliity Name:  Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit: Ribbon Blenders / Banbury Mixers (Z003)

. Monitoring and/or Record Keeping Requirements (continued)

2. The permittee shall perform daily checks, when the emissions unit is in operation and when the weather
conditions allow, for any visible particulate emissions from the stack serving this emissions unit. The presence
or absence of any visible emissions shall be noted in an operations leg. If visible emissions are observed, the
permittee shall also note the following in the operations iog: .

the color of the emissions;

whether the emissions are representafive of normal operations;

if the emissions are not representative of normal operations, the cause of the abnormal emissions;
the total duration of any visible emission incident; and

any corrective actions taken to minimize or eliminate the visible emissions.

Poo o

If visible emissions are present, a visible emission incident has occurred. The observer does not have to
document the exact start and end times for the visible emission incident under item {d) above or continue the
daily check until the incident has ended. The observer may indicate that the visible emission incident was
continueus during the observation period (or, if known, continuous during the operation of the emissions unit).
With respect fo the documentation of corrective actions, the observer may indicate that no corrective actions
were taken if the visible emissions were representative of normal operations, or specify the minor corrective
actions that were taken io ensure that the emissions unit continued o operate under normal conditions, or
specify the corrective actions that were taken to eliminate abnormal visible emissions. -

IV. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports that include an identification of each day during
which the fabric filter was not in service when the assoclated emissions unit was in operation.

2. The permittee shall submit semiannual written reports that (a) identify alt days during which any visible
particulate emissions were observed from the stack serving this emissions unit and {b) describe ary corrective
actions taken to minimize or eliminate the visible particulate emissions. These reports shall be submitted to the
Director (the appropriate Ohio EPA District Office or local air agency) by January 31 and July 31 of each year
and shall cover the previous 6-month period.

3. The quarterly deviation reports shail be submitted in accordance with the requirements specified in Part | -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in section A.l.1 of these terms and conditions shaill be determined in
accordance with the following methods:

1.a Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:

Compliance shall be determined through visible emission observations performed in accordance with Method 9 of
40 CFR Part 60, Appendix A and the procedures specified in OAC rule 3745-17-03(B){1).

ib Emission Limitation:
11 pounds per hour of particulate emissions
Applicable Compliance Method:
If required, compliance shall be demonstrated based upon emission testing performed in accardance with
Methods 1 through 5 of 40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule
3745-17-03(BY{10).
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Facility Name:  Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit: Ribbon Blenders / Banbury Mixers (Z603)

Vi. Miscellaneous Requirements

None
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Facility Name: Textlieather Corporation
Facility [D: 04-48-01-0075
Emissions Unit: Ribbon Blenders / Banbury Mixers (20063}

B. State Enforceable Section

I. Applicable Emissions Limitations andfor Control Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
~ the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/for control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be emploved. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table,

_ Applicable Emissions
Operations, Property, Applicable Rules/ Limitations/Controi
and/or Equipment Requirements Measures

2. Additional Terms and Cenditions

None
il. Operational Restrictions
None

i, Monitoring and/or Record Keeping Recquirements

None

' IV, Reporting Requirements

None

V. Tesiing Requirements.

MNone

V1. Miscellaneous Requirements

Mone
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Facility Name:  Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit:  Plastisol Line 41 De-bagging (2004)

Part Il - Terms and Conditions for Emissions Units

Emissions Unit I1D: Plastisol Line 41 De-bagging (Z004)
Activity Description: o PVC Resin De-Bagyging Operation - Plastisol Line No. 41

A. State and Federally Enforceable Section

. Applicable Emissions Limltations andfor Control Requirements

1.

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional appiicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Properiy, Applicable Rules/ Limitations/Control
and/or Equipment Requirements Measures
automated PVC resin de-bagging OAC rule 3745-17-07(AX(1) Visible particulate emissions from
operation with fabric filter for no. 41 any stack shall not exceed 20%

plastisol line i opacity as a 6-minute average,
except as provided by the rule.
OAC rule 3745-17-11(B)(1) Particulate emissions from the

automatic de-bagging system shall
not exceed 4.4 pounds per hour.

2. Additional Terms and Conditions

None

Il. Operational Restrictions

1.

The permittee shall operate the fabric filter whenever this emissions unit is in operation.

ll. Monitoring and/or Record Keeping Requirements

1.

The permittee shall maintain records that document any time periods when the fabric filter was not in service
when the emissions unit was in operation.

The permittee shall perform daily checks, when the emissions unit is in operation and when the weather
conditions allow, for any visible particulate emissions from the stack serving this emissions unit. The presence
or absence of any visible emissions shall be noted in an operations log. If visible emissions are observed, the
permittee shall also note the following in the operations log:

a. the color of the emissions;

b. whether the emissions are representative of normal operations;

c. if the emissions are not representative of normal operations, the cause of the abnormal emissions;
d. the total duration of any visible emission incident; and

e, any corrective actions taken fo eliminate the visible emissions.

IV. Reporting Requirements

1.
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The permittee shall submit quarterly deviation {excursion) reports that include an identification of each day during
which the fabric filter was not in service when the emissions unit was in operation.
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Faciity Name: Textileather Corporation
Facility 1D: 04-48-01-0075
Emissions Unit.  Plastiscl Line 41 De-bagging (Z004}

IV. Reporting Requirements (continued)

2. The permittee shall submit semiannual written reports that {a) identify all days during which any visible
particulate emissions were observed from the stack serving this emissions unit and (b) describe any corrective
actions taken to eliminate the visible particulate emissions. These reports shall be submitted to the Director {the
appropriate Ohio EPA District Office or local air agency) by January 31 and July 31 of each year and shall.cover
the previous 6-month period.

3. The quarteriy' deviation reports shail be submitted in accordance with the requirements specified in Part | -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compiliance with the emission limitations in section A.l.1 of these terms and conditions shall be determined in
accordance with the following methods:

i.a Emission Limitation:
20% opacity as a 6-minute average
Applicable Compliance Method:

Compliance shall be determined through visible emission observations performed in accordance with Method 9 of
40 CFR Part 60, Appendix A and the procedures specified in OAC rule 3745-17-03(B)(1). :

1.b Emission Limitation:
4.4 pounds per hour of particulate emissions
Applicable Compliance Method:
i required, compliance shall be demonstrated based upon emission testing performed In accordance with
Methods 1 through 5 of 40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule

3745-17-03(B){10) for those emisslon points where such emission testing is technically feasible.

Vi Miscellanecus Requirements

None
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Facllity Name: Textileather Corporation
Facitity 1D 04-48-01-0075
Emissions Unit:  Plastisol Line 41 De-bagging {2004}

B, State Enforceable Section

. Applicable Emissions Limitations and/or Contfrol Requirements

1. The specific operation(s), property, andfor equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or controt measures. Emissions from this unit shall not exceed the listed
limitations, and the listed controt measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table,

Applicable Emissions
Operations, Property, Anplicable Rules/ Limitations/Controf
andfor Equipment Requirements Measures

2. Additional Terms and Conditions

None
H. Operational Restrictions
None

fil. Monitoring and/or Record Keeping Reguirements

None

V. Reporting Requirements

None

V. Testing Requirements

None

Vi. Miscellaneous Reguirements

MNonhe
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Facility Name:  Textileather Corporation
Faciity ID: 04-48-01-0075
Ernissions Unit: Plastisol Line 51 De-bagging (Z2005)

Part il - Terms and Conditions for Emissions Units

Emissions Unit iD: Plastisol Line 51 De-bagging (Z005)

Activity Description: PVC Resin De-Bagging Operation - Plastisol Line No. 51

A. State and Federally Enforceable Section

.  Applicable Emissions Limitations andfor Control Requirements

1

The specific operation(s), property, and/or equipment which constitute this emissions unit are listed In
the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or confrol measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
limitations and/or control measures (if any) may be specified in narrative form following the table.

Applicable Emissions

Operations, Property, Applicable Rulas/ _ Limitations/Control
and/or Equipment Requirements Measures
two automated PVC resin de-bagging OAC rule 3745-17-07(A)}(1) See A.l.2.a below.

operations with two fabric filters for
no. 51 plastisol ling

OAC rule 3745-17-11(B}{1) Particulate emissions from both
automatic de-bagging systems shall
not exceed 14.7 pounds per hour.

OAC rule 3745-31-05{(A)3) _ 0% opacily as a 6-minute average

{PT1 04-406) '

See A.L2.b below.

2. Additional Terms and Conditions

The visible particulate emission limitation required by this applicable rule is less sfringent than the visible
particulate emission imitation established pursuant to OAC rule 3745-31-05(A)3).

The requirements of this rule also include compliance with the requirements of OAC rule 3745-17-11(B)(1)..

il. Operational Restrictions

1

The permittee shall operate each fabric filter whenever the assoclated emissions unit is in operation.

iil. Monitoring and/or Record Keeping Requirements

1.

The permittee shall maintain records that document any time periods when the fabric filler was not in service
when the associated emissions unit was in operation.

The permittee shall perform daily checks, when the emissions unit is in operation and when the weather
conditions allow, for any visible particulate emissions from the stacks serving this emissions unit. The presence
or absence of any visible emissions shall be noted in an operations log. If visible emissions are observed, the
permittee shall also note the following in the operations log:

a. the color of the emissions;
b. the total duration of any visible emission incident; and
¢. any corrective actions taken to eliminate the visible emissions.
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Facility Name: Textileather Corporation
Facility 1£: 04-48-04-0075
Emissions Unit; Plastisoi Line 51 De-bagging (Z005}

V. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports that include an identification of each day during
which the fabric filter was not in service when the associated emissions unit was in operation. :

2 The permittee shall submit quarterly written reports that (a} identify all days during which any visible particutate
emissions were observed from the stacks serving this emissions unit and (b) describe any corrective actions
taken to eliminate the visible parficulate emissions. These reports shalt be submitted to the City of Toledo,
Division of Environmental Services by January 31, April 30, July 31, and November 30 of each year and shall
cover the previous 6-month periocd.

3. The quartetly deviation reports shéli be submiited in accordance with the requirements specified in Part{ -
General Term and Condition A.1.c.

V. Testing Requirements

1. Compliance with the emission limitations in section A.L1 of these terms and conditions shall be determined in
accordance with the following methods:

Emission Limitation:

=
|+

0% opacity as a 6-minute average
Applicable Compliance Method:

Compliance shall be determined through visible emission observations performed in accordance with Method 9 of
40 CFR Part 60, Appendix A and the procedures specified in OAC rule 3745-17-03(B}{1).

1.b Emission Limitation:
14.7 pounds per hour of particulate emissions
Applicable Compliance Method: |
If required, compliance shall be demonstrated based upon emission testing performed in accordance with
Methods 1 through § of 40 CFR Part 60, Appendix A using the methods and procedures specified in OAC rule

3745-17-03(B){10) for those emission points where such emission testing is techinically feasible.

V1. Miscellaneous Requirements

None

Tile V Finaf Permit : Page 118
Terms and Conditions for Emissions Units ’



Faciity Name:  Textileather Corporation
Facility {D: 04-48-01-0075
Emissions Unit: Plastisol Line 51 De-bagging {Z005)

B. State Enforceable Section

.  Applicabie Emissions Limitations andfor Conirol Requirements

1. The specific operation(s), property, and/or equipment which constitute this emissions unit are listed in
the following table along with the applicable rules and/or requirements and with the appiicable
emissions fimitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be employed. Additional applicable emissions
fimitations and/or control measures {if any) may be specified in narrative form following the table.

Applicable Emissions
Operations, Property, ' Applicable Rules/ Limitations/Control
andfor Equipment Requirements iMeasires

2. Additional Terms and Conditions

Nene
fl. Operational Restrictions
Mone

ill. Monitoring and/or Record Keeping Requirements

None

IV, Reporting Requirements

None

V. Testing Requirements

None

VI. Miscellaneous Requirements

None
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