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Lorain County
Application No: 02-6920
SYNTHETIC MINOR

NETTING

February 5, 1993

USS-KOBE STEEL CO
RUSSELL C. STINSON
1807 E 28TH ST
LORAIN, OH 44055

Enclosed please find an Ohio EPA Permit to Install which will allow
you teo install the described source(s) in a manner indicated in the
permit. Because this permit contains several conditions and
restrictions I urge you to read it carefully.

You are hereby notified that this action by the Director is final and
may be appealed to the Ohio Environmental Board of Review pursuant to
Chapter 3745.04 of the Ohio Revised Code. The appeal must be in
writing and set forth the action complained of and the grounds upon
which the appeal is based. It must be filed with the Environmental
Board of Review within thirty (30) days after notice of the Director’'s
action. A copy of the appeal must be served on the Director of the
Ohio Environmental Protection Agency within three (3) days of filing
with the Board. An appeal may be filed with the Environmental Board of
Review at the following address:

Environmental Board of Review
236 Bast Town Street, Room 300
Columbus, Ohio 43215

;// szgl

Thomas G. Rigo, Manager
Field Operations & Permit Section
Division of Air Pollution Control

cc: US EPA
* NORTHEAST DISTRICT OFFICE, DAPC

@ Printed on recycied papar



State of Ohio Environmental Pratection Agency

- Permit to Install
Terms and Conditions

Application No. 02-6920
APS Premise No. (0247080229
Permit Fee: $400.00

Name of Facility: USS-KOBE STEEL CO
Person to Contact: RUSSELL . STINSON

Address: 1807 E 28TH ST
LORATIN, OH 44055

Location of proposed source(s): 1807 E 28TH ST
LORAIN, CHIO

Description of proposed source{s): :
NATURAL: GAS FIRED 10" BAR MILL WALKING BEAM FURNACE § HOLDIN
G FURNACE, EQUIPPED W/ LOW NOX BURNERS.

Date of Issuance: February 5, 1993
Effective Date: February 5, 1993

The above named entity is hereby granted a permit to install for the
above described source({s) pursuant to Chapter 3745-31 of the Ohio
Administrative Code. Issuance of this permit does not constitute
expressed or implied approval or agreement that, if constructed or
modified in accordance with the plans included in the application, the
above described source(s) of environmental pollutants will operate in
compliance with applicable State and Federal laws and regulations, and
does not constitute expressed or implied assurance that if constructed
or modified in accordance with those plans and specifications, the
above described source(s) of pollutants will be granted the necessary
permits to operate (air) or NPDES permits as applicable.

This permit is granted subject to the conditions attached hereto.

Ohio Environmental Protection Agency

DM@@?W@

Director
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TERMINATICON OF PFRMIT TQO INSTALL

Substantial construction for installation must take place within
18 months of the effective date of this permit. This deadline

may be extended by up to 12 months, if application is made to the
Director within a reasonable time before the termination date and
the party shows good cause for any such extension. '

NOTICE OF INSPECTION

The Director of the Ohio Envirconmental Protection Agency, or his
authorized representatives, may enter upon the premises of the
above-named applicant during construction and operation at any
reasonable time for the purpose of making inspections, conducting
tests, or to examine records or reports pertaining to the
construction, modification or installation of the source(s) of
environmental pollutants identified within this permit.

CONSTRUCTION QF NEW SOQURCE(S)

The proposed source(s) shall be constructed in strict accordance
with the plans and application submitted for this permit to the
Director of the Ohic Environmental Protection Agency. There may
be no deviation from the approved plans without the express,
written approval of the Agency. Any deviations from the approved
plans or the above conditions may lead to such sanctions and
penalties as provided under Ohio law. Approval of these plans
does not constitute an assurance that the proposed facilities
will operate in compliance with all Ohio laws and regulations.
Additional facilities shall be installed upon orders of the Ohio
Environmental Protection Agency if the proposed sources are
inadeguate or cannot meet applicable standards.

If the construction of the proposed source(s} has already begun
or has been completed prior to the date the Director of the Ohio
Environmental Protection Agency approves the permit application
and plans, the approval does not constitute expressed or implied
assurance that the proposed facility has been constructed in
accordance with the approved plans. The action of beginning
and/or completing construction prior to obtaining the Director’s
approval constitutes a violation of Ohio Administrative Code
(OAC) Ruie 3745-31-02. Furthermore, issuance of the Permit to
Install does not constitute an assurance that the proposed source
will operate in compliance with all Ohio laws and regulations.
Approval of the plans in any case is not to be construed as an
approval of the facility as constructed and/or completed.
Moreover, issuance of the Permit to Install is not to be
construed as a waiver of any rights that the Ohio Environmental
Protection Agency (or other persons} may have against the
applicant for starting construction prior to the effective date
of the permit. Additional facilities shall be installed upon
orders of the Ohio Environmental Protection Agency if the
propeosed facilities prove to be inadequate or cannot meet
applicable standards.
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PERMIT TO INSTALL FEE

In accordance with Ohio Revised Code 3745.11, the specified
Permit to Install fee must be remitted within 15 days of the
effective date of this permit to install.

" PUBLIC DISCLOSURE

The facility is hereby notified that this permit, and all agency
records concerning the operation of this permitted source, are

subject to public disclosure in accordance with OAC Rule 3745-49-
03. :

APPLICABILITY

This Permit to Install is applicable only to the contaminant
sources identified. Separate application must be made to the
Director for the installation or modification of any other
contaminant sources.

BEST AVATLABLE TECHNOLOGY

As specified in OAC Rule 3745-31-05, all new sources must employ
Best Available Technology (BAT). Compliance with the terms and
conditions of this permit will fulfill this requirement.

PERMIT TO OPERATE APPLICATION

A Permit to Operate application and a $15 application fee must be
submitted to the appropriate field office for each air
contaminant source in this Permit to Install. In accordance with
OAC Rule 3745-35-02, the application shall be made at least 90
days prior to start-up of the source.

ATR EMISSION SUMMARY

The air contaminant sources listed below comprise the Permit

to Install for USS-KOBE STEEL CO located in

Lorain County. The sources listed below shall not exceed

the emission limits/control requirements contained in the table.
This condition in no way limits the applicability of any other
state or federal regulations. Additionally, this condition does
not limit the applicability of additional special terms and
conditions of this permit.
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Ohio Permit Allowable
EPA Source Applicable Mass Emissions and/
Source Identification/ BAT Federal and = or Control & Usage
Number Description Determination OAC Rules Requirements
PO71 10" Bar Mill " Low NO 3745-31-05 *
Walking Beam Natural Gas 3745-17-07 0.15 1b NO_/MMBTU
Furnace Burners 3745-17-11 X
3745-23-06
P072 10" Bar Mill Low NO 3745-31-05 *
Holding Naturaf Gas 3745-17-07 0.15 1b NO_/MMBTU
Furnace Burners 3745-17-11 X
3745-23-06

* Subject to the attached Additional Special Terms and Conditions.

SUMMARY
TOTAL PERMIT TO INSTALL ALLOWABRLE EMISSIONS
Pollutant Tons/Year
TSP (PM, ) 1.20
SO2 0.24
NOX 61.04
CO 16.05

PERFORMANCE TEST REQUIREMENTS

The permittee shall conduct, or have conducted, performance
testing on the air contaminant source(s) in accordance with
procedures approved by the Agency. Two copies of the written
report shall be submitted and signed by the person responsible
for the test, describing the test procedures followed and the
results of such tests. The Director, or an Ohio EPA
representative, shall be allowed to witness the tests, examine
testing equipment, and require the acquisition or submission of
data and information necessary to assure that the source
operation and testing procedures provide a valid characterization
of the emissions from the source and/or the performance of the
control equipment.

1. A completed Intent to Test form shall be submitted to the
appropriate Ohic EPA District Office or Local Air Pollution
Contreol Agency where the original permit application was
filed. This notice shall be made 30 days in advance and
shall specify the source operating parameters, the proposed
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test procedures, and the time, date, place and person{s)
conducting such tests.

2. Two copies of the test results shall be submitted within 30
days aiter the completion of the performance test.

3. Tests shall be performed for the following sources and

pollutants:
Source Pollutant(s)

PO71 Nitrogen Oxides

RECORD(S5) RETENTION AND AVAITABILITY

All records required by this Permit to Install shall be retained on
file for a period of not less than two years unless otherwise
indicated by Ohio Environmental Protection Agency. All records
shall be made available to the Director, or any authorized
representative of the Director, for review during normal business
hours.

REPORTING REQUIREMENTS

Unless otherwise specified, reports required by the Permit to
Install need only be submitted to Northeast District Office,
2110 East Aurora Road, Twinsburg, Ohio 44087.

MAINTENANCE QOF EQUIPMENT

This source and its associated air pollution control system{s)
shall be maintained regularly in accordance with good engineering
practices and the recommendations of the respective manufacturers
in order to minimize air contaminant emissions. . -

MALFUNCTION/ABATEMENT

In accordance with OAC Rule 3745-15-06, any malfunction of the
source(s) or associated air pollution control system(s) shall be
reported immediately to the Northeast District Office,

2110 East Aurora Road, Twinsburg, Ohio 44087.
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Except as provided by OAC Rule 3745-15-06(A)(3), scheduled
maintenance of air pollution control equipment that reguires the
shutdown or bypassing of air pcllution control system(s) must be
accompanied by the shutdown of the associated air pollution
sources.

NINETY DAY OPERATING PERIOD

The facility will be permitted to operate during a 90-day period in
accordance with OAC Rule 3745-35-02(C}{4)(b). fThe purpose of this
period of operation is to fulfill the performance test conditions
used in the determination of compliance with the provisions of this
Permit to Install or other applicable Ohio EPA rules.

CONSTRUCTION COMPLIANCE CERTIFICATION

The applicant shall provide Ohic EPA with written certification
(see enclosed form) that the facility has constructed in
accordance with the permit to install application and the terms
and conditions of the permit to install. The certification shall
be provided to Ohic EPA upon completion of construction but prior
to startup of the source.
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ADDITIONAT, SPECIAT, TERMS AND CONDITIONS

(Reguired by the Consent Decree)

1.

Production Limitation (Steel Throuchput)

USS-Kobe Steel Company shall restrict the 10" Bar Mill
Walking Beam Furnace {P071) and Holding Furnace (PG72)
steel throughput to 600,000 tons per year, based

upon a consecutive 365 day period, rolled on a daily
basis. For purposes of determining compliance with
the production limitation on any day during the

first 365 day period, steel throughput data from that
day and the preceding 364 day period will be used.

In addition, USS-Kobe shall restrict iron input to the

Basic Oxygen Process (BOP) Shop, based upon a consecutive

365 day period rolled on a daily basis, to 1.9 million tons
of iron per year, and shall meet the following steel
restrictions, based on a consecutive 365 day period rolled on
a daily basis until such time that netting under the Federal
Consent Decree (Civ. No. 1:92CV1928, N.D. Ohio) would justify
raising or eliminating them {through a permit modification).

#1 Caster 1,140,000 tons/yr

Teeming 1,060,000 tons/yr

#3 Seamless Pipe Mill 350,000 tons/yr

#3 & #4 Seamless Pipe Mills 600,000 tons/yr
{Combined)

10" Bar Mill 600,000 tons/yr

12" Bar Mill 360,000 tons/yr

Fuel Usage Limitation (MMBTU/vr)

The total heat input to the 10" Bar Mill Walking Beam
Furnace (P071) and Holding Furnace (P072) from natural gas
combustion shall be limited to 826,380 MMBTU per year
based on a consecutive 365 day period rolled on a daily
basis, corresponding to the steel throughput limitation of
600,000 tons per year.

NOK Limitation

GSS-Kobe is required to install and operate low NO
burners at the 10" Bar Mill Walking Beam Furnace afd the
Holding Furnace to optimize the reduction of NO

The furnace must be subject to a limit of no more than
0.15 1b NOX/MMBTU {also required under the Consent
Decree).
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Emissions Testing

USS—-Kobe must perform an emission test for NO in
accordance with EPA Method 7E at the 10" Bar fill Walking
Beam Furnace within 180 days after the low NO burners

are installed and submit the results to U.S. BPA within 45
days of test completion. Annual NO_ emission tests in
accordance with EPA Method 7E are r&quired as well, which
must be submitted to Ohio EPA’s Northeast District Office
and U.S. EPA within 45 days (also regquired under the Consent
Decree).

"Existing Bar Mill (P025)

USS-Kobe shall shut down and permanently remove from
service Source P025, the existing Bar Mill Furnace, upon
startup of the sources under this PTI.

Additional Particulate Controls

Prior to commencement of operation of the 10" Bar Mill
Waiking Beam Furnace, USS-Kobe shall install controls on

the Primary Mill BP grinders to reduce TSP emissions by
installing, in addition to existing controls, a fabric filter
which shall achieve an outlet leoading from the discharge of
.01 gr/dscf. Visible emissions from the roof monitors and
other building openings attributable to the BP grinders

shall not exceed five (5) percent opacity, as averaged over
any rolling consecutive three (3) minute period. Visible
particulate emissions from the fabric filter outlet shall

not exceed ten (10) percent opacity, as averaged over any
rolling consecutive three (3) minute period. Within 180 days
after installation of the fabric filter, USS-KOBE Steel Company
must perform an emission test of the inlet and outlet from the
fabric filter in accordance with EPA Method 5, and must submit
the results to Ohio EPA and U.S. EPA within 45 days of test
completion.

USS-Kobe shall install and operate a continuous recorder which
measures the pressure drop across each of the modules of the
baghouse, and shall maintain records from the continuous
recoxder for a period of two (2) years which shall be made
available upen request or inspection by Ohic EPA or US EPA.
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7. Recordkeering and Reporting Reguirements

Upon commencement of operation of the 10" Bar Mill Walking

Beam Furnace and Holding Furnace, USS-Kobe Steel Company

shall maintain daily iron input and steel throughput

production records for the 10" Bar Mill Walking Beam

Furnace (P071), Holding Furnace (P072), the BOP Shop, the #1
Caster, Teeming, the #3 and #4 Seamless Pipe Mills, and the 12"
Bar Mill, to document compliance with the production limitation
specified herein. Beginning with the first full calendar quarter
after installation of these sources, USS-Kobe Steel Company
shall submit quarterly reports to Ohio EPA and USEPA which shall
include fuel usage for the new furnaces, and the individual
daily iron production and steel throughput for the above

listed operations in addition to total iron production and
steel throughput for the preceding consecutive 365 day period,
rolled on a daily basis. The reports shall be submitted by
January 15, April 15, July 15 and October 15 of each year.

8. Supplementarv Information

A, In settlement of a dispute regarding the Permit to
Install for #3 Blast Furnace (No. 02-5573 issued
August 20, 1991), USS-Kobe and U.S. EPA entered into
a Consent Decree (filed and entered in the Northern
District of Ohio November 23, 19%92) whereby USS-Kobe
agreed to perform plantwide netting, using a baseline
that assumes production of 2,100,000 tons of iron, to
determine whether the #3 Blast Furnace renovation
triggered the Prevention of Significant Deterioration
{PSD) rules or nonattainment New Source Review rules
(NSR). Baseline emissions are to be calculated using
a reasonable distribution between emission units and
operations based upon a historic division of
operations. PFuture emissions are to be calculated
assuming maximum emission conditions, unless
federally enforceable restrictions are imposed in
permits that limit tonnage throughput on a 365 daily
rolling basis at less than the maximum potential.

B. For other near term modernization projects, including
the 10" Bar Mill Walking Beam Furnace, the Consent
Decree requires USS-Kobe to pexrform a netting that
assumes for purposes of calculating baseline that
total iron production is 1,800,000 tons. The netting
is to compare baseline emissions to future emissions
of the operations downstream of the Basic Oxygen
Process (BOP). ©Similar to the #3 Blast Furnace
netting, baseline emissions must be calculated using a
reasonable distribution between operations based upon
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a historic division of operations, and future
emissions are to be based on maximum emission
assumptions, unless federally enforceable
restrictions are imposed in permits that limit
tonnage throughput on a 365 daily rolling average
basis at less than the maximum potential,

C. If USS-Kobe demonstrates in the netting that
emissions will not exceed the "significance" levels
under PSD and NSR, it may obtain a Permit to Install
reflecting that it complied with PSD/NSR by netting
out. Permits to Install and Operate are to include
any relevant throughput restrictions that reflect
lower-than-worst-~case assumed capacity used in the
netting analysis.

D. USS~-Kobe has performed the netting for the 10" Bar
Mill Walking Beam Furnace using the Consent Decree
procedure summarized in Paragraph B above, which
demonstrates that emissions of TSP, PMl ’
NO_, CO and SO2 do not reach significange
levels when cofiiparing baseline emissions at 1.8 mm
ton iron production level to future emissions at the
1.9 mm ton level of iron production, when the 10" Bar Mill
Walking Beam Furnace is in operation. Because the
netting assumes less than maximum emission
assumptions, USS-Kobe must meet the iron input and steel
restrictions for the BOP Shop, the #1 Caster, Teeming, #3
Seamless Pipe Mill, #3 and #4 Seamless Pipe Mills, 10" Bar
Mill, and 12" Bar Mill, based on a consecutive 365 day
period - rolled on a daily basis as provided in the Consent
Decree, until such time that netting under the Consent
Decree would justify raising or eliminating them (through
a permit modification).



USS/XOBE STEEL COMPANY, LORAIN WORKS 02 47 08 0229

SYNTHETIC MINOR/NETTING DETERMINATICN {02-6920)

Source Degcription

The company proposes to install a new 10" bar mill walking beam
furnace (P071) and holding furnace (P072) equiped with low NOx
natural gas burners to replace the existing furnace (P025).

Faclilitv Emissions/Attainment Status

This facility 1s a Major staticnary source located in Lorain
county. The area is designated attainment for nitrogen oxides.

New Source Emigsions

Potential emissions of nitrogen oxides from the new sources will
exceed the net emigsgion increase threshold limit of 40 TPY, which
would trigger PSD. The PTI will contain terms and conditions
which limit the sources steel throughput to 600,000 tons per
year, on a rolling 365 day time period. This production
limitation will result in a maximum annual fuel requirement of
826,380 MMBTU and allowable emissions of 61.04 TPY of NOx.

The net emissions from this installation in TPY are:

TSP PM10 S0z NOx CO
Walking beam furnace (P071) 1.05 1.05 0.21 54.19 14.03
Holding furnace (P072) 0.15 0.15 0.03 6.85 2.02
Total new furnaces 1.20 1.20 0.24 61.04 16.05
Existing furnace (P025) 0.79 0.79 0.16 85.35 10.58
Net change .41 0.41 0.08 -34.31 5.47

The existing furnace will be shut down upon startup of the new
sources.



Suppiementary Information

1.

In settlement of a dispute regarding the Permit to
Install for #3 Blast Furnace (No. 02-5573 issued August
20, 1991), USS/KOBE and U.S. EPA entered into a Consent
Decree (filed and entered in the Northern District of
Ohio on November 23, 1992) whereby USS/KOBE agreed to
perform plantwide netting, using a baseline that assumes .
production of 2,100,000 tons of iron, to determine
whether the #3 Blast Furnace renovation triggered the
Prevention of Significant Deterioration (PSD) rules or
nonattainment New Source Review rules (NSR). Baseline
emissions are to calculated using a reasonable
distribution between emission units and operations based
upon a historic division of operations. Future
emissions are to be calculated assuming maximum emissicn
conditions, unless federally enforceable restrictions
are imposed in permits that limit tonnage throughput
below the maximum potential based on a consecutive 365
day period rolled on a daily basis.

For other near term modernization projects, including
the 10" Bar Mill Walking Beam Furnace, the Consent
Decree requires USS/KOBE to perform a netting that
assumes for purposes of calculating baseline that total
iron production is 1,800,000 tons. The netting is to
compare baseline emissions to future emissions of the
operations downstream of the Basic Oxygen Process (BOP),
Similar to the #3 Blast Furnace netting, baseline
emissions must be calculated using a reasonable
distribution between operations based upon a historic
division of operations, and future emissions are to be
based on maximum emission assumptions, unless federally
enforceable restrictions are imposed in permits that
limit tonnage throughput on a 365 daily rolling basis at
less than the maximum potential.

If USS/KOBE demonstrates in the netting that emissions
will not exceed the "significance" levels under PSD and
NSR, it may obtain a Permit To Install reflecting that
it complied with PSD/NSR by netting ocut. Permits to
Install and Operate are to include any relevant
throughput restrictions that reflect
lower-than-worst-case assumed capacity used in the
netting analysis.

USS/KOBE has performed the netting using the Consent
Decree procedures summarized in Paragraphs 1 and 2
above, which demonstrates that emissions of TSp, PMIO'
NO,, CO and 80, do not reach significance levels when
comparing base%ine to future maximum emissions. The
netting has received approval by U.S. EPA for purposes
of the 10" Bar Mill Walking Beam Furnace installation,



although approval for purposes of the Lead Ladle
Injection Station project (another Near Term
Modernization project) is currently pending until
netting of lead emissions is finalized and approved.

The netting under Paragraph 2 compared baseline
emissions at 1.8 mm ton iron production level to future
emissions at 1.9 mm tons iron production, when the 10"
Bar Mill Walking Beam Furnace is in operation. Because
the netting assumes less than maximum emission
assumptions, USS/KOBE must meet an iron input limit to
the BOP Shop of 1.9 mm tons per year, based on a
consecutive 365 day period rolled on a daily basis, and
the following steel restrictions, based on a consecutive
365 day period rolled on a daily basis as provided in
the Consent Decree, until such time that netting under
the Consent Decree would justify raising or eliminating
them (through a permit modification):

#1 Caster

Teeming

#3 Seamless Pipe Mill

#3 & #4 Seamless Pipe Mills
10" Bar Mill

12" Bar Mill

1,140,000 tons/year
1,060,000 tons/year
350,000 tons/year
600,000 tons/year
600,000 tons/year
360,000 tons/year

Based on the netting analysis perfermed pursuant to the
Consent Decree with these throughput restrictions, the
net change in emissions in TPY is as follows:

TSP Ptyg  NOy co 50,
Post-modernization
1.9 mm tons iron 168.15 85.60 1197.17 135.58 2.03
Pre-modernization
1.8 mm tons iron 165.54 83.01 1165.37 123.92 1.86
Net Change 2.61 2.59 27.80 11.66 0.17
Significance Level 25.00 15.00 40.00 100.00 40.00C

7. Under the Consent Decree,
install and operate low NO

USS/KOBE is required to
burners at the 10" Bar Mill

Walking Beam Furnace to op%imize the reduction of NO,, .
The furnace must be subject to a limit of no more than

0.15 lbs., NO./mm BTU
for NO, limi%ation an

(see Air Emission Summary in permit
d BAT Determinaticn}.

8. The Consent Decree requires USS/KOBE to perform an

emission test for NO

at the 10" Bar Mill Walking Beam

Furnace within 180 days after the low NO, burners are
installed and submit the results to U.S. Epa within 45



days of test completion. Annual NO,_, emission tests are
required as well which must be submitted to U.S. EpaA
within 45 days. USS/KOBE shall simultaneously forward
all test results under the Consent Decree to Ohioc EPA's
Northeast District Office.

9. Prior to commencement to operation of the 10" Bar Mill
Walking Beam Furnace, USS/KOBE shall install controls on
the Primary Mill BP grinders to reduce TSP emissions by
installing additional controls capable of achieving an
cutlet loading from the discharge of .01 gr/dscf,

Conclusions

Installation of the new sources with the steel throughput
limitation of 600,000 tons per year will result in allowable
emissions of 61.04 TPY of NO,, with a net decrease when comparing
the existing furnaces to the new furnaces of 34.31 TPY, and a net
increase when comparing all units downstream of the Basic Oxygen
Furnace (pursuant to Consent Decree) of 27.80 TPY. The net
change is less than the PSD threshold limit of 40 TPY.

Therefore, PSD does not apply to this installation.
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