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te of Ohio Environmental Protection Agency 

George V. Voinovich ,'.0. 80;0: 1049, 1800 WaterMark Dr. 
GovernorColumbus, Ohio 43266-0149 

(614) 644-3020 Donald R. Schregardus 
FAX (614) 644-2329 Director 

Re: 	 Permit to Install CERTIFIED MAIL 
Montgomery County 
Application No: 08-2758 
NSPS 
NESHAP 

TOXIC REVIEW 

January 25, 1995 

STONY HOLLOW RECYCLING AND DISPOSAL 
ROBERT DOWNING, JR. 
P.O. BOX 208 

WEST CARROLLTON, OH 45449 


Enclosed please find an Ohio EPA Permit to Install which will allow 

you to install t.he described source(s) in a manner indicated i.n the 

permit . Because t.his permit contains several conditions and 

restrictions I urge you to read it carefully. 


The Ohio EP1'l. is urging companies to investigate pollution prevention 
and energy conser\Tation. Not only will this reduce pollution and 
energy consumption, but it can also save you money. If you would 
like to learn ways you can save money while protecti.ng the environment, 
please contact our Office of Pollution Prevention at (614) 644-3469. 

You are hereby notified that this action by the Director is final and 
may be appealed to the Ohio Environmental Board of Review pursuant to 
Chapter 3745.04 of the Ohio Revised Code. The appeal must be in 
writing and set forth the action complained of and the grounds upon 
which the appeal is based. It must be filed with the Environmental 
Board of Review' within thirty (30) days after notice of the Director's 
action. A copy of the appeal must be served on the Director of the 
Ohio Environmental Protection Agency within three (3) days of filing 
with the Board: An appeal may be filed with the Environmental Board of 
Review at the following address: 

Environmental Board of Review 
236 East Town Street, Room 300 
Colunilius, Ohio 43215 

Very truly YOUl:S, 12 
// /''" l:j .,/ /' t~·~.5 . ~~ 
Thomas G. Rigo, ~[ana~r 
Field Operations & Permit Section 
Division of Air Pollution Control 

cc: 	 US EPA 
REGIONAL AIR POLLUTION CONTROL*Primed on recycled paper 

EPA 1613(12185) 

http:protecti.ng


State of Ohio Environmental Protection Agency 

Permit to Install 

Terms and Conditions 

Application No. 08-2758 
APS Premise No. 0857043008 
Permit Fee: $5200.00 

Name of Facility: STONY HOLLOW 	 RECYCLING AND DISPOSAL 

Person to Contact:: ROBERT DOWNING, JR. 

Address: 	P.O. BOX 208 

WEST CARROLLTON, OH 45449 


Location of proposed source(s): 	2640 S. GETTYSBURG AVE. 
DAYTON, OHIO 

Description of proposed source(s): 
LANDFILL, SOIL MIXING MACHINES, 	 AGGREGATE PROCESSING A1'Tr 
RAGE, ROADWAYS, AND PARKING AREAS. 

Date of Issuance: January 25, 1995 

Effective Date: January 25, 1995 

The above named entity is hereby granted a permit to install for the 
above described source(s) pursuant to Chapter 3745-31 of the Ohio 
Administrative Code. Issuance of this permit does not constitute 
expressed or inlplied approval or agreement that, if constructed or 
modified in accordance with the plans included in the application, the 
above described source(s) of environmental pollutants will operate in 
compliance with applicable State and Federal laws and regulations, and 
does not constitute expressed or implied assurance that if constructed 
or modified in accordance with those plans and specifications, the 
above described source(s) of pollutants will be granted the necessary 
permits to opeJ:,at.e (air) or NPDES permits as applicable. 

This permit is granted subject to the conditions attached hereto. 

Ohio 
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the effective datE~ of the permit. Additional facilities shall be 
installed upon orders of the Ohio Environmental Protection Agency 
if the proposed facilities prove to be inadequate or cannot meet 
applicable standards. 

PERMIT TO INSTALL~ 

In accordance with Ohio Revised Code 3745.11, the specified Permit 
to Install fee must be remitted within 15 days of the effective 
date of this permit to install. 

PUBLIC DISCLOSURE 

The facility is hereby notified that this permit, and all agency 
records concerning the operation of this permitted source, are 
subject to public disclosure in accordance with OAC Rule 3745-49
03. 

APPLICABILITY 

This Permit to Install is applicable only to the contaminant 
sources identifiled. Separate application must be made to the 
Director for the installation or modification of any other 
contaminant sources. 

BEST AVAILABLE TECHNOLOGY 

As specified in OAC Rule 3745-31-05, all new sources must employ 
Best Available Technology (BAT). Compliance with the terms and 
conditions of 'this permit will fulfill this requirement. 

PERMIT TO OPERATg APPLICATION 

A Permit to Operate application must be submitted to the 
appropriate field office for each air contaminant source in this 
Permit to Inst:all. In accordance with OAC Rule 3745-35-02, the 
application shall be made at least 90 days prior to start-up of the 
source. 

NINETY DAY OPERATING PERIOD 

The facility will be permitted to operate during a 90-day period 
in accordance with OAC Rule 3745-35-02(C)(4)(b). The purpose of 
this period of operation is to fulfill the performance tests 
conditions used in the determination of compliance with the 
provisions of this Permit to Install or other applicable Ohio EPA 
rules. 
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SOURCE OPERATIOlt-l l\.FTER COMPLETION OF CONSTRUCTION 

This facility is permitted to operate each source described by this 
permit to install for a period of up to one year from the date the 
source commenced operation. This permission to operate is granted 
only if the facility complies with all requirements contained in 
this permit and all applicable air pollution laws, regulations, and 
policies. 

AIR EMISSION SUMM~Y 

The air contaminant sources listed below comprise the Permit to 
Install for STONY HOLLOW RECYCLING AND DISPOSAL located in 
Montgomery County. The sources listed below shall not exceed the 
emission limits/control requirements contained in the table. This 
condition in no way limits the applicability of any other state or 
federal regulat~ions. Additionally, this condition does not limit 
the applicability of additional special terms and conditions of 
this permit. 

Permit Allowable 
Ohio Mass Emissions 
EPA SourcE~ Applicable and/or 
Source Identificclti.on BAT Federal & Control/Usage 
Number Descrip1:icm Determination OAC Rules Requirements 

POOl Landfill 

P002 Soil Mixing 

FOOl Roadways and 
Parking l!xeas 

Fugitive dust 3745-31-05 Negligible partic
control re 3745-15-07 ulate emissions 
quirements, 3745-17-08 based on compli
asbestos 3745-20-05 ance with BAT 
material con 06,07,08 determination 
trol and 40 CFR Part 
tracking, 61 Subparts 
future gas A and M' 
collection and 40 CFR Part 
control, re 60 Subpart www 
cordkeeping 
and reporting 

Fugitive dust 3745-31-05 Negligible partic
control by 3745-15-07 ulate emissions 
water applica 3745-17-07 based on compli
tion to pro 3745-17-08 ance with BAT 
cess determination 

Fugitive dust 3745-31-05 1.00 ton/yr 
control re 3745-15-07 particulate 
quirements 3745-17-07 matter 
including 3745-17-08 
water applica
tion 
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Ohio 
EPA 
Source 
Number 

F002 

F003 

F004 

Source 

Identifica1tion 


Description 


Aggregate 
Storage Piles 

Blasting, Min
ing and Aggrl=:!
gate Transfer, 
and Loading 

Aggregate 
Crushing a.nd 
Screening 

BAT 
Determination 

Fugitive dust 
control by 
keeping piles 
moist or 
covered 

Fugitive dust 
control 
specified in 
terms and con
ditions 

Fugitive dust 
control re
quirements in
cluding water 
application 
and limitation 
of drop heights 

SUMMARY 

Applicable 
Federal & 
OAC Rules 

3745-31-05 
3745-15-07 
3745-17-07 
3745-17-08 

3745-31-05 
3745-15-07 
3745-17-07 
3745-17-08 

3745-31-05 
3745-15-07 
3745-17-07 
3745-17-08 
40 CFR Part 
60 Subpart 
000 

Permit Allowable 
Mass Emissions 

and/or 
Control/Usage 
JlSLquirements 

0.29 ton/yr 
particulate 
matter 

Negligible 
particulate 
emissions 

5.49 lbs/day, 
34.82 tons/yr 
particulate 
matter 

TOTlffi PERMIT TO INSTALL ALLOWABLE EMISSIONS 

Pollut:ant Tons/Year 

Particulate Matter 36.09 

NSPS REQUIREME1~~t 

The following sources are subject to the applicable prov~s~ons of 
the New Source PE~rformance Standards (NSPS) as promulgated by the 
United States :E:nvironmental Protection Agency, 40 CFR Part 60. 

Source No. Source Description NSPS Regulation (Subpart) 

F004 Aggregate Crushing and 000 
Screening 

POOl Landfill www 

The application and enforcement of these standards are delegated 
to the Ohio EPA. The requirements of 40 CFR Part 60 are also 
federally enforceable. 
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Pursuant to the: NSPS, the source owner/operator is hereby advised 
of the requirement to report the following at the appropriate 
times: 

a. 	 construction date (no later than 30 days after such date); 
b. 	 anticipatEld start-up date (not more than 60 days or less than 

30 days prior to such date); 
c. 	 actual start-up date (within 15 days after such date); and 
d. 	 date of performance testing (If required, at least 30 days 

prior to testing). 

Reports are to bEl sent to: 

Ohio Environmental Protection Agency 

DAPC - Permi.t Management Unit 

P.O. Box 163669 

Columbus, Of[ 43216-3669 


and 	 Regional Air Pollution Control 
451 West Third Street 
Dayton, Ohio 45422 

NESHAP REQUIRm~NTS 

The following source(s) are subject to the applicable provisions 
of the National Emission Standards for Hazardous Air Pollutants 
(NESHAP) as promulgated by the United States Environmental 
Protection Agency under 40 CFR Part 61. 

Source No. Source Description 	 NESHAP Regulation 

POOl Landfill 	 NESHAP Reg. : A,M 

The application and enforcement of these standards are delegated 
to Ohio EPA. ~~he requirements of 40 CFR Part 61 are also federally 
enforceable. 

Pursuant to the NESHAP, the source owner/operator is required to 
report the follm·dng milestones: 

a. 	 date of commencement of construction ( no later than 30 days 
after such date); 

b. 	 anticipated date of initial start-up (not more than 60 days 
or less than 30 days pri.or to srich date); 

c. 	 actual date of initial start-up (within 15 days after such 
date); and 

d. 	 date of pE~rformance testing (at least 30 days prior to 
testing) . 
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Reports are to be sent to: 

Ohio Envirorunental Protection Agency 

Division of j\ir Pollution Control 

Permit Management Unit 

P.O. Box 163669 

Columbus, OH 43216-3669 


and 	 Regional Air Pollution Control 

451 West Third Street 

Dayton, Ohio 45422 


RECORD(S) RETE~~ION AND AVAILABILITY 

All records required by this Permit to Install shall be retained 
on file for a period of not less than three years unless otherwise 
indicated by Ohio Environmental Protection Agency. All records 
shall be made available to the Director, or any representative of 
the Director, for review during normal business hours. 

REPORTING REQUIRF;MENTS 

Unless otherwise specified, reports required by the Permit to 
Install need only be submitted to Regional Air Pollution Control, 
451 West Third St.reet, Dayton, Ohio 45422. 

WASTE DISPOSAL 

The owner/operat.or shall comply with any applicable state and 
federal requir'ements governing the storage, treatment, transport 
and disposal of any waste material generated by the operation of 
the sources. 

MAINTENANCE OF' EQUIPMENT 

This source and its associated air pollution control system(s) 
shall be maint.ained regularly in accordance with good engineering 
practices and the recommendations of the respective manufacturers 
in order to minimize air contaminant emissions. 

MALFUNCTION IABAT'EMENT 

In accordance with OAC RULE 3745-15-06, any malfunction of the 
source(s) or associated air pollution control system(s) shall be 
reported immediately to the Regional Air Pollution Control, 451 
West Third StJ:eE!t, Dayton, Ohio 45422. 

Except as p:rovided by OAC Rule 3745-15-06 (A) (3), scheduled 
maintenance of air pollution control equipment that requires the 
shutdown or bypa.ssing of air pollution control system(s) must be 
accompanied by the shutdown of the associated air pollution 
sources. 

http:owner/operat.or
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AIR 	POLLU'rION NUISANCES PROHIBITED 

The air contaminant source{s) identified in this permit may not 
cause a public nuisance in violation of OAC Rule 3745-15-07. 

CONSTRUCTION COMP:LIANCE CERTIFICATION 

The applicant shall provide Ohio EPA with a written certification 
(see enclosed form) that the facility has been constructed in 
accordance with the Permit to Install application and the terms and 
conditions of 1::he Permit to Install. The certification shall be 
provided to Ohi.o EPA upon completion of construction but prior to 
startup of the source. 

ADDITIONAL SPECIAL TERMS AND CONDITIONS 

Operations and Authority 

1. 	 The specific operations, equipment and/or property, which 
constitutE~ t,he air contaminant sources and which are covered 
by -this per:mit are listed in the following table with the 
applicable rules of the Ohio Administrative Code (OAC), Ohio 
Regulato~{ Code (ORC) and Code of Federal Regulations (CFR). 

Operations, Equipment Applicable Rules 
p.nd/or Property or Regulations 

Asbestos waste material disposal 	 OAC 3745-20 
40 CFR Part 61 
Subparts A and M. 
OAC 3745-17-08 
MCCHD Regulation 150 

All regulatE=d operations ORC 3704.03 

authority to enter 


Refuse disposal, cover soil OAC 3745-17-08 

handling OAC 3745-15-07 


Landfill gas collection 	 40 CFR Part 60 

Subpart www 


Unpaved roadways and OAC 3745-17-08 

parking areas 


Aggregate crushing and 	 40 CF'R Part 60 
screening' 	 Subpart 000 


OAC 3745-15-07 

OAC 3745-17-07 

OAC 3745-17-08 
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General Asbestos Handling and Disposal Reguirements 

2. 	 This facility shall employ the best available technology (BAT) 
during thf3 disposal of asbestos-containing waste materials 
subject to the provisions of the NESHAP, 40 CFR Part 61, 
Subparts l~ a.nd M, and regulations adopted by the Ohio EPA at 
Chapter 3745-20 of the Administrative Code. This facility is 
authorized to accept and dispose of asbestos containing 
materials in accordance with the conditions of this permit, 
but may adopt policies for asbestos disposal which are more 
stringent than those contained in this permit. 

3. 	 There shall be no visible release from asbestos containing 
materials during anyon-site transportation, transfer, 
deposition or compacting operations. 

Inspections of Incoming Loads of Asbestos Containing Material 

4. 	 This facility shall inspect each load of asbestos containing 
material delivered to the facility. The inspection shall 
consist of visible examination of each load sufficient to 
determine whether the load is received in accordance with 
paragraphs 5, 6 and 7. 

A. 	 If on ·the basis of the inspection, the waste material is 
found to be received in containers not complying with 
paragraph 7 the load shall be disposed in accordance with 
the procedures in the "Asbestos Spill Contingency Plan" 
described in paragraphs 12 and 13. 

B. 	 If the asbestos waste material is not labeled in 
accordance with paragraph 6 or does not have waste 
shipment record in accordance with paragraph 5 the load 
shall be rejected. 

C. 	 The owner or on-duty operator shall notify the Regional 
Air Pollution Control Agency (RAPCA) of any load of 
asbe!stos-containing material which is rejected, or any 
non-·conforming load disposed in accordance with the 
AsbE!stos Spill Contingency Plan. Notification shall be 
provided as soon as possible by a phone contact, followed 
in writing by the next working day with a copy of the 
wast;e shipment record. When waste is not shipped with 
a WSH., provide available information on vehicle 
identification, source of the load, description of the 
load, nature of discrepancy, and the location of 
disposal. If possible, non-conforming loads of suspect 
friable material shall be detained or the location of 
disposal protected from damage until RAPCA is informed 
and provided the opportunity to inspect. Additionally, 
any shipment of asbestos-containing waste material that 
is rnislabeled shall be rejected and detained until such 
timE: as RAPCA is informed and provided the opportunity 
to inspect. 
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Asbestos Waste Shipment Records 

5. 	 This facility shall require that all asbestos waste shipments 
received be accompanied by a waste shipment record except that 
shipments less than one cubic yard generated by residential 
sources may be exempted. 

< 

A. 	 The ';',l'aste shipment records shall include the following 
info:r:mation: 

i. 	 The name, address, and telephone number of the waste 
generator. 

ii. 	 The name, address, and telephone number of the 
transporter(s). 

iii. 	The quantity of the asbestos-containing waste 
ma.terial in cubic meters (cubic yards). 

i v. The presence of improperly enclosed or uncovered 
wa.ste, or any asbestos-containing waste material 
not sealed in leak-tight containers. 

v. 	 The date of receipt. 

B. 	 As soon as possible and no longer than 30 days after 
receipt of the waste, send a copy of the signed waste 
shipment record to the waste generator. 

c. 	 Upon discovering a discrepancy between the quantity of 
wastl::! designated on the waste shipment records and the 
quan·ti1:y of actually received, attempt to reconcile the 
disc:r:-epancy with the waste generator. If the discrepancy 
is not resolved within 15 days after receiving the waste, 
immediately report in writing to RAPCA. Describe the 
discrepancy and attempts to reconcile it, and submit a 
copy oj!: the waste shipment record along with the report. 

Labeling Regui.rements for Incoming Loads of Asbestos Containing 
Material 

6. 	 This facility shall not accept any load of friable asbestos 
for disposal unless it has been labeled in accordance with the 
requirements below. 

Each container or friable asbestos shall be labeled in 
accordance 'with the requirements of the NESHAP at 40 CFR Part 
61 Subpart M; or the Ohio Administrative Code rule 3745-20
05; or the Occupational Safety and Health Administration; and 
the Department of Transportation or any subsequent revision 
to the proceeding rule; and shall contain the following 
information: 
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DANGER 

CONTAINS ASBESTOS FIBERS 


AVOID CREATING DUST 

CANCER AND LUNG DISEASE HAZARD 


R.Q. ASBESTOS, CLASS 9 

NA 2212, III 


Inspection of incoming loads of asbestos-containing material 
for compli.ance with proper labeling requirements may occur at 
the working face of the landfill. 

Requirements for Containers of Incoming Loads of Asbestos 
Containing Mat~rial 

7. 	 All Asbestos containing materials shall be received in sealed, 
approved, leak-tight waste disposal containers in accordance 
with paragraph A below or in approved alternative disposal 
containers in accordance with paragraphs B, C or D below. 

A. 	 Asbestos-containing waste materials shall be sealed in 
plastic bags having a thickness of at least 0.006 inch 
(six-mils) . A second clean, leak-tight plastic bag 
having a thickness of at least 0.006 inch (six-mils) 
shall fully contain the first bag; or 

B. 	 Whenever necessary to prevent any asbestos-containing 
wast.e material from penetrating a container, the 
matE!rials shall be sealed into a combination of 0.006 
inch (six-mils) plastic bag and a leak-tight steel, 
plastic, or fiber drum, or reinforced disposal box, leak
tight polypropylene woven fabric bag, or similar suitable 
and durable container. Drums shall be fitted with a 
matching lid and lock-rims, and boxes shall be banded and 
sealed with reinforced tape or in accordance with 
manufcwturers recommendations; or 

C. 	 Non·-friable waste materials which have the potential to 
become friable during handling or disposal operations; 
and components coated with, covered or containing friable 
asbesi:os materials shall be wrapped in no less than 0.012 
ind~ (12 mils) of leak-tight plastic or at least 0.010 
(10 mils) of leak-tight polypropylene fabric. This 
facility shall not accept wrapped pipes and components 
for disposal, unless a system for unloading and placing 
the waste without causing a release can be assured. 

D. 	 Alternative leak-tight containers or disposal systems for 
asbestos containing materials may be approved by RAPCA 
from time to time for special utility. The landfill is 
authorized to accept any alternative container or load 
approved in writing by RAPCA. Acceptance of any 
alternative container or load is at the discretion of the 
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DISPOSAL 

landfill and shall be in 
conditions issued in the 
disposal system approval. 

ac with 
alternative 

cordance the 
con

terms 
tainer 

and 
or 

Deposition and Burial of Asbestos Containing Material 

8. 	 Deposition and burial operations shall be conducted in a 
manner which prevents handling by equipment or persons that 
causes asbestos-containing waste materials to be broken-up or 
dispersed before the materials are buried. 

9. 	 As soon as practicable after deposition of the asbestos
containing waste materials but no later than at the end of 
each operating day, the asbestos-containing waste material 
deposited at the site during the operating day shall be buried 
with at least twelve inches of compacted nonasbestos
containing material. Alternatively, an owner or operator of 
an active waste disposal site may apply for approval of the 
Director to utilize alternative control methods to bind dust, 
control wind erosion or convert asbestos to nonfriable forms. 
Once covel~ed, the area may be compacted. 

10. 	 Care shall be taken to ensure disposed asbestos shall not be 
re-excava1:ed in subsequent operations. Any accidently exposed 
material s:hall be immediately recovered in accordance with the 
provisions of paragraphs 12 and 13. 

11. 	 During the unloading, deposition, burial and initial 
compaction of asbestos containing waste materials, the owner 
or operator of the active waste disposal site shall establish 
a restric"ted area adequate to deter the unauthorized entry of 
the general public and any unauthorized personnel from any 
location 'Nithin one hundred feet of the operations, and shall 
display t;he following information on a sign not less than 
twenty by fourteen inches, so that it is visible before 
entering the restricted area; or alternatively, mark vehicles 
used to transport asbestos-containing waste material with 20 
X 14 inch signs during the loading or unloading of the waste 
so that the signs are displayed in a such a manner and 
location that a person can easily read the legend. 

ASBESTOS DUST HAZARD 

B:r::eathing Asbestos Dust is Hazardous 


To Your Health 


Asbestos Spill Contingency Plan 

12. 	 This fac:ili ty shall implement and maintain an "Asbestos 
Disposal Operating Procedure and Spill Contingency Plan" 
(Plan) consisting of: authorized personnel training, 
inspection and disposal operating procedures, non-conforming 
load response procedures, inventory and maintenance procedures 
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for safet~r and emission control equipment, recordkeeping 
procedures and emergency notification procedures. Authorized 
personnel shall be knowledgeable in the procedures and the 
Plan shall be available for inspection at this facility at all 
times. 

13. 	 This facility shall have emission control equipment available 
for wetting and containing asbestos in the event of a release 
or non-conforming load disposal. All equipment required to 
implement the Plan shall be maintained in accordance with good 
engineering practices to ensure equipment is in a ready to use 
condition, and in an appropriate location for use. 

Solid Waste Dis~sal 

14. 	 This facility shall ensure solid wastes are deposited, spread 
and compacted in such a manner as to minimize or prevent 
visible emissions of dust. This facility shall require all 
truck loads of solid waste to be unloaded in a manner which 
will minimize the drop height of the solid wastes. Any dusty 
materials or wastes likely to become airborne, shall be 
watered as necessary prior to or during dumping operations in 
order to Ininimize or eliminate visible emissions of fugitive 
dust, but any watering shall avoid free liquids and runoff. 
No dusty material shall be dumped during periods of high wind 
speed unless treated to prevent it from becoming airborne. 
"High wind speed" means equal t.o or greater than 15 mph, 
(observed as raises dust, loose paper; small branches are 
moved). A portable anemometer may be used at the landfill 
working face to ensure unloading of dusty material does not 
occur during periods of high wind speed. 

15. 	 All wastes will be covered with at least 6 inches of soil or 
alternative cover by the end of each day. 

16. 	 All vehicles hauling wastes shall be closed, covered, or 
tarped upon entering the facility. Following inspection at 
the facility's entrance the vehicle may remain uncovered while 
on landfill property and during unloading operations at the 
working face of the landfill. 

17. 	 No visible emissions are allowed from any material storage 
piles, including aggregate storage piles, except for a period 
of time not to exceed one minute during any 60 minute 
observation period. 

Authority to I!:n1:er 

18. 	 Any representative of the Director of the Ohio Environmental 
Protection Agency may upon presentation of proper 
identification enter upon any portion of the property 
including any improvements thereon, at any reasonable time, 
to make inspections, take samples, conduct tests and examine 



2TONY HOLLOW RECYCLING AND DISPOSAL 
Application No. 08-2758 
Page 14 of 18 
January 25, 1995 

records or reports pertaining to any emission of air 
contaminants and any monitoring equipment, emission control 
equipment or methods. No operator or agent of this facility 
shall act in any manner to refuse, hinder, or thwart legal 
right of entry. 

Visible Emission Limitations for Roadways and Parking Areas (FOOl) 

19. 	 'rhere shall be no visible particulate emissions from any paved 
roadway or parking area except f or a period of time not to 
exceed onE~ minute during any sixty minute observation period. 

20. 	 There shall be no visible particulate emissions from any 
unpaved roadway or parking area except for a period of time 
not to exceed three minutes during any sixty minute 
observation period. 

21. 	 In addition to the source specific control requirements, this 
facility shall employ an aggressive fugitive dust emission 
control program which includes, but is not limited to the 
following: 

A. 	 the application of water suppression, soil stabilization, 
or other suitable fugitive dust control measures on 
roadways and parking areas associated with the plant 
operation. The frequency of any wet suppression 
application to comply with this requirement shall be at 
least once daily during the period April through October; 
and as needed during the period November through March. 
Application of waste oil as a fugi tive dust control 
measure is prohibited. The wet suppression requirement 
shall be waived during wet conditions when there is 
sufficient moisture to prevent visible emissions of 
fugitive dust. 

B. 	 maintenance of roadways such that they are free of gross 
quanti·ties of mud or dust to prevent tracking of material 
onto public roadways and to minimize dust emissions from 
the facility roadways. Any material carried off Stony 
Hollow property and deposited on public streets shall be 
promptly removed and disposed to minimize resuspension. 

C. 	 the posting of 15 mph speed limit signs at the 
entrance(s) of the facility. The speed limit signs shall 
be posted such that they are clearly visible upon 
entering the facility property. The 15 mph speed limit 
shall be effective upon startup, the point in time waste 
is initially accepted for disposal at the landfill. 

D. 	 washing of tires and bodies of all heavy duty vehicles 
with high pressure water prior to leaving the facility 
if necessary to prevent carryover of dust or mud to 
public roadways. 
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Mineral Extraction 

22. 	 Blasting and m1n1ng shall not be done during periods of high 
wind speed. "High wind speed" means equal to or greater than 
15 mph (obsE!rved as raises dust, loose paper; small branches 
are moved). A portable anemometer may be used to ensure 
blasting and mining do not occur during periods of high wind 
speed. 

Aggregate Storage (F002) 

23. 	 All aggre9ate storage piles shall contain sufficient moisture I 
cover, 01:." be otherwise sealed, so as to minimize visible 
emissions caused by wind erosion. 

24. 	 During the unloading onto or removal from the aggregate 
storage piles, the drop height of the front-end loader shall 
be minimizE~d in order to minimize visible emissions of 
fugitive dust. 

Opacity Limitations for Aggregate Crushing, Screening and Handling 
(F003 and F0041 

25. 	 The allo~able opacity visible emission limitation from each 
aggregate crushing operation shall be 15%. 

26. 	 The allo\\rable opacity visible emission limitation from each 
screening operation shall be 10%. 

27. 	 The allo'i.rable opacity visible emission limitation from each 
aggregate handling operation; which includes aggregate 
transfer, conveying, and loading; shall be 10%. 

Testing Requirements for Aggregate Crushing, Screening, and 
Handling (F003 and F004) 

28. 	 This facility shall conduct, or have conducted, opacity tests 
during the period of May 1 through September 30, for F004 in 
order to demonstrate compliance with the specified allowable 
opacity limitations. The opacity tests shall be conducted in 
accordance with the test method specified in 40 CFR Part 60 
subpart 000 (reference section 60.675 (d) ) . Method 9 is 
specified with a minimum of 30 sets of 24 consecutive 
observations recorded at 15 second intervals as described in 
Method 9 at sections 2.4 and 2.5. In the event source F004 
is inactive during the period May 1 through September 30, 
opacity t:ests shall be performed at an alternate time period, 
until such time as opacity tests can be performed during the 
period May 1 through September 30. 

Not later ·than 30 days prior to the proposed test date (s) , 
this facility shall submit an "Intent to Test:" notification 
to RAPCA. The "Intent to Test" notification shall describe 
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in detail -the proposed test methods and procedures, the source 
operating parameters, the time(s) and date(s) of the testes), 
and the person (s) who will be conducting the test (s). Failure 
to submit such notification for review prior to the testes) 
may result: in RAPCA' s refusal to accept the results of the 
opacity tE~st (s) . 

Personnel from RAPCA shall be permitted to witness the 
testes). Personnel from this facility shall acquire data and 
information regarding the source operating parameters 
(including, but not limited to, water flow rates and pressures 
employed for particulate emission and opacity control at this 
plant) . Data reduction of opacity readings (to determine 
compliancE~ with opacity limitations) shall be based upon 3 
minute avera.ges. 

A comprehEmsive written report on the results of the opacity 
testes) (including opacity levels and source operating 
parameters) shall be submitted to RAPCA within 30 days 
following completion of the test(s). 

29. 	 This facilit:y shall maintain monthly records of the quantity 
(gallons) of water employed for emission control for aggregate 
crushing, screening. Application of additional wet 
suppression may be required if determined to be necessary by 
RAPCA. 

Recordkeeping 

30. 	 This facili-ty shall keep up to date records of the maximum 
design capacity of the landfill, the current amount of refuse 
in place, and the year by year waste acceptance rate. These 
records, :required also by the Ohio EPA, Division of Solid and 
Infectious Waste Management, shall satisfy this permit 
condition, with a copy to RAPCA. 

31. 	 This facility shall maintain a copy of each asbestos waste 
shipment record for at least 2 years. 

32. 	 This facility shall maintain, until closure, a log of the 
location, elevation, and amount in cubic meters of asbestos
containing materials. Additionally, 3-D bar graphs or contour 
maps may also be employed to show location and elevation of 
asbestos-containing materials at the site. 

33. 	 This facility shall notify RAPCA in writing at least 45 days 
prior to excavating or otherwise disturbing any asbestos
containing waste material that has been deposited at a waste 
disposal site and is covered. If the excavation will begin 
on a date other than the one contained in the original notice, 
notice of the new start date must be provided at least 10 
working days before excavation begins and in no event shall 
excavation begin earlier than the date specified in the 
original notification. Include the following information in 
the notice: 
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A. 	 Scheduled starting and completion dates. 

B. 	 Reason :Eor disturbing the waste. 

C. 	 Procedures to be used to control emission during the 
excavation, storage, transport, and ultimate disposal of 
the E!xcavated asbestos-containing waste material. If 
deemed necessary, the Director may require changes in the 
emission control procedures to be used. 

D. 	 Location of any temporary storage site and 'the final 
disposal site. 

34. 	 This facility shall furnish upon request and make available 
at reasonable times and during operating hours for inspection 
by the Dir'ector, all required records. 

Reporting 

35. 	 This faci.lity shall submit to RAPCA quarterly reports 
summar~z~ng asbestos disposal activities. This report must 
contain the following information: 

A. 	 The name, address and location of this facility; the 
calendar period covered by the report; and changes in 
methods of storage or disposal operations. 

B. 	 A list of all asbestos-containing waste consignments 
received including: the date received, the name of the 
wastE~ c;;renerator, the name and location of the facility 
where the load originated, the quantity of asbestos, and 
any discrepancy or non-conformity discovered. 

C. 	 ThesE~ reports shall be submitted no later than January 
15, l~pr'il IS, July 15 and October 15 and shall cover the 
previous calendar quarter. 

36. 	 In accordance with NSPS subpart WNW, this facility shall 
submit an initial design capacity report to RAPCA within 90 
days of issuance of this PTI or within 30 days of commencement 
of construct;ion or initial acceptance of refuse, whichever is 
earliest. 

37. 	 This facili'ty shall submit annual NMOC emission reports to 
RAPCA in accordance with NSPS subpart WWW . 

.A. 	 The initial report shall be submitted within 90 days of 
the date of initial waste acceptance. 

B. 	 When the reported NMOC emission rate reaches 167 tons per 
year (or alternatively, the cutoff emission level 
established by the final NSPS) , this facility shall 
submit to RAPCA either 
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i. 	 a notice of intent to install a gas capture and 
c:ollection design system, or 

ii. 	 a gas capture and collection design plan. 

C. 	 This facility shall install a gas collection and control 
system within 1.5 years of submittal of the notice of 
intent or design plan. 

D. 	 The annual NMOC emission reports need not be submitted 
during such time as the gas capture and control system 
is in continuous compliance with the NSPS subpart WWW. 

38. 	 This facility shall obtain air pollution permits to install 
and operate for the gas collection and control system. 

L!3-ndfill Closllr~ 

39. 	 Upon closure, this facility shall comply with all the 
provisions of OAC rule 3745-20-07 and NSPS subpart WW-W. 

40. 	 Wi thin 60 days of a site becoming inactive and after the 
effective date of this subpart, record, in accordance with 
State la,~, a notation on the deed to the facility property and 
on any ot:her instrument that would normally be examined during 
a title search; this notation will in perpetuity notify any 
potential purchaser of the property that: 

A. 	 the land has been used for the disposal of asbestos
containing waste material; 

B. 	 the survey plot and record of the location and quantity 
of asbestos-containing waste disposed of within the 
disposal site have been filed with RAPCAi and 

C. 	 the site is subject to 40 CFR part 61, subpart M. 
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