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SPECIAL TERMS AND CONDITIONS 
Akron Burial Vault Company (1677010106)
PTI #16-1851

Operations/Equipment/Controls 

All of the following statements in this section are based upon application data and other 
information made available by the permittee.

Akron Burial Vault Company is applying for a Permit-to-Install (PTI) for a human 
crematory incinerator to be located at the Summit County, OH facility.  The incinerator 
is a natural gas-fired, multiple chamber (primary and secondary) unit with a rated 
(maximum) charging capacity of 200 lbs/hr (batch charged, by hand) for Type 4 and 
associated Type 0 waste.  The burner in the primary chamber is rated at a maximum 
heat input capacity of 0.7 million Btu/hr, and the burner in the secondary chamber, 
which is an integral afterburner, is rated at a maximum heat input capacity of 1.2 million 
Btu/hr.  Included in the incinerator design plan are: (1) a secondary chamber exhaust 
gas continuous temperature monitor/recorder system; and (2) a secondary chamber 
exhaust gas continuous opacity monitor/alarm system.  

Additional Terms and Conditions

Based on the maximum charging capacity of 200 lbs/hr for this emissions unit and the 
maximum allowable particulates emission rate of 0.10 lb/100 lbs charged, the maximum 
annual particulates emission rate (based on continuous operations of 8760 hrs/yr), 
converting pounds to tons, shall be limited to no more than 0.88 tpy.

The permittee shall install, adjust, operate, and maintain the emissions unit covered 
under this permit in accordance with the manufacturer's recommendations, instructions, 
and operating manual(s).

Operational Restrictions

The permittee shall only burn Type 4 (human remains) and associated Type 0 
(paper/wood products) waste in this emissions unit.  The paper products must be free 
from all plastics and all other foreign materials, and the wood products must not be 
preservative-treated wood and also must not contain any foreign materials.  

The secondary combustion chamber of the emissions unit shall operate so that the 
exhaust gas is a minimum of 1600 degrees Fahrenheit.

Batch incinerators (fully loaded while cold and never opened until the burn cycle is 
complete) shall incorporate a lockout system, which will prevent the ignition of waste 
until the exhaust gas temperature of the secondary combustion chamber reaches 1600 
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degrees Fahrenheit. 

The secondary combustion chamber shall be maintained at a minimum exhaust gas 
temperature of 1600 degrees Fahrenheit until the wastes are completely combusted 
and the burn-down cycle is complete.

Page 2 Monitoring and/or Recordkeeping Requirements

The permittee shall operate and maintain a continuous temperature monitor/recorder 
system which measures and records the temperature of the exhaust gases from the 
secondary combustion chamber when the emissions unit is in operation. Units shall be 
in degrees Fahrenheit. The temperature monitoring/recording system shall be capable 
of accurately measuring and recording the desired parameter. The temperature monitor 
and recorder shall be installed, calibrated, operated and maintained in accordance with 
the manufacturer's recommendations, with any modifications deemed necessary by the 
permittee.

The permittee shall collect and record the following information for each day for the 
emissions unit:

A log of the downtime for the temperature monitoring and/or recording equipment, when 
the associated emissions unit was in operation; and

All periods of time during which the temperature of the exhaust gases from the 
incinerator, when the emissions unit was in operation, was below the minimum 
secondary combustion chamber exhaust gas temperature of 1600 degrees Fahrenheit 
as specified above.

Reporting requirements

The permittee shall submit required reports in the following manner:

Reports of any required monitoring and/or recordkeeping information shall be submitted 
to the appropriate Ohio EPA District Office or local air agency;

Except as otherwise may be provided in the terms and conditions for a specific 
emissions unit, quarterly written reports of (a) any deviations (excursions) from 
emission limitations, operational restrictions, and control device operating parameter 
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limitations that have been detected by the testing, monitoring, and recordkeeping 
requirements specified in this permit, (b) the probable cause of such deviations, and (c) 
any corrective actions or preventive measures, which have been or will be taken, shall 
be submitted to the appropriate Ohio EPA District Office or local air agency.  If no 
deviations occurred during a calendar quarter, the permittee shall submit a quarterly 
report, which states that no deviations occurred during that quarter.  The reports shall 
be submitted quarterly, i.e., by January 31, April 30, July 31, and October 31 of each 
year and shall cover the previous calendar quarters.  (These quarterly reports shall 
exclude deviations resulting from malfunctions reported in accordance with OAC rule 
3745-15-06.).

The permittee shall submit temperature deviation (excursion) reports that identify all 
periods of time (except momentary excursions) during which the temperature of the 
exhaust gases from the secondary combustion chamber does not comply with the 
temperature limitation specified above.

Testing Requirements

Compliance with the emission limitations in this permit shall be determined in 
accordance with the following method(s):

Emission Limitation: 0.10 lb particulates/100 lbs charged

Applicable Compliance Method:  If necessary, the permittee may be required to 
demonstrate compliance of the above limitation by testing in accordance with USEPA 
Method 5, 40 CFR Part 60, Appendix A.
Page 3 Testing Requirements (cont’d)

Emission Limitation: 0.88 tpy of particulates 

Applicable Compliance Method:  Compliance with the above limitation shall be 
assumed, provided that compliance with the 0.10 lb particulates/100 lbs charged 
limitation is met.

Emission Limitation: 1% opacity (except during startup), as a 6-minute average

Applicable Compliance Method:  USEPA Method 9, 40 CFR Part 60, Appendix A. 

Miscellaneous Requirements

The permittee shall comply with all the terms and conditions of this permit.
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