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State of Ohio Environmental Protection Agency

STREET ADDRESS: MAILING ADDRESS

1800 WaterMark Drive TELE: (614) 644-3020 FAX: {614) 644-2329 P.O. Box 1049

Columbus, OH 43215-1099 Columbus, CH 43216-1049
Re: Permit to Install CERTIFIED MAIL

Lucas County
Application No: 04-1056
NSPS

PSD

CEM

NETTING

June 20, 1997

TOLEDO EDISON CO. BAYSHORE
ROBERT PERRY

PO BOX 94661, IND-310
CLEVELAND, OH 44101

Enclosed please find an Ohio EPA Permit to Install which will allow
you to install the described source(s) in a manner indicated in the
permit. Because this permit contains several conditions and
restrictions I urge you to read it carefully.

The Ohio EPA is urging companies to investigate pollution prevention
and energy conservation. Not only will this reduce pollution and
energy consumption, but it can also save you money. If you would
like to learn ways you can save money while protecting the environment,
please contact our Office of Pollution Prevention at (614) 644-3469.

You are hereby notified that this action by the Director is final and
may be appealed to the Ohio Environmental Board of Review pursuant to
Chapter 3745.04 of the Ohio Revised Code. The appeal must be in
writing and set forth the action complained of and the grounds upon
which the appeal is based. It must be filed with the Environmental
Board of Review within thirty (30) days after notice of the Director'’s
action. A copy of the appeal must be served on the Director of the
Ohio Environmental Protection Agency within three (3) days of filing
with the Board. An appeal may be filed with the Envircnmental Board of
Review at the following address:

Environmental Board of Review
236 East Town Street, Room 300
Columbus, Ohio 43215

Very truly yours,

ThomasG R:Lgo " Ma ger RECE'VED

Field Operations & Permit Section
Division of Air Pollutilion Control JUN‘)Z'BQ?

City of Toledo

cc: US EPA Environmental Services

TOLEDC ENVIRONMENTAL SERVICES DIVISION
MICHAEL J. WHITE, CITB¥orgdN. VORANCH Bovermor
Nancy P. Hollister, Lt. Govemor

B ricted on Becvctodt Pacer Donald R. Schregardus, Director
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| m State of Ohio Environmental Protection Agency

Permit to Install
Terms and Conditions

Application No. 04-1056
APS Premise No. (0448020006
Permit Fee: $13900.00

Name of Facility: TOLEDOC EDISON CO. BAYSHORE
Person to Contact: ROBERT PERRY

Address: PO BOX 94661, IND-310
CLEVELAND, OH 44101

Location of proposed source(s): 4701 BAY SHORE ROAD
OREGON, OHIO

Description of proposed source(s):
136 MW FLUIDIZED BED BOILER WITH ASSOCIATED COKE LIMESTONE A
ND ASH HANDLING SYSTEMS.

Date of Igsguance: June 20, 19987
Effective Date: June 20, 1997

The above named entity is hereby granted a permit to install for the
above described source(s) pursuant to Chapter 3745-31 of the Ohio
Administrative Code. Issuance of this permit does not constitute
expressed or implied approval or agreement that, if constructed or
modified in accordance with the plans included in the application, the
above described source(s) of environmental pollutants will operate in
compliance with applicable State and Federal laws and regulations, and
does not constitute expressed or implied assurance that if constructed
or modified in accordance with those plans and specifications, the
above described source(s) of pollutants will be granted the necessary
permite to operate (air) or NPDES permits as applicable.

This permit is granted subject to the conditions attached hereto.

Ohio Environmental Protection Agency

Director
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TERMINATION OF PERMIT TO INSTALL

Substantial construction for installation must take place within
18 months of the effective date of this permit. This deadline may
be extended by up to 12 months if application is made to the
Director within a reasonable time before the termination date and
the party shows good cause for any such extension.

NOTICE OF INSPECTION

The Director of the Ohio Environmental Protection Agency, or his
authorized representatives, may enter upon the premises of the
above-named applicant during construction and operation at any
reagonable time for the purpose of making inspections, conducting
tegts, or to examine records or reports pertaining to the
construction, modification or installation of the source(s) of
environmental pollutants identified within this permit.

CONSTRUCTION OF NEW SOURCES

The proposed source(s) shall be constructed in strict accordance
with the plans and application submitted for this permit to the
Director of the Ohio Environmental Protection Agency. There may
be no deviation from the approved plans without the express,
written approval of the Agency. Any deviations from the approved
plans or the above conditions may lead to such sanctions and
penalties as provided under Ohio law. Approval of these plans does
not constitute an assurance that the proposed facilities will
operate in compliance with all ©Ohio laws and regulations.
Additional facilities shall be installed upon orders of the Ohio
Environmental Protection Agency if the proposed scurces are
inadequate or cannot meet applicable standards.

If the construction of the proposed source(s) has already begun or
has been completed prior to the date the Director of the
Environmental Protection Agency approves the permit application
and plans, the approval does not constitute expressed or implied
assurance that the proposed facility has been constructed in
accordance with the approved plans. The action of beginning and/or
completing construction prior to obtaining the Director's approval
constitutes a violation of Ohio Administrative Code (OAC) Rule
3745-31-02. Furthermore, issuance of the Permit to Install does not
constitute an assurance that the proposed source will operate in
compliance with all Ohio laws and regulations. Approval of the
plans in any case is not to be construed as an approval of the
facility as constructed and/or completed. Moreover, issuance of the
Permit to Install is not to be construed as a waiver of any rights
that the Ohio Environmental Protection Agency (or other persons)
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may have against the applicant for starting construction prior to
the effective date of the permit. Additional facilities shall be
installed upon orders of the Ohlo Environmental Protection Agency
.if the proposed facilities cannot meet applicable standards.

PERMIT TO INSTALL FEE

In accordance with Ohioc Reviged Code 3745.11, the specified Permit
to Install fee must be remitted w1th1n 30 days of the effective
date of this permit tc install.

PUBLIC DISCLOSURE

The facility is hereby notified that this permit, and all agency
records concerning the operation of this permitted source, are
subject to public disclosure in accordance with OAC Rule 3745-49-
03.

APPLICABILITY

This Permit to Install is applicable only to the contaminant
gsources identified. Separate application must be made to the
Director for the installation or modification of any other
contaminant sources.

BEST AVAILABLE TECHNOLOGY

As specified in OAC Rule 3745-31-05, all new sources must employ
Best Available Technology (BAT). Compliance with the terms and
conditions of this permit will fulfill this requirement.

PERMIT TO OPERATE APPLICATION

A Permit to Operate application must be submitted to the
appropriate field office for each air contaminant source in this
Permit to Install. In accordance with OAC Rule 3745-35-02, the
application shall be filed no later than thirty days after
commencement of operation.

SOURCE OPERATION AFTER COMPLETION OF CONSTRUCTION

This facility is permitted to operate each source described by this
permit to install for a period of up to one year from the date the
gsource commenced operation. This permission to operate is granted
only if the facility complies with all requirements contained in
this permit and all applicable air pollution laws and regulations.
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AIR EMISSION SUMMARY

The air contaminant sources listed below comprise the Permit to
Install for TOLEDO EDISON CO. BAYSHORE located in Lucas County.
The sources listed below shall not exceed the emission
limits/control requirements contained in the table. This condition
in no way limits the applicability of any other state or federal
regulations. Additionally, this condition does not limit the
applicability of additional special terms and ccnditions of this
permit.

Ohio
EPA
Source
Numbexr

B0OO6

Source
Identification

—Description

Circulating
fluidized bed
(CFB) boiler
fired primarily
with petroleum
coke (1736
MMBtu/hr rating)
and use of coal
(1764 MMBtu/hr
rating) as a
backup fuel

Applicable
Federal &
OAC Rules

BAT
Determination
A maximum of: 3745-31-05
278.6 lbs 40 CFR Part
co/hrt’ 3. 60 Subpart
0.28 1b CoO/ Da
MMBtu heat 3745-17-07
input at (A)

879 MMBtu/hr 3745-18-54
(half load)?’5. ()

0.20 1lb CO/ 3745-21-08

MMBtu heat (B)
input at 40 CFR 52.21
1353.4 MMBtu/ 3745-31-10C

hr (Three qyar- through 20
ter load)?

0.13 1lb CO/

MMBtu heat

input at

1764 MMBtu/

hr {full load)1 5

529.3 lbs

NO_/hr':?

0.20 1b

NO /MMBtu

heat input

and 65%
reduction
0.03 1b

particulate/

MMBEtu heat
input and

baghouse

with 99%
reductionl’
0.025 1b

PM, ,/MMBtu

1,4

Permlit Allowable

Mass Emissions
and/or

Control/Usage

Requirements

A maximum of:
278.6 1bs CO/hrl’5.
0.28 1lb CO/MMBtu
heat input at
979 MMBtu/hr
(half load)?!

0.20 1b CO/MMBtu
heat input at
1393.4 MMBtu/hr
(Thre? gquarter
load)

0.13 1b CO/MMBtu
heat input at
1764 MMBtu/hr
(full load)?!r®
1220_ tons CO per
year—’'".

529.3 1lbs NO /hr

0. 20 1b NO /MMBtu
heat input and 65%
reduction !’

1546 ton? NO_

per year-.

0.03 1b particulate/
MMBtu heat input
qu 99% reduction

232 tons pairtlculate
per year

0.025 1b PM /MMBtu
heat input = 1+3,
153 11:onsx PM,, Pper
year-.

1897.6 lbs SO,/hr?:3.
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Ohio

EPA Source

Source Identification

Number Desgcription

FOOB6 Coke Truck
Dump

FoOQ7 Coke Raill Car

Unloading

Applicable
BAT Federal &
Determination QAC Rules

heat input
1,3

1897.6_1lbs
SOzlhrz' .
0.73 1b
SoleMBTU
heat input
and 90%
reduction
except that
70% reduction
is allowable
for all heat
inputs less
than 0.60_ 1
S0, /MMBTU?* .
4.4 1lbs oC/
hrl.

19.3 ton§ ocC
per year-.

3745-17-07
enclosure, (A) (1)
20% opacity 3745-17-08
and no (B)
vigible 3745-31-05

Adequate

. stack

emissions;
vented to
fabric
filter

3745-17-07
enclosure, (A) (1)
20% opacity 3745-17-08
and no (B)
vigible 3745-31-05
gtack

emiggions;

vented to

fabric

filter

Adequate

Permit Allowable

Mass Emissions
and/or

Control/Usage

Requirements

0.73 1b SOz/MMBtu
heat input and 90%
reduction except
that 70% reduction
is allowable for
all heat inputs
less than_0.60 1b
50, /MMBtu?-*.

5541 tons SO, per
year”.

4.4 lbs oC/hrl.
19.31tons 0C per
year-.

Also Additional
Special Terms

and Conditions.

1. 28 t ons
particulate/year.
0.64 ton PM,,/year.
Also Additional
Special Terms

and Conditions.

i1.28 t on s
particulate/year.
0.64 ton PM,,/year.
Also Additional
Special Terms

and Conditions.
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F008

F0O09

F010

F011
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Source
Identification

Description

Coke Storage

Limestone
Truck Dump

Limestone
Crushing and
Sizing
Operation

Transferring
and Conveying
Operation

BAT

Determinatilon

Dust
suppression,
minimize

drop heights

Adequate
enclosure,
20% opacity
and no
visible
stack
emissions;
vented to
fabric
filter

Adedquate
enclosure,
20% opacity
and no
visgible
gstack
emissions;
vented to
fabric
filter

Adequate
enclosure,
20% opacity
and no
vigsible
stack
emissions;
vented to
fabric
filter

Appiicable
Federal &
OAC Rules

3745-17-07
(B) (1)
3745-17-08
(B) (6)
3745-31-05

3745-17-07
(A) (1)

3745-17-08
(B}

3745-31-05

3745-17-07
(a) (1)

3745-17-08
(B)

3745-31-05

3745-17-07
(a) (1)

3745-17-08
(B)

3745-31-05

Permit Allowable

Mass Emissionsa
and/or

Control/Usage

Requirements

11.26 tons
particulate/year.
2.63 tons PMio/year.
Also Additional
Special Terms

and Conditions.

4.37 tons
particulate/year.
3.34 tonslPMiO/year.
Also Additional
Special Terms

and Conditions.

12.45 tons
particulate/year.
11.21 tons PM,,/year.
Also Additional
Special Terms

and Conditions.

4.23 tons
particulate/year.
2.80 tons PMiO/year.
Also Additional
Special Terms

and Conditiong.
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Permit Allowable
Ohio Mass Emissions
EPA Source Applicable and/or
Source Identification BAT Federal & Control /Usage
Number Description Determination OAC Rules Requirements
F012 Bed Ash Adequate 3745-17-07 1.95 tons
Truck Load-Out enclosure, (A) (1) particulate/year.
Station 20% opacity 3745-17-08 0.68 ton.PMlO/year.
' and no (B) Also Additional
vigible 3745-31-05 Special Terms
stack and Conditions.
emissions;
vented to
fabric
filter
F013 Fly Ash Adequate 3745-17-07 1.86 tons
Truck Load-Out enclosure, (A) (1) particulate/year.
Station 20% opacity 3745-17-08 0.65 ton PMlo/year.
and no (B) Also Additional
visgible 3745-31-05 Special Terms
stack and Conditions.
emissions;
vented to
fabric
filter
F01l4 Coke Truck Adequate 3745-17-07 5.48 tons
Load-Out enclosure, (A) (1) particulate/year.
Station at 20% opacity 3745-17-08 2.74 tons PM, ,/year.
Transfer and no (B) Alsc Additional
House #1 visible 3745-31-05 Special Terms
stack and Conditions.
emissions;
vented to
fabric
filter
F015 Coke Truck Adequate 3745-17-07 3.02 tons
Load-Out enclosure, (A) (1) particulate/year.
Station from 20% opacity 3745-17-08 1.34 tons BM,  /year.
the Coke and no (B) Also Additional
Storage Pile vigible 3745-31-05 Special Terms
stack and Conditions.
emissions;
vented to
fabric

filter
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Permit Allowable

Ohio Mass Emissions

EPA Source Applicable and/or

Source Identification BAT Federal & Control/Usage

Number Description Determination OAC Rules Requirements

Fo01 Roadways and Dust 3745-17-08 1.91 tons

Parking Lots suppression, (B) particulate/year.

cover open 3745-31-05 0.42 ton PM,,/year.
body ' Also Additional
vehicles, Special Terms
cleaning, and Conditions.

10 MPH speed
limit, no

vigible
emissions.
SUMMARY

TOTAL PERMIT TO INSTALL ALLOWABLE EMISSIONS
Pollutant Tona/Year Net Emission Increase
CoO 1220 1149
NOx 1546 -2282
PM 277 -48
PM10 . 217 -1
SO, 5541 -25
ocC 19.3 19.3

Calculations based upon firing coal, which generates the worst case
emissions for this pollutant. Coal will be used as a back-up fuel.

Calculations based upon firing coke, which generates the worst case
emissions for this pollutant.

Three-hour average. See Compliance Methods.
Thirty-day average. See Compliance Methods.
For boiler CO, the highest emissions rate results at three quarter load

(75% firing rate), and this is reflected in the emission allowables,
including the tons/year CO calculation.

NSPS REQUIREMENTS
The following sources are subject to the applicable provisions of

the New Source Performance Standards (NSPS) as promulgated by the
United States Environmental Protection Agency, 40 CFR Part 60,
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Source No. Source Description NSPS Regulation (Subpart)
BOO6 1764 MMBtu boiler Da

The application and enforcement of these standards are delegated
to the Ohio EPA. The requirements of 40 CFR Part 60 are also
federally enforceable.

Pursuant to the NSPS, the source owner/operator is hereby advised
of the requirement to report the following at the appropriate
times:

a. construction date (no later than 30 days after such date);
b. anticipated start-up date (not more than 60 days or less than
30 days prior to such date);

actual start-up date (within 15 days after such date); and
date of performance testing (If required, at least 30 days
prior to testing).

QO

Reports are to be sent to:

Ohio Environmental Protection Agency
DAPC - Permit Management Unit

P.O. Box 163669

Columbus, OH 43216-3669

and Toledo Pollution Control Division

26 Main Street
Toledo, Ohio 43605

PSD REQUIREMENTS

The source described in this Permit to Install is subject to the
applicable provigions of the Prevention of Significant
Deterioration (PSD) regulations as promulgated by the United States
Environmental Protection Agency 40 CFR 52.21. The authority to
apply and enforce the PSD regulations has been delegated to the
Ohio Environmental Protection Agency. The terms and conditions of
this permit and the requirements of the PSD regulations are also
enforceable by the United States Environmental Protection Agency.

In accordance with 40 CFR 124.15, 124.19 and 124.20, the following
shall apply: (1} the effective date of this permit shall be 30
days after the service of notice to any public commentors of the
final decision to issue, modify, or revoke and re-issue the permit,
unless the service of notice is by mail, in which case the
effective date of the permit shall be 33 days after the service of
notice; and (2) if an appeal is made to the Administrator of the
United States Environmental Protection Agency, the effective date
of the permit is suspended until such time as the appeal is
resolved or denied.
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RECORD (S) RET IO AVAILABILITY

All records required by this Permit to Install shall be retained
on file for a period of not less than three years unless otherwise
indicated by Ohio Environmental Protection Agency. All records
shall be made available tc the Director, or any representative of
the Director, for review during normal business hours.

REPORTING REQUIREMENTS

Unless otherwise specified, reports required by the Permit to
Install need only be submitted to Tolede Pollution Control
Division, 26 Main Street, Toledo, Ohio 43605.

WASTE DISPOSAL

The owner/operator shall comply with any applicable state and
federal requirements governing the storage, treatment, transport
and disposal of any waste material generated by the operation of
the sources.

MAINTENANCE OF EQUIPMENT

This source and its associated air pollution control system(s)
shall be maintained regularly in accordance with good engineering
practices and the recommendations of the respective manufacturers
in order to minimize air contaminant emissions.

MALFUNCTION/ABATEMENT

In accordance with OAC RULE 3745-15-06, any malfunction of the
gource (8) or associated air pollution control system(s) shall be
reported immediately to the Toledo Division of Environmental
Services, 26 Main Street, Toledo, Ohio 43605.

Except as provided by OAC Rule 3745-15-06(A)(3), scheduled
maintenance of air pollution control equipment that requires the
shutdown or bypassing of air pollution control system(s) must be
accompanied by the shutdown of the associated air pollution
sources.

AIR POLLUTION NUISANCES PROHIBITED

The air contaminant source(s)} identified in this permit may not
cause a public nuisance in violation of OAC Rule 3745-15-07.
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NINETY DAY OPERATING PERIOD

The facility will be permitted to operate during a 90-day period
in accordance with OAC Rule 3745-35-02(C) (4) (b). The purpose of
this period of operation is to fulfill the performance tests
conditions used in the determination of compliance with the
provisions of this Permit to Install or other applicable Ohio EPA
rules.

CONSTRUCTION COMPLIANCE CERTIFICATION

The applicant shall provide Ohic EPA with a written certification
(see enclosed form) that the facility has been constructed in
accordance with the Permit to Install application and the terms and
conditions of the Permit to Install. The certification shall be
provided to Ohio EPA upon completion of construction but prior to
startup of the source.

ADDITIONAL SPECIAL TERMS AND CONDITIONS

A. Operational Restrictions for Emissions Unit BOO6

1. The use of number 2 fuel ¢il shall be limited to start-
up, shut-down and during periods of operation at lower
loads when it is needed for flame stabilization, of this
emissions unit. '

B. Monitoring and Record Keeping Requirements for Emissions Unit
BOO6

1. Opacity Monitoring System

a. The permittee shall install, operate and maintain
equipment to continucusly monitor and record the
opacity of the particulate emissions from this
emigsions unit. Such continuous monitoring and
recording equipment  shall comply with the
requirements specified in 40 CFR Part 60.13.

b. Prior to the installation of the continuous cpacity
monitoring system, the permittee shall submit
information detailing the proposed location of the
sampling site in accordance with the siting
requirements in 40 CFR Part 60, Appendix B,
Performance Specification 1 for approval by the Ohio
EPA, Central CQCffice.

c. Within 60 days after achieving the maximum
production rate at which B006 will be operated, but
not later than 180 days after its initjal startup,
the permittee shall conduct certification tests on
the continuocus opacity monitoring system equipment
pursuant to ORC section 3704.03(I) and 40 CFR Part
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60, Appendix B, Performance Specification 1.
Personnel from the Toledo Division of Environmental
Services shall be notified 30 days prior to
initiation of the applicable tests and shall be
permitted to examine equipment and witness the
certification tests. Two copies of the test results
shall be submitted to the Toledo Division of
Environmental Services pursuant to OAC rule 3745-
15-04 within 30 days after the test is completed.
Certification of the continuous ocpacity monitoring
system shall be granted upon determination by the
Ohio EPA, Central Office that the system meets all
requirements of ORC section 3704.03(I), and 40 CFR
Part 60, Appendix B, Performance Specification 1,
including section 5.1.9 (mandatory).

2. Sulfur Dioxide Monitoxring System

a. The permittee shall install, operate and maintain
equipment to continucusly monitor and record sulfur
dioxide emissions from this emissions unit in units
of the applicable standard(s). Such continuous
monitoring and recording equipment shall comply with
the requirements specified in 40 CFR Part 75.

b. Prior to the installation of the continuous sulfur
dioxide monitoring system, the permittee sghall
gubmit information detailing the proposed location
of the sampling site in accordance with the siting
requirements in 40 CFR Part 75 for approval by the
Chio EPA, Central Office.

c. Within 60 days after achieving the maximum
production rate at which B006 will be operated, but
not later than 180 days after its initial startup,
the permittee shall conduct certification tests of
the continuous sulfur dioxide monitoring system
pursuant to ORC section 3704.03(I) and 40 CFR Part
75. Personnel from the Toledo Division of
Environmental Services shall be notified 30 days
prior to initiation of the applicable tests and
shall be permitted to examine equipment and witness
the certification tests. In accordance with OAC rule
3745-15-04, all copies of the test results shall be
submitted to the Toledo Division of Environmental
Services within 30 days after the test is completed.
Copies of the test results shall be sent to the
Toledo Division of Environmental Services and the
Ohio EPA, Central Office. Certification of the
continuous sulfur dioxide monitoring system shall
be granted upon determination by the Ohio EPA,
Central Office that the system meets all
requirements of ORC section 3704.03(I) and 40 CFR
Part 75.
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d. The permittee shall maintain records of the
following data obtained by the continuous sulfur
dioxide monitoring system: emissions of sulfur
dioxide in lb/mmBtu actual heat input on an hourly
average basis, emissions of sulfur dioxide in lb/hr
on an hourly average basis, results of daily
zero/span calibration checks, and magnitude of
manual calibration adjustments.

3. Fuel Sampling and Recordkeeping Regquirements for Fuel

Usage and Qualit
a. The permittee shall collect daily samples of the

fuel (petroleum coke or coal) burned in this
emissions unit. The individual samples for each day
shall be collected from the hopper. The fuel
sampling shall be performed in accordance with ASTM
method D2234, Collection of a Gross Sample of Coal.
Alternative, equivalent method may be used upon
written approval from the Ohio EPA Central Office
or Toledo Division of Environmental Services.

b. Each daily sample of fuel shall be analyzed for
sulfur content (percent) and heat content (Btu/pound
of fuel). The analytical methods for sulfur and
heat content shall be ASTM method D3177, Total

Sulfur in the Analysgisg Sample of Coal and Coke; ASTM
method D4239, Sulfur in the Analysis Sample of Coal
and Coke Using High Temperature Tube Furnace
Combustion Methods; ASTM method D2015, GGross
Calorific Value of Solid Fuel by the Adiabatic Bomb
Calorimeter; ASTM method D3286, Gross Calorific
Value of Coal and Coke by the Tsothermal Bomb
Calorimeter, or ASTM method D1989, Standard Test

Method for Grogs Calorific Value of Coal and Coke
by Microprocesgor Controlled Igsoperibol

Calorimeters, respectively. Alternative, equivalent
method may be used upon written approval from the
Ohio EPA Central Office or Toledo Division of
Environmental Services.

c. The permittee shall maintain daily records of the
total quantity of fuel burned, and the results of
the analyses for sulfur and heat content.

4, Nitrogen Oxides Monitoring System

a. The permittee shall install, operate and maintain
equipment to continuously monitor and record
nitrogen oxides emissions from this emissions unit
in units of the applicable standard(s). Such
continuous monitoring and recording equipment shall
comply with the reguirements specified in 40 CFR
Part 75.
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b.

Prior to the installation of the continuous nitrogen
oxides monitoring system, the permittee shall submit
information detailing the proposed location of the
sampling site in accordance with the siting
regquirements in 40 CFR Part 75 for approval by the
Ohio EPA, Central Office.

Within 60 days after achieving the maximum
production rate at which B00é will be .operated, but
not later than 180 days after its initial startup,
the permittee shall conduct certification tests of
such equipment pursuant to ORC section 3704.03(I)
and 40 CFR Part 75. Personnel from the Toledo
Divigion of Environmental Services shall be notified
30 days prior to initiation of the applicable tests
and shall be permitted to examine equipment and
witness the certification tests. In accordance with
OAC rule 3745-15-04, all copies of the test results
shall be submitted to the Toledo Division of
Environmental Services within 30 days after the test
is completed. Copies of the test results shall be
gsent to the Toledc Division of Environmental
Services and the Ohio EPA, Central Office.
Certification of the continuous nitrogen oxides
monitoring system shall be granted upon
determination by the Ohio EPA, Central OCffice that
the system meets all requirements of ORC section
3704.03(I) and 40 CFR Part 75.

The permittee shall maintain records of the
following data obtained by the continuous nitrogen
oxides monitoring system: emigsions of nitrogen
oxides in 1lb/mmBtu actual heat input on an hourly
average bagig, emigsions of nitrogen oxides in lb/hr
on an hourly average basis, results of daily
zero/span calibration checks, and magnitude of
manual calibration adjustments.

5. Carbon Moncxide Monitoring System

d.

The permittee shall install, operate and maintain
equipment to continuocusly monitor and record carbon
monoxide emissions from this emissions unit in units
of the applicable standard. Such continuous
monitoring and recording equipment shall comply with
the requirements specified in 40 CFR Part 60.13.

Prior to the installation of the continuous carbon
monoxide monitoring system, the permittee shall
submit information detailing the proposed location
of the sampling site in accordance with the siting
requirements in 40 CFR Part 60, Appendix B,
Performance Specification 4 for approval by the Ohio
BEPA, Central Office.
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Within 60 days after achieving the maximum
production rate at which B006 will be operated, but
not later than 180 days after its initial startup,
the permittee shall conduct certification tests of
the continuous carbon monoxide monitoring system
pursuant to CRC section 3704.03(I) and 40 CFR Part
60, Appendix B, Performance Specification 4.
Personnel from the Toledo Division of Environmental
Services shall be notified 30 days prior to
initiation of the applicable tests and shall be
permitted to examine equipment and witness the
certification tests. In accordance with OAC rule
3745-15-04, all copies of the test results shall be
submitted to the Toledo Division of Environmental
Services within 30 days after the test is completed.
Copies of the test results shall be sent to the
Toledo Division of Environmental Services and the
Ohio EPA, Central Office. Certification of the
continuous carbon monoxide monitoring system shall
be granted upon determination by the Ohio EPA,
Central Office that the system meets all
requirements of ORC section 3704.03(I) and 40 CFR
Part 60, Appendix B, Performance Specification 4.

The permittee shall maintain records of the
following data obtained by the continuous carbon
monoxide monitoring system: emissions of carbon
monoxide in lb/mmBtu actual heat input on an hourly
average basis, emissions of carbon monoxide in lb/hr
on an hourly average basis, results of daily
zero/span calibration checks, and magnitude of
manual calibration adjustments.

Carbon Dioxide Monitoring System

a.

The permittee shall install, operate and maintain
existing equipment to continuously monitor and
record carbon dioxide emissions from this emissions
unit in wunits of percent carbon dioxide. Such
continuous monitoring and recording equipment shall
comply with the requirements specified in 40 CFR
Part 75.

Prior to the installation of the continuous carbon
dioxide monitoring system, the permittee shall
gubmit information detailing the proposed location
of the sampling site in accordance with the siting
requirements in 40 CFR Part 60, Appendix B,
Performance Specification 3 for approval by the Chio
EPA, Central Office.

Within 60 days after achieving the maximum
production rate at which B006 will be operated, but
not later than 180 days after its initial startup,
the permittee shall conduct certification tests of
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such equipment pursuant to ORC section 3704.03(I)
and 40 CFR Part 75. Personnel from the Toledo
Divisgion of Environmental Services shall be notified
30 days prior to initiation of the applicable tests
and shall be permitted to examine equipment and
witness the certification tests. In accordance with
OAC rule 3745-15-04, all copies of the test results
shall be submitted to the Tolede Division of
Environmental Services within 30 days after the test
is completed. Copies of the test results shall be
gsent to the Toledo Division of Environmental
Services and the OChio EPA, Central Office.
Certification of the continuous carbon dioxide
monitoring gystem shall be granted upon
determination by the OChio EPA, Central Office that
the system meets all requirements of ORC section
3704.03(I) and 40 CFR Part 75.

d. The permittee shall maintain records of the
following data obtained by the continucus carbon
dioxide monitoring system: percent carbon dioxide
on an hourly average basis, results of daily
zero/span calibration checks, and magnitude of
manual calibration adjustments.

7. Common Requirements

a. Each continuous monitoring system consists of all
the equipment used to acquire data and includes the
sample extraction and transport hardware, sample
conditioning hardware, analyzers, and data
recording/processing hardware and scftware.

b. The permittee shall maintain a certification letter
from the U.S. EPA or the Ohio EPA dcoccumenting that
each continuous monitoring system has been certified
in accordance with the requirements of 40 CFR Part
60 or 75. The letter of certification shall be made
available to the Director upon request.

c. If there are no excess emisgions during the calendar
quarter, the permittee shall submit a statement to
that effect along with the emissions unit operating
time during the reporting period and the date, time,
reason, and corrective action(s) taken for each time
period of emissions unit, control equipment, and/or
monitoring system malfunctions. The total operating
time of the emissionsg unit and the total operating
time of the analyzer while the emissions unit was
on line also shall be included in the quarterly
report.
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These quarterly excess emigsion reports shall be
submitted by January 30, April 30, July 30, and
October 30 of each year and shall address the data
obtained during the previous calendar quarter.

C. Reporting Requirements for Emissions Unit B006

1.

Opacity
a. The permittee shall maintain records of the

following data obtained by the continuous opacity
monitoring system: percent opacity on a 6-minute
block average basis, results of daily =zero/span
calibration checks, and magnitude of manual
calibration adjustments.

The permittee shall submit reports (hardcopy or
electronic format) within 30 days following the end
of each calendar quarter to the Toledo Division of
Environmental Services documenting all instances of
opacity wvalues in excess of the 1limitations
gspecified in 40 CFR Part 60.42a(b) and OAC rule
3745-17-07, detailing the date, commencement and
completion times, duration, magnitude (percent
opacity)}, reason (if known), and corrective
action(s) taken (if any) of each 6-minute block
average above the applicable opacity limitation{s).

The reports shall also identify any excursions of
the start-up and shutdown provisions specified in
OAC rule 3745-17-07(A) (3) and document any
continuous opacity monitoring system downtime while
the emigsions unit was on line (date, time, duration
and reason), along with any corrective action(s)
taken. The permittee shall provide the emissions
unit operating time during the reporting period and
the date, time, reason, and corrective action(s)
taken for each time period of emissions unit and
control equipment malfunctions. The total operating
time of the emissions unit and the total operating
time of the analyzer while the emigsions unit was
on line shall be included in the quarterly report.

The permittee shall submit reports {(hardcopy or
electronic format) within 30 days following the end
of each calendar quarter to the Toledo Division of
Environmental Services documenting the date,
commencement and completion times, duration,
magnitude, reason (if known), and corrective actions
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taken (if any), of all 3-hour average sulfur dioxide
values in excess of the applicable sulfur dioxide

emission rate (lb/hr) and actual tons of
SOz/quarter. The permittee shall report, under 60.
49a(b), the average sulfur dioxide emission rate

(1b/million Btu) for each 30 successive boiler
operating days, ending with the last 30-day period
in the quarter; reasons for non-compliance with the
emission standards; and description of corrective
actions taken.

The reports shall also document any continuous
sulfur dioxide monitoring system downtime while the
emissions unit was on line (date, time, duration and
reason), along with any corrective action(s) taken.
The permittee shall provide the emissions unit
operating time during the reporting period and the
date, time, reason and corrective action(s) taken
for each time period of emissions unit and control
equipment malfunctions. The total operating time of
the emissions unit and the total operating time of
the analyzer while the emissions unit was on line
shall also be included in the quarterly report.

The permittee shall report, under 60.49a(b), the
percent reduction of the potential combustion
concentration of sulfur dioxide for each 30
successive boiler operating days, ending with the
last 30-day period in the quarter; reasons for non-
compliance with the standard; and, description of
corrective actions taken. The NSPS limitation is
specified in 40 CFR Part 60.43a(a), and the Best
Available Technology Determination for sulfur
reduction requirement is 0.73 1b S0,/MMBtu heat
input and %0 percent reduction except that 70
percent reduction is allowable for all heat inputs
less than 0.60 1lb SO,/MMBtu.

Oxides of Nitrogen

The permittee shall submit reports (hardcopy or
electronic format) within 30 days following the end
of each calendar quarter to the Toledo Division of
Environmental Services documenting the date,
commencement and completion times, duration,
magnitude, reason (if known), and corrective actions
taken (if any), of all 3-hour average nitrogen
oxides values in excess of the applicable nitrogen
oxides emission rate (lb/hr) and actual tons of
NO,/quarter. The permittee shall report, under
60.49a (b), the average nitrogen oxide emission rate
(lb/million Btu) for each 30 successive boiler
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operating days, ending with the last 30-day period
in the quarter; reasons for non-compliance with the
emission standards; and, description of corrective
actions taken.

b. The reports shall alaso document any continuous
nitrogen oxide monitoring system downtime while the
emissions unit was on line (date, time, duration and
reason), along with any corrective action{(s) taken.
The permittee shall provide the emissions unit
operating time during the reporting period and the
date, time, reason and corrective action(s) taken
for each time period of emissions unit and control
equipment malfunctions. The total operating time of
the emissions unit and the total operating time of
the analyzer while the emissions unit was on line
shall also be included in the quarterly report.

co,

The permittee shall submit reports (hardcopy or
electronic format) within 30 days following the end of
each calendar quarter to the Toledo Division of
Environmental Services documenting all instances of

- continuous carbon dioxide monitoring system downtime

while the emissions wunit was on line (date, time,
duration and reason) along with any corrective action(s)
taken. The permittee shall provide the emissions unit
operating time during the reporting period and the date,
time, reason and corrective action(s) taken for each time
period of emissions wunit malfunctions. The total
operating time of the emissions unit and the total
operating time of the analyzer while the emissions unit
was on line shall be included in the quarterly report.

co

a. The permittee shall submit reports (hardcopy or
electronic format) within 30 days following the end
of each calendar quarter to the Toledo Division of
Environmental Services documenting the date,
commencement and completion times, duration,
magnitude, reason (if known), and corrective actions
taken (if any), of all 3-hour average carbon
monoxide values in excess of the applicable carbon
monoxide emission rate (lb/hr).

b. The reports shall also document any continuous
carbon monoxide monitoring system downtime while the
emissions unit was on line {date, time, duration and
reason), along with any corrective action(s) taken.
The permittee shall provide the emissions unit
operating time during the reporting period and the
date, time, reason and corrective action(s) taken
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for each time period of emissions unit and contrcl
equipment malfunctions. The total operating time of
the emissions unit and the total operating time of
the analyzer while the emissions unit was on line
shall also be included in the quarterly report.

D. Compliance Methods and Testing Requirements for Emissions
Units BOO6, F006, F007, FO09-FO015

1. Visible Emission Limitations

a.

The continuous cpacity monitoring data shall be used
to demonstrate compliance with the requirements of
40 CFR Part 60.42a(b} and OAC rule 3745-17-07(A) (1) .
Compliance with the visible emission limitations in
40 CFR Part 60.42a(b) and OAC rule 3745-17-07(A) (1)
may also be determined in accordance with 40 CFR
Part 60, Appendix A, Method 9 and the procedures in
40 CFR Part 60.48a and OAC rule 3745-17-03(B) (1) as
long as emission units B0C2-B005 are off-line,
otherwise the continuous opacity monitoring system
serving B001l shall be used to determine compliance
with the requirements of 40 CFR Part 60.42a(b)
pursuant to 40 CFR Part 60.11(e) (5). In the event
of a discrepancy between the continuous opacity
monitoring data and observations performed (while
emission units B002-B005 are off-line) in accordance
with 40 CFR Part 60, Appendix A, Method 9 during the
same time period, the Method 9 data will take
precedence for that time period.

2. Sulfur Dioxide Limitations

a.

Compliance with the sulfur dioxide lb/mmBtu emiasion
limitation shall be based upon a rolling, 30-day
average of the daily sulfur dioxide emission rates,
in accordance with the methods and procedures
specified in 40 CFR Part 60.46a and 60.48a.

Compliance with the sulfur dioxide lb/hr emission
limitation shall be based upon the 3-hour average
data obtained by the continuous sulfur dioxide
monitoring system. Or, if required, the permittee
shall demonstrate compliance with the sulfur dioxide
lb/hr emission limitation in accordance with the
procedures specified in 40 CFR Part 60, Appendix A,
Method 6 or alternative approved method.

Compliance with the sulfur dioxide percent reduction
requirements shall be based upon a rolling, 30-day
average of the inlet and outlet sulfur dioxide mass
emission rates. The mass emission rates of sulfur
dioxide shall be determined in accordance with the
methods and procedures specified in 40 CFR Part
60.48a(c) (1).
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Oxides of Nitrogen Limitations

a. Compliance with the allowable mass emission rate for
nitrogen oxides shall be demonstrated in accordance
with the methods and procedures specified in 40 CFR
Parts 60.46a and 60.48Ba.

b. Compliance with the nitrogen oxides lb/hr emission
limitation shall be based upon the 3-hour average
data obtained by the continuous nitrogen oxides
monitoring system. Or, if required, the permittee
shall demonstrate compliance with the nitrogen
oxides lb/hr emisgsion limitation in accordance with
the procedures specified in 40 CFR Part 60, Appendix
A, Method 7 or alternative approved method.

C. Compliance with the nitrogen oxides emission
limitation constitutes compliance with the percent
reduction requirements for nitrogen oxides under 40
CFR Part 60.44a(2).

Particulate Matter Limitations

a. Compliance with the allowable mass emission rate for
particulates specified in 40 CFR Part 60.42a(a) (1)
shall be determined in accordance with the
procedures in 40 CFR Parts 60.46a(a) and
60.48a(b) (2).

b. Compliance with the particulate matter emission
limitation under 40 CFR  Part 60.42a(a) (1)
constitutes compliance with the percent reduction
requirements for particulate matter under 40 CFR
Part 60.42a(2) and (3).

PM,q Limitation

Compliance with the particulate matter less than 10
microns emission limitation shall be demonstrated by

~multiplying the regults of the emigsions tests conducted

for particulate matter in accordance with 40 CFR Part
60.48a by a factor of 0.83. The 0.83 factor was derived
based on particle size distribution data from a coal-
fired fluidized bed boiler and was developed by the
Electric Power Research Institute.

Carbon Monoxide Limitations

a. Compliance with the carbon monoxide 1b/mmBtu
emiggion limitations shall be basged upon the data
from the performance stack test and the heat input
data derived from the methods and procedures
gpecified in 40 CFR Part 60, Appendix A, Method 19
or alternative approved method. Performance stack
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testing shall be conducted at half 1load, three
quarter load and full load gr stack testing at one
appropriate load and use of the certified CEM to
verify compliance with the other two load limits.
b. Compliance with the carbon monoxide lb/hr emission

limitation shall be based upon the hourly average
data obtained by the continuocus carbon monoxide
monitoring system. Or, if required, the permittee
shall demonstrate compliance with the carbon
monoxide 1b/hr emission limitation in accordance
with the procedures specified in 40 CFR Part 60,
Appendix A, Method 10 or alternative approved
method.

Organic Compounds

Compliance with the organic compounds (OC) emisgsion
limitation shall be calculated by multiplying the 0.0025
lb/MMBtu emission factor (provided by the manufacturer
in the permit application) by the heat input (MMBtu) of
the fuel burned each month. Compliance with the annual
OC limit shall be calculated by summing the monthly OC
emissions.

Initial Test Procedures

Within 60 days after achieving the maximum production
rate at which B006 will be operated, but not later than
180 days after its initial startup, the permittee shall
conduct performance tests pursuant to 40 CFR Part 60.8,.
The permittee shall use as reference methods and
procedures the applicable methods in 40 CFR Part 60,
Appendix A, or the methods as specified in 40 CFR Part
60.48a or alternative approved method.

Visible Emigsion Limitation and Opacity Exemption

Provision

a. Visible particulate emissions shall not exceed 20
percent opacity, as a 6-minute average except for
not more than 6 consecutive minutes in any 60
minutes, but shall not exceed 27 percent opacity,
as a 6-minute average, at any time.

b. To obtain an exemption pursuant to -OAC rule
3745-17-07(A) (3) (a) (1) or (a) (3) (b) (1), the
permittee shall operate and maintain a temperature
monitor and recorder that measures and records the
temperature of the boiler exhaust gases entering the
baghouse (a) during all periods of start-up until
the baghouse 1is operational or until the inlet
temperature of the baghouse achieves the temperature
level specified in OAC rule 3745-17-07(A) (3) (a) (i)
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and (k) during all periods of shutdown until the
inlet temperature of the baghouse drops below the
temperature level specified in OAC rule
3745-17-07(A) (3) (b) (1).

c. The temperature monitor and recorder shall be
installed, calibrated, operated, and maintained in
accordance with manufacturer's recommendations, with
any modifications deemed necessary by the permittee,
and shall be capable of accurately measuring the
temperature of the boiler exhaust gases in units of
degrees Fahrenheit.

10. uality Assurance/Quali ntrol Regquirements

a. Within 180 days of initial startup, the permittee
shall develop a written quality assurance/quality
control plan for the continuous opacity monitoring
system designed to ensure continuous valid and
representative readings of opacity. The plan shall
include, as a minimum, conducting and recording
daily automatic zero/span checks, provisions for
conducting a quarterly audit of the continuous
opacity monitoring system, and a description of
preventive maintenance activities. The plan shall
describe step-by-step procedures for ensuring that
sections 7.1.4, 7.4.1, 7.4.2, and Table 1-1 of
Performance Specification 1 are maintained on a
continuocus basis. The quality assurance/quality
contrcl plan and a logbook dedicated to the
continuous opacity monitoring system must be kept
on site and available for inspection during regular
office hours.

b. Within 180 days of initial startup, the permittee
shall develop a written quality assurance/quality
control plan for the continuous carbon monoxide
monitoring system designed to ensure continuous
valid and represgentative readings of carbon
monoxide. The plan shall follow the requirements of
40 CFR Part 60, Appendix F. The quality
assurance/quality control plan and a logbook
dedicated to the continuous carbon monoxide
monitoring system must be kept on site and available
for inspection during regular office hours.

c. A logbook dedicated to the continuous sul fur dioxide
monitoring system must be kept on site and available
for inspection during regular office hours.

d. A logbook dedicated to the continuous nitrogen
oxides monitoring system must be kept on site and
available for inspection during regular office
hours.
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A logbook dedicated to the continuous carbon dioxide
monitoring system must be kept on site and available
for inspection during reqular office hours.

Number 2 Fuel 0il Provisions

a.

The uge of number 2 fuel oil shall be permitted for
the start-up, shut-down and durlng periods of
operation at lower loads when it is needed for flame
stabilization, of this emissions unit. This unit
shall comply with the allowable emissions limits,
except as otherwise provided for during periods of
start-up and shut-down.

The quality of the o0il burned in this emissions unit
shall meet a sulfur content of no greater than 0.5
percent and that is sufficient to comply with the
allowable emission limitation of 0.73 1lb sulfur
dioxide/mmBtu actual heat input.

For each shlpment of o0il received for burning in
this emissions unit, the permittee shall maintain
records of the total quantity of o0il received, the
permittee's or oil supplier's analyses for sulfur
content and heat content, and the calculated sulfur
dioxide emission rate in lb/mmBtu.

The permittee shall notify the Director (the Toledo
Division of Environmental Services) in writing of
any record which shows a deviation of the fuel
gpecification above. The notification shall include
a copy of such record and shall be sent to the
Director (the appropriate Director Office or Toledo
Division of Environmental Services) within 45 days
after the deviation occurs.

When firing fuel oil, compliance with the sulfur
dioxide emission limitation shall be based upon the
record keeping as specified above and the formula
referenced in OAC rule 3745-18-04(F) (2).

When firing fuel oil, compliance with the
particulate matter emission limitation shall be
based upon an emission factor of 2 1bs/1000 gallons.
Compliance with the CO emission limitation shall be
based upon an emission factor of 0.068 lb/MMBtu.
Compliance with the NO, emission limitation shall be
based upon an emission factor of 0.24 lb/MMBtu and
compliance with the VOC emission limitation shall
be based upon an emission factor of 0.252 1lb/1000
gallons. These emission factors are sgpecified in
U.S. EPA reference document AP-42, Fourth Edition,
Compilation of Air Pollution Emission Factors,
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Section 1.3, Table 1.3-2 (for PM) and Table 1.3-4
(for TOC), and in the application supplement
provided as manufacturer's estimates (CO and NO_) .
If required, the permlttee shall demonstrate
compliance with these emission 1limitations in
accordance with the methods and procedures specified
in OAC rule 3745-17-03(B) (10).

Parametric Monitoring

a. The data from the continuous opacity monitoring
system serving B006 shall be used to ensure that the
baghouse associated with B006 continues to operate
in a manner that allows compliance with the visible
emission and particulate matter limitations to be
achieved.

b. Vigible emission observations performed in
accordance with the method and procedures specified
in OAC rule 3745-17-03(B) shall be used to ensure
that the baghouses associated with emissions units
F006, F007, and F009-F01l5 are operated in a manner
that allows compliance with the visible emission and
particulate matter limitations to be achieved.

Operational Restrictions for Emissions Unit FO008

1.

There shall be no v151ble particulate emissions from any
storage pile except for a period of time not to exceed
13 minutes during any 60-minute cbservation period, in
accordance with OAC rule 3745-17-07.

Moisture content shall be sufficient to eliminate the
visible emission of fugitive dust, or equivalent.

The drop height of the loader shall be minimized to the
extent possible in order to minimize or eliminate visible
emiggsions of fugitive dust from the elevator loading
area.

Compliance Methods and Testing Requirements for Emissions Unit

F008

1.

Vigible and Particulate Emissionsg Limitations

a. compliance shall be determined by OAC 3745-17-
03(B) (3) and OAC 3745-17-08(C).

Operational Restrictions for Emissions Unit F0O01

1.

There shall be no visible particulate emissions from any
paved roadway or parking area except for a period of time
not to exceed six minutes during any sixty-minute
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observation period, in accordance with OAC rule 3745-
i17-07,

2. There shall be nc visible particulate emissions from any
unpaved roadway or parking area except for a period of
time not to exceed 13 minutes during any 60-minute
observation period, in accordance with OAC rule 3745-
17-07.

3. The permittee shall sweep the paved roadways and parking
areas to minimize or eliminate, at all times, visible
emissions of fugitive dust generated by vehicular
traffic. The permittee shall not be required to sweep
during wet conditions when there is sufficient moisture
to prevent visible emissions of fugitive dust.

4, The permittee shall apply dust suppressants to the
unpaved roadways and parking areas to minimize or
eliminate, at all times, visible emissions of fugitive
dust generated by vehicular traffic. Water or an
approved chemical dust suppressant shall be used as the
dust suppressant. The dust suppressant shall be applied
to the unpaved surfaces, as needed. This term and
condition shall be waived during wet conditions when
there is sufficient moisture to prevent visible emissions
of fugitive dust.

5. Any material carried off of the permittee's property and
deposited onto public streets by vehicular traffic or by
erosion by water, etc., shall be promptly removed and
disposed of properly to minimize or prevent resuspension.

6. A maximum speed limit of 10 miles per hour shall be
posted and enforced on the property.

7. Open bodied vehicles transporting materials likely to
become airborne shall be covered at all times. '

H. Monitoring and Recordkeeping Requirements for Emissions Unit
FOO1

1. Visible and Particulate Emigsions Limitations

The permittee shall maintain records which shall include
the following:

a. the date of each sweeping;
b. an identification of the area swept;
c. the name of the equipment operator;

d. the date of dust suppressant application;
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e. the type of dust suppressant used, and the area of
application; and,
£. the name of the equipment operator responsible for

treatment application.

Compliance Methods and Testing Requirements for Emissions Unit
FOO1

1. vigible and Particulate Emigsions Limitations

a. compliance shall be determined by OAC 3745-17-
03(B) (4) .

Shut Down of Coal Fired Boiler Number 1, B00O1l
The existing coal fired boiler identified as number 1 shall

be shut down upon startup of this new boiler, B006, in
accordance with the netting requirements of this permit.
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