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State of Chio Environmental Protection Agency

PERMIT TO OPERATE AN AIR CONTAMINANT SOURCE

Date of Issuance .14 5.4 ApplicationNo. s cre o5y riay a1
Effective Date G3FTL S04 PermitFee yogo

This document constitutes issuance to:
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GeID 24711
ofa perm:t to operate for:
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The foliowing terms and conditions are hereby expressly incorporated into this permit to operate:

1. This permit to operate shall be effectiveuntil g2/ 1#%7
You will be contacted approximately six menths prior to this date regarding the renewal of this permit. If you are not
contacted, please write to the appropriate Ohio EPA field office.

2. The above-described source is and shall remain in full compliance with all applicable State and federal laws and reg-
ulations and the terms and conditions of this permit.

3. Prior to any modification of this source, as defined in rule 3745-31-01 of the Ohic Administrative Code (OAC), a permit
to install must be granted by the Chio EPA pursuant to OAC Chapter 3745-31.

4. The Director of the Ohio EPA or an authorized representative may, subject to the safety requirements of the permit holder,
enter upon the premises of this source at any time for purposes of making inspections, conducting tests,
examining records or reports pertaining to any emission of air contaminants, and determining compliance with any
applicable State and federal air pollution laws and regulations and the terms and conditions of this permit.

5. A permit fee in the amount specified above must be remitted within 15 days from the issuance date of this permit.

6. Any transferee of this permit shall assume the responsibilities of the prior permit holder. The appropriate Ohio EPA
field office must be notified in writing of any transfer of this permit.

7. This source and any associated air pollution control system(s) shall be maintained regularly in accordance with good
engineering practices in order to minimize air contarminant emissions. Any malunction of this source or any asso-
ciated air pollution control system{s) shall be reported immediately to the appropriate Ohio EPA field office in accord-
ance with OAC rule 3745-15-06. Except as provided in that rule, any scheduled maintenance or malfunction necessi-

tating the shutdown or bypassing of any air pollution control system{s) shall be accompanied by the shutdown of this
source.

8. Any unauthorized or emergency release of an air contaminant from this source which, due to the toxic or hazardous
nature of the material, may pose a threat to public health, or otherwise endanger the safety or welfare of the public,
shall be reported immediately to the appropriate Ohio EPA field office (during normal business hours) or 1o the Ohio
EPA’s Emergency Response Group (1-800-282-9378). (Additional reporting may be required pursuant to the federal
Comprehensive Environmental Response, Compensation, and Liability Act)
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attached special terms and conditions.
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APPLICATION NUMBER: 15 76 05 1719 L0O1
FACILITY NAME: M.K. Morse Company
EQUIPMENT DESCRIPTION: Solvent Metal Cleaning, Convey-

orized Degreaser

COMPANY ID: P03C, Degreaser using

Trichloroethylene, C,HCI,

SPECIAL TERMS AND CONDITIONS

Applicable State Requlation(s)
The following rules of the Ohio Administrative Code establish

the applicable emission limitations and/or control
requirements of this source:

3745-21-09 (0) (4)
3745-31-05

(This condition in no way limits the applicability of other
requirements of the Ohio Administrative Code to this source.)

Allowable Emission Limitation(s)

100 1b OC / wk
2.6 ton OC / yr

Operation Requirements for Conveyvorized Degreasers

In accordance with OAC Rule 3745-21-09 (0O) (4), each owner or
operator of a conveyorized degreaser shall:

a) Equip the conveyorized degreaser with covers for closing
off the entrance and exit when not in use.

b) Equip the conveyorized degreaser with egquipment, such as
a drying tunnel or rotating (tumbling) basket, sufficient
to prevent cleaned parts from carrying out solvent liquid
or vapor. :

c) Install, maintain and operate a condenser flow switch and
thermostat or any other device which shuts off the sump
heat if the condenser is either not circulating or too
warm.

d) Maintain and use a refrigerated chiller. The chiller
water shall be maintained below 65°F at all times during
operation of this degreaser. The refrigerated chiller
shall be operated at all times except during maintenance.
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e) Operate and maintain the conveyorized degreaser in a
manner which is consistent with good engineering practice
and which minimizes solvent evaporation from the unit.
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