A
State of Ohio Environmental Protection Agericy

- STREET ADDRESS: MAILING ADDRESS:

1800 WaterMark Drive . : P.Q. Box 1049
Columbus, OH 43215-1099 ' TELE: (614) 644-3020 FAX: (614) 644-2329 Columbus, OH 43216-1049

Re: Permit to Install ' CERTIFIED MATIL
Stark County :
Application No: 15-1251
NSPS
SYNTHETIC MINOR

January 8, 1997

GREIF BOARD CORPORATION
WILLIAM M. SHEW 2 1997
P.0, BOX 553 JAN 1
MASSILLON, OH 44648-0553

Enclosed please find an Ohic EPA Permit to Install which will allow
you to install the described source(s) in a manner indicated in the
permit. Because this permit contains several conditions and
regtrictions I urge you to read it carefully.

The Ohio EPA is urging companies to investigate pollution prevention
and energy conservation. Not only will this reduce pollution and
energy consumption, but it can also save you money. If you would
like to learn ways you can save money while protecting the environment,
please contact our Office of: Pollutlon Prevention at (614) 644-3469.

You. are hereby notified that this action by the Director is final and
may be appealed to the Chio Environmental Board of Review pursuant to
Chapter 3745.04 of the Ohio Revised Code. The appeal must be in
writing and set forth the action complained of and the grounds upon
which the appeal is based. It must be filed with the Environmental
Board of Review within thirty (30) days after notice of the Director’s
action. A copy of the appeal must be served on the Director of the
Ohio Envirommental Protection Agency within three (3) days of filing
with the Board. An appeal may be flled Wlth the Environmental Board of
Review at the following address

Environmental Board of Review
236 East Town Street, Room 300
Columbusg, Ohio 43215

Very truly yours,

Thomas G. ngo M, ager
Field Operations & Permit Section
Division of Air Pollution Control

ce: US EPA
' CANTON AIR PQLLUTION CONTROL

George V. Voinovich, Governor
i y Nancy P. Hollister, Lt. Governor
EPA 1613 { rev. 5/96) Donald R. Schregardus, Director

®, -Printed on Recycled Paper



m | - State of Chio Environmental Protection Agency

Permit to Install
Terms and Conditions

Application No. 15-1251
APS Premise No. 1576000431
Permit Fee: 8800.00

Name of Facility: GREIF BOARD CORPORATION
Person to Contact: WILLIAM M. SHEW

Address: P.0O, BOX 553
- MASSILLON, OH 44648-0553

Location of proposed source(s): 9420 WARMINGTON ROAD, S.W.
MASSTILLON, OHIO

Description of proposed source(s):
TURBINE AND DUCT BURNER.

Date of Issuance: January 8, 1997
Effective Date: January 8, 1997

The above named entity is hereby granted a permit to install for the
above described source(s) pursuant to Chapter 3745-31 of the Ohio
Adminigtrative Code. Issuance of this permit does not constitute
expregsed or implied approval or agreement that, if constructed or
modified in accordance with the plans included in the application, the
above described source({s) of environmental pollutants will operate in
compliance with applicable State and Federal laws and regulations, and
does not constitute expressed or implied assurance that if constructed .
or modified in acdcordance with those plans and specifications, the
above described source(s) of pollutants will be granted the necessary
permits to operate (air) or NPDES permits as applicable.

This permit is granted subject to the conditions attached hereto.
Ohio Env1ronmej;;%%;:otectlon Agency

Director
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TERMINATION OF PERMIT TC INSTALL

Substantial c¢onstruction for installation must take place within
18 months of the effective date of this permit. This deadline may
be extended by up to 12 months if applicaticn i1s made to the
Director within a reasonable time before the termination date and
the party shows good cause for any such extension.

NOTICE OF INSPECTION

The Director of the Ohic Environmental Protection Agency, or his
authorized representatives, may enter upon the premises of the
above-named applicant during construction and operation at any
reagonable time for the purpose of making inspections, conducting
tests, or to examine records or reports pertaining to the
construction, modification or installation of the source (s} of
environmental pollutants identified within thig permit.

CONSTRUCTION OF NEW_ SOURCES

The proposed source(s) shall be constructed in gtrict accordance
with the plans and application submitted for this permit to the
Director of the Ohio Envirommental Protection Agency. There may
be no deviation from the approved plans without the express,
written approval of the Agency. Any deviations from the approved
plans or the above conditions may lead to such sanctions and
penalties as provided under Ohio law. Approval of these plans does
not constitute an assurance that the proposed facilities will
operate 1in compliance with all Ohio laws and regulations.
Additional facilities shall be ingtalled upon orders of the Ohio
Environmental Protection Agency if the proposed sources are
inadequate or cannot meet applicable standards.

If the construction of the proposed source(s) has already begun or
has been completed prior. to the date the Director of the
Environmental Protection Agency  approves the permit application
and plans, the approval does not constitute expressed or 1mp11ed
asgurance that the proposed. facility has been constructed in
accordance with the approved plans. The action of beginning and/or
completing construction prior to obtaining the Director's approval
constitutes a vioclation of Chic Administrative Code (OAC) Rule
3745-31-02. Furthermore, issuance of the Permit to Install does not
congtitute an agsurance that the proposed source will operate in
compllance with all Ohio laws and reqgulations. Approval of the
plans in any case is not to be construed as an approval of the
facility as congtructed and/or completed. Moreover, igsuance of the
Permit to Install is not to be construed as a waiver of any rights
that the Ohio Environmental Protection Agency (or other persons)
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may have against the applicant for starting construction prior to
the effective date of the permit. Additional facilities shall be
installed upon orders of the Ohio Environmental Protection Agency
if the proposed facilities prove to be inadequate or cannot meet
applicable standards.

PERMIT TO INSTALL FEE
In accordance with Ohio Reviged Code 3745.11, the specified Permit

to Install fee must be remitted within 30 days of the effective
date of this permit to install.

PUBLIC DISCLOSURE

The facility is hereby notified that this permit, and all agency
records concerning the operation of this permitted source, are
subject to public disclogure in accordance with OAC Rule 3745-49-
03.

APPLICABILITY

This Permit to Insgtall is applicable only. to the contaminant
sources identified. Separate application must be made to the
Director for the installation or modification of any other
contaminant sources,

BEST AVATLABLE TECHNOLOGY

As specified in OAC Rule 3745-31-05, all new sources must eﬁéloy
Best Available Technology (BAT). Compliance with the terms and
conditions of this permit will fulfill this requirement.

PERMIT TO OPERATE APPLICATION

A Permit to Operate application must be submitted to the
appropriate field office for each air contaminant source in this
Permit to Install. In accordance with OAC Rule 3745-35-02, the.
application shall be filed no 1later than thirty days after
commencement of operation.

SOURCE OPERATION AFTER COMPLETION OF CONSTRUCTION

This facility is permitted to operate each source described by this
permit to install for a period of up to one year from the date the
source commenced operation. This permission to operate ig granted
only if the facility complies with all reguirements contained in
this permit and all applicable air pollution laws, regulations, and
policies. '
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AIR EMISSION SUMMARY

The air contaminant sources listed below comprise the Permit to

Install for GREIF BOARD CORPORATION located in Stark County.

The

gsources listed below shall not exceed the emission limits/control
This condition in no way
limits the applicability of any other state or federal regulations.

requirements contained in the table.

Additionally,

this condition dcoes not 1limit the applicability of

additional special terms and conditions of thig permit.

Ohio
EPA
Source
Number

P0OO3

Source Applicable

Identification BAT Federal &

Description Determination OAC Rules
66.5 MMBTU/hr Use of low 3745-31-05
(70.1 giga- NO, gas (A) (3);
jouleg/hr), turbine and Best Avail-
natural gas natural gas able Tech-
fired, station- fuel. The nology (BAT)
ary gas turbine., natural gas 3745-17-07
The gag turbine shall contain {(A) (1)
drives a 6.5 only the 3745-17-11
MW generator. normal amounts (B} (4)

P003 is-also
the front part
of a combined
cycle steam
generating
gystem. The
exhaust f£rom
the stationary
gas turbine.
feeds the
supplemental
duct burner or
ig exhausted
Erom the hypass
stack. The
supplemental
duct burner is
part of a steam

generating unit,

emissions unit
B0OOS.

.of added

sulfur com-
pounds which
are used to
impart an
odor to

‘the natural

gas.

40 CFR Part
60, Subpart
&G

Permit Allowable
Mass Emissions
and/or
Control /Usage
Requirements

0.004 1b/hr PM
0.014 TPY PM
9.71 lbs/hr CO
42 .54 TPY CO
1.01 lbs/hr VOC
4.404 TPY VOC
8.22 lbs/hr NO_
36.04 TPY NO_

Natural gas shall
be the only fuel

utilized to fire

the turbine.

The opacity of

emissions from the
bypags stack shall
not exceed 20%, as
a 6-minute average,

'+ except for 6

consecutive minutes
in any hour when
opacities up to
60%, as a 6-minute
average, are
permitted,

Legs than 0.040 1b
PM per MMBTU actual
heat input;

No more than 200
PPMv NO_ at 15%

oxygen and dry bagis
from the bypass
gtack. This limit
applies only after
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Ohio
EPA
Source

Number

BOCS

Source
Identification

Description

82.5 MMBTU/hr
(87.0 giga-
joules/hr),
natural gas
fired, supple-
mental duct
burner and
Steam generator

BAT
Determination

Use of low
NO_ burner
and natural
gas fuel. The
natural gas
shall contain
only the
normal amounts

Applicable
Federal &
OAC Rules

3745-31-05
(A) (3)

Begt Avail-
able Tech-
nology (BAT)
3745-17-07
(A) (1)
3745-17-10

Permit Allowable

Mass Emissions
and/or

Control/Usage

Requirements

the performance
test reguired in
Additional Special
Term and Condition
D(2) is completed.

Limit of any fuel
which contains
greater than 0.8%
by weight sulfur
shall not be burnt
in this stationary
gas turbine shall
be verified by
monitoring of the
sulfur content of
the fuel.

No more than 150
PPMv 802 at 15%
oxygen and dry
bagisg from the
bypassg stack. This
limit applies only
after the perfor-

.mance test required

in Additional
Special Term and -
Condition D{2)
is completed.

See the following
Additiomnal Special
Termg and
Conditions.

0.96 1lb/hr PM
4.2 TPY PM
0.060 1b/hr SO
0.260 TPY SO
6.0 lbg/hr CO
26.3 TPY CO
1.45 lbs/hr VOC
6.3 TPY VOC

2
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QOhio
EPA
Source
Number

- Source
Identification BAT
Degcription Determination
which consti- of added
tute a steam sulfur
generating compounds
unit. which are

used to impart

B008 is the an oder to
rear part of the natural
a combined gas.

cycle steam*

generating

system. The

exhaust f£rom

the supple-

mental duct

burner feeds the

steam generator

and exits from

the steam gener-

ator stack.

SUMMARY

Applicable
Federal &
OAC Rules

(B) (1)

40 CFR Part
60, Subpart
Dc

Permit Allowable
Mags Emissions

' and/or
Control/Usage

Recuirements

10.0 1lbs/hr NO,
43.62 TPY NO_

The opacity of
emiggions from the
gteam generator
gtack shall not
exceed 20%, as a
6-minute average,
except for 6
consecutive
minutes in any
hour when
opacities up

to 60%, as a
6-minute average
are permitted
permitted.

0.020 1b PM per
MMBTU actual

‘heat input;

Recordkeeping
and reporting
requirements.

See the following
Additional Special
Terms and

- Conditions.

TOTAL PERMIT TO INSTALL ALLOWABLE EMISSIONS

Tons/Year

Pollutant

PM
80,
CO
vOoC
NO,.

4.214

0.260
€68.84
10.704
79.66
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WASTE DISPOSAL
The owner/operator‘ shall comply with any applicable state and
federal requirements governing the storage, treatment, transport

and disposal of any waste material generated by the operation of
the sources,

MAINTENANCE OF EQUIPMENT.

This source and its associated air pollution control system(s)
shall be maintained regularly in accordance with good engineering
practices and the recommendations of the respectlve manufacturers
in order to minimize air contaminant emissions.

MALFUNCTION/ABATEMENT

In accordance with OAC RULE 3745-15-06, any malfunction of the
gource(s) or associated air pollution control system(s) shall be
reported immediately to the Canton Air Pollution Control, 420
Market Ave. N. , City Hall, Canton, Ohio 44702-1544.

Except as prov1ded by OAC Rule 3745-15-06(A) (3}, scheduled
maintenance of air pollutlon control equipment that requires the
shutdown or bypassing of air pollution control system(s) must be
accompanied by the shutdown of the associated air pollution
sources.

AIR POLLUTION NUISANCES PROHIBITED

The air contaminant source(s) identified in this permit may not
cause a public nuisance in violation of OAC Rule 3745-15-07.

CONSTRUCTION COMPLIANCE CERTIFICATION

The applicant shall provide Ohio EPA with a written certification
(see enclogsed form) that the facility has been constructed in
accordance with the Permit to Install application and the terms and
conditions of the Permit to Install. The certification shall be
provided to Ohio EPA upon completion of construction but prior to
startup of the gource.

ADDITIONAL SPECIAL TERMS AND CONDITIONS

A, OPERATIONATL RESTRICTIONS
1. Facility-wide restrictions
Thig facllity shall not opérate emissions units B0O05,

B006, and B007 when emigsgions unit P003 is operating
separately or in combination with B008.
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Emissions unit P003 requirements

The low NO, combustor and control sygtem shall be
operated at all times that the turbine is being operated.

Emissions unit BOOS requirements

The control equipment including the pilot scanner
asgembly that provides low NO capability for the duct
burner shall be operated at all times that the duct
burner is operated.

B. MONITORING AND/OR RECORD KEEPING REQUIREMENTS

1.

Facility-wide requirements

a. Thig facility shall maintain written records of any
and all malfunctilions of emigsions units P003 and
B008 in which there 1ig an emission of air
contaminants in violation of the mass emission
limitations in thig Permit to Install. The records
ghall contain the items listed in OAC 3745-15-06 (B)
(1} (a) through (¢). This record keeping requirement
ig in addition to the requirements in OAC 3745-15-
06. .

b. This facility shall maintain daily written records

of which emissions units of B005, B006, B007, P003,
. B008, and combined P003 and B008 were operated and
a record of a statement as to whether emissions unit
P003, separately or in combination with B008, was
operated gsimultaneocusly with emissions unit BOOS
BOO6 or B007. :

c. All records requlred.by this Permit to Install shall
be maintained in a bound logbook and retained on
file for a period of not less than five years unless
otherwise indicated by Ohio Environmental Protection
Agency. All records shall be made available to the
Director, or any authorized representative of the
Director, for review at the facility during normal
business hours.

d. This facility shall operate the portable gas monitor
required in Additional Special Terms and Conditions
B(3) (b} and D(2) (b) (i) according to the operations
manual. Records of any quality assurance or quality
control work performed on the portable gas monitor,
and, any maintenance work performed on the portable
gas monitor, shall be maintained in a bound logbook.
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Emissions unit P003 reguirements

a.

In accord with 40 CFR 60.334, this facility ghall
be subject to the following custom fuel sampling
schedule:

i. monitoring of fuel nitrogen content shall hot
be required while natural gas is the only fuel
being fired;

ii. sulfur monitoring shall be performed according
to the following custom fuel sampling schedule
by either the facility, a service contractor
retained by the facility, or the fuel vendor;

A. analysis for fuel sulfur content of the
natural gas sghall conducted using the
methods listed for gaseous fuels in 40 CFR
60.335 (d};

B. for the first six months of operation, the
sulfur monitoring shall be performed two
times a month. If this monitoring shows
little wvariability in the fuel sulfur
content;, and indicates consigtent
compliance with 40 CFR 60.333, sample
analysis for fuel sulfur content shall be
conducted once per gquarter for six
quarters;

C. if, after the monitoring required in the
above paragraph is completed and the fuel
sulfur content shows little variability,
and, the fuel sulfur content calculated
as sulfur dioxide, indicates consgistent
compliance with the . sulfur dioxide
emission limits sgpecified in 40 CFR
60.333, fuel sample analysgis ghall be
conducted twice per vyear, each year,
during the first and third quarters of the
year;

D. should any fuel sulfur analysis as
required in the above paragraphs (B) and
(C) indicate noncompliance with 40 CFR
60.333, this facility shall notify the
City of Canton Health Department, Air
Pollution Control Division, in writing of
guch excess emisgsions within fourteen days
of the non-compliant analysis report. The
custom fuel sampling schedule ghall be re-
examined. Sulfur monitoring shall be
conducted weekly during the interim period
when this custom fuel sampling schedule
ig being re-examined;
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E. if there is a subgtantial change in fuel

quality due to a change in the natural gas
fuel supply, thig facility shall notify
the City of Canton Health Department, Air
Pollution Control Divigion of such change
for re-examination of this custom fuel
sampling schedule. This notification
shall be in written form and shall be
gubmitted to the City of Canton Health
Department, Air Pollution Control Division
within fourteen days of such a change.
'Fuel sulfur monitoring shall be conducted
weekly during the interim period when this
custom fuel sampling schedule is being re-
examined; and

F. records of sample analysig and fuel supply
pertinent to this custom fuel sampling
gchedule shall be retained for a period
of five vyears and be available for
ingpection at the facility by personnel
of the federal, state, and local air
pollution control agencies.

this facility shall record and maintain records of
the amounts of natural gas consumed each month; and

this fac111ty shall properly install, maintain, and
operate a separate natural gas flow rate meter for
this emissions unit.

3.  Emigsions unit B008 requirements

a.

NSPS Requlrements

Thls facility shall record and maintain records of
the amounts of fuel consumed each day. '

This facility shall monitor the exhaust gases from

"the steam generator which is part of emissions unit

B008 with .a portable gas monitor or other approved
analyzer for the concentrations of NO. and CO.

Emissions unit P003 shall also be in operatlon
during this monitoring. This facility shall also
monitor the temperature and velocity o¢f these
exhaust gasesg using a thermocouple and pltot tube.

This fac111ty ghall monitor the exhaust gases from
the stationary gas turbine, emissions unit P003,

with a portable gas monitor or other approved
analyzer for the percentage of the stoichiometric
amount ' of 0,. All of these monitoring requirements
shall be performed at least one time per calendar
month. The frequency of these monitoring.
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regquirements may be adjusted at the issuance of the
Permit to Operate for this emissions unit. The mass
emission rate in pounds per hour of NO, and CO shall
be calculated from the measured concentrations, the
percentage of the stoichiometric amount of O0,,
temperature, and pitot pregsure drop.

Thig facility shall maintain written records of the
date that the gases were monitored, the fuel input
rate to emisgions units P003 and B008 during the
testing, the measured NO_ and CO concentrations in
PPMv, the percentage of the stoichiometric amount
of 02, the measured gag tCemperature, and the
measured pitot tube pressure drop. Using these
measured valuesg, this facility shall calculate and
record the mass emission rates in pounds per hour
of NO_ and CO on the days that the measurements were
made.

Thig facility shall properly install, maintain, and
operate a separate natural gas flow rate meter for
this emissions unit.

REPORTING REQUIREMENTS

1.

a.

Facility-wide requirements

NSPS Reguirements

Purguant to the NSPS, the emissions units P003 and
B008 owner/operator i1is hereby advised of the
requirement to report the following at the
appropriate times: ' '

i. construction date (no later than thirty (30)
days after such date);

ii. anticipated start-up date (not more than sixty
{60) days or less than thirty (30) days prior .
to such date);

iii, actual start-up date (within fifteen (15) days
after such date); and

iv. the design heat input capacity of the affected
facility (submit with the anticipated start-
up date report).

Reports are to be sent to:

Ohioc Environmental Protection Agency
Permit Management Unit

PO Box 1049

Columbusg, Ohio 43216-1049
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and

The Canton City Health Department
Air Pollution Control Division
420 Market Avenue North

Canton, Chio 44702

b. This facility shall submit annual reports to the
Canton City Health Department, Air Pollution Control
Division. These reports shall be submitted by
January 31 of the current year and shall cover the
previous calendar year. The report is in addition
to the requirements in OAC 3745-15-06. The annual
report shall include:

i. all of. the malfunctions and the items listed
in OAC 3745-15-06 (B) (1) {(a) through (c¢)
required to be recorded in Additional Special
Term and Condition B(1l) (a};

ii. the calculated mass emission rates in pounds
per hour of NO, and CO in the exhaust gases
from the steam generator, which is’ part of
emissions unit B008, determined from all of the
portable gas analyzer meaguréments required. in
the monitoring subsection (3) (b) and a ‘table
of all the values used in these calculations.
Algo, a sample calculation of hese mass
emisgion rates including the general equations
used shall be included in this annual report;
and

~i1ii. a statement as to whether emisgsions unit P003
separately or in combination with B008 was
operated simultaneocusly with emissions unit
B0O0O5, B006, or BOO7 on any day, and, a listing
of such days, if any.

c. This facility shall submit written reports to the
Canton City Health Department, Air Pollution Control
Division whenever a calculated mass emission rate
in pounds per hour of NO, or CO required to be
recorded in Additional Special Terms and Conditions
B(3) (b) (from the portable monitor measurements)
exceeds 18.22 pounds per hour or 15.71 pounds per
hour, resgpectively. These reports shall be submitted
within fourteen days o©f the day when the
measurements were made with the portable analyzer.
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D.

COMPLIANCE METHODS AND TESTING REQUIREMENTS

1. Compliance methods

a. Emissions unit P0O03

Compliance with the emission limitation(s) in the
Air Emission Summary and in the Additional Special
Terms and Conditions shall be determined in
accordance with the following method (s):

Emigsion Limitation

9.71 lbs/hr CO

42 .54 TPY CO

8.22 lbs/hr NO_

36.04 TPY NO_

Applicable Compliance Method

Emission tesgting per 40 CFR,
Part 60, Appendix A, Method 10
or 10B.,

Divide the hourly CO emission
rate determined in the emission
testing in pounds of CO emitted
per hour by the cubic feet of
natural gas used during the test
hour, multiply by the actual
annual natural gas usage rate

in unitg of millions of cubic
feet per year and then divide by
2,000 pounds per ton. The result
mugst be less than 42.54 TPY CO.

Emission testing per 40 CFR,

Part 60, Appendix A, one of the
Methods 7, or 7A through 7E, as
appropriate.

Divide the hourly NO_ emission

rate determined in the emigsion
testing in pounds of NO, emitted
per hour by the cubic feet of
natural gas used during the test
hour, multiply by the actual

annual natural gas usage rate

in units of milliong of cubic

feet per year and then divide

by 2,000 pounds per ton. The
result must be less than 36.04

TPY CO.
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Emigsion Limitatiom

Opacity Limit

200 PPMv NO_

Limit of any fuel

which contains greater

than 0.8% by weight
gulfur ghall not be
burnt in this
stationary gas turbine
ghall be verified by
monitoring of the
gulfur content of

-the fuel.

Nco more than 150

PPMv SO at 15%
oxXygen and dry basis
from the bypass stack.

Applicable Compliance Method

Method 9 as per OAC Rule
3745-17-03 (B) (1}.

Emissions testing per 40 CFR
60.335(b), 60.335(¢), and
60.335(F).

Monitor the sulfur content of
the fuel using a method listed
in 40 CFR Part 60.335(d)
follow1ng the cugtom fuel
gampling schedule.

Emission testing per 40 CFR,
Part 60, Appendix A, Method
20 ag per 40 CFR 60.335(c) (3).

b. Emissions Unit B0O08

Compliance with the emission limitation(s) in the
Air Emission Summary and in the Additional Special
Terms and Conditions shall be determined in
accordance with the following method(s) :

Emigsion Limitation

6.0 lbs/hr CO

26.3 TPY CO

Applicable Compliance Method
Enmigsion testing per 40 CFR

Part 60, Appendix A, Method

10 or 10B.

Divide the hourly CO emission

" rate determined in the "emigsion

testing in pounds of CO emitted

- per hour by the cubic feet of

natural gas used during the test
hour, multiply by the actual

annual natural gas usage rate

in units of millions of cubic

feet per year and then divide

by 2,000 pounds per ton. The
result must be legs than 26.3

TPY CO.
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Emission Limitation Applicable Compliance Method

10.0 lbg/hr NO_

43.62 TPY NO_

Opacity Limits

Emission testing per 40 CFR
Part 60, Appendix A, one of the
Methods 7, or 7A through 7E, as
appropriate.

Divide the hourly NO_ emission

rate determined 1in the emission
testing in pounds of NO_ emitted
per hour by the cubic feet of
natural gas used during the test
hour, multiply by the actual

annual natural gas usage rate

in units of millions of cubic

feet per year and then divide

by 2,000 pounds per ton. The

result must be less than

43.62 TPY CO,

Method 9 as per OAC Rule
3745-17-03(B) (1) .

2. Emission Testing Requlrements

a.

Intent to Test Requirements for Nitrogen Oxides,
Sulfur Dioxide, and Carbon Monoxide Emigsions for
emissions units P003 and B0OS

i.

ii.

Not later than 30 days prior to the proposed
test date(s), this facility shall submit a
written "Intent to Tegt" notification for each
emissions unit to the Canton City Health
Department, Air Pollution Control Division, 420
Market Avenue North, Canton, Ohio 44702-1544,
phone (216) 489-3385, fax (216) 489-3335,

Failure to submit such notification for review
and approval prior to the test(s) may resgult
in the Canton City Health Department's refusal
to accept the results of the emission test{s).

The "Intent to Test" notification shall include
but not be limited to the following facility
proposed items:

A. degceribe in detail the test methods and

procedures;
B. the emissions units operating parameters;

C. the time (s} and date(s) of the test(s);
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D. the person(s) who will be conducting the
test (s);

E. a listing of the emissions unit numbers
with an identification of which operation,
process, or activity corresponds to each
emigsions unit number for all operations,
processes, or activities that could vent
exhaust gases to the test stack;

F. a listing of which operation, process, or
activity of all operations, processes, or
activities that could vent exhaust gases
to the test stack which are not included
in an Ohio EPA ailr permit;

G. a simple, non-dimensicnal sketch showing
the ducting and stack = arrangement
including the relative position of all
operations, processes, or activities that
could wvent exhaust gases to  the test
stack:; and

H. a statement as to whether there are any
other emigsiong, i.e. emissions not being
emitted from the test stack but being
emitted into the air at other location(s)
besides the test stack, for each
operation, process or activity that could
vent exhaust gases to the test stack.

Emission testing requirement for emissions units
PO03 and B0O0OS8

i.

ii.

During all runs of the emigsions tests, the
portable gas monitor and the associated
temperature measurement device(g) and pitot
tubes shall be operated and the items required
to be recorded in Additional S8pecial Term and
Condition B(2) (¢) and B(3) {(b) shall be measured
and recorded..

Personnel from the Canton City Health
Department, DAPC shall be permitted to witness
the test (s), examine the testing equipment, and
acquire data and information necessary to
ensure that the operation of the emigsions unit
and the tegting procedures provide a wvalid
characterization of the emissions from the
emissions unit and/or the performance of the
control eguipment.
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A comprehensive written report on the results
of the emissions test (s} shall be signed by the
person or persons responsible for the tests and
gsubmitted to the Canteon City Health Department,
DAPC within 30 days following completion of the
test (s). This report shall also include the
information required to be recorded in item (i)
above.

Emission testing requirement for emigsions unit P003

i.

ii.

iii,

iv,

vi.

The emission testing shall be conducted by the
date required by 40 CFR Part 60.8, or within
6 months of the start-up date of thig emissions
unit, whichever comes first.

The emission testing shall be conducted to
demonstrate compliance with the allowable mass
emission rate for Nitrogen Oxides (NO,), and
Carbon Monoxide {(CO)}, and, with the allowable
emission concentrations for Nitrogen - Oxides
(NO,) and Sulfur Dioxide (80,).

The following test method(s) shall be employed
to demonstrate compliance with the allowable
mags emisgsion rates: For NO,, one of the
Methods 7, or 7A through 7E, as appropriate,
of 40 CFR Part 60, Appendix A, for CO, Method
10 or 10B of 40 CFR Part 60, Appendix A. '

The test method which shall be employed to
demonstrate compliance with the allowable
emission concentrations for NO_ and 50, are the
test methods and procedures {h 40 CFR 60.335
(b), 60.335 {¢), or 60.335 (f).

Four test runs shall be performed at 30, 50,
75, and 100% of the peak load, or at four
points in the normal operating range of the
turbine (including the minimum and peak load)
to demonstrate compliance with the allowable
emission concentration for NO, .

The heat input (HHV) to the turbine shall be
determined for each tegt rumn.

Emigsion testing requirement for emissions unit BOOS
operating in combination with emissions unit P003

i.

the permit allowable mass emissions for the
operation of emissions unit B0O08 in combination
with emissions unit P003, the combined cycle
steam generating system, are equal to the sum
of the permit allowable mags emissions for




GREIF BOARD.CORPORATION

' Application No. 15-1251
Page 18 of 19

January 8,

1687

emigssions units P003 and P008. These permit
allowable mass emissions are: 0.964 lb/hr PM,
4,214 TPY PM, 0.006 1b/hr 50,, 0.260 TpY 80,,
15.71 lbs/hr CO, 68.84 TPY CO, 2.46 lbs/hr vOC,
10.704 TRY VOC, 18.22 1bs/hr NO,, and 79.66 TPY
NO_. '

X

1i. The emission testing shall be conducted within
6 months of the start-up date of this emissions
unit. '

iii. The emisgion testing shall be conducted to
demonstrate compliance with the allowable mass
emission rate for Nitrogen Oxides (NO, ), and
Carbon Monoxide (CO).

iv. The following test method(s) shall be employed
to demonstrate compliance with the allowable
mass emission. rates: For NO,, one of the
Methods 7, or 7A through 7E, as appropriate,
of 40 CFR Part 60, Appendix A, for CO, Method
10 or 10B of 40 CFR part 60, Appendix A.

V. The heat input (HHV) to the duct burner shall
be determined for each test run.

vi. The heat input (HHV) to the turbine shall be
determined for each test run.

E. MISCELLANEQOUS REQUIREMENTS

L.

Emissions unit P003 requirements
NSPS Requirements

The application and enforcement of these standards are
delegated to the Ohio EPA. The requirements of 40 CFR
Part 60 are also federally enforceable,

Emissions unit P003 1s subject to the applicable
provisions of the New Source Performance Standards (NSPS)
as promulgated by the United States Environmental
Protection Agency, 40 CFR Part 60 and including 40 CFR
Part 60 Subpart GG Standards of Performance for

Stationary Gas Turbines", except as clarified as follows:

Emissions unit P003 shall not be Subject to the following
40 CFR NSPS requirements:

a. 60.334 (b), for NO,, as indicated in accord with

Additional Special Term and Condition B (2) (a) (i):
and

b. 60.334 (c) (1), (3).& (4).
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Emissions unit B008 requirements
NSPS Requirements

The application and enforcement of these standards are
delegated to the Ohioc EPA. The requirements of 40 CFR
Part 60 are algo federally enforceable.

Emissions wunit BO08 is subject to the applicable
provisions of the New Source Performance Standards (NSPS)
as promulgated by the United States Environmental
Protection Agency, 40 CFR Part 60 and including 40 CFR
Part 60 Subpart Dc 8tandards of Performance for Small
Industrial-Commercial-Institutional Steam Generating
Unitg", except as clarified as follows:

Emissions unit B0O08 shall not be subject to the following
40 CFR NSPS requirements

a. 60.42¢C;
b. 60.43¢C;
cC. 60.44¢;

d. 60.45¢;

&. 60.46¢C;
£. 60.47¢;
g. 60.48c (a) (2), (3), and (4); and

h. 60.48c (b), (c), (d), (e), (f), and (h}.
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