Saté of Ohio Environmentat Protection Agency

PERMIT TO OPERATE AN AIR CONTAMINANT SOURCE

Date of Issuance GAFITIRT Application No. ETAOSOIFLRONT
Effective Date IR TE Y Permit Fee g0

This document constitutes issuance to:

TIMKER HMEBLY HOEPITAL
FUIE~-T2TH 8T, He Y.
CARTON GHITC A470E
of a permit to operate for:
PATHOLOGICAL INCINERATOR 200 LBfWR
SHAEFFER BHOE INCIRERATOR

The following terms and conditions are hereby expressly incorporated into this permit fo operate:

1. This permit to operate shall be effective until g4 #

You will be contacted approximately six months praor'{o this date regarding the renewal of this permit. If you are not
contacted, please write to the appropriate Ohio EPA field office.

2. The above-described source is and shall remain in full compliance with all applicabte State and federal laws and reg-
dlations and the terms and conditions of this permit.

3. Prior to any modification of this source, as defined in rule 3745-31-01 of the Ohio Administrative Code (QAC), a permit
to instatl must be granted by the Ohio EPA pursuant to CAC Chapter 3745-31.

4. The Director of the Ohio EPA or an authorized representative may, subject to the safety requirements of the permit holder,
enter upon the premises of this source at any reasonable time for purposes of making inspections, conducting tests,
examining records or reports pertaining to any emission of air contaminants, and determining compliance with any
applicable State and federal air pollution laws and regulations and the terms and conditions of this permit.

5. A permit fee in the amount specified above must be remitted within 15 days from the issuance date of this permit.

6. Any transteree of this permit shall assume the responsibilities of the prior permit holder. The appropriate Ohic EPA
tield office must be notified in writing of any transfer of this permit.

7. This source and any associated air pollution control system(s) shall be maintained regularly in accordance with good
engineering practices in order to minimize air contaminant emissions. Any malfunction of this source or any asso-
ciated air polution control system(s} shal! be reported immediately to the appropriate Ohio EPA field office in accord-
ance with OAC rule 3745-15-06. Except as provided in that rule, any scheduted maintenance or malfunction necessi-

tating the shutdown or bypassing of any air pollution control system(s) shall be accompanied by the shutdown of this
source.

8. Any unauthorized or emergency release of an air contaminant from this source which, due to the toxic or hazardous
nature of the material, may pose a threat to public health, or otherwise endanger the safety or welfare of the public,
shall be reported immediately to the appropriate Ohio EPA field office (during normal business hours) or to the Chio
EPA’s Emergency Response Group (1-800-282-9378). (Additional reporting may be required pursuant to the federal
Comprehensive Environmental Response, Compensation, and Liability Act)

9. The appropriate Ohio EPA field office is:
BIVe OF Al POLLUTION THTARL CAHTON CITY HEALTH GEPY.
THIRD FLOOR, LITY HALL
CARNTON, OH LAETEE {216 4LB9~-338%

10. @ If this term and condition is checked, the permit holder is subject to the attached special terms and conditions.
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ApeL1cATION NUMBER: 15 76 05 0274 NOOA BT

Frcturty Hame: o Timken Mercy Medical Center
EouirPMENT DESCRIPTION: Pathological Incinerator 200 1b/hr
Corpany 1D , . Shaeffer Bros. Incin.

SPECIAL TERMS AND CONDITIONS

The following rules of the Ohio Administrative Code establish the
applicable emission Iimitations and/or controi requireme6£s of this
source: |

3745=-17-09

{(This condition in no way limits the applicability of other

requirements of the Ohio Administrative Code to this source.)

Allowable mass emission limitation(s) and/or control requirements:
The mass emissions from this source shall not excegd the fellowing:

.10 lbs./hr. Part./100 1bs. CHGD
The visual readout of the afterﬁurner temperature shall bé kept in good
working condition. A confinuous temperature ménitor shail be installed
and haintainéd to record afterburner temperature. Records of these

readings should be available for inspection.

The incinerator shall not be operated with the afterburner temperature

below 1400° F.
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