. _Th:s permrt to operate shail be effectwe untrl B S : '
You will b 'contacted approxrmately Six months [Sf ot._o this date regardrng the renewal of thrs permrt It you are not

ntal Protection Agency

. Permit Fee

e
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contacted please wrrte to the appropnate Ohro EPA field offrce

. The above descnbed source is.and shatl remain in full complrance wrth a!i applrcabie State and federal Iaws and reg-

ulatrons and the terms. and condrtrons of thrs permrt

.-_Prror to any modrtlcatlon of this solirce, as defrned in ruie 3745 31- 01 of the Ohro Admrnrstratlve Code (OAC), a permrt
to rnstali must be granted by the Qhro EPA _pursuant to OAC Chapter 3745-31.

‘The Drrector of the Ohio EPA or.an authorized representatrve may, sub;ect to the safety requrrements of the permlt holder,
enter: upen, the premises of this source at any time for purposes of makrng inspections, conducting tests, -

examining records or reports pertarnrng to any emission of air contaminants, and determining compliance 'wrth any

-applscable State and federal air: pollutlon Iaws and regulations and the terms and condrtlons of this permrt

5. A permrt fee |n the amount specn‘red above must be remitted wrthm 156 days from the issuance date of this permit.

6. Any transferee of this permrt shall assume the responsrbrtrtres of the prior permrt holder The approprrate Ohio EPA

10. L

freld office must be notrfred in.writing of any transfer of this permrt

This. source and Aany assoclated air pollution cantrol system{s) shait be maintained regularly in accordance with good
engineering practices in order to minimize air contaminant emissions. Any malfunction of this source or any asso-

:ciated air pollution control system(s) shall be reported immediately tg the appropriate QOhio EPA field office in accord-

ance with'OAC rule 3745-15-06. Except as provided in that rule, any scheduled maintenance or malfunction necessi-

tating the shutdown or bypassrng of any arr poilutron control system(s) shall be accompamed by the shutdown of this
source, - : '

Any. unautho_nzed or. emergency. release of an air contamrnant from this SOUrce whrch due to the toxrc Of. hazardous )
nature of the material, may pose a threat to public health, or otherwise endanger the safety or welfare of the public,
shall be reported: mmedrately 10 the appropriate Ohio EPA field office (during normal busginess hours) or to the Chio

—~EPA's Emergency Response Group (1-800-282-9378). (Additional reporting may be requwed pursuant to the federal
_Comprehenswe Enwronmental Response Compensatron and Lrabrhty Act) .

The approprrate Ohro EPA freld ofﬁce is;

OHIO ENVIRONMENTAL PROTEGTION AGENCY

Director _‘

EPA 3834
. Revised 9-50




APPLICATION NUMBER: 15 76 05 0214 B0O3

FACILITY NaME: Akro Corporation
EQuipMENT DESCRIPTION: 16.3 MM BTU Coal Boiler W/OFJ & Multiclones
~ Company ID: No. 4 Boiler

SPECIAL TERMS AND CONDITIGONS

The following rules of the Ohio Administrative Code establish the
applicable emission limitations and/or control requirements for this
source: OAC rule 3745-17-10, OAC rule 3745-18-82(P), and OAC rule
3745-17-07(A)- (D). (This condition in no way limits the applicability
of other requirements of the Ohio Administrative Code to this source).

The mass emissions from this source shall not exceed the following:
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(b) 3.2 lbs. of sulfur dioxide emissions per million BTU actual heat
input. ° .

Within six months prior to the expiration of this permit, this
facility shall conduct, or have conducted, an emission test(s) for
this source in order to demonstrate compliance with the allowable mass
emission rate for particulates. Such test(s) shall include a
determination of the actual mass rate of sulfur dioxide emissions.

The emission test(s) shall be conducted in accordance with the test
methods and procedures specified in OAC rule 3745-17-03.

A compliance test will be done at both the normal operating rate and
the maximum capacity of the boiler.

Not later than 30 days prior to the proposed test date(s), this
facility shall submit an "Intent to Test" notification to the Canton
Local Air Agency. The "Intent to Test" notification shall describe in
detalil the proposed test methods and procedures, the source cperating
parameters, the time(s) and date(s) of the test(s), and the person(s)
who will be conducting the test(s). Failure to submit such
notification for review and approval prior to the test(s) may result
in the Canton Local Alr Agency refusal to accept the results cof the
emission test(s).

Personnel from the Canton Local Air Agency shall be permitted to
witness the test(s), examine the testing egquipment and acguire data
and information regarding the source operating parameters.

A comprehensive written report on the results of the emission test(s)
shall be submitted to the Canton Local Air Agency within 30 days
following completion of the test(s).



Akro Corporation
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4. The gquality of the coal burned in this source shall meet the following
specifications on an as received, wet basis:

(a) A sulfur content which is sufficient to comply with the allowable *
50, emission limitation of .35 pounds 502/106 BTU actual heat '
input - '

(b) Less than 9% percent ash
(¢) Greater than 13,000 BTU/pound of coal

5. This facility shall submit to the Canton Local Air Agency, on a
guarterly basis, copies of the coal supplier’s analyses (wet and dry)
for each shipment of coal which is received for burning in this
source. The coal supplier’s analyses shall document the ash content
(percent), sulfur content (percent), and heat content (BTU/1lb) of each
shipment of coal. The following information shall also be included
with the copies of the coal supplier’s analyses:

(a) the total gquantity of coal received in each shipment (tons);

(b) the weighted* average ash content (percent) of the coal received
during each calendar month;

(c) the weighted* average sulfur content (percent) of the coal
received during each calendar month;

(d) the weighted* average heat content (BTU/lb) of the coal received
during each calendar menth; and

(e) the weighted* average sulfur dioxide emission rate (1lbs 802/106
BTU actual heat input) from the coal received each calendar
mnonth.

* In proportion to the quantity of coal received in each shipment
during the calendar month.

These quarterly reports shall be submitted by February 15, May 15,
August 15, and November 15 of each year and shall cover the coal
shipments received during the previous calendar quarters.

ese
Paxrt 60.7(C),
hall be submltted by February 15 May 15, August 15 and November 15



Akro Corporation
15 76 05 0214 BOG3

of each year and shall address the data obtained during the
previous calendar quarter.
non

in the quarterly report
(a} the cause(s) for the exceedence(s); and

(b) the action which has been and/or will be taken by
this facility to correct the cause(s) for the.
exceedence(s).

7. Only one boiler (B002 or B003) may be operated at any
one time.

8. A daily record shall be maintained which states clearly
the date, beginning time, and ending time for all
intermittent ash removal operations. These records shall be
retained in the Company’s files for a period of not less
than one year and shall be made available for review during
normal business.

PREPARED BY:  DANIEL SCHILTZ
DATE PREPARED: 5/15/92
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