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Stireet Address: Mailing Address.
Lazarus Gov. Center TELE: (614} 644-3020 FAX: (614) 644-2329 Lazarus Gov. Center
50 West Town Street, Suile 700 P.0O. Box 1049
Columbus, CH 43215 Columbus, OH 43216-1049

CERTIFIED MAIL
RE: FINAL PERMIT TO INSTALL

STARK COUNTY TOXICREVIEW
Application No: 15-01679 ¥ SYNTHETIC MINOR
. EMS
Fac ID: 1576051610 nanc:'r
: NSPS
DATE: 1/15/2008 NESTARS
NETTING
Sonoco-Phoenix Inc. Warner Plant mg-;,%ﬁ,ﬁg’;ﬁgmﬁ“g”
Brent Bowers GASOLINE DISPENSING FACILITY

PO Box 2290 3075 Brookline Rd
North Canton, OH 44720

Enclosed please find an Ohio EPA Permit to Install which will allow you to install the described source(s)
in a manner indicated in the permit. Because this permit contains several conditions and restrictions, |
urge you to read it carefully.

The Ohio EPA s urging companies to investigate pollution prevention and energy conservation. Not only
will this reduce pollution and energy consumption, but it can also save you money. If you would like to
learn ways you can save money while protecting the environment, please contact our Office of Pollution
Prevention at (614) 644-3469.

You are hereby notified that this action of the Director is final and may be appealed to the Environmental
Review Appeals Commission pursuant to Section 3745.04 of the Ohio Revised Code. The appeal must
be in writing and set forth the action complained of and the grounds upon which the appeal is based.
The appeal must be filed with the Commission within thirty (30) days after notice of the Director's action.
The appeal must be accompanied by a filing fee of $70.00 which the Commission, in its discretion, may
reduce if by affidavit you demonstrate that payment of the full amount of the fee would cause extreme
hardship. Notice of the filing of the appeal shall be filed with the Director within three (3) days of filing
with the Commission. Ohio EPA requests that a copy of the appeal be served upon the Ohio Attorney
General's Office, Environmental Enforcement Section. An appeal may be filed with the Environmental
Review Appeals Commission at the following address:

Environmental Review Appeals Commission
309 South Fourth Street, Room 222
Columbus, OH 43215

Sincerely,

Ptk 2/ Mern

Michael W. Ahern, Manager

Permit Issuance and Data Management Section
Division of Air Pollution Control

CC. USEPA Canton LAA
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ChicEPA STATE OF OHIO ENVIRONMENTAL PROTECTION AGENCY

Permit To Install Issue Date: 1/15/2008
Terms and Conditions Effective Date: 1/15/2008

FINAL PERMIT TO INSTALL 15-01679

Application Number: 15-01679
Facility ID: 1576051610
Permit Fee: $3200
Name of Facility: Sonoco-Phoenix Inc. Warner Plant

Person to Contact: Brent Bowers

Address: PO Box 2290 3075 Brookline Rd
North Canton, OH 44720

Location of proposed air contaminant source(s) [emissions unit(s)):
2121 Warner Road SE
Canton, Ohio

Description of proposed emissions unit(s):
Installation of a Post repair spray line designated as no. 203 by the company.

The above named entity is hereby granted a Permit to Install for the above described emissions unit(s)
pursuantto Chapter 3745-31 of the Ohio Administrative Code. Issuance of this permit does not constitute
expressed or implied approval or agreement that, if constructed or modified in accordance with the plans
included in the application, the above described emissions unit(s) of environmental pollutants will operate
in compliance with applicable State and Federal laws and regulations, and does not constitute expressed
or implied assurance that if constructed or modified in accordance with those plans and specifications,
the above described emissions unit(s) of pollutants will be granted the necessary permits to operate (air)
or NPDES permits as applicable.

This permit is granted subject to the conditions attached hereto.
Ohio Environmental Protection Agency

Chris Korleski
Director
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.Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679

Issued: 1/15/2008

Part| - GENERAL TERMS AND CONDITIONS
A. Permit to Install General Terms and Conditions
1. Compliance Requirements

The emissions unit(s) identified in this Permit to Install shall remain in full compliance with
all applicable State laws and regulations and the terms and conditions of this permit.

2. Reporting Requirements
The permittee shall submit required reports in the following manner:

a. Reports of any required monitoring andfor recordkeeping information shall be
submitted to the appropriate Ohio EPA District Office or local air agency.

b. Except as otherwise may be provided in the terms and conditions for a specific
emissions unit, quarterly written reports of (a) any deviations (excursions) from
emission fimitations, operational restrictions, and control device operating parameter
limitations that have been detected by the testing, monitoring, and recordkeeping
requirements specified in this permit, (b) the probable cause of such deviations, and
(c) any corrective actions or preventive measures which have been or will be taken,
shall be submitted to the appropriate Ohio EPA District Office or local air agency.
If no deviations occurred during a calendar quarter, the permittee shall submit a
quarterly report, which states that no deviations occurred during that quarter. The
reports shall be submitted (i.e., postmarked) quarterly by January 31, April 30, July
31, and October 31 of each year and shall cover the previous calendar quarters.
(These quarterly reports shall exclude deviations resulting from malfunctions
reported in accordance with OAC rule 3745-15-06.)

3. Records Retention Requirements

Each record of any monitoring data, testing data, and support information required
pursuant to this permit shall be retained for a period of five years from the date the record
was created. Support information shall include, but not be limited to, all calibration and
maintenance records and all original strip-chart recordings for continuous monitoring
instrumentation, and copies of all reports required by this permit. Such records may be
maintained in computerized form.

4. Inspections and Information Requests

The Director of the Ohio EPA, or an authorized representative of the Director, may, subject
to the safety requirements of the permittee and without undue delay, enter upon the
premises of this source at any reasonable time for purposes of making inspections,
conducting tests, examining records or reports pertaining to any emission of air
contaminants, and determining compliance with any applicable State air pollution laws and
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.Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679

Issued: 1/15/2008

10.

11.

12.

13.

may lead to such sanctions and penalties as provided under Ohio law. Approval of these
plans does not constitute an assurance that the proposed facilities will operate in
compliance with all Ohio laws and regulations. Additional facilities shall be installed upon
orders of the Ohio Environmental Protection Agency if the proposed sources cannot meet
the requirements of this permit or cannot meet applicable standards.

If the construction of the proposed emissions unit(s) has already begun or has been
completed prior to the date the Director of the Environmental Protection Agency approves
the permit application and plans, the approval does not constitute expressed or implied
assurance thatthe proposed facility has been constructed in accordance with the approved
plans. The action of beginning and/or completing construction prior to obtaining the
Director's approval constitutes a violation of OAC rule 3745-31-02. Furthermore, issuance
of the Permit to Install does not constitute an assurance that the proposed source will
operate in compliance with all Ohio laws and regulations. Approval of the plans in any
case is not to be construed as an approval of the facility as constructed and/or completed.
Moreover, issuance of the Permit to Install is not to be construed as a waiver of any rights
that the Ohio Environmental Protection Agency (or other persons) may have against the
applicant for starting construction prior to the effective date of the permit. Additional
facilities shall be installed upon orders of the Ohio Environmental Protection Agency if the
proposed facilities cannot meet the requirements of this permit or cannot meet applicable
standards.

Public Disclosure

The facility is hereby notified that this permit, and all agency records concerning the
operation of this permitted source, are subject to public disclosure in accordance with OAC
rule 3745-49-03.

Applicability

This Permit To Install is applicable only to the emissions unit(s) identified in the Permit To
instail. Separate Permit To Install for the installation or modification of any other emissions
unit(s) are required for any emissions unit for which a Permit To Install is required.

Best Available Technology

As specified in OAC Rule 3745-31-05, all new sources must employ Best Available
Technology (BAT). Compliance with the terms and conditions of this permit will fulfill this
requirement. :

Source Operation and Operating Permit Requirements After Completion of
Construction

This facility is permitted to operate each source described by this Permit to Install for a
period of up to one year from the date the source commenced operation. This permission
to operate is granted only if the facility complies with all requirements contained in this

Lot GetrgptT: y S
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-Sonoco-Phoenix inc. Warner Plant Facility ID: 1576051610
PT1 Application: 15-01679
Issued: 1/15/2008

permit and all applicable air pollution laws, regulations, and policies. Pursuant to OAC
Chapter 3745-35, the permittee shall submit a complete operating permit application within
ninety (90) days after commencing operation of the emissions unit(s) covered by this
permit.

14. Construction Compliance Certification
The applicant shall provide Ohio EPA with a written certification (see enclosed form) that
the facility has been constructed in accordance with the Permit to Install application and

the terms and conditions of the Permit to Install. The certification shall be provided to Ohio
EPA upon completion of construction but prior to startup of the source.

15. Fees
The permittee shall pay fees to the Director of the Ohio EPA in accordance with ORC
section 3745.11 and OAC Chapter 3745-78. The permittee shall pay all applicable Permit
to Install fees within 30 days after the issuance of this Permit to Install.

B. Permit to Install Summary of Allowable Emissions

The following information summarizes the total allowable emissions, by pollutant, based on the
individual allowable emissions of each air contaminant source identified in this permit.

SUMMARY (for informational purposes only)
TOTAL PERMIT TO INSTALL ALLOWABLE EMISSIONS

Pollutant Tons Per Year

VOC 7417

TS wrvd GoitoeaVLERAANDMEL sonl Setbegull2mpurary Trlaiest
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.Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K015

Issued: 1/15/2008

PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K015) - Line 208 End Liner

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures
OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary BAT Restriction account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V threshold.

\Y

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title | not exceed 0.87 ton per year based upon a rolling, 12-month

summation of the monthly emissions.

09(D)2)(e)

OAC rule 3745-21-

3.7 pounds of VOC per gallon of coating, excluding water and
exempt solvents

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

i. 24.0 tons of all hazardous air pollutants (HAP); and
i. 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Ill of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations

Ci\Documents and Settings\ALEMAND A\ ocal Seltings\Temperary Internet Flles\Content IES\GADFQDA0V 3703[1].wpd
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K015
Issued: 1/15/2008

2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 8.5 : 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K028, K030, K040, K041, K043, K045, and K046) was evaluated based on
the actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA’s “Review of New Sources of
Air Toxic Emissions” policy (“Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3). 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration {(ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
GC:ADocuments and Settings\ALEMANDA\Local Settings\Temporary Internet Files\Content. IES\GADFQO4Q\1 3703([1].wpd
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.Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTi Application: 15-01679 Emissions Unit ID: K015
Issued: 1/15/2008

whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation tfo determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the "Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

il changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iv. physical changes to the emissions unit or its exhaust parameters (e.qg.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a maodification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy.”

I. a description of the parameters changed {composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iil. where computer modeling is performed, a copy of the resuiting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

C:\Dacuments and Settings\ALEMANDAM.ocal Settings\Temporary Internet Files\Content,iEG\GADFQO40v13703[1].wpd
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.Sonoco-Phoenix Inc. Warner Plant _ Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K015
Issued: 1/15/2008
B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 0.87

ton per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of cleanup material used shall not exceed 264
gallons, based upon a rolling 12-month summation of the amount of cleanup
material used each month;

b. the VOC content of the cleanup material used shall not exceed 6.6 Ibs/gal.
Other materials may be used if approved by the Canton local air agency prior to
initial use; and

C. to ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the cleanup
material usage levels specified in the following table:

Maximum Allowable
Cumulative Cleanup
Month(s) Material Usage (gallons)

22
44

66

88

110
132
154
176
198
220
242
264

i 1 I

i 1 1 1 1

B R . T WIS UuyUEL. WL WL W, WIS Y. W §

LLiLloowuddhbhbr

N = O

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a
rolling, 12-month summation of the cleanup material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

C:\Documents and Setfings\ALEMANDANLocal Settings\Temporary Intemnet Files\Conlent. [ES\GADFQO4G\ 3703[1].wpd
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 15676051610

PTI Application: 15-01679
Issued: 1/15/2008

b.

Emissions Unit ID: K015

the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of {e) for the previous 12 calendar months); and

the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months);

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

The permittee shall collect and record for each cleanup material the rolling, 12-month
summation of the total gallons of cleanup material employed. During the first 12
calendar months of operation following the issuance of this permit, the permittee shall
record the cumulative cleanup material usage for each calendar month.

The permittee shall collect and record the following information for each month for each
coating and cleanup material employed.:

a.

C.
ChDocumants and Seltings\ALEMANDANLccal Settings\Temporary Intarnst Files\Content. [ESAGADF Q04O 3703(1],wpd

the name and identification number of each coating and cleanup material
employed, as applied;

the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

the number of gallons of each coating employed, as applied;
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K015
Issued: 1/15/2008

d. the name and identification number of each cleanup material employed;

e. the number of gallons of each cleanup material employed;

f. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per month (the sum of (b) times (¢) for all of the coatings plus the
sum of (b) times (e) for all cleanup materials); and

g. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (f) for
the previous 12 calendar months).

The permittee shall collect and record the following information for each day for each
coating and cleanup material employed:

a. the name and identification number of each coating and cleanup material
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

D. Reporting Requirements

1.

The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs

The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shall
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 264 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative cleanup material usage
levels; and

C:\Documents and Settings\ALEMANDA\Local SettingsiTemporary Internel Files\Gontent IES\GADFQO4 Q\13703[1 1 wpd
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K015
Issued: 1/15/2008
b. the rolling, 12-month emission limitations for total VOC.
E. Testing and Compliance
1. Compliance with the emissions limitations described below shall be determined in

accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K048) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

c. Emission Limitation
3.7 Ib VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.

d. Emission Limitation
6.6 Ibs VOC/gallon of cleanup

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.b.

e. Emission Limitation

Volatile organic compound emissions from this emissions unit shall not exceed
0.87 ton/yr based upon a rolling, 12-month summation..

C\Documents and Settings\ALEMANDAM.acal SeltingstTemparary Internet Filas\Content,|EG\GARFQGA0NI3703[1]wpd
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1676051610
PTI Application: 15-01679 Emissions Unit ID; K015
Issued: 1/15/2008

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.9.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 264
gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in sections C.3.e.
Vl. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.

CADacuments and Settings\ALEMANDAML ocal SettingstTemporary Internet Files\Content IES\GADFQO4Q\13703[1 ] wpd
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‘Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K016

Issued: 1/15/2008

PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K016) - Line 208 Conversion Press

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into |
Voluntary Limit to avoid BAT | account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary "
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

\

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title | not exceed 3.27 tons per year based upon a rolling, 12-month

summation of the monthly emissions.

09(U)(2)(e)

OAC rule 3745-21-

See A.2.e below.

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I 24.0 tons of all hazardous air pollutants (HAP); and

i 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Il of the Clean Air

Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations
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2.¢c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Aliowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 . 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d  The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K028, K030, K040, K041, K043, K045, and K046) was evaluated based on
the actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each poliutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (lbs/hr): 13.93

Predicted 1 Hour Maximum Ground-Levei Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

I. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV){(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy.”

I a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

ii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.6 The maximum daily tab lubricant and rust inhibitor usage for this emissions unit

shall not exceed 10 gallons.
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2.f  The limitation for VOC from this emissions units of 3,27 tons per year based
upon a rolling, 12-month summation of the monthly emissions shall be achieved
by the following:

i. the maximum amount of tab lubricant used shali not exceed 616 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant
used each month;

ii. the maximum amount of rust inhibitor used shall not exceed 466 gallons,
based upon a rolling, 12-month summation of the amount of rust inhibitor
used each month;

iii. the VOC content of the tab lubricant sued shall not exceed 5.75
Ibs/gallon{minus water and exempt solvents). Other materials may be
used if approved by the Canton local air agency prior to initial use); and

iv. The VOC content of the rust inhibitor used shall not exceed 6.41
Ibs/gallon(minus water and exempt solvent). Other materials may be used
if approved by the Canton local air agency prior to initial use).

2.g To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the tab lubricant
usage levels specified in the following table:

Maximum Allowable
Cumulative Tab Lubricant

Month(s) Usage (gallons)
1 51
1-2 102
1-3 153
1-4 204
1-5 251
1-6 302
1-7 353
1-8 404
1-9 455
1-10 506
1-11 557
1-12 616

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual tab lubricant usage limitation shall be based
upon a rolling, 12-month summation of the cleanup material usage figures.
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2.h  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the rust inhibitor
usage levels specified in the following table:

Maximum Allowable
Cumulative Rust
Month(s) Inhibitor Usage (gallons)

39

78

117
156
195
234
273
312
351
390
419
466

1 I 1
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N = O
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After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual rust inhibitor usage limitation shall be based
upon a rolling, 12-month summation of the rust inhibitor usage figures.

B. Operational Restrictions
None
C. Monitoring and/or Record keeping Requirements
1. The permittee shall collect and record the following information for each month for each

coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));
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d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months});

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by confacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each tab lubricant and rust inhibitor
employed,;
b. the number of gallons of each tab lubricant and the number of gallons of rust

inhibitor employed, as applied; and

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant and rust inhibitor employed, as applied.

3. The permittee shall coliect and record the following information for each month for each
tab lubricant and rust inhibitor employed:

a. the name and identification number of each tab lubricant and rust inhibitor
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant and rust inhibitor employed, as applied,;

C. the number of gallons of each tab lubricant employed and the number of gallons
of each rust inhibitor employed, as applied,;
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d. the total VOC emissions from all tab lubricants and rust inhibitor employed, in
pounds or tons per month (the sum of (b) times (c) for all of the tab lubricants
and rust inhibitor);

e. the rolling, 12-month summation of the total VOC emissions from all tab
lubricants and rust inhibitor employed, in pounds or tons per year (the sum of (d)
for the previous 12 calendar months); and

f. the rolling, 12-month summation of the fotal gallons of the tab lubricant and rust
inhibitor employed (the sum of (c¢) for the previous 12 calendar months).

4. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the tab lubricant and rust inhibitor usage for each calendar
month.

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined BAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors}, the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing that the coating line employs more than the applicable maximum daily tab
lubricant and rust inhibitor usage limit. The natification shall include a copy of such
record and shall be sent to the Canton local air agency within 30 days following the end
of the calendar month in which the exceedance occurred.

4. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 616 galions of tab lubricant and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative tab lubricant levels;

b. the rolling, 12-month emission limitations for VOCs; and for the first 12 calendar

months of operation following the issuance of this permit, all exceedances of the
maximum allowable cumulative emission levels for VOCs; and
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C. the rolling, 12-month usage limitation of 466 gallons of rust inhibitors and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative rust inhibitor usage levels.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h

C. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
3.27 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.e.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation

The maximum daily combined tab lubricant and rust inhibitor usage for this
emissions unit shall not exceed 10 gallons.
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Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

Operational Limitation
The maximum annual amount of tab lubricant used shall not exceed 616 gallons,
based upon a rolling, 12-month summation of the amount of tab Iubricant used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.1.

Operational Limitation
The maximum annual amount of rust inhibitor used shall not exceed 466 gallons,
based upon a rolling, 12-month summation of the amount of rust inhibitor used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f.

Miscellaneous Requirements

The terms and conditions specified in this PT| supersede those in PTIs 15-01433, 15-
01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.

C:\Documénts and Sattings\al EMANDAY ocal Settngs\Temporary Internet Files\Content, IES\GADFQO4QV 3702{1] wpd

Y indnrrsd



Page 23 of 137
- Sonoco-Phoenix Inc. Warner Plant Facility ID: 1676051610
PTI Application: 15-01679 Emissions Unit ID: K020

Issued: 1/15/2008

PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1.

The specific operations(s), property, and/or equipment which constitute this emissions

unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K020) - Line 203 End Liner

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(A)}(3) Volatile organic compound emissions from this emissions unit shall

not exceed 10.0 Ibs/hr

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title ; not exceed 23.04 tons per year based upon a rolling, 12-month

Vv summation of the monthly emissions.

See section A.2.c.
OAC rule 3745-21- 3.7 pounds of VOC per gallon of coating, excluding water and
09(D)(2)(e) exempt solvents

OAC rule 3745-114-01(A) See section A.2.d.

2.

Additional Terms and Conditions

2.a

2.b

2.c

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

1, 24.0 tons of all hazardous air pollutants (HAP); and
i 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title 11l of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations

To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:
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Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions

2.d

Month(s) of Each Individual HAP (tons}  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 8.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model {(or other Ohijo EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLY (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr); 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
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satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the compasition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

i. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a madification under other provisions of the modification definition (other than
(VV)(1)(a)(il)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iH. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

B. Operational Restrictions
1. The limitation for volatile organic compound emissions from this emissions unit of 23.04
tons per year based upon a rolling, 12-month summation of the monthly emissions shall

be achieved by the following:
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a. the maximum annual amount of coating material used shall not exceed 12,803
gallons, based upon a rolling 12-month summation of the amount of coating
material used each month; and

b. To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the coating
material usage levels specified in the following table:

Maximum Allowable
Cumulative Coatings
Month(s) Material Usage (gallons)

1,067
2,134
3,201
4,268
5,335
6,402
7,469
8,536
9,603
10,670
11,737
12,803
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After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual coating material usage limitation shall be based upon a
rolling, 12-month summation of the coating material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));
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d.

the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

the rolling, 12-month summation of individual HAP usage from all ceatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

the rolling, 12-month summation of the total combined HAP usage from alt each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months);

A listing of the HAPs can be found in Section 112(b} of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed;

b. the number of gallons of each coating and cleanup material employed, as
applied;

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

d. the number of operating hours for the emission unit; and

e. the average hourly VOC emission rate, in Ibs VOC/hr.

3. The permittee shall collect and record for each coating material the rolling, 12-month

summation of the total gallons of coating material employed. During the first 12
calendar months of operation following the issuance of this permit, the permittee shall
record the cumulative coating material usage for each calendar month.

4, The permittee shall collect and record the following information for each manth for each
coating and cleanup material employed:

a.

the name and identification number of each coating employed, as applied;
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b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

C. the number of gallons of each coating employed, as applied;

d. the name and identification number of each cleanup material employed;

e. the number of gallons of each cleanup material employed;

f. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per month (the sum of (b) times (c) for all of the coatings plus the
sum of (b) times (e) for all cleanup materials); and

g. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (f) for
the previous 12 calendar months).

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shall
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

4, The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 12,803 gallons of coating material and
for the first 12 calendar months of operation following the issuance of this permit,
all exceedances of the maximum allowable cumulative cleanup materiai usage
levels:

b. the rolling, 12-month emission limitations for total VOC,;

C. the average hourly emission rate, in lbs VOC/day;
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E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP} emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
3.7 Ib YOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

d. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
23.04 ton/yr based upon a rolling, 12-month summation..

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.1.

e. Emission Limitation

Volatile organic compound emissions from this emissions unit shall not exceed
10.0 Ibs/hr
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Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.9.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 12,803
gallons, based upon a rolling, 12-month summation of the amount of coating
material used.

Applicable Compliance Method
Compliance shall be demonstrated based on the monitoring and record keeping
as specified in sections C.3. '
F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTIs 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL. TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment (K021} - Line 203 Conversion Press

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Limit to avoid BAT | account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

\'

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title | not exceed 3.34 tons per year based upon a rolling, 12-month

summation of the monthly emissions.

09(U)(2)(e)

OAC rule 3745-21-

See A.2.e below.

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

i. 24.0 tons of all hazardous air pollutants (HAP); and

i. 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title 1ll of the Clean Air

Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations
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2.¢c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 2.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-8 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 240

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to instali for emissions units (K015, KO16, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy”) was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (lbs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials}, or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii}, and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)}, then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
poltutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The maximum daily tab lubricant usage for this emissions unit shall not exceed
10 gallons.

C:\Documents and Settings\ALEMANDAM.ocal Seltings\Temporary Inlernet Files\Gontent IES\GADF QO4CN13703[1].wpd

CADsseumznbt wiad Sakting Al EMANDAL sl SettagalTamporary Infersm



Page 34 of 137

- Sonoco-Phoenix Inc. Warner Plant Facility 1D: 1676051610
PTI Application: 15-01679 Emissions Unit ID: K021
Issued: 1/15/2008

2f  The limitation for VOC from this emissions units of 3.34 tons per year based
upon a rolling, 12-month summation of the monthly emissions shall be achieved
by the following:

I the maximum amount of tab lubricant used shall not exceed 1162 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant
used each month; and

ii. the VOC content of the tab lubricant sued shall not exceed 5.75
ibs/gallon{minus water and exempt solvents). Other materials may be
used if approved by the Canton local air agency prior to initial use).

2.g. To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the tab lubricant
usage levels specified in the following table:

Maximum Allowable
Cumulative Tab Lubricant

Month(s) Usage (gallons)
1 97
1-2 194
1-3 291
1-4 388
1-5 485
1-6 582
1-7 679
1-8 776
1-9 873
1-10 970
1-11 1067
1-12 1162

After the first 12 calendar months of operation foliowing the issuance of this
permit, compliance with the annual tab lubricant usage limitation shall be based
upon a rolling, 12-month summation of the tab lubricant usage figures.

B. Operational Restrictions
None
C. Monitoring and/or Record keeping Requirements
1. The permittee shall collect and record the following information for each month for each

coating, cleanup material, or tab lubricant employed:
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a. the name and identification number of each coating, cleanup material, tab
lubricant employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant, as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, and tab lubricant, as applied (sum all the individual HAP
contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis. -

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each tab lubricant employed:;
b. the number of gallons of each tab lubricant employed, as applied; and
C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each tab lubricant employed, as applied.

3. The permittee shall collect and record the following information for each month for each
tab lubricant employed:
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a. the name and identification number of each tab lubricant employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant employed, as applied;

C. the number of gallons of each tab lubricant employed, as applied,;

d. the total VOC emissions from all tab lubricants, in pounds or tons per month (the
sum of (b) times (c) for all of the tab lubricants and rust inhibitor);

e. the rolling, 12-month summation of the tofal VOC emissions from all tab
lubricants employed, in pounds or tons per year (the sum of (d) for the previous
12 calendar months); and

f. the rolling, 12-month summation of the total gallons of the tab lubricant employed
(the sum of (c) for the previous 12 calendar months).

4. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the tab lubricant usage for each calendar month.

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
{(includes each coating, cleanup material, tab lubricant or rust inhibitors}, the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing that the coating line employs more than the applicable maximum daily tab
lubricant and rust inhibitor usage limit. The notification shall include a copy of such
record and shall be sent to the Canton local air agency within 30 days following the end
of the calendar month in which the exceedance occurred.

4, The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 1,162 gallons of tab lubricant and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative tab lubricant levels; and
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b. the rolling, 12-month facility emission limitations for VOCs; and for the first 12
calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative emission levels for VOCs.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant {HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
3.34 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation

The maximum daily combined tab lubricant usage for this emissions unit shall
not exceed 10 gallons.
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Applicable Compliance Methed
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

b. Operational Limitation
The maximum annual amount of tab lubricant used shall not exceed 1,162
gallons, based upon a rolling, 12-month summation of the amount of tab
lubricant used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.1.
F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL. TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K022) - Line 206 End Liner

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures
OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary BAT Restriction account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

\Y

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall -
Synthetic Minor to avoid Title : not exceed 0.83 ton per year based upon a rolling, 12-month

summation of the monthly emissions.

09(D)(2)(e)

OAC rule 3745-21-

3.7 pounds of VOC per gallon of coating, excluding water and
exempt solvents

OAC rule 3745-114-01(A) See section A.2.d

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K048) shall
not exceed the following as a rolling, 12-month summation:

L. 24.0 tons of all hazardous air pollutants (HAP); and

il. 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title ill of the Clean Air

Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the "worst
case” pollutant(s):

Pollutant: MIBK
TLV (mg/m3). 205
- Maximum Hourly Emission Rate (Ibs/hr): 13.93
Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC {ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine

C\Documents and Settings\ALEMANDAN ocal Seltings\Temporary Internet Files\Content.|[ES\GADFQO4Q\ 37031 j.wpd

CaADsounenks wid SeinagEALERANDAN Gl Saibngatlemgarary irlamai



Page 41 of 137

- Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K022
Issued: 1/15/2008

whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

I, changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
: increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(WV)(1)(a)(ii}), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit wili still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.),

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

fii. where computer modeling is performed, a copy of the resulting computer

model runs that shows the results of the application of the “Air Toxic
Policy” for the change.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 0.83

ton per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of cleanup material used shall not exceed 252
galions, based upon a rolling 12-month summation of the amount of cleanup
material used each month; and

b. the VOC content of the cleanup material used shall not exceed 6.6 Ibs/gal.
Other materials may be used if approved by the Canton local air agency prior to
initial use.

C. To ensure enforce ability during the first 12 calendar months of operation

following issuance of this permit, the permittee shall not exceed the cleanup
material usage levels specified in the following table:

Maximum Allowable
Cumulative Cleanup

Month(s) Material Usage (gallons)
1 22
1-2 44
1-3 66
1-4 88
1-5 110
1-6 132
1-7 154
1-8 176
1-9 198
1-10 220
1-11 242
1-12 252

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a
rolling, 12-month summation of the cleanup material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;
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b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit;

a. the name and identification number of each coating and cleanup material
employed,;
b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each coating and cleanup material employed, as applied.

3. The permittee shall collect and record for each cleanup material the rolling, 12-month
summation of the total gallons of cleanup material employed. During the first 12
calendar months of operation following the issuance of this permit, the permittee shall
record the cumulative cleanup material usage for each calendar month.
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4. The permittee shall collect and record the following information for each month for each
coating and cleanup material employed:

a. the name and identification number of each coating employed, as applied,;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

C. the number of gallons of each coating employed, as applied,

d. the name and identification number of each cleanup material employed:;

e. the number of gallons of each cleanup material employed:;

f. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per month (the sum of (b) times (c) for alt of the coatings plus the
sum of (b} times (e) for all cleanup materials}); and

g. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (f} for
the previous 12 calendar months).

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
{(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The pemmittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shall
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

4. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 252 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
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exceedances of the maximum allowable cumulative cleanup material usage

levels; and
b. the rolling, 12-month summation of VOC emission limitation for total VOC.
E. Testing and Compliance
1. Compliance with the emissions limitations described below shall be determined in

accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

c. Emission Limitation
3.7 Ib VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

d. Emission Limitation
6.6 Ibs VOC/gallon of cleanup

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.
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e. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
0.83 ton/yr based upon a rolling, 12-month summation..

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.g.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 252
gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in sections C.3.

F. Miscellaneous Requirements

1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-
01592, and 15-01590 as specified in Table 1 above for all emissions units except K0486.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K024) - Line 206 Conversion Press

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Limit to avoid BAT { account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

V

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title § not exceed 1.63 tons per year based upon a rolling, 12-month

summation of the monthly emissions.

See A2 1

09(U)(2)(e)

OAC rule 3745-21-

See A.2.e below.

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I. 24.0 tons of all hazardous air pollutants (HAP); and

ii. 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Il of the Clean Air

Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation foliowing the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
modef was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr). 13.93

Predicted 1 Hour Maximum Ground-Level Concentration {(ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permiitee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

i. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii}, and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall coliect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit wilt still
satisfy the “Air Toxic Policy:”

i, a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i, documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

il where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The maximum daily tab lubricant usage for this emissions unit shall not exceed
10 gallons.
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2.f  The limitation for VOC from this emissions units of 1.83 tons per year based
upon a rolling, 12-month summation of the monthly emissions shall be achieved
by the following:

i. the maximum amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant
used each month; and

ii. the VOC content of the tab lubricant sued shall not exceed 5.56
Ibs/gallon{minus water and exempt solvents). Other materials may be
used if approved by the Canton local air agency prior to initial use).

2.9 To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the tab lubricant
usage levels specified in the following table:

Maximum Allowable
Cumulative Tab Lubricant

Month(s) Usage (gallons)
1 49
1-2 98
1-3 147
1-4 196
1-5 245
1-6 294
1-7 343
1-8 392
1-9 441
1-10 490
1-11 539
1-12 588

Atfter the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual tab lubricant usage limitation shall be based
upon a rolling, 12-month summation of the tab lubricant material usage figures.

B. Operational Restrictions
None
C. Monitoring and/or Record keeping Requirements
1. The permittee shall collect and record the following information for each month for each

coating, cleanup material, rust inhibitor, or tab lubricant employed:
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a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b} of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each tab lubricant employed;
b. the number of gallons of each tab lubricant employed, as applied; and
C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each tab lubricant employed, as applied.

3. The permittee shall collect and record the following information for each month for each
tab lubricant employed:
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a. the name and identification number of each tab lubricant employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant employed, as applied;

C. the number of gallons of each tab lubricant employed, as applied;

d. the total VOC emissions from all tab lubricants employed, in pounds or tons per
month (the sum of (b) times (c) for all of the tab lubricants };

e. the rolling, 12-month summation of the total VOC emissions from all tab

lubricants employed, in pounds or tons per year (the sum of (d) for the previous
12 calendar months); and

f. the rolling, 12-manth summation of the total gallons of the tab lubricant employed
(the sum of (c) for the previous 12 calendar months). '

4. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the tab lubricant usage for each calendar month.

D. Reporting Requirements

1. The permittee shall notify the Canton local air agency in writing of any daily record
showing that the coating line employs more than the applicable maximum daily tab
lubricant usage limit. The notification shall include a copy of such record and shall be
sent to the Canton local air agency within 45 days following the end of the calendar
month in which the exceedance occurred.

2. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 588 gallons of tab lubricant and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative tab lubricant levels; and

b. the rolling, 12-month emission limitation for VOCs; and for the first 12 calendar
months of operation following the issuance of this permit, all exceedances of the
maximum allowable cumulative emission levels for VOCs.

3. The permittee shall submit quarterly deviation {(excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.
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4, The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant {HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

c. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
1.63 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.e.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum daily combined tab lubricant and rust inhibitor usage for this
emissions unit shall not exceed 10 gallons.
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Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

b. Operational Limitation
The maximum annual amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant used.

Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f. '

F.  Miscellaneous Requirements
1. The terms and conditions specified in this PTl supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046,
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)
A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K025) - Line 207 End Liner

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures
OAC rule 3745-31-05(C) Permit to install 15-01679 for this air contaminant source takes into
Voluntary BAT Restriction account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A){3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title | not exceed 0.83 ton per year based upon a rolling, 12-month
Vv summation of the monthly emissions.
OAC rule 3745-21- 3.7 pounds of VOC per gallon of coating, excluding water and
09(D)(2)(e) exempt solvents
OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I 24 .0 tons of all hazardous air pollutants (HAP); and
i. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b} of Title Il of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohioc EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3). 205

Maximum Hourly Emission Rate (lbs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials}), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.qg.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will hot consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV){1)(a)(ii}, and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

I. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i, documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

ii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 0.83

ton per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of cleanup material used shall not exceed 252
gallons, based upon a rolling 12-month summation of the amount of cleanup
material used each month;

b. the VOC content of the cleanup material used shall not exceed 6.6 Ibs/gal.
Other materials may be used if approved by the Canton local air agency prior to
initial use; and

C. to ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the cleanup
material usage levels specified in the following table:

Maximum Allowable
Cumulative Cleanup

Month(s) Material Usage (gallons)
1 22
1-2 44
1-3 66
1-4 88
1-5 110
1-6 132
1-7 154
1-8 176
1-9 198
1-10 220
1-11 242
1-12 252

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a
rolling, 12-month summation of the cleanup material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;
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b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

c. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all c¢oatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed,;

b. the number of gallons of each coating and cleanup material employed, as
applied; and

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each coating and cleanup material employed, as applied.

3. The permittee shall collect and record for each cleanup material the rolling, 12-month
summation of the total gallons of cleanup material employed. During the first 12
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D.

calendar months of operation following the issuance of this permit, the permittee shall
record the cumulative cleanup material usage for each calendar month.

The permittee shall collect and record the foliowing information for each month for each
coating and cleanup material employed:

a. the name and identification number of each coating employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

c. the number of gallons of each coating employed, as applied,;

d. the name and identification number of each cleanup material employed;

e. the number of galions of each cleanup material employed;

f. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per month (the sum of (b) times (c¢) for all of the coatings plus the
sum of (b) times (e) for ali cleanup materials); and

g. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (f} for
the previous 12 calendar months).

Reporting Requirements

1.

The permittee shall submit quarterly deviation {excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shalil
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

The permittee shall submit quarterly deviation {(excursion) reports which identify all
exceedances of the following:
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a. the rolling, 12-month usage limitation of 252 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative cleanup material usage

jlevels; and
b. the rolling, 12-month emission limitations for total VOC.
E. Testing and Compliance
1. Compliance with the emissions limitations described below shall be determined in

accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation,

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
3.7 Ib VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

d. Emission Limitation
6.6 ibs VOC/gallon of cleanup

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.
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e. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
0.83 ton/yr based upon a rolling, 12-month summation..

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.g.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 252
gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in sections C.3.
F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.
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Emissions Unit ID: K026

PART Il - SPECIAL. TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K026) - Line 207 Ecoater

Applicable Rules/Requirements

Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C)
Voluntary Restriction to avoid
BAT.

Permit to Install 15-01679 for this air contaminant source takes into
account the voluntary restrictions as proposed by the permittee for
the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(AX3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C)
Synthetic Minor to avoid Title
\%

Volatile organic compound emissions from this emissions unit shall
not exceed 1.34 ton per year based upon a rolling, 12-month
summation of the monthly emissions.

See section A.2.b.

OAC rule 3745-21-
09%(U)(1)(a)

4.3 Ibs VOC/gallon of coating

OAC rule 3745-114-01(A)

See section A.2.d.

2. Additional Terms and Conditions

2.a The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
hot exceed the following as a rolling, 12-month summation:

i. 24.0 tons of all hazardous air pollutants (HAP); and

ii. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Ill of the Clean Air
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Act, from this facility shalt be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.

2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 - 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each poliutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concenftration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV {mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr); 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880
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Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

il. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1){(a)(ii), and a modification of the
existing permit to install will not be required. if the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

fii. where computer modeling is performed, a copy of the resuiting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 1.34
tons per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved limiting the maximum annual amount of coating used to 15,7560 gallons,
based upon a rolling, 12-month summation of the amount of coating used each month.

2. To ensure enforce ability during the first 12 calendar months of operation following
issuance of this permit, the permittee shall not exceed the coating usage levels
specified in the following table:

Maximum Allowable
Cumulative Coating
Month(s) Usage (gallons)

1313
2626
3939
5252
6565
7878
9191
10,504
11,817
13,130
14,443
15,750

I NN
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After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual coating usage limitation shall be based upon a rolling, 12-
month summation of the coating usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied,

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;
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¢. ' the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of {e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of {f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed,;
b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each coating and cleanup material employed, as applied;

3. The permittee shall collect and record the following information for each month for each
coating and cleanup material employed:

a. the name and identification number of each, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each, as applied,;

C. the number of galions of each, as applied,;
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d. the total VOC emissions from all coatings and cleanup materials employed, in
pounds or tons per month (the sum of (b) times (c) for all of the coatings);

e. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (d) for
the previous 12 calendar months); and

f. the rolling, 12-month summation of the total gallons of coatings and cleanup
materials employed (the sum of (e) for the previous 12 calendar months).

This information does not have to be kept on a line-by-line basis.

4, During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the coating usage for each calendar month.

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings. The notification shall include a copy of
such record and shall be sent to the Canton local air agency within 30 days following
the end of the calendar month in which the exceedance occurred.

4. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 15,750 gallons of coating and for the first
12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative coating usage levels.

5. The permittee shall submit annual reports which specify the VOC material usage
(includes coating and cleanup) and the VOC emissions, in tons, for all operating
emissions units at the facility during the past year. These reports shall be submitted by
January 31 of each year and shall cover the previous calendar year.
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E. Testing and Compliance
1. Compliance with the emissions limitations described below shall be determined in

accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant {(HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shali not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K048) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
4.3 Ibs VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

d. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
1.34 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:
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a. Operational Limitation
The maximum annual amount of coating used shall not exceed 15,750 gallons,
based upon a rolling, 12-month summation of the amount of coating used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.
F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046,
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K027) - Line 207 Conversion Press

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Limit to avoid BAT | account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

\Y

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title ;| not exceed 1.63 ton per year based upon a rolling, 12-month

summation of the monthly emissions.

09(U)(2)(e)

OAC rule 3745-21-

See A.2.e below.

OAC rule 3745-114-01(A) See A.2.d below.

2. Additional Terms and Conditions

2.a

2.b

The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I. 24.0 tons of all hazardous air pollutants (HAP); and
il 9.0 tons of any individual HAP.

The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Iil of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 26 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s} of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to instail application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGL.C). The following summarizes the results of the modeling for the *worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration {(ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permitiee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of hew materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

i changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

[f the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA wili not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii}), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iil. where computer modeling is performed, a copy of the resulting computer
model runs that shows the resuits of the application of the “Air Toxic
Policy” for the change.

2.e  The maximum daily tab lubricant usage for this emissions unit shall not exceed

10 gallons.
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2.f  The limitation for VOC from this emissions units of 1.63 tons per year based
upon a rolling, 12-month summation of the monthly emissions shall be achieved
by the following:

i. the maximum amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant
used each month;

i. the VOC content of the tab lubricant sued shall not exceed 5.56
Ibs/gallon{minus water and exempt solvents). Other materials may be
used if approved by the Canton local air agency prior to initial use); and

2g. To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the tab lubricant
usage levels specified in the following table:

Maximum Allowable
Cumulative Tab Lubricant
Month(s) Usage {gallons)

1 49
1-2 98
1-3 147
1-4 196
1-5 245
1-6 294
1-7 343
1-8 392
1-9 441
1-10 490
1-11 539
1-12 588

After the first 12 calendar manths of operation following the issuance of this
permit, compliance with the annual tab lubricant usage limitation shall be based
upon a rolling, 12-month summation of the tab lubricant usage figures.

B. Operational Restrictions
None
C. Monitoring and/or Record keeping Requirements
1. The permittee shall collect and record the following information for each month for each

coating, cleanup material, rust inhibitor, or tab lubricant employed:
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a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year {the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification humber of each tab lubricant and cleanup material
employed;

b. the number of gallons of each tab lubricant and cleanup material employed, as
applied; and

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each tab lubricant and cleanup material employed, as applied.
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3. The permittee shall collect and record the following information for each month for each
tab lubricant and cleanup material employed:

a. the name and identification number of each tab lubricant and cleanup material
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant and cleanup material employed, as applied;

c. the number of gallons of each tab lubricant and cleanup material employed, as
applied;
d. the total VOC emissions from all tab lubricants and cleanup material employed,

in pounds or tons per month (the sum of (b) times (c) for all of the tab lubricants);

e. the rolling, 12-month summation of the total VOC emissions from all tab
lubricants and cleanup material employed, in pounds or tons per year (the sum
of (d) for the previous 12 calendar months); and

f. the rolling, 12-month summation of the total gallons of the tab lubricant and
cleanup material employed {the sum of (c) for the previous 12 calendar months).

3. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the tab lubricant usage for each calendar month.

D. Reporting Requirements

1. The permittee shall submit quarterly deviation {excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing that the coating line employs more than the applicable maximum dalily tab
lubricant and rust inhibitor usage limit. The notification shall include a copy of such
record and shall be sent to the Canton local air agency within 30 days following the end
of the calendar month in which the exceedance occurred.

4. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:
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a. the rolling, 12-month usage limitation of 588 gallons of tab lubricant and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative tab lubricant levels: and

b. the rolling, 12-month facility emission limitations for VOCs; and for the first 12
calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative emission levels for VOCs.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.9.

C. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
1.63 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.e.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:
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a. Operational Limitation
The maximum daily combined tab lubricant and rust inhibitor usage for this
emissions unit shall not exceed 10 gallons.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

b. Operational Limitation
The maximum annual amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.4.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)
A. Applicable Emissions Limitations and/or Contro! Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K028) - Line 201 end Liner

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures
OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary BAT Restriction account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title : not exceed 0.83 ton per year based upon a rolling, 12-month
A" summation of the monthly emissions.
OAC rule 3745-21- 3.7 pounds of VOC per gallon of coating, excluding water and
09(D)(2)(e) exempt solvents.
OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K048) shall
not exceed the following as a rolling, 12-month summation:

i. 24.0 tons of all hazardous air pollutants (HAP); and
ii. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Ill of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials {(typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” palicy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model {(or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3}): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

fi. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will stifl
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

il. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

ii. where computer modeling is performed, a copy of the resulting computer

model runs that shows the results of the application of the “Air Toxic
Policy” for the change.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 0.83
ton per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of cleanup material used shall not exceed 252
gallons, based upon a rolling 12-month summation of the amount of cleanup
material used each month;

b. the VOC content of the cleanup material used shall not exceed 6.6 lbs/gal.
Other materials may be used if approved by the Canton local air agency prior to
initial use; and

C. to ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the cleanup
material usage levels specified in the following table:

Maximum Allowable
Cumulative Cleanup

Month(s) Material Usage (gallons)
1 22
1-2 44
1-3 66
1-4 88
1-5 110
1-6 132
1-7 154
1-8 176
1-9 198
1-10 220
1-11 242
1-12 252

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a
rolling, 12-month summation of the cleanup material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab

lubricant or rust inhibitor employed, as applied,;
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b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied,

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
[ubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year {the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shalt collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed; and '

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied.

3. The permittee shall collect and record for each cleanup material the rolling, 12-month
summation of the total gallons of cleanup material employed. During the first 12
calendar months of operation following the issuance of this permit, the permittee shail
record the cumulative cleanup material usage for each calendar month.

C:\Documents and Setlings\ALEMANDA\Local SetlingsiTemporary Internel Filss\Gontent IES\GADFQ04Q113703[1J.wpd

GaDusuamants s SaitapalALEHANDAL ol SatgkTampany ideir



Page 84 of 137

Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K028
Issued: 1/15/2008

4, The permittee shall collect and record the following information for each month for each
coating and cleanup material employed:

a. the name and identification number of each coating employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied,;

C. the number of gallons of each coating employed, as applied,

d. the name and identification .number of each cleanup material employed;

e. the number of gallons of each cleanup méterial employed

f. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per month (the sum of (b) times (c) for all of the coatings plus the
sum of (b) times (e) for all cleanup materials); and

g. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (f) for
the previous 12 calendar months).

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumuiative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shall
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

4. The permittee shall submit quarterly deviation {(excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 252 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
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exceedances of the maximum allowable cumulative cleanup material usage

levels; and
b. the rolling, 12-month emission limitations for total VOC.
E. Testing and Compliance
1. Compliance with the emissions limitations described below shall be determined in

accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
3.7 Ib VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

d. Emission Limitation
6.6 Ibs VOC/gallon of cleanup

Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.
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e. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
0.83 ton/yr based upon a rolling, 12-month summation..

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C .4.g.

2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 252
gailons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in sections C.3.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PT| supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K0486.
Emissions unit K046 is a new emissions unit.
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Emissions Unit [D: K030

PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions

- unit are listed in the following table along with the applicable rules and/or requirements

and with the applicable emissions limitations and/or control measures. Emissions from

this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K030) - Line 201 Conversion Press

Applicable Rules/Requirements

Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C)
Voluntary Limit to avoid BAT

Permit to Install 15-01679 for this air contaminant source takes into
account the voluntary restrictions as proposed by the permittee for
the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary

‘restriction proposed by the permittee consists of a synthetic minor

restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C)
Synthetic Minor to avoid Title
\%

Volatile organic compound emissions from this emissions unit shall
not exceed 1.69 tons per year based upon a rolling, 12-month
summation of the monthly emissions.

OAC rule 3745-21-
09(U)(2)(e)

See A.2 e below.

OAC rule 3745-114-01(A)

See section A.2.d.

2. Additional Terms and Conditions

2.a  The combined annual HAP emissions from the entire facility (K015, K016, K020

K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I. 24.0 tons of all hazardous air pollutants (HAP); and

i 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title lll of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials {typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Chio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the "Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are} defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The maximum daily tab lubricant and rust inhibitor usage for this emissions unit
shall not exceed 10 gallons.
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2.f  The limitation for VOC from this emissions units of 1.69 tons per year based
upon a rolling, 12-month summation of the monthly emissions shall be achieved
by the following:

I the maximum amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant
used each month;

iii. the VOC content of the tab lubricant sued shall not exceed 5.756
Ibs/gallon{minus water and exempt solvents). Other materials may be
used if approved by the Canton local air agency prior to initial use); and

2.g To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the tab lubricant
usage levels specified in the following table:

Maximum Allowable
Cumulative Tab Lubricant
Month(s) Usage (gallons)

1 51
1-2 102
1-3 153
1-4 204
1-5 251
1-6 302
1-7 393
1-8 404
1-9 455
1-10 506
1-11 557
1-12 588

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual tab lubricant usage limitation shall be based
upon a rolling, 12-month summation of the tab lubricant usage figures.

B. Operational Restrictions
None |
C. Monitoring and/or Record keeping Requirements
1. The permittee shall collect and record the following information for each month for each

coating, cleanup material, rust inhibitor, or tab lubricant employed:
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a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied:

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied,;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b)),

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

9. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or fons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each tab lubricant employed;
b. the number of gallons of each tab lubricant employed, as applied; and
C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each tab lubricant employed, as applied.

3. The permittee shall collect and record the following information for each month for each

tab lubricant and cleanup material employed:
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a. the name and identification number of each tab lubricant and cleanup material
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each tab lubricant and cleanup material employed, as applied;

C. the number of gallons of each tab lubricant and cleanup material employed, as
applied;
d. the total VOC emissions from all tab lubricants and cleanup material employed,

in pounds or tons per month (the sum of (b) times (c) for all of the tab lubricants
and rust inhibitor);

e. the rolling, 12-month summation of the total VOC emissions from all tab

lubricants and cleanup material employed, in pounds or tons per year (the sum
of (d) for the previous 12 calendar months); and

f. the rolling, 12-month summation of the total gallons of the tab lubricant and
cleanup material employed (the sum of (c) for the previous 12 calendar months).

During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the tab lubricant usage for each calendar month.

D. Reporting Requirements

1.

The permittee shall submit quarterly deviation {excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, tota]
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

The permittee shall notify the Canton local air agency in writing of any daily record
showing that the coating line employs more than the applicable maximum daily tab
lubricant usage limit. The notification shall include a copy of such record and shall be
sent to the Canton local air agency within 30 days following the end of the calendar
month in which the exceedance occurred.

The permittee shall submit quarterly deviation (excursion) reports which identify ali
exceedances of the following:
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a. the rolling, 12-month usage limitation of 588 gallons of tab lubricant and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative tab lubricant levels; and

b. the rolling, 12-month emission limitation for VOCs; and for the first 12 calendar
months of operation following the issuance of this permit, all exceedances of the
maximum allowable cumulative emission levels for VOCs.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 fons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, KO16, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 fons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
1.69 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.c.
2. Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:
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a. Operational Limitation
The maximum daily combined tab lubricant usage for this emissions unit shall
not exceed 10 gallons.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

b. Operational Limitation
The maximum annual amount of tab lubricant used shall not exceed 588 gallons,
based upon a rolling, 12-month summation of the amount of tab lubricant used.

Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTIs 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K0486.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)
A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - {K040) - Line 208 Post-Repair Spray

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Restriction to avoid ; account the voluntary restrictions as proposed by the permittee for
BAT the purpose of avoiding Best Available Technology (BAT) |

requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title ; not exceed 7.67 tons per year based upon a rolling, 12-month

vV summation of the monthly emissions.

OAC rule 3745-21- See section A.2.e below.

09(U)(2)(e)

2. Additional Terms and Conditions

2.a The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I. 24.0 tons of all hazardous air pollutants (HAP); and
i. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Il of the Clean Air

Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PT1 Application: 15-01679 Emissions Unit ID: K040
Issued: 1/15/2008
2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:
Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions

Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 2.0

1-2 2.0 4.0

1-3 3.0 6.0

1-4 4.0 8.0

1-5 5.0 10.0

1-8 6.0 12.0

1-7 6.5 14.0

1-8 7.0 16.0

1-9 7.5 18.0

1-10 8.0 20.0

1-11 8.5 22.0

1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this

permit, compliance with the annual emission limitations shall be based upon a

rolling, 12-month summation of the emission figures.

2.d  The permit to install for emissions units (K015, K016, K020, K021, K022, K024

thru K030, K040, K041, K043, K045, and K0O46) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohic EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared fo the Maximum Acceptable Ground-Level Concentration
{(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (lbs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3); 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used o determine
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K040

Issued: 1/15/2008

2.e

whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the "Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the foliowing:

i, changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitied "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” wilt be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1){(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition (other than
(VV)(1)(a)(i1)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitied, change in stack/exhaust parameters, etc.);

. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

ii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

The maximum daily usage rate of repair coat for this emissions unit shall not
exceed 10 gallons.
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K040
Issued: 1/15/2008
B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 7.67

tons per year hased upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of repair coat used shall not exceed 2,769 gallons,
based upon a rolling, 12-month summation of the amount of repair coat used
each month;

b. the maximum annual amount of cleanup material used shall not exceed 200

gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used each month;

c. the VOC content of the repair coat used shall not exceed 5.06 ibs/gal (other
materials may be used if approved by the Canton local air agency prior to initial
use); and

d. the VOC content of the cleanup material used shall not exceed 6.67 Ibs/gal
(other materials may be used if approved by the Canton local air agency prior to
initial use).

2. To ensure enforce ability during the first 12 calendar months of operation following
issuance of this permit, the permittee shall not exceed the cleanup material usage
levels specified in the following table:

Maximum Allowable
Cumulative Cleanup
Month(s} Material Usage (gallons)

1 17
1-2 34
1-3 51
1-4 68
1-5 85
1-6 102
1-7 122
1-8 139
1-9 153
1-10 170
1-11 187
1-12 200

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a

rolling, 12-month summation of the cleanup material usage figures.
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Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K040
Issued: 1/15/2008

3. To ensure enforce ability during the first 12 calendar months of operation following
issuance of this permit, the permittee shall not exceed the post repair coat levels
specified in the following table:

Maximum Allowable
Cumulative Post Repair
Month(s) Material Usage (gallons)

231
462
693
924
1155
1286
1617
1748 \
1979
2210
2441
2769

]
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After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual coating usage limitation shall be based upon a rolling, 12-
month summation of the coating material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied,

c. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

C:\Documents and Setings\ALEMANDAV ocal Settings\iTemporary Internet Files\Gontent, IES\GADF Q04Q\ 3703[1 Jwpd

£390cuments sl SutbopALEWANDAL beal Galbegallzmparary intervst



-Page 100 of 137

Sonoco-Phoenix Inc. Warner Plant Facility ID: 1576051610
PTI Application: 15-01679 Emissions Unit ID: K040
Issued: 1/15/2008

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have fo be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each cleanup material and repair coat
employed;

b. the number of gallons of each cleanup material and repair coat employed, as
applied;

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each cleanup material and repair coat employed, as applied; and

d. the total volume, in gallons, of all the cleanup materials and repair coats
employed.
3. The permittee shall collect and record the following information for each month for each

cleanup material and repair coat material employed:

a. the name and identification number of each cleanup material and repair coat
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each cleanup material and repair coat employed, as applied;

C. the number of gallons of each cleanup material employed, as applied;

d. the number of gallons of repair coat employed:;
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PTI Application: 15-01679 Emissions Unit ID: K040
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e. the total VOC emissions from all cleanup materials and repair coats employed, in
pounds or tons per month (the sum of {b) times (c) for all of the cleanup
materials plus the sum of (b) times (d) for all repair coats);

f. the rolling, 12-month summation of total VOC emissions from all cleanup
materials and repair coats employed, in pounds or tons per year (the sum of (e)
for the previous 12 calendar months);

g. the rolling, 12-month summation of the gallons of repair coats employed, (the
sum of (d) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the gallons of cleanup materials employed,
(the sum of (c) for the previous 12 calendar months).

This information does not have to be kept on a line-by-line basis.

4. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the cumulative cleanup material usage and the cumulative
repair coat usage for each calendar month. :

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 200 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative cleanup material usage
levels;

b. the rolling, 12-month usage limitation of 2,769 gallons of repair coat and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative repair coat usage levels; and

c. the rolling, 12-month summation of total VOC limitation.
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4, The permittee shall submit annual reports which specify the VOC material usage
(includes cleanup material and repair coats) and the VOC emissions, in tons, for all
operating emissions units during the past year. These reports shall be submitted by
January 31 of each year and shall cover the previous calendar year.

5 The permittee shall notify the Canton local air agency in writing of any daily record
showing that this emissions unit employed more than the applicable maximum daily
usage limit for repair coats. The notification shall include a copy of such record and
shall be sent to the Canton local air agency within 30 days after the exceedance.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
The VOC content of the cleanup materials used shall not exceed 6.67 Ibs/gal.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

d. Emission Limitation
The VOC content of the repair coat used shall not exceed 5.06 tbs/gal.
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Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

e. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
7.67 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Comphance shall be achieved based on the monltorlng and record keeping as
specified in section C.3.1.

2, Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a. Operational Limitation
The maximum annual amount of cleanup material used shall not exceed 200
gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.h.

b. Operational Limitation
The maximum annual amount of repair coat used shall not exceed 2,769 gallons,
based upon a rolling, 12-month summation of the amount of repair coat used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.g.

c. Operational Limitation
The maximum daily usage rate of repair coat for this emissions unit shall not
exceed 10 gallons.
Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-
01592, and 15-01590 as specified in Table 1 above for all emissions units except K046,

Emissions unit K046 is a new emissions unit.’
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K041) - Line 201 Post Repair Spray

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

BAT

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Restriction to avoid | account the voluntary restrictions as proposed by the permittee for

the purpose of avoiding Best Available Technology (BAT)
requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title ! not exceed 6.40 tons per year based upon a rolling, 12-month

V summation of the monthly emissions.
OAC rule 3745-21- See A.2.e below. '
09(U)(2)(e)
OAC rule 3745-114-01(A) See section A.2.d.
2. Additional Terms and Conditions
2.a The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K048) shall
not exceed the following as a rolling, 12-month summation:
I. 24.0 tons of all hazardous air pollutants (HAP); and
i. 9.0 tons of any individual HAP.
2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous

Air Pollutants (HAPs), as identified in Section 112(b) of Title Il of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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PTI Application: 15-01679 Emissions Unit ID: K041
Issued: 1/15/2008

2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissicns units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model! (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of nhew materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

il physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)Y1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a maodification under other provisions of the modification definition (other than
(VV)(1)(a)(ii}), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

i, documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The maximum daily usage rate of repair coat for this emissions unit shall not

exceed 10 gallons.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 6.40

tons per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved by the following:

a. the maximum annual amount of repair coat used shall not exceed 2,265 gallons,
based upon a rolling, 12-month summation of the amount of repair coat used
each month;

b. the maximum annual amount of cleanup material used shall not exceed 200

gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used each month;

C. the VOC content of the repair coat used shall not exceed 5.06 Ibs/gal (other
materials may be used if approved by the Canton local air agency prior to initial
use); and

d. the VOC content of the cleanup material used shall not exceed 6.67 Ibs/gal
(other materials may be used if approved by the Canton local air agency prior to
initial use).

2. To ensure enforce ability during the first 12 calendar months of operation following
issuance of this permit, the permittee shall not exceed the cleanup material usage
levels specified in the following table:

Maximum Allowable
Cumulative cleanup
Month(s} Material Usage (gallons)

17
34
51
68
85
102
122
139
153
170
187
200

L 1 I
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After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual cleanup material usage limitation shall be based upon a

rolling, 12-month summation of the cleanup material usage figures.
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3. To ensure enforce ability during the first 12 calendar months of operation foliowing
issuance of this permit, the permittee shall not exceed the post repair coat levels
specified in the following table:

Maximum Allowable
Cumulative Post Repair
Month(s}) Material Usage (gallons)

1 189
1-2 378
1-3 967
1-4 736
1-5 945
16 1134
1-7 1323
1-8 1512
1-9 1701
1-10 1890
1-11 2079
1-12 2265

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual coating material usage limitation shall be based upon a
rolling, 12-month summation of the coating material usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;
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e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab iubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit;

a. the name and identification number of each cleanup material and repair coat
employed;

b. the number of gallons of each cleanup material and repair coat employed, as
applied;

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each cleanup material and repair coat employed, as applied; and

d. the total volume, in gallons, of all the cleanup materials and repair coats
employed.
3. The permittee shall collect and record the following information for each month for each

cleanup material and repair coat material employed:

a. the name and identification number of each cleanup material and repair coat
employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each cleanup material and repair coat employed, as applied;

c. the number of gallons of each cleanup material employed, as applied;

d. the number of gallons of repair coat employed,;
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e. the total VOC emissions from all cleanup materials and repair coats employed, in
pounds or tons per month (the sum of (b) times (c) for all of the cleanup
materials plus the sum of (b) times (d) for all repair coats);

f. the rolling, 12-month summation of total VOC emissions from all cleanup
materials and repair coats employed, in pounds or tons per year (the sum of (e)
for the previous 12 calendar months);

g. the rolling, 12-month summation of the gallons of repair coats employed, (the
sum of (d) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the galions of cleanup materials employed,
{the sum of (c) for the previous 12 calendar months).

This information does not have to be kept on a line-by-line basis.

4. During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the cumulative cleanup material usage and the cumulative
repair coat usage for each calendar month,

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall submit quarterly deviation {excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 200 gallons of cleanup material and for
the first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative cleanup material usage
levels;

b. the rolling, 12-month usage limitation of 2,265 gallons of repair coat and for the
first 12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative repair coat usage levels; and

c. the rolling, 12-month summation of total VOC limitation.
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4. The permittee shall submit annual reports which specify the VOC material usage
(includes cleanup material and repair coats) and the VOC emissions, in tons, for all
operating emissions units during the past year. These reports shall be submitted by
January 31 of each year and shall cover the previous calendar year.

5. The permittee shall notify the Canton local air agency in writing of any daily record
showing that this emissions unit employed more than the applicable maximum daily
usage limit for repair coats. The notification shall include a copy of such record and
shall be sent to the Canton local air agency within 30 days after the exceedance.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air poliutant {HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

c. Emission Limitation
The VOC content of the cleanup materials used shall not exceed 6.67 Ibs/gal.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

d. Emission Limitation
The VOC content of the repair coat used shall not exceed 5.06 Ibs/gal.
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F.

2.

Emissions Unit ID: K041

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

Emission Limitation

Volatile organic compound emissions from this emissions unit shall not exceed
6.40 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f.

Compliance with the operational limitations of this permit shall be determined in
accordance with the following methods:

a.

Operational Limitation

The maximum annual amount of cleanup material used shall not exceed 200
gallons, based upon a rolling, 12-month summation of the amount of cleanup
material used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.h.

Operational Limitation
The maximum annual amount of repair coat used shall not exceed 2,265 gallons,
based upon a rolling, 12-month summation of the amount of repair coat used.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.g.

Operational Limitation
The maximum daily usage rate of repair coat for this emissions unit shall not
exceed 10 gallons,

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

Miscellaneous Requirements

1.

The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-
01592, and 15-01590 as specified in Table 1 above for all emissions units except K046,
Emissions unit KO46 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)
A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K043) - Line 206 Ecoater

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C) Permit to Install 15-01679 for this air contaminant source takes into
Voluntary Restriction to avoid | account the voluntary restrictions as proposed by the permittee for
BAT. the purpose of avoiding Best Available Technology (BAT)

requirements under OAC rule 3745-31-05(A)(3). The voluntary
restriction proposed by the permittee consists of a synthetic minor
restriction on the facility's PTE in order to keep the facility from
exceeding Title V thresholds.

OAC rule 3745-31-05(C) Volatile organic compound emissions from this emissions unit shall
Synthetic Minor to avoid Title | not exceed 1.4 tons per year based upon a rolling, 12-month

vV summation of the monthly emissions.

OAC rule 3745-21- 4.3 Ibs VOC/gallon of coating

09(U)(1)(a)

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a  The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K048) shall
not exceed the following as a rolling, 12-month summation:

I. 24.0 tons of all hazardous air pollutants (HAP); and
ii. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title Il of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.
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2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the foliowing table:

Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions
Month(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permitiee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy™) was applied for each poliutant
emitted by this emissions unit using data frem the permit to install application
and the SCREEN 3.0 model (or other Ohioc EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the resuits of the modeling for the “worst
case” pollutant(s):

Pollutant: MIiBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit

after its installation or modification could affect the parameters used to determine
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whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH),” than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii}, and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition {other than
(VV)(1)(a)(ii}), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

i. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iii. where computer modeling is performed, a copy of the resulting computer

model runs that shows the results of the application of the “Air Toxic
Policy” for the change.
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B. Operational Restrictions

1. The limitation for volatile organic compound emissions from this emissions unit of 1.4

tons per year based upon a rolling, 12-month summation of the monthly emissions shall
be achieved limiting the maximum annual amount of coating used to 16,500 gallons,
based upon a rolling, 12-month summation of the amount of coating used each month.

2. To ensure enforce ability during the first 12 calendar months of operation following
issuance of this permit, the permittee shall not exceed the coating usage levels
specified in the following table:

Maximum Allowable
Cumulative Coating
Month(s) Usage {gallons)

1313
2626
3939
5252
6565
7878
9191

10,504

11,817

13,130

14,443

16,500

1
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After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual coating usage limitation shall be based upon a rolling, 12-
month summation of the coating usage figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;
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C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied {sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;

e. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (g) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f} for the previous 12 calendar months);

A listing of the HAPs can be found in Section 112{b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed;

b. the number of gallons of each coating and cleanup material employed, as
applied; and

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt

solvents of each coating and cleanup material employed, as applied.

3. The permittee shall collect and record the following information for each month for each
coating and cleanup material employed:

a. the name and identification number of each, as applied,

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each, as applied;
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C. the number of gallons of each, as applied;

d. the total VOC emissions from all coatings and cleanup materials employed, in

pounds or tons per manth (the sum of (b) times (c) for all of the coatings);

e. the rolling, 12-month summation of the total VOC emissions from all coatings
and cleanup materials employed, in pounds or tons per year (the sum of (d) for
the previous 12 calendar months); and

f. the rolling, 12-month summation of the total gallons of coatings and cleanup
materials employed (the sum of (e) for the previous 12 calendar months).

This information does not have to be kept on a line-by-line basis.

During the first 12 calendar months of operation following the issuance of this permit,
the permittee shall record the coating usage for each calendar month.

D. Reporting Requirements

1.

5.

The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings. The notification shall include a copy of
such record and shall be sent to the Canton local air agency within 30 days following
the end of the calendar month in which the exceedance occurred.

The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the rolling, 12-month usage limitation of 16,500 gallons of coating and for the first
12 calendar months of operation following the issuance of this permit, all
exceedances of the maximum allowable cumulative coating usage levels; and

b. the rolling, 12-month summation of total VOC emissions limitation.

The permittee shall submit annual reports which specify the VOC material usage
(includes coating and cleanup) and the VOC emissions, in tons, for all operating
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emissions units at the facility during the past year. These reports shall be submitted by
January 31 of each year and shall cover the previous calendar year.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K048) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g.

C. Emission Limitation
4.3 |b VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.b.

d. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
1.4 tons per year based upon a rolling, 12-month summation of the monthly
emissions.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.e.

2. Compliance with the operational limitations of this permlt shall be determined in

accordance with the following methods:
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a. Operational Limitation
The maximum annuat amount of coating used shall not exceed 16,500 galions,
based upon a rolling, 12-month summation of the amount of coating used.

Applicable Compliance Method

Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.3.f.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15~01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit K046 is a new emissions unit.
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PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)
A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment - (K045) - Line 205 End Liner and Converter

Applicable Rules/Requirements Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(A)(3) Volatile organic compound emissions from this emissions unit
including cleanup material shall not exceed 6.5 Ibs/hr.

OAC rule 3745-31-05(C) 11.58 tons VOC/year as a rolling, 12 month summation.
Synthetic Minor to avoid Title | See section A.2 f.

vV

OAC rule 3745-21- See section A.2.e.

09(D)(2)(e)

OAC rule 3745-114-01(A) See section A.2.d.

2. Additional Terms and Conditions

2.a  The combined annual HAP emissions from the entire facility (KO15, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046) shall
not exceed the following as a rolling, 12-month summation:

I 24.0 tons of all hazardous air pollutants (HAP); and
. 9.0 tons of any individual HAP.

2.b  The potential emissions [as defined by OAC rule 3745-77-01(BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title 11l of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.

2.c  To ensure enforce ability during the first 12 calendar months of operation

following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:
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Maximum Allowable Maximum Allowable
Commutative Emissions Commutative Emissions

IVIo'nth(s) of Each Individual HAP (tons)  Total Combined HAPs (tons)

1 1.0 2.0
1-2 2.0 4.0
1-3 3.0 8.0
1-4 4.0 8.0
1-5 5.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK

TLV (mg/m3): 205

Maximum Hourly Emission Rate (Ibs/hr): 13.93

Predicted 1 Hour Maximum Ground-Level Concentration {ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or maodification could affect the parameters used to determine
whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to determine that the “Air Toxic Policy” will still be satisfied. If, upon

evaluation, the permittee determines that the "Air Toxic Policy” will not be
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satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

I. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

ii. changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

ii. physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, etc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)(ii), and a modification of the
existing permit to install will not be required. If the change(s) is (are) defined as
a modification under other provisions of the modification definition {other than
(VV)Y(1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

I. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,

iii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The permittee shall use coatings that have a VOC content of no greater than 3.7
Ibs VOC/gallon of coating (minus water and exempt solvents).

2.f  The permittee shall use cleanup materials that have a VOC content of no greater
than 6.7 Ibs VOC/gallon.
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B. Operational Restrictions

1. To ensure enforce ability during the first 12 calendar months of operation following

issuance of this permit, the permittee shall not exceed the emission levels specified in
the following table:
Maximum Allowable
Commutative Emissions
Month(s) of VOC (tons)

0.97
1.93
2.91
3.88
4.85
5.82
6.79
7.76
8.73
9.70
10.67
11.58
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Atfter the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual emission limitations shall be based upon a rolling, 12-month
summation of the emission figures.

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

C. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab lubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;
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the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, inh pounds or tons per month;

the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e} for the previous 12 calendar months); and

the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112{b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall collect and record the following information each day for the
emissions unit:

a. the name and identification number of each coating and cleanup material
employed;

b. the number of gallons of each coating and cleanup material employed, as
applied;

C. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

d. the total number of hours the emissions unit was in operation; and

e. the average hourly VOC emission rates for all coatings and cleanup materials, in
pounds per hour (average).

3. The permittee shall collect and record the following information for each month for each

coating and cleanup material employed:

a.

b.

C.

the name and identification number of each coating employed, as applied;

the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material employed, as applied;

the number of gallons of each coating employed, as applied,
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d. the name and identification number of each cleanup material employed;

e. the number of gallons of each cleanup material employed;

f. the total VOC emissions from all coatings and cleanup materials employed, in

el

pounds or tons per month (the sum of (b) times (c) for all of the coatings plus the
sum of (b) times (d) for all cleanup materials}; and

g. a rolling annual, 12 month summation of VOC emissions in tons/year.
This information does not have to be kept on a line-by-line basis.
Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs.

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.

3. The permittee shall notify the Canton local air agency in writing of any daily record
showing the use of noncomplying coatings or cleanup materials. The notification shall
include a copy of such record and shall be sent to the Canton local air agency within 30
days following the end of the calendar month in which the exceedance occurred.

4.  The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the following:

a. the average hourly mass emission limitation for VOC; and
b. the rolling, 12-month emission limitations for VOC, in tons VOC/year,
Testing and Compliance

1. Compliance with the HAP emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
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K043, K045, and K046) shall not exceed 24 fons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.h

b. Emission Limitation _
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation. :

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.g

C. Emission Limitation
3.7 Ib VOC/gallon of coating, excluding water and exempt solvents

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

d. Emission Limitation
6.7 Ibs VOC/gallon of cleanup

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.c.

e. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
6.5 Ib/hr and 11.58 tons VOC/year as a rolling, 12 month summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.2.e and C.3.g respectively.

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K046.
Emissions unit KO46 is a new emissions unit.

C:ADocuments and SettingstALEMANDA\Local Settings\Temporary Internat Flles\Content. IES\GADFQO4AG13703[1 ). wpd

[oh , ami AL S ARIEIAM et g T iesbarr




Page 128 of 137

Sonoco-Phoenix Inc. Warner Plant _ Facility ID: 1576051610

PTI Application: 15-01679
Issued: 1/15/2008

Emissions Unit ID: K046

PART Il - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A. Applicable Emissions Limitations and/or Control Requirements

1. The specific operations(s), property, and/or equipment which constitute this emissions
unit are listed in the following table along with the applicable rules and/or requirements
and with the applicable emissions limitations and/or control measures. Emissions from
this unit shall not exceed the listed limitations, and the listed control measures shall be
specified in narrative form following the table.

Operations, Property, and/or Equipment -(K046) - Post repair spray line no. 203 with RTO. The

RTO is fired with NG only.

Applicable Rules/Requirements

Applicable Emissions Limitations/Control Measures

OAC rule 3745-31-05(C)
Voluntary restrictions to avoid
BAT

Permit to Install 15-01679 for this air contaminant source takes into
account voluntary restrictions as proposed by the permittee for the
purpose of avoiding Best Available Technology (BAT) requirements
under OAC rule 3745-31-05(A)(3). The voluntary restriction proposed
by the permittee consists of the use a Regenerative Thermal
Oxidizer(RTO) to limit VOC emissions. These resfrictions limit VOC
emissions for this emissions unit to below 10 tons VOC/year.

ORC 3704.03(T)(4)

The Best Available Technology (BAT) requirements under OAC rule
3745-31-05(A)(3) do not apply to CO,NOx,S02, or PE from this air
contaminant source since the uncontrolled potential to emit for these
pollutants are less than ten tons per year.

OAC rule 3745-31-05(C)
Synthetic Minor to avoid Title
vV

7.8 tons 'VOC/yéar from all coating and cleanup material as a
rolling, 12 month summation.

See section A.2.a

OAC rule 3745-21-09(B)(6)

See section A.Z2.e.

2. Additional Terms and Conditions

2.a  The combined annual HAP emissions from the entire facility (K015, K016, K020,
K021, K022, K024 thru K028, K030, K040, K041, K043, K045, and K046} shall
not exceed the following as a rolling, 12-month summation:

i. 24.0 tons of all hazardous air pollutants (HAP); and

i, 9.0 tons of any individual HAP.
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2.b  The potential emissions [as defined by OAC rule 3745-77-01{BB)] of Hazardous
Air Pollutants (HAPs), as identified in Section 112(b) of Title lll of the Clean Air
Act, from this facility shall be less than 10 TPY for any single HAP and 25 TPY
for any combination of HAPs, based upon rolling, 12-month summations.

2.c  To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable Maximum Allowable
Cumulative Emissions Cumulative Emissions
Month(s) of Each Individual HAP (tons) Total Combined HAPs (tons)

1 1.0 20
1-2 2.0 4.0
1-3 3.0 6.0
1-4 4.0 8.0
1-5 2.0 10.0
1-6 6.0 12.0
1-7 6.5 14.0
1-8 7.0 16.0
1-9 7.5 18.0
1-10 8.0 20.0
1-11 8.5 22.0
1-12 9.0 24.0

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.d The permit to install for emissions units (K015, K016, K020, K021, K022, K024
thru K030, K040, K041, K043, K045, and K046) was evaluated based on the
actual materials (typically coatings and cleanup materials) and the design
parameters of the emissions unit's exhaust system, as specified by the permittee
in the permit to install application. The Ohio EPA's “Review of New Sources of
Air Toxic Emissions” policy ("Air Toxic Policy") was applied for each pollutant
emitted by this emissions unit using data from the permit to install application
and the SCREEN 3.0 model (or other Ohio EPA approved model). The predicted
1-hour maximum ground-level concentration from the use of the SCREEN 3.0
model was compared to the Maximum Acceptable Ground-Level Concentration
(MAGLC). The following summarizes the results of the modeling for the “worst
case” pollutant(s):

Pollutant: MIBK
TLV (mg/m3): 205
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Maximum Hourly Emission Rate (Ibs/hr): 13.93
Predicted 1 Hour Maximum Ground-Level Concentration (ug/m3): 1,327
MAGLC (ug/m3): 4,880

Physical changes to or changes in the method of operation of the emissions unit
after its installation or modification could affect the parameters used to determine
whether or not the “Air Toxic Policy” is satisfied. Consequently, prior to making a
change that could impact such parameters, the permittee shall conduct an
evaluation to defermine that the “Air Toxic Policy” will still be satisfied. If, upon
evaluation, the permittee determines that the “Air Toxic Policy” will not be
satisfied, the permittee will not make the change. Changes that can affect the
parameters used in applying the “Air Toxic Policy” include the following:

i. changes in the composition of the materials used (typically for coatings or
cleanup materials), or the use of new materials, that would result in the
emission of a compound with a lower Threshold Limit Value (TLV), as
indicated in the most recent version of the handbook entitled "American
Conference of Governmental Industrial Hygienists (ACGIH)," than the
lowest TLV previously modeled;

i, changes in the composition of the materials, or use of new materials, that
would result in an increase in emissions of any pollutant with a listed TLV
that was proposed in the application and modeled; and

iii. - physical changes to the emissions unit or its exhaust parameters (e.g.,
increased/ decreased exhaust flow, changes in stack height, changes in
stack diameter, efc.).

If the permittee determines that the “Air Toxic Policy” will be satisfied for the
above changes, the Ohio EPA will not consider the change(s) to be a
“modification” under OAC rule 3745-31-01(VV)(1)(a)ii), and a modification of the
existing permit to install will not be required. If the change(s} is (are) defined as
a modification under other provisions of the modification definition (other than
(VV){1)(a)(ii)), then the permittee shall obtain a final permit to install prior to the
change.

The permittee shall collect, record, and retain the following information when it
conducts evaluations to determine that the changed emissions unit will still
satisfy the “Air Toxic Policy:”

I. a description of the parameters changed (composition of materials, new
pollutants emitted, change in stack/exhaust parameters, etc.);

ii. documentation of its evaluation and determination that the changed
emissions unit still satisfies the “Air Toxic Policy”; and,
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iii. where computer modeling is performed, a copy of the resulting computer
model runs that shows the results of the application of the “Air Toxic
Policy” for the change.

2.e  The permittee shall demonstrate that the capture and control equipment provide
~ notless than an eighty one per cent reduction, by weight, in the overall VOC
emissions from the coating line and that the control equipment has an efficiency
of not less than ninety per cent, by weight, for the VOC emissions vented to the
control equipment.

2.f  The permittee shall not utilize more than 200 gallons of cleanup material per
year.

2.9 To ensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable
Cumulative gallons

Month(s) of cleanup material (tons)
1 17
1-2 34
1-3 51
1-4 68
1-5 85
1-6 102
1-7 122
1-8 139
1-9 153
1-10 170
1-11 187
1-12 200

After the first 12 calendar months of operation following the issuance of this
permit, compliance with the annual emission limitations shall be based upon a
rolling, 12-month summation of the emission figures.

2.h  Toensure enforce ability during the first 12 calendar months of operation
following issuance of this permit, the permittee shall not exceed the emission
levels specified in the following table:

Maximum Allowable
Cumulative Emissions

Month(s) of VOC (tons)
1 0.65
1-2 1.30
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1-3 1.95

1-4 2.60

1-5 3.25

1-6 3.90

1-7 4.55

1-8 5.20

1-9 5.85

1-10 6.50

1-11 7.15

1-12 7.80

After the first 12 calendar months of operation following the issuance of this permit,
compliance with the annual emission limitations shall be based upon a rolling, 12-month
summation of the emission figures.

B. Operational Restrictions

1. The permittee shall fire only natural gas as fuel in the Regenerative Thermal Oxidizer
(RTQ) servicing this emissions unit.

2. The operating temperature of the RTO shall not be less than 1500 degree F until such
time as a new operating temperature is established through emission testing which
demonstrates the emissions unit is in compliance with the emission limitations in
section A.1. (See section E.2).

C. Monitoring and/or Record keeping Requirements

1. The permittee shall collect and record the following information for each month for each
coating, cleanup material, rust inhibitor, or tab lubricant employed:

a. the name and identification number of each coating, cleanup material, tab
lubricant or rust inhibitor employed, as applied:;

b. the individual Hazardous Air Pollutant (HAP) content, for each HAP of each
coating, cleanup material, tab lubricant or rust inhibitor, in pounds of individual
HAP per gallon of each coating, cleanup material, tab lubricant or rust inhibitor,
as applied;

c. the total combined HAP content of each coating, cleanup material, tab lubricant
or rust inhibitor, in pounds of combined HAPs per gallon of each coating,
cleanup material, tab [ubricant and rust inhibitor, as applied (sum all the
individual HAP contents from (b));

d. the number of gallons of each coating, cleanup material, tab lubricant or rust
inhibitor employed, as applied;
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€. the total individual HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

f. the total combined HAP usage from all coatings, cleanup materials, tab
lubricants and rust inhibitors employed, in pounds or tons per month;

g. the rolling, 12-month summation of individual HAP usage from all coatings,
cleanup materials, tab lubricants and rust inhibitors employed, in pounds or tons
per year (the sum of (e) for the previous 12 calendar months); and

h. the rolling, 12-month summation of the total combined HAP usage from all each
coating, cleanup material, tab lubricant or rust inhibitors employed, in pounds or
tons per year (the sum of (f) for the previous 12 calendar months).

A listing of the HAPs can be found in Section 112(b) of the Clean Air Act or can
be obtained by contacting the Canton local air agency. This information does
not have to be kept on a line-by-line basis.

2. The permittee shall operate and maintain the continuous temperature monitor and
recorder to measure and record the combustion temperature within the RTO at all times
when the emissions unit is in operation.

3. The permittee shall install, operate, and maintain a continuous temperature monitor and
recorder that measures and records the combustion temperature within the RTO when
the emissions unit is in operation. Units shall be in degrees Fahrenheit. The
monitoring and recording devices shall be capable of accurately measuring the desired
parameter. The temperature monitor and recorder shall be installed, calibrated,
operated, and maintained in accordance with the manufacturer's recommendations,
with any modifications deemed necessary by the permittee.

4. The permittee shall collect and record the following information each day for the coating
line and control equipment:

a. the name and identification number of each coating and cleanup material
employed, as applied;

b. the VOC content of each coating, in pounds of VOC per gallon of solids, as
applied;
o a log or record of operating time for the capture (collection) system, control

device, monitoring equipment, and the associated emissions unit;

d. all 3-hour blocks of time during which the average combustion temperature
within the RTO, when the emissions unit was in operation, was less than 1500
degree F until such time as a new operating temperature is established through
emission testing ; and
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e. all 3-hour blocks of time during which the average combustion temperature
within the RTO, when the emissions unit was in operation, was more than 50
degrees Fahrenheit below the average temperature during the most recent
emission test that demonstrated that the emissions unit was in compliance.

5. The permittee shall collect and record the following information for each month for this
emissions unit:

a. the name and identification number of each coating employed, as applied;

b. the total VOC content, in pounds of VOC per gallon, excluding water and exempt
solvents of each coating and cleanup material, as applied;

C. the number of gallons of each coating, as applied;

d. the nhame and identification number of each cleanup material employed;

e. the number of gallons of each cleanup material employed;

f. the total controlled VOC emissions from all coatings and cleanup materials

employed, in pounds or tons per month ((the sum of (b) times (c) for all of the
coatings plus the sum of (b) times (e) for all cleanup materials) times (1-overall
control efficiency of the RTO));

g. the rolling annual, 12 month summation of the total gallons of cleanup material
employed, in gallons/year; and

h. the number of hours or operation of the emissions unit and the RTO.

6. The permittee shall maintain records of any time when a fuel other than natural gas is
bumed in the RTO as fuel.

D. Reporting Requirements

1. The permittee shall submit quarterly deviation (excursion} reports which identify all
exceedances of the rolling, 12-month facility emission limitations for individual HAPs
and combined HAPs; and for the first 12 calendar months of operation following the
issuance of this permit, all exceedances of the maximum allowable cumulative emission
levels for individual HAPs and combined HAPs

2. The permittee shall submit annual reports which specify the VOC material usage
(includes each coating, cleanup material, tab lubricant or rust inhibitors), the VOC, total
HAP, and individual HAP emissions, in tons, for the entire facility. These reports shall
be submitted by January 31 of each year and shall cover the previous calendar year.
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3. The permittee shall submit quarterly temperature deviation (excursion) reports that
identify all 3-hour blocks of time during which the average combustion temperature
within the thermal incinerator, when the emissions unit was in operation, was less than
1500 degree F until such time as a new operating temperature is established through
emission testing and, after the initial emission testing is complete, more than 50
degrees Fahrenheit below the average temperature during the most recent emission
test that demonstrated that the emissions unit was in compliance.

4. The permittee shall submit quarterly deviation (excursion) reports which identify all
exceedances of the rolling, 12-month emission limitations for VOC, in tons VOC/year
or the rolling, 12-month cleanup material usage summation restriction of 200 gallons.

5. The permittee shall submit quarterly deviation (excursion) reports which identify any
times when a fuel other than natural gas was burned as fuel in the RTO servicing this
emissions unit.

E. Testing and Compliance

1. Compliance with the emissions limitations described below shall be determined in
accordance with the following methods:

a. Emission Limitation
The combined annual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 24 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the maonitoring and record keeping as
specified in section C.1.h.

b. Emission Limitation
The annual individual hazardous air pollutant (HAP) emissions from the entire
facility (K015, K016, K020, K021, K022, K024 thru K028, K030, K040, K041,
K043, K045, and K046) shall not exceed 9.0 tons as a rolling, 12-month
summation.

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.1.9.

C. Emission Limitation
Volatile organic compound emissions from this emissions unit shall not exceed
7.8 tons per year based upon a rolling, 12-month summation of the monthiy
emissions.
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Applicable Compliance Method
Compliance shall be based on the monitoring and record keeping as specified in
section C.5.1.

d. Operational Limitation:

The maximum annual amount of cleanup material used shall not exceed 200
gallons

Applicable Compliance Method
Compliance shall be achieved based on the monitoring and record keeping as
specified in section C.5.g.

e. Operational Limitation:

The RTO shall operate at an overall control efficiency of no less than 81% and a
control efficiency of no less than 90% efficiency.

Applicable Compliance Method:

If required, compliance shall be demonstrated through emissions testing using
US EPA Methods 18, 25 or 25A (40 CFR Part 60) or an approved alternative test
procedure and mass balance for VOC as specified in section A V.2.

2. The permittee shall conduct emissions testing for this emissions unit in accordance with
the following requirements:

a. Within 60 days after achieving the maximum production rate at which the
affected facility will be operated, but not later than 180 days after the initial
startup of such facility, and at such other times as may be required by the
Administrator under section 114 of the Act, Ohio EPA, or the Canton local air
agency, the permittee shall conduct performance tesi(s).

b. Emissions testing shall be conducted at or near maximum capacity.

C. The permittee shall conduct emissions testing for VOC, in Ibs VOC/hr., at the
inlet and outlet to the RTQO for the purpose of determining the overall control
efficiency of the RTO. The permittee shall also collect production data sufficient
to calculate the Ibs VOC/hr. being generated by the process. Capture and control
efficiencies shall be calculated using a mass balance approach based on the
guantities of VOC generated, VOC inlet to the RTO, and VOC outlet to the RTO.

d. Not later than 30 days prior to the proposed test date(s), the permittee shall
submit an "Intent to Test(ITT)" notification to the Canton Local Air Agency. The
ITT shall describe in detail the proposed test methods and procedures, the

emissions unit operating parameters, the time(s) and date(s) of the tesi(s), and
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the person conducting the tésts. Failure to submit such a notification for review
and approval at least 30 days prior to the test may result in the Canton Local Air
Agency's refusal to accept the results of the emission test(s).

e. Personnel from the Canton LAA shall be permitted to witness the test(s),
examine the testing equipment, and acquire data and information necessary to
ensure that the operation of the emissions unit and the testing procedures
provide a valid characterization of the emissions from the emissions unit and/or
the performance of the control equipment.

f. A comprehensive written report on the results of the emissions test(s) shall be
signed by the person or persons responsible for the test(s) and submitted to the
Canton LAA within 30 days following completion of the test(s).

F. Miscellaneous Requirements
1. The terms and conditions specified in this PTI supersede those in PTls 15-01433, 15-

01592, and 15-01590 as specified in Table 1 above for all emissions units except K0486.
Emissions unit K046 is a new emissions unit.
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