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-APPLICATION NUMBER: .. 157605 1149 P0OOS

FACILITY NAME: ’ METROPOLITAN INDUSTRIES

EQUIPMENT DESCRIPTION: NATURAL GAS FIRED TILE TUNNEL KILN
COMPANY 1D: KILN #2

SPECIAL TERMS & CONDITIONS

1. Daily samples will be taken of the raw materials (clay and shale) used in tile production. A composite sample,
accumulated from a seven day period, will be analyzed to determine the weekly weighted average sulfur content of the raw
materials used to make tile that weck. Each week this procedure should be repeated.

The total amount of sulfur in the raw materials used in PO04, PO05 and P006 shall not exceed 7,000 Ibs. in any one week.
This amount of sulfur will be determined by muitiplying the tons of raw material (dry weight) used in a week times the
weekly weighted average suifur content of the raw materials,

The total amount of sulfur in the raw materials used in P004, PO0O5 and PO0O6 shall not exceed 78,525 lbs. in any one
quarter. This number was armived at using this calculation:

245 tons SO,/year x 2000 Ib/ton = 490,000 1b SO,/year

490,000 Ib SO,/year +2 = 245,000 b S/year  $+0,=80, [32 +2(16) = 64]
240,000 Ib S/year + 0.78 (22%) of S retained in final product) = 314,103 Ib S/year
314,103 Ib S/year + 4 (4 quarters in year) = 78,525 Ib S/quarter

This amount of sulfur will be determined by multiplying the tons of raw material (dry weight) times the quarterly weighted
average of the raw materials. This facility shall maintain records of the following:

. Weekly weighted average sulfur content of raw materials in percent;
. Weekly production rate for each kiln;

. Weekly weight of sulfur in raw matenials in tons; and

. Quarterly weight of sulfur in raw materials in tons.

These records shall be retained in the facility files for at least two (2) years and shall be made available for inspection upon
request of the Director of any authorized representative of the Director during normal business hours.

This facility shall submit quarterly reports to the Canton City Health Department, Division of Air Pollution Control, 420
Market Avenue North, Canton, Ohio 44702, which lists:

. Weekly weighted average sulfur content of raw materials in percent;
. Weekly production rate for each kiln;

. Weekly weight of suifur in raw materials in tons; and

. Quarterly weight of sulfur in raw materials in tons.

These quarterly reports shall be submitted by February 15, May 15, August 15 and November 15 of each year and shall
cover the previous calendar quarter.

2. The stack servicing kilns P004, PO05 and P006 shall be a minimum height of 45 meters from ground level.

3. The only fuel used in these sources shall be natural gas.



4, Applicable State Regulation{s)~- 7
The following rules of the Ohio Administrative Code establish the applicable emission limitations and/or control
requirements for this source:

3745-31-05
3745-17-07
3745-17-11
3745-18-06(D)(1)

(This condition in no way limits the applicability of other requirements of the Chio Administrative Code to this source.)

5. The combined emissions from sources P004 (Kiln #1), POOS5 (Kiln #2) and P006 (Kiln #3) shall not exceed the following:
62 Ibs. SO,/hour * 9.06 lbs. Fl/hour 56 tons NOx/year
10,416 lbs. SO,/week * 39.68 tons FL/year 18 lbs. PM/hour
245 tons SO, /year 12.82 Ibs. NOx/hour 78.84 tons PM/year

* Both gaseous and particulate fluorides as captured by Test Method 13A.

6. Performance Test Requirements

The permittee shall conduct, or have conducted, within six months of the expiration of this Permit to Operate, performance
testing on the air contaminant sources in accordance with procedures approved by the agency. Two copies of the written
report shall be submitted and signed by the person responsible for the test, describing the test procedures followed and
the results of such tests. The Director, or an Chio EPA representative, shall be allowed to witness the tests, examine
testing equipment and require the acquisition or submission of data and information necessary to assure that the source
data and mformation necessary to assure that the source operation and testing procedures provide a valid characterization
of the emissions from the source and/or the performance of the control equipment.

A completed Intent to Test notification form shall be submitted to the Canton City Health Department, Division of Air
Pollution Control, 420 Market Avenue North, Canton, Ohio 44702-1544. This notice shall be made thirty (30) days in
advance and shall specify the source operating parameters, the proposed test procedures and the time, date, place and
person(s) conducting such tests.

Two copies of the test results shall be subrmutted within thirty (30) days after the completion of the performance test.

Tests shall be performed for the following sources and pollutants:

Source Pollutants
P0O04, POOS, POO6 SO, FL, NOx, PM

Test Method 13A should be employed to measure FL emissions.

Test Method 6 should be employed to measure SO, emissions. This test shall be run with all three kilns (#1, #2, #3)
operating. This test shall be run at or near the maximum production capacity of all three kilns.

This stack test shall include an analysis of the sulfur content of the raw materials (clay and shale).
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