Street Addross:

ChicEPA

State of Ohio Environmental Protection Agency

Lazarus Gov, Center TELE: (614) 644-3020 FAX: (614) 644-2329 Lazarus Gov. Centar

122 S. Front Street
Columbus, OH 43215

RE: - FINAL PERMIT TO ANSTALL . CERTIFIED MAIL

STARK COUNTY - TOXICREVIEW
: : PSD
Application No 15-01531 ' - SYNTHETIC MINOR
/ CEMS
S ' ' MACT
. T e 40 CFR Part 60, NSPS
DATE: 3/27/2003 : Subpart GGG
_ , NESTIAPS
Marathon Ashland Petroleum LLC-Canton ‘ , :&;T'SIRN gON-ATTAINMENT
Brent McNeese . 7 : MODELING SUBMITTED :
GASOLINE DISPENSING FACILITY
2408 Gambrinus Avenue SW

Canton, OH 44706
,ﬁ

Enclosed please find an Ohio EPA Permit to Install which will allow you to install the described source(s) ina
manner indicated in the perlmt Because this penmt contains several conditions and restrictions, I urge youtoread
it carefully.

The Ohio EPA is urging companies to investigate pollution preventién and energy conservation. Not only will this
reduce pollution and energy consumption, but it can also save you money. If you would like to learn ways you can
save money while protecting the environment, please contact our Office of Pollution Prevention at (614) 644-3469. _

- You are hereby notified that this action by the Director is final and may be appealed to the Ohio Environmental
Review Appeals Commission pursuant to Chapter 3745.04 of the Ohio Revised Code. The appeal must be in writing
and set forth the action complained of and the grounds upon which the appeal is based. It must be filed within thirty -
(30) days after the notice of the Directors action. A copy of the appeal must be served on the Director of the Ohio
Environmental Protection Agency within three (3) days of filing with the Commission. An appeal may be filed with
the Environmental Review Appeals Commission at the following address:

Environmental Review Appeals Commission N a
236 East Town Street, Room 300 RECE] V_lm D

Columbus, Ohio 43215 S | APR 02 ZW3

GANTOMN OITY HEALTH DEPT.
A POLLUTION DIVISIGN

Very truly yours,

Michael W. Ahern, Supervisor
Field Operations and Permit Section

Iries H 4 PP |
 Division of Air Pollution Control

CC. USEPA R : Canton LAA

Mailing Address:

P.O. Box 1049
Columbus, OH 43216-1049



L.
i m STATE OF OHIO ENVIRONMENTAL PROTECTION AGENCY

“Permit To Install : Issue Date: 3/27/2003
Terms and Conditions Effective Date: 3/27/2003

FINAL PERMIT TO INSTALL 15-01531
Application Number: 15-01531

APS Premise Number: 1576000301
| Permit Fee:  $400
- Name of Facility: Marathon Ashland Petroleum LLC-Canton

Person to Contact: Brent McNeese

Address: 2408 Gambrinus Avenue SW
Canton, OH 44706

Location of proposed air contanminant source(s) [emlssmns umt(s)]
2408 Gambrinus Avenue SW :
Canton, Ohio ”

Descnptlon of proposed emissions unit(s):
ADDITION OF VALVES AND FLANGES FOR A GAS CON DEBUTANIZER OVERHEAD AIR
COOLED EXCHANGER.

The above named entity is hereby granted a Permit to Install for the above described emissions unit(s) pursuant to

Chapter 3745-31 of the Ohio Administrative Code. Issuance of this permit does not constitute expressed or implied

approval or agreement that, if constructed or modified in accordance with the plans included in the application, the

above described emissions unit(s) of environmental pollutants will operate in compliance with applicable State and

Federal laws and regulations, and does not constitute expressed or implied assurance that if constructed or modified

in accordance with those plans and specifications, the above described emissions unit(s) of pollutants will be granted
the necessary permits to operate (air) or NPDES perm1ts as applicable.

- This permlt is granted subject to the conditions attached hereto.

Ohio Environmental Protection Agency

Director
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Marathon Ashland Petroleum LLC-Canton Facility ID: 1576000301
PTI Application: 15-01531 : '
Issued: 3/27/2003

Part I - GENERAL TERMS AND CONDITIONS
A. State and Federally Enforceable Permit To Install General Terms and Conditions |
1. Monitoring and Related Recordkeeping and Reporting Requirements |
a. Except as may otherwise be provided in the terms and conditions for a specific emissions
unit, the permittee shall maintain records that include the following, where apphcable, for
any required momtormg under this permit:
i. The date, place (as defined in the permit), and time of sampli_ng or measurements.

ii. © - The date(s) analyses were performed.

i, The_‘gornpany or entity that pefformed the analyses.r

1v. The analytical techniques or méthods used. |
v.  The résults of such énalyses.
Vi The operating conditiéns existing at the timé of sampli'ng or measurement.
b. N Each record of any rhonitoring data,-testing dat.a, aﬁd support information required pursuant |

to this permit shall be retained for a period of five yeats from the date the record was created.
. Support information shall inciude, but not be limited to, all calibration and maintenance
records and all original strip-chart recordings for continuous monitoring instrumentation, and -
copies of all reports requlred by this permit. Such records may be maintained in
computerized form. :

c. - Except as may otherwise be provided in the terms and conditions for a specific emissions
unit, the permiitee shall submit required reports in the following manner:

i.  Reports of any required monitoring and/or récordkeeping of federally enforceable

information shall be submltted to the appropriate Ohio EPA District Office or local '
| air agency.
ii. Quarterly written reports of (i) any deviations from federally enforceable emission

limitations, operational restrictions, and control device operating parameter
limitations, excluding deviations resulting from malfunctions reported in accordance
with OAC rule 3745-15-06, that have been detected by the testing, monitoring and

rannrdlr aoming raniTie anto anenifiad 1n thio - {11} tha nealahla rovios AF aninh
J.UUUJ.\.LI\UUPIIIE .I.U\iull. Ull.lU.ll'Lﬂ DP\.{ULLI\J\J l.lJ. ‘JJ,ID IJULl,l,llL’ \Ll} Lilv PIUUMULU WOAMOW VL Ouwil

deviations, and (iii) any corrective actions or preventive measures taken, shall be
made to the appropriate Ohio EPA District Office or local air agency. The written
reports shall be submitted quarterly, i.e., by January 31, April 30, July 31, and
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Marathon Ashland Petroleurn LLC Canton . - BT FaCility ID: 1576000301
PTI Application: 15-01531 ' : L o -
Issued: 3/27/2003 |

October 31 of each year and shall cover the prev1ous calendar quarters See B9
below if no deviations occurred durmg the quarter -

Hi. Written reports, which iden'tify a;ny deviations frorn the' federally enforceable . -

monitoring, recordkeeping, and reporting requirements contained in this permit shall -

~ be submitted to the appropriate Ohio EPA District Office or local air agency every

" six months, i.e., by January 31 and July 31 of each year for the previous six calendar

months. If no deviations occurred during a six-month period, the permittee shall

- submit a semi-annual report, which states that no deviations occurred during that
period.

v Each written report shall be signed by aresponsible official certifying that, based on
' information and belief formed after reasonable inquiry, the statements and
E 1nformatton in the report are true, accurate and complete
e
Scheduled Mamtenance/Malfunctlon Reportlng

Any scheduled maintenance of air pollut1on control equipment shall be perfcrmed n accordance
with paragraph (A) of OAC rule 3745-15-06. The malfunction, i.e., upset, of any emissions units
or any associated air pollutlon control system(s) shall be reported to the appropriate Ohio EPA
District Office or local air agency in accordance with paragraph (B) of OAC rule 3745-15-06. (The

- definition of an upset condition shall be the same as that used in OAC rule 3745-15- 06(B)(1) for a

malfunction.) The verbal and written reports shall be submitted pursuant to OAC rule 3745-15-06.
Except as provided in that rule, any scheduled maintenance or malfunction necessitating the

- shutdown or bypassing of any-air pollution control system(s) shall be accompamed by the shutdown
- of the ermssmn umt(s) that is (are) served by such control system(s) |

- Risk Management Plans o

CIf the permittee is requlred to develop and regrster a nsk management plan pursuant to sectlon 1 12(r)

of the Clean Air Act, as amended, 42 U.S.C. 7401 et seq ("Act") the pemuttee shall comply with
the requlrement to regrster such a plan ' -

o _Title_ v Provis_ions_ -

- If the permittee is subject to the requirements of 40 CFR Part 72 con'ceming acid rain, the permittee

shall ensure that any affected emissions unit complies with those requirements. Emissions exceeding -
any allowances that are lawfully held under Title IV of the Act or any regulations adopted
thereunder are prohlblted o . :

' Severablllty Ciause

A determmatlon that any term or condition of th1s permit is invalid shall not 1nva11date the force or

effect of any other term or condition thereof, except to the extent that any other term or condition
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PTI Application:  15-01531 '
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“depends in whole or in part for its operatlon or implementation upon the term or condition declared

111val1d
General Requirements

a. The permittee must comply with all terms and conditions of this permit. Anynoncompliance
with the federally enforceable terms and conditions of this permit constitutes a violation of
the Act, and is grounds for enforcement action or for permit revocation, revocation and

~ reissuance, or modification, or for denial of a permit renewal application.

b. It shall not be a defense for the permittee in an enforcement action that it would have been
necessary to halt or reduce the permitted activity in order to maintain compliance with the
federally enforceable terms and conditions of this permit.

c. This permit thay be modified, reopened, revoked, or revoked and reissued, for cause. The
- filing of a request by the permittee for a permit modification, revocation and reissuance, or
revocation, ot of a notification of planned changes or ant1c:1pated noncompliance does not

stay any term and condition of this perm1t

d.  This permit does not convey any property rights of any sort, or any exclusive privilege.

e. - Thepermittee shall furnish to the Director of the Ohio EPA, or an anthorized representative
of the Director, upon receipt of a written request and within a reasonable time, any
information that may be requested to defermine whether cause exists for modifying,

Teopening or revoking this permit or to determine compliance with this permit.  Upon
request, the permittee shall also furnish to the Director or an authorized representative of the
~ Director, copies of records required to be kept by this permit. For information claimed to be
confidential in the submittal to the Director, if the Administrator of the U.S. EPA requests
such information, the permittee may furnish such records directly to the Administrator along
Wlth a claim of confidentiality. '

Fees

The permittee shall pay fees to the Director of the Ohio EPA in accordance with ORC section
3745.11 and OAC Chapter 3745-78. The permittee shall pay all applicable Permit To Install fecs
within 30 days after the issuance of this Permit To Install. '

Federal and State Enforceability

Only those terms and conditions désignated in this permit as federally enforceable, that are required

under the Act, or any o ofits nr\rﬂw‘thp rpqnwprpquq 1nr\h1r11ng relevant ﬂrr“n sions ﬂp-mgnpﬂ to limit

§ LW

the potential to emit of a source, are enforceable by the Administrator of the U.S. EPA, the State, and
citizens under the Act. All other terms and conditions of this permit shall not be federally

. enforceable and shall be enforceable under State law only.
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Marathon Ashland Petroleum LLC-Canton ‘ Facility ID: - 1576000301

PTI Application:
Issued: 3/27/2003

9.

10. .

a.

15-01531

- Compliance Requirements

Any document (including reports) required to be submitted and required by a federally
applicable requirement in this permit shall include a certification by a responsible official

- that, based on information and belief formed after reasonable mqurry, the statements in the

document are true, accurate and complete. .

~ Upon presentation of credentials and other' documents as may be required by law, the
- permittee shall allow the Director of the Ohio EPA or an authorized representative of the

Director to:

i. At reasonable times, enter upon the permittee's premises where a source is located
or the emissions-related activity is conducted, or where records must be kept under
the conditions of thrs perrmt -

o

i 'Hav'e access to and copy, at reasonable times, any records that must be kept under the

conditions of this permit, subject to the protection from disclosure to the pubhc of
' conﬁdentlal 1nfor1nat1on consistent with ORC sectron 3704. 08 '

i, - Inspect at reasonable times any facrhtres equlpment (1nc1ud1ng‘ monitoring and air

pollution control equipment), practices, or operations regulated or requrred under this
- _pern‘ut — S :
" iv. - As authorized by the Act, sample or monitor at reasonable times substances or

- parameters for the purpose of assurmg oomphance wrth the perrmt and apphcable '
: requlrernents ' :

- The perrmttee shall subrnlt progress reports to the appropnate Oth EPA Dlstnct Ofﬁce or

local air agency concerning any schedule of compliznce for meeting an applicable

- requirement. Progress reports shall be submitted semiannually, or more frequently if

specified in the applicable requlrement or by the Dlrector ofthe Oth EPA Progress reports

: _shall contain the followrng

i, Datesforachievingthe activities, milestones, or compliance required in any schedule
of compliance, and dates when such activities, m1lestones or comphance were
- achieved. : : -
il. = An explanation of why any dates in any schedule of compliance were not or will not

- be met, and a'ny preventive or corrective measures adopted.

Permlt To Operate Appllcatron _

a.

If the permrttee is requrred to apply fora Trtle \% per.rmt pursuant to OAC Chapter 3745 77,
the permittee shall submit a complete Title V permit application or a complete Title V permit
modification application within twelve (12) months after commencing operation of the
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11,

12,

emissions units covered by this permit. However, if the proposed new or modified source(s)
would be prohibited by the terms and conditions of an existing Title V permit, a Title V.
permit modification must be obtained before the operation of such new or modified source(s)
pursuant to OAC rule 3745-77-04(D) and OAC rule 3745-77-08(C)(3)(d).

b. If the permittee is required to apply for permit(s) pursuant to OAC Chapter 3745-35, the
source(s) identified in this Permit To Install is (are) permitted to operate for a period of up
to onc year from the date the source(s) commenced operation. Permission to operate is
granted only if the facility complies with all requirements contained in this permit and all
applicable air pollution laws, regulations, and policies. Pursuant to OAC Chapter 3745-35,
the permittee shall submit a complete operating permit application within ninety (90) days
afler commencing operation of the source(s) covered by this permit.

Best Available Technology

As specified in OAC Rule 3745-31-05, all new sources must employ Best Available Technology
(BAT). Compliance with the terms and conditions of this permit will fulfill this requirement.

~ Air Pollution Nuiséuice

The air contaminants emitted by the emissions units covered by th1s permlt shall not cause a public

nuisance, 1n violation of OAC rule 3745 15- 07



Page7of 33 . _ S : _ .
Marathon Ashland Petroleum LLC- Camon : | ' Facility ID: . 1576000301 "

~ PTI Application: - 15-01531

B.

Mt L et

Issued: 3/27/2003

State Only Enforceable Permit To Install General Terms and Conditions - -

1.

Compliance Requirements-

The emissions unit(s) identified in this Permit to hlstell_é,hall' remain in =fullrcoml:.:liance with all _ .
applicable State laws and regulations and the terms and conditions of this permit.

Reporting Re'qltil*emelits
~ The permjttee shall submit required reporté in the following manner:

a. Reports of "any required moriitoriﬁg' and/or recordkeeping of state-only enforceable

information shall be submitted to the appropnate Ohio EPA Dlstnct Ofﬁce or local air
agency. . _
.'{ ) : ‘
" b. ° BExcept as otherwise may be provided in the terms and conditions for a spec1ﬁc emissions

unit, quarterly written reports of (a) any deviationis (excursions) from state-only required
emission limitations, operational restrictions, and ‘control device operating parameter

limitations that have been detected by the testing, monitoring, and recordkeeping .
" requirements specified in this permit, (b) the probable cause of such deviations, and (c) any
corrective actions or preventive measures which have been or will be ‘taken, shall be
* submitted to the appropriate Ohio EPA District Office or local air agency. Ifno deviations -
occurred during a calendar quarter, the permittee shall submit a quarterly report, which states -

* that no deviations occurred during that quarter. The reports shall be submitted quarterly, i.e.,

by January 31, April 30, July 31, and October 31 of each year and shall cover the previous

- calendar quarters. = (These quarterly reports shall exclude deviations resulting from
malfunctions reported in accordance with OAC rule 3745-15-06.) . :

'Permlt Trausfers

This Perrmt To Install is apphcable only to the emissions umt(s) 1dent1ﬁed in the Permit To Install
Separate Permit To Install for the installation or modification of any other emissions umt(s) are
required for any emlssmns unit for which a Permit To Install is requlred

Termiuation of Permit To Install

This permit to install shall terminate w1th1n el ghteen months of the effective date of the permit to
install if the owner or operator has not undertaken a comtinuing program of installation or

‘modification or has not entered into a binding contractual obligation to undertake and complete
within a reasonable time a continuing program of installation or modification. This deadline maybe
~ extended by up to 12 months if application is made to the Director within a reasonable time before -

the termmatlon date and the party shows good cause for any Such extensmn

o
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Consiruction of New Sources(s)

The proposed emissions unit(s) shall be constructed in strict accordance with the plans and
application submitted for this permit to the Director of the Ohio Environmental Protection Agency.
There may be no deviation from the approved plans without the express, written approval of the
Agency. Any deviations from the approved plans or the above conditions may lead to such sanctions
and penalties as provided under Ohio law. Approval of these plans does not constitute an assurance
that the proposed facilities will operate in compliance with all Ohio laws and regulations. Additional
facilities shall be installed upon orders of the Chio Environmental Protection Agency ifthe proposed
sources cannot meet the requirements of this permit or cannot meet applicable standards.

Ifthe construction of the proposed emissions unit(s) has already begun or has been bompleted prior

. to the date the Director of the Environmental Protection Agency approves the permit application and

- plans, the approval does not constitute expressed or implied assurance that the proposed facility has

been constructed in gecordance with the approved plans. The action of beginning and/or completing
construction prior 1 to'obtaining the Director's approval constitutes a violation of OAC rule 3745-31-
02. Furthermore, issuance of the Permit to Install does not constitute an assurance that the proposed
source will operate in compliance with all Ohio laws and regulations. Approval of the plans in any
case is not to be construed as an approval of the facility as constructed and/or completed, Moreover,
issuance of the Permit to Install is not to be construed as a waiver of any rights that the Ohio
Environmental Protection Agency (or other persons) may have against the applicant for starting -
construction prior to the effective date of the permit. Additional facilities shall be installed upon
orders of the Ohio Environmental Protection Agency if the proposed facilities cannot meet the
requlrements of this permit or cannot meet applicable standards

Public Disclosure

The facility is héreby notified that this permit, and all agency.records concerning the operation of

this permitted source, are subject to public disclosure in accordance with OAC rule 3745-49-03.

Applicability

This Permit to Install is applicabie only to the emissions unit(s) identified in the Permit To Install.

Separate application must be made to the Dlrector for the installation or modification of any other
emissions unit(s).

Constructio_n Compliauce Certification

The applicant shall provide Ohio EPA with a written certification (see enclosed form) that the
facility has been constructed in accordance with the Permit To Install application and the terms and
conditions of the Permit to Install. The certification shall be provided to Ohio EPA upon completion
of construcuon but prior to startup of the source. : '
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9. - Additional Reporting Requlrements.When There Are No Deviations of Féderallv Enforceable
Emission Limitations, Operational Restrictions, or Control Device Operatlng Par ameter o
leltatlons (See Sectlon A of This Permlt) '

If no deV1at10nS' occurred durlng a calendar quarter, the permittee shall submit a quarterly report, .

which states that no deviations occurred during that quarter. -The reports shall be submitted
- quarterly, i.e., by January 31, April 30, July 31, and OCtober 31 of each year and shall cover the

prev1ous calendar quarters ' : _

- C. - Permit To Install Summary of Allowa_ble Emissions '
~ The following informaﬁon summarizes the total allowable emissions, by pollutant, -base_d on the
individual allowable emissions of each air contaminant source identified in this permit. '
SUMMARY (for informational purposes only) -
TOTAL PERMIT TO INSTALL A_LLOWABLE EMISSIONS

Pollutant - = . .- -'!o__nS'Per.Year

VOC(Total-Se¢ . 46

Part ITI, section
- ALL
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Part II - FACILITY SPECIFIC TERMS AND CONDITIONS
A. State and Federally Enforceable Permit To Install Facility Specific Terms and Conditions

None

B.  State Only Enforceable Permit To Install Facility Specific Terms and Conditions |

None
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Marathon Ashland Petroleum LLC- Canton

PTT Application:
Issued: 3/27/2003

15-01531

* Facility ID:
Emissions Unit ID: P013

Part 111 - SPECIAL TERMS AND CONDITIONS FOR SPECIFIC EMISSIONS UNIT(S)

A, State and Federally Enforceable Sectlon

| Apphcable .Jml_ssmns leltatmns and/or _Confrol Reqﬁirements

- 1. Thespecific operations(s), property, and/or equipment which constitute this emissions unit are listed
- in the following table along with the applicable rules and/or requirements and with the applicable

- emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be specified in narrative form following the table.

- Operations, Property,
and/or Equipment

PO13 o
Fugitive VOC Leaks from
Petroleum Refinery
Equipment

‘This is a modification of this
PTI by adding the following
affected emission units: the
Vacuum Unit - Tailgas
Compressor System, the
- -valves pumps and flanges for
the west tank farm, and the
flanges and valves installed
with the Gas Con debutanizer
~overhead Air. cooled
exchanger. The emission

* units regulated under this PTI

are not subject to 40 CFR
Parts 63, Subpart CC or 40
. CFR Part 63, Subpart UUU
(Refinery MACT's)

~ Applicable Rules/Requirements

OAC rule 3745-21-09(T)

40 CFR Part 60, Subpart GGG

OAC rule 3745-31-05(A)(3)

~ Applicable Emissions
Limitations/Control Measures

No limits -

No limits

- |BAT consists of compliance with the

applicable parts of 40 CFR 60 Subpart
GGG and OAC: 3745-21-09(T) and the
following mass emission limits:

4.42 tons V.OC/yr.:.

| This Timit is only for the emissions from

the Vacuum Unit Tailgas Compressor

System. Emissions consist of gases from_
the system, -

39.5 tons OC/_yr.

This limit is only for the emissions from 7

the pumps, valves, and flanges in light
liquid and vapor service from the West

Tank Farm Project

1.77 tons VOClyr.

This limit is only for the emissions from
the valves, and flanges in light liquid and

gas service for the Gas Con debutanizer

overhead Air cooled exchanger project.

1576000301 -

5
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2. Additional Terms and Conditions

2.a

2.b

2.c

2.d

2.6

2.f

2.2

2.h

[40 CFR Part 60.592(b)]
The permittee may elect to comply with the requn‘ements of 40 CFR part 60.483-1 and
60.483-2. '

[40 CFR Part 60. 592(0)] »

The permittee may apply to the Administrator for a determination of equlvalency for any
means of emission limitation that achieves a reduction in emissions of VOC at least
equivalent to the reduction in emissions of VOC achieved by the controls required in 40 CFR
Part 60.592. In doing so, the permittee shall comply with requlrements of 40 CFR Part
60.484,

[40 CFR Part 60.592(d)]
The penmttee shall comply with the provisions of 40 CFR Part 60.485, "Testing Methods
and Procedures"”, except as proylded i 40 CFR Part 60.593. '

[40 CFR Part 60 593(d)]
The permittee may use the following provision in addltl()l‘l to 60 CFR Part 60. 485(6)

- Equipment is in light liquid service if the percent evaporated is greater than 10 percent

at 150 degree C as determined by ASTM.  Method D- 86(1ncorporated by reference as -

- specified

in 40 CFR Part 60.18.

[40 CER Part 60.482- 1(a)]
The permittee shall demonstrate compliance with the requlrements of this permit for all

| _ equlpment w1th1n 180 days of initial startup.

'[40 CFR Part 60.482-1(b)]

Compliance will be determined by review of records and reports review of performance test |
results, and inspection using the methods and procedures spemﬁed in 40 CFR Part 60.482- -

b

[40 CFR Part 60. 482- l(c)(l)]

An owner or operator may request a determination of eqmvalence of a means of emission
limitation to the requirements of OAC 60.482-2, 60.482-3, 60.482- 5 60.482-6,60.482-7, and
60.482-8 as provided in OAC 60.484.

[40 CFR Part 60.482-1(c)(2)] _
- If the Administrator makes a determination that a means of emission limitation is at least

equivalent to the requirements of QAC 60.482-2, 60.482-3, 60.482-5, 60.482-6, 60.482-7,

- 60.482-8, or 60.482-10, the permittee shall comply w1t11 the requirements of that

determination,
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I1. Operational Restrictions

2.

1 it LY EA L g

1

[40 CFR Part 60.590]

40 CFR Part 60 Subpart GGG - Standards of Performance for Eqmpment Leaks of VOC in -

- Petroleum Refineries is apphcable to the compressor because the compressor is an affected facility
~ asdefined in 60.590(a)(2). These standards are not applicable to the associated pipeline components

because they do not constitute a capital expenditure and thus are not a modification. In order to
comply with 40 CFR 60 Subpart GGG the permitiee has agreed to comply with the followmg
operatlonal restrictions: ' . ,

a.

[40 CFR Part 60.482-3(a)]

In order to comply with 60.482-3(a), the compressor shall be equ1pped with a barrier fluid
seal system on each through-casing shaft penetratlon Ambrent temperature lube 011 (SAE
40 or equivalent) w1ll be the barrier ﬂu1d :

- [40 CFR Part 60 482- 3(b)(1)] -
- In order to comply with 60.482-3(b)(1), ‘the compressor barrrer fluid system will be-

pressurized with nitrogen to a pressure of about 25 psig; and

 [40 CFR Part 60.482-3(b)(3)]

In order to comply with 60.482-3(b)(3), if the seal system leaks, the barrier fluid will leak

"~ into the tailgas compressor; thus, no VOC emissions to the atmosphere will result because
‘the barrier fluid is in heavy 11qu1d service or is not in VOC serv1ce '

[40 CFR Part 60. 482(h)] :
The perm1ttee may elect to comply with the requlrements of 60. 482(h) if the compressor is -
equipped with a closed vent system capable of capturing and transporting any leakage from:

- the seal to a control device that complies with the requirements of 60.482-10. Compliance -
- with 60.482(h) will exempt the compressor from the reqmrements of Terms and Condltlons
A 1 through A3, except as provrded in Term and Condltlon A, 5

[40 CFR Part 60, 482(1)] : : .
The permittee may elect to comply with the requirements of 60. 482(I) if the COmpressor is

-designated, as described in 60.486(e)(1) and (2}, for no detectable emissions, as indicated by

an instrument reading of less than 500 ppm above background. Compliance with 60.482()

- will exempt the compressor from the requrrements of Terms and Condlttons A.1 through

A4

Pressure.relief devices in gas/vapor service,

[40 CFR Part 60 482-4(a)] : :
Except during pressure relcases, each pressure relief devrce in gas/vapor service shall be operated
with not detectable emissions, as indicated by an instrument reading of less than 500 ppm above

- background, as determined by the methods specified in 40 CFR Part 60.485(c).
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[40 CFR Part 60.482-4(b)(1)]
After each pressure release, the pressure relief device shall be returned to a condition of no detectable

" emissions, as indicated by an instrument reading of less than 500 ppm above background, as soon

as practicable, but no later than 5 calendar days after the pressure release, except as provided in 40
CFR Part 60.485(c).

a. [40 CFR Part 60.482-4(c)]
No later than 5 calendar days after the pressure release, the pressure relief device shall be
monitored to confirm the conditions of no detectable emissions, as indicated by an

instrument reading of less than 500 ppm above background by the methods spemﬁed in 40
CFR Part 60.4485(c). _

[40 CER Part 60.482-4]
Any pressure relief uevrce that is routed to a process or fuel gas system or equipped with a closed
vent system capable of capturing and transporting leakage through the pressure relief device to a

control device as described in 40 CFR Part 60.482-10 is exempted from the requlrements of section
AIL2. and A.IL 3. : C :

[40 CFR Patt 60. 482-4(&)(1)]

Any pressure relief device that is equipped with a rupture disk up stream ofthe pressure rellef device
is exempt from the requirements of section A.JL2. and A.L3., provided the permittee complies with
the requirements in section A.IL6.

[40 CFR Part 60.482-4()(2)]

After each pressure release, a new rupture disk shall be installed upstream of the pressure relief
device as soon as practicable, but no later than 5 ca.lendar days after each pressure release, except

as provided in 40 CFR Part 60.482-9.

Sampling connection systems.

7.

S S TR apd

[40 CFR Part 60.482-5(a)]
Each sampling connection system shall be eqmpped Wlth a closed-purged, closed- loop, or closed-

vent system, except as provided in CFR 40 Part 60.482~1(c). Gases dlsplaced during filling of the
sample container are not required to be collected or captured.

[40 CFR Part 60.482-5(b)]

- Bach closed-purge, closed-loop, or closed-vent system as requlred in paragraph (a) of this section

shalt comply with the requirements specified in section A.IL.8.a through A.I1.8.d.

a. [40 CFR Part 60.482-5(b)(1)]
Return the purged process fluid directly to the process line; or

b. .[40 CFR Part 60.482- 5(b)(2)]
Collect and recycle the purged process fluid to a process or
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9.

10

1.

12.

" ¢. . [40 CFR Part 60.482- 5(b)(3)]

Be designed and operated to capture and transport all the purged process fluid to a control
L dev1ce that eomphes wrth the requlrements of 40 CFR Palt 60.482- 10 or

d. [40 CFR Part 60 482 5(b)(4)] :
Collect, store, and transport the purged process fluid to any of the followmg systems or
facilities: : -

i. [40 CFR Part 60 482-5(b)(4)(1)] -
A waste management unit as defined in 40 CFR 63.111, if the waste management -
unit is subject to, and operated in compliance with the prov1s1ons of 40 CFR Part 63,
Subpart G, appllcable to Group 1 wastewater streams,

ii. - [40 CFR Part 60. 482—5(b)(4)(11)] :
o A treptment storage, or d1sposa1 facility subj ectto regulatron under 40 CFR Part 262,
264, 265 or 266 or _

ii, [40 CFR Part 60.482- 5(b)(4)(111)]
.~ A facility permitted, licensed, or registered by a State to manage mumnicipal or

“industrial solid waste, if the process ﬂulds are not hazardous waste as deﬁned n40
CFR Part 261.

[40 CFR Part 60, 482-5(0)]

In situ samphng systems and sampling systems Wlthout purges are exernpt from the requlrements
of SGCthllS A 1L7. and AILS. -

' Open-ended valves or lmes

[40 CFR Part 60. 482 S(a)(l)] ' :
Each open-ended valve or line shall be equlpped w1th a cap, blind ﬂange, plug, ora second valve,
except as provided in 40 CFR Part 60. 482—1(0) SR :

'a. [40 CFR Part 60.482- 5(a)(2)]

The cap, blind flange, plug, or second valve shall seal the open end at all times except durmg :
_operations requ1r1ng process fluid flow through the open-ended valve or line.

[40 CFR Part 60. 482 5(b)]

Each open-ended valve or line equipped with a second valve shall be op erated in a manner such that
the valve on the process ﬂuld end is closed before the second valve is closed.

[40 CFR Part 60 482- 5(0)] _
When a double block-and-bleed system is being used the bleed valve or line may remain open

during operations that require venting the line between the block valves but shall comply with
sectlon A II.10 at all other times, :
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13..

14.

[40 CFR Part 60.482-5(d)]
Open-ended valves or lines in an emergency shutdown system which are designed to open

automatically in the event of a process upset are exempt from the requlrements of sections A.IL10.
through A.IL.12. :

[40 CFR Part 60.482-5(e)]

Open-ended valves or lines containing materials whlch would autocatalytically polymerize or would
present an explosion, serious over pressure, or other safety hazard if capped or equipped with a
double block and bleed system as specified in sections A.I1.10 through A.IL.12 are exempt from the
requirements of sections A.IL.10 through AIL12.

Pumps and valves in heavy liquid service, pressure relief devices in light liquid or heavy liguid service,
and connectors, .

15.

[40 CFR Part 60. 482 8(a)]
If evidence of a potential leak is found by visual, audible, olfactory, or any other detection method

- at pumps and valves in heavy liquid service, pressure relief devices in light liquid or heavy liquid

service, and connectors, the owner or operator shall follow either one of the following procedures:

&[40 CFR Part 60.482-8(z)(1)]

16.

17.

18.

5r i ] b N

'The permittee shall monitor the equipment within 5 days by the method specified in 40 CFR
Part 60.485(b) and shall comply with the requirements of sections A.I.16 through A.II.18;

b.  [40 CFR Part 60.482-8(a)(2)]
' The permittee shall eliminate the visual, audible, olfactory, or other indication of a potential
leak. ' .

[40 CFR Part 60.482- 8(b)] _ _ '
If an instrument reading of 10,000 ppm or greater is measure, a leak is detected

[40 CFR Part 60.482-8(c)(1)] .

- When aleak is detected, it shall be repaired as soon as practmable but not later than 15 calendar days

after it is detected, except as prov1ded in 40 CFR Part 60.482-9.

a. - [40 CFR Part 60.482-8(c)(2)]

The first attempt at repair shall be made no later than 5 calendar days after each leak is
detected.

[40 CFR Part 60.482-8(d)]
First attempts at repair include, but are not limited to, the best practices described under 40 CFR Part
60.482-7(¢).
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Delay of repair.

19. - {40 CFR Part 60 482 9a)] - o
~ Delay of repair of equipment for which leaks have been detected w1ll be allowed if repair W1th1n 15 .
days is technically infeasible without a process unit shutdown. Repair of this equ1pment shall occur
before the end of the next process unit shutdown.

20. [40CFR Part 60.482. 9(b)] - o
Delay of repair of equipment will be allowed for equipment wh1ch is isolated from the process and
~ which does not remain in VOC service. '

2. [40 CFR Part 60.482.9(c)] |
Delay of repair for valves will be allowed if:

a. [40 CFR Part 60. 482 9(c)(1)] :
- The penmttee demonstrates that emissions of purged materlal resultmg from 1mmed1ate
repair are greater than the fugitive emissions likely to result from delay of repair; and

b, [40 CFR Part 60.482.9(c)2)]
 When repair procedures are effected, the purged material is collected and destroyed or
- recovered in a control device: comp]ymg with 40 CFR Part 60 482 10. .

22,  [40 CFR Part 60 482 9(d)]
Delay of repair for pumps_wﬂl be allowed if:

a. ' [40 CFR Part 60.482. 9(d)(1)] _
~ . Repair requlres the use of a dual mechanical seal system that 1ncludes abarner fluid system,
a:nd

b. [40 CFR Part 60.482. 9(d)(2)] : :
: - Repair is eompleted as soon as practtcable but not later than 6 months after the leak was
“detected. - ' '

23. -~ [40CFR Part 60.482. 9(e)] 3
- Delay of repair beyond a process unit shutdown will be allowed for a valve, if valve assembly
replacement is necessary during the process unit shutdown, valve assembly supplies have been
depleted, and valve assembly supplies had been sufficiently stocked before the supplies were
depleted. Delay of repair beyond the next process unit shutdown will not be allowed unless the next '
process unit shutdown 0CeUrs sooner than 6 months after the first process unit shutdown.

111. Momtorlng and/or Reeerd keepmg Requirements

1. Asrequired in OAC rule 3745- 21 09(T), the perrmttee shall develop and implement a momtormg
- program wh1ch incorporates the following provisions:

B 1 st 110 B
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Yearly monitoring of all pump seals, pipeline valves in liquid service and process drains in
accordance with the method specified in paragraph (F) of OAC rule 3745-21-10;

Quarterly monitoﬁng of all compressor seals, pipeline valves in gas service and pressure
relief valves in gas service in accordance with the method specified in paragraph (F) of OAC
rule 3745-21-10; :

Monthly monitoring of all pump seals by visual methods;
Monitoring of any pump seal in accordance with the method specified in paragraph (F) OAC
rule 3745-21-10 within five workmg days after any 11qu1ds are observed dnppmg from the

seal;

Monitoring of any relief valve in accordance with the method specified in paragraph (F) of
OAC rule 37 45-21-10 within five working days after the valve has vented to the atmosphere

cand

Monitofing of any cbmponent in accordance with the method specified in paragraph (F) of
OAC rule 3745-21-10 within five working days after the repair of a leak.

Asrequired by OAC rule 3745-21-09(T), all pipeline Val.ve_s in gas service and pressure relief valves
* in gas service shall be clearly marked and identified in such a manner that they will be obvious to

both refinery personnel performing monitoring and to the director.

As required by OAC rule 3745-21-09(T), if a leak is identified as a result of the monitoring program
required by Section A.IIL1. and the concentration of VOC exceeds ten thousand parts per million
by volume, a tag shall immediately be placed on the leaking component. The tag shall be readily

visible and weatherproof; it shall bear an identification number; and it shall clearly indicate the date

the leak was detected. The tag shall remain in place until the leaking component is repaired.

" As required by OAC rule 3745-21-09(T), a monitoring log shall be maintained for all leaking

components which are tagged in accordance with Section A.IIL3 of th1s rule. The monitoring log
shall contam ata mlmmum, the following data:

a.

b

The name of the process unit where the leaking componént is located;
The type of leaking component (such as valve, seal, or other coniponenf);

The tag number of the leaking component;

- The date on which the leaking component was detected;

The date on which the léaking component was répaired;

The date and results of the monitoring performed within five working days after the leaking
component was repaired;
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g A record of the calibration”'of the monitoring instrument'
h ™ A hst of those leaking components which cannot be repa1red untrl the next process unlt_
' _ turnaround and i : :
1 | The total number of components monitored and the total number of components found

“leaking durmg the calendar year.

As requlred by OAC rule 3745 21 -09(T), a copy of any monltormg log shall be retained by the

permittee for a minimum of two years after the date on which the record was made or the report was

- prepared. A copy of any monitoring log shall immediately be made avallable to the Canton LAA

upon verbal ot written request, at any reasonable time.

As requlred by OAC rule 3745-21- 09(T) the permittee shall repair and retest any leaktng component _

which is tagged and identified in accordance with Section A.IIL.3. as soon as possible, but no later
than 15 days after the leak is found unless the leaking component cannot be repalred untﬂ a process

,tumaround occurs

. As stated in OAC -rule 3745-21-09(T), the director may require a'pr_ocess.unit turnaronnd to occur
cearlier than the normally scheduled date if the number and severity of leaking components awaiting

a turnaround warrant such action. Any such process unit turnaround shall be required by means of

~ an order issued by the director to the permittee of the petroleurn reﬁnery pursuant to Division (R) |

of Section 3704 03 of the Revised Code

' As stated in OAC rule 3745-21-09(T), the dlrector may accept an alternative: monltorlng, récord

" keeping and reporting program to replace that required by Section A.IIL1. if the owner or operator -

of a petroleum refinery can demonstrate to the satisfaction of the director that the alternative program

~is at least as effective in identifying, documenting and reporting leaks from petroleum refinery .
_equipment as the program outlined in Section A.IIl.1. For purposes of this paragraph, any proposed
- alternative program which the director finds comparable to the requirements of OAC 3745-21- -

. 09(DD)(12) or (DD)(13) shall be acceptable to the director.

[40 CFR Part 60.482- 3] - |
~In order to comply with 40 CFR Part 60 482-3(d), the compressor shall be equlpped with a seal

failirre alarm that will alarm when the seal reservoir level has dropped, indicating a seal failure. If
the barrier fluid system fails again, a low-level alarm shall indicate failure. In addition, a low, low-

level shutdown will shut down the compressor in the event that the alarm condltlon is not remedied

10.

and the seal level contlnues to fall:

[40 CFR Part 60.482- 3(e)]

In order to comply with 40 CFR Part 60.482-3(e), operations shall check the reservoir level of the
compressor on a daily basis, and there shall be an audible alarm sounded in the control room
1ndlcat1ng seal fallure and compressor shutdown. :
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Pumps in light liquid service.

11. [40 CFR Part 60.482- 2(a)(l)] 7
' Each pumping light liquid service shall be monltored monthly to detect leaks by the methods
specified in 40 CFR Part 60.482-1(c) and sections A IT1.14 and A.ITI.15.

a. - [40CFR Part 60.482-2(a)(2)]
Each pump in light liquid service shall be checked by visual inspection cach calendar week
for indications of liquids dripping from the pump seal.

- 12.°  [40 CFR Part 60. 482-2(b)(1)]
' If an instrument reading of 10,000 ppm or greater is measured, a leak is detected.

a. [40 CFR Par; 60.482-2(b)(2)]
' If there are 1ndlcat10ns of liquids drlppmg from the pump seal, a leak is detected.

13. [40 CFR Part 60.482-2(c)(1)]
~ When aleakis detected, it shall be repaired as soon as practicable, but not later than 15 calendar da.ys
after it is detected, except as prov1ded in 40 CFR Part 60.482-9.

a. [40 CFR Part 60. 482(c) 2]
A first attempt at repair shall be made no later than 5 calendar days after each leak is
detected.

) 14. | [40 CFR Part 60.482-2(d)] : :
Each pump equipped with a dual mechanical seal system that includes a barrier fluid system is
exempf from the requirements of paragraph (a), Provided the following requirements are met:

a. [40 CFR Part 60.482-2(d)(1)]
~ - Each dual mechanical seal system is —

i 'Operated with the barrier fluid at a pressure that is at all times greater than the pump
- stuffing box pres sure; or

ii. . Equipment with a barrier fluid degassing reservoir that is routed to a process or fuel
gas system or connected by a closed vent system to a contro} device that complies -
with the requirements of 40 CFR Part 60.482-10; or :

il Equipped with a system that purges the barrier fluid into a process stream with Zero'
- VOC emissions to the atmosphere.

b.  [40 CFR Part 60.482-2(d)(2)]
The barrier fluid system is in heavy liquid service or is not in VOC service.
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15,

A

[40 CFR Part 60 482- 2(d)(3)] . N
Each barrier fluid system is equlpped with a sensor that will detect fallure ofthe seal system

the barrier ﬂuld system, or both

* [40 CFR Part 60.482- 2(d)(4)] o
Each pummp is checked by visual 1nspect10n each calendar week, for 1nd1cat10ns of l1qu1ds L

drlppmg from the pump seals

[40 CFR Part 60.482- 2(d)(5)(1)] o
“Each sensor as desctibed in section AIL14. c. is checked daﬂy or is eqmpped w1th an

audlble alarm and

i [40 CFR Part 60.482- 2(d)(5)(11)]

The permittee determines, based on design considerations and operating experlence
a cntenon that indicates failure of the seal system the bamer ﬂuld system, or both.

[40 CFR Part 60.482-2(d)(6)(0)]

. If there are'indications of liquids dripping from the pump seal or the sensor mdlcates fa11ure

of the seal system, the barrier fluid system or both based on the criterion determmed in
section A.lll.14.e.i,, a leak 18 detected

i [40 CFR Part 60. 482—2(d)(6)(11)]

~ When a leak is detected, it shall be repaired as soon as practicable, but not later than
" 15 calendar days after it is detected except as prov1ded in 40 CFR Part 60. 482 9

- i, [40 CFR Part 60. 482-2(d)(6)(111)]

- A first attempt at repair shall be made no later than 5 calendar days after each leak
is detected.

- [40 CFR Part 60.482- 2(0)]

Any pump that is designated, as descnbed in 40 CFR Part 60. 486(e)(1) and (2) for no detectable
emission, as indicated by an instrument reading of less than 500 ppm above background is exempt
from the requlrements of sectlons AJIL11, ATX13, and AJIL14. if the pump

[40 CFR Part 60. 482- 2(e)(1)]

- Hasmno extemally actuated shaft penetratmg the pump housmg, N

[40 CFR Part 60.482-2(e)2)]

Is demonstrated to be operating with no detectable emissions as 1nd1cated by an mstrument

" reading of less than 500 ppm above background as measured by the methods specified in 40

CFR Part 60.485(c), and

[40 CFR Part 60.482-2(e)(3)] - - - .
Is tested for compliance with section A.IIL.15.b. of this section 1n1t1ally upon des1gnat10n _
annually, and at other times requested by the Admmlstrator
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16. - [40 CFR Part 60.482-2(g}]

£ ] ) 1Y e BT 4

17.

Any pump that is designated, as described in 40 CFR Part 60. 486(f)(1), as an unsafe-to-monitor
pump is exempt from the moniforing and inspection requirements of sections A.IIL.11 and A.IIL.14
through A.IIL.14.£. if:

a. [40 CFR Part 60.482-2(g}(1)] _
The permittee demonstrates that the pump is unsafe-to-monitor because monitoring
personnel would be exposed to an 1mmed1ate danger as a consequence of complying with
paragraph (a} of this section; and

b. [40 CFR Part 60.482-2(g)(2)]

- The permittee has a written plan that requires monitoring of the pump as frequently as
practicable during safe-to monitor times but not more frequently than the periodic monitoring
schedule otherwise applicable, and repair of the equipment according to the procedures in
section A. I]I;l 3.,ifaleak is detected :

[40 CFR Part 60.482- 2(h)] -

Any pump that is located within the boundary of an unmanned plant site is exempt from the weekly
visual inspection requirement of section A.IIl.11.a. and A.II1.14.d. , and the daily requirements of
section A.JII.14.¢e., provided that each pump is v1sually 1nspected as often as practicable and at least
monthly. :

Valves in ga's/vzipor service and in light liquid service.

18,

19.

20,

21,

{40 CFR Part 60. 482—7(a)]

Each valve shall be monitored monthly to detect leaks by the methods specified in 140 CFR Part
60.485(b) and shall comply with sections AIIL.19 through A.TI1.22., except as provided in 40 CFR
Part 60.483-1, 2, and 40 CFR Part 60.482- 1(c) .

[40 CFR Part 60. 482 7(b)]
Ifan 1nstrument reading of 10,000 ppm or greater is measu:red a leak is detected

[40 CFR Part 60.482- 7(c)(1)] _
Any valve for which a leak is not detected for 2 successive months may be momtored the first month
of every quarter begmmng with the next quarter until a leak is detected.

a. [40 CFR Part 60.482- 7(c)(2)]

If a leak is detected, the valve shall be monitored monthly until a leak is not detected for 2
successive months. :

[40 CFR Part 60.482-7(d)(1)]
When a leak is detected, it shall be repaired as soon as practicable, but no later than 15 calendar days
after the leak is detected, except as provided in 40 CFR 60.482-9.
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a, [40 CFR Part 60.482- 7(d)(2)] :
A first attempt at repair shall be made no later than 5 calendar days aﬂer each leak is
‘detected. '

22. [40 CFR Part 60.482-7(2)(e)] - : :
- First attempts at repa1r 1nclude, but are not 11m1ted to, the followmg best practlces where praotleable

a. [40 CER Part 60.482- 7(e)(1)]
' Tightening of bonnet bolts;

b. . [40 CER Part 60.482-7(e)(2)]
' Replacement of bonnet bolts;

c. _ [40 CFR Palt 60. 482 7(e)(3)]
Ti ghtemng of packmg gland nuts;

d.. - [40 CFR Part 60. 482 7(e)(4)]
: -In_] ection of lubricant into Jubricated paeklng

23.  [40 CFR Part 60, 482 7(f)]
- Any valve that is designated, as described in 40 CFR Part 60. 486(e)(2), forno detectable emissions,
as indicated by an instrument reading of less than 500 ppm above background is exempt from the -
requ1rements of section A.IIL18. 1f the valve: ' S

a [40 CFRPart 60.482-7(H(1)] o
- Has no external actuating mechanlsm in contact w1th the process ﬂu1d

b. [40 CFR Part 60.482-7(0)(2)] |
' ~ Is operated with emissions less than 500 ppm above background as determmed by the
- method speelfied in 40 CFR Part 60.485(c); and : : :

c.. '[40 CFR Part 60. 482-7(f)(3)] :
Is tested for compliance with Section A.IIL 23 .b. of this sectlon 1n1t1a11y upon demgnatron '
annually, and at other times requested by the Adrnlmstrator '

24, [40 CFR Part 60. 482- 7(2)] ' ; '
Any valve that is designated, as described in 40 CFR Part 60 486(f)(1) as unsafe to monitor valve
is exempt from the requlrements of section A. III 18 :

a. [40 CFR Part 60. 482 7(g)X1)] . _ :
. The permittee demonstrates that the valve is unsafe-to~ monitor because momtonng '

personnel would be exposed to an immediate danger as a consequence of complymg with. -
section A.IIL18. : -
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b.  [40 CFR Part 60.482-7(g)(2)]
The permittee adheres to a written plan that requires monitoring of the valve as frequently
as practicable during safe-to-monitor times. :

- 25.  [40 CFR Part 60.482-7(h)]
Any valve that is designated, as described in 40 CFR Part 60.486(f)(2), as a difficult-to-monitor
valve is exempt form the requirements of section A.IIL.18.

a. [40 CFR Part 60.482-7(h)(1)]
. The permittee demonstrates that the valve cannot be momtored without elevating the
" monitoring personnel more than 2 meters above a support surface.

b. [40 CFR Part 60.482-7(h)(2)]
- Theprocess ynit within which the valve is located either becomes an affected facility through
40 CFR Part 60.14 or 60.15 or the permittes designates less than 3.0 percent of the total
number of valves as dlfficult—to—momtor and

¢. - [40 CFR Part 60.482~7(h)(3)]
The permittee follows a written plan that requires monitoring of the valve at least once per
calendar year. '

Recordkeeping Réquirements

26. [40 CFR Part 60.486(b)] -
When each leak is detected as Spe01ﬁed in 40 CFR Parts 60. 482- 2 60.482-7, 60. 482 8, and 60 483-2,
the followmg requirements apply:

a. . [40 CFR Part 60.486(b)(1)]
A weatherproof and readily visible identification, marked with the equlpment 1dent1ﬁcat1on '
number, shall be attached to the leakmg equipment. :

b.  [40 CFR Part 60, 486(b)(2)
- The identification on a valve may be removed after it has been momtored for 2 successive
months as specified in 40 CFR Part 60.482-7(c) and no leak has been detected during those
2 months. : :

c. [40 CFR Part 60.486(b)(3)]
- The identification on equipment except on a valve, may be removed after it has been
repaired. :

27.  [40 CFR Part 60.486(c)]
When each leak is detected as specified in 40 CFR Parts 60.482-2, 60.482-3, 60.482-7, 60.482-8,
and 60.483-2, the following information shall be recorded in a log and shall be kept for 2 years in
~ areadily accessible location: - :
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Coa. [40 CFR Part 60.486(c)(1)]
' The instrument and op erator identification numbers and the equlpment 1dent1ﬁcat10n numb er.

b, [40 CFR Part 60.486(c)(2)] -
The date the leak was detected and the dates of each attempt to repalr the leak

S [40 CFR Part 60.486(c)(3)] : :
- Repair methods apphed in each attempt to repair the leak.

o d. 40 CFR Part 60. 486(0)(4)] ' _
' "Above 10,000" if the maximum instrument readmg measured by the methods specified in .
© 40 CFR Part 60.485(a) after each repair attempt is equal to or greater than 10 000 ppm.

e 7. [40 CFR Part 60. 486(0)(5)] :
~ "Repair delayed“ and the reason for the delay if a leak 18 not repalred w1th1n 15 calendar days
afier discovery of the leak. : :

f. - [40 CFR Part 60. 486(0)(6)] :
- Thesignature of the permittee whose decision it was that repalr could not be effected w1thout
a process shutdown. '

g. - [40 CFR Part 60. 486(0)(7)] IR
The expected date of successful repa1r of the leak if a leak is not repa1red w1th1n 15 days

h. . [40 CFR Part 60. 486(0)(8)] | - |
- Dates of process umt shutdowns that occur while the equxpment is unrepalred

i [40 CFR Part 60. 486(0)(9)] :
. The date of suceessﬁ.ﬂ repair of the leak. -

28.  [40 CFR Part 60. 486(d)] - - |
- -+ The following information pertammg to the design requlrements for closed vent systems and control
devices described in 40 CFR Part 60 482—10 shall be recorded and kept na readﬂy accesmble
loeatlon o : :

Ca o [40 CFR Part 60. 486(d)(1)] : _
o . Detailed schematres design spec1ﬁcatlons and p1p111g and 1nstrume11tat10n dlagrams

b. - [40 CFR Part 60.486(d)(2)]
The dates and descriptions of any changes in the des1gn spec1ﬁcat1ons

e [40 CFR Part 60.486(d)(3)] :

o A description of the parameter or parameters monltored as requ1red in 40 CFR Part 60.482-
10(e), to ensure that control devices are operated and maintained in conformance with their
design and an explanatmn of why that parameter (or parameters) was (were) selected for the

: momtormg s :
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d. [40 CFR Part 60.486(d){4)]
Periods when the closed vent systems and control devicesrequired in 40 CFR Parts 60.482-2,
60.482-3, 60.482-4, and 60.482-5 are not operated as demgned 1nclud1ng periods when a
flare pilot hght does not have a flame.

e [40 CFR Part 60. 486(d)(5)]
Dates of startups and shutdowns of the closed vent systems and control devices lequlred in
40 CFR Parts 60.482-2, 60.482-3, 60,482-4, and 60.482-5.

29.  [40 CFR Part 60.486(e)]
: The following information pertaining to all equlpment subject to the requirements in 40 CFR Parts
60.482-1 to 60.482-10 shall be recorded in a log that is kept in a readily accessible location: .

a. [40 CFR Part 60. 486(6)(1)] ' :
A list of 1dent1ﬁcat10n numbers for equipment subJ ect to the requlrements of this subpart.

b.  [40CFR Part 60.486(c)(2)(1)] :
Alist of identification numbers for equipment that are designated forno detectable emissions

under the provisions of 40 CFR Parts 60.482-2(¢), 60.482-3(3) and 60.482-7().

i.  [40 CFR Part 60.486(e)(2)(11)]
The designation of equipment as subject to the requirements of 40 CFR Parts 60.482-
2(e), 60.482- 3(1), or 60.482-7(f) shall be signed by the owner or operator.

c. [40 CFR Part 60. 486(6)(3)] . L
- A list of equipment identification numbers for pressure relief devices requ1rcd to comply

- with 40 CFR Part 60. 482—4

d. [40 CFR Part 60. 486(6)(4)(1)]
' The dates of each compliance test as required in 40 CFR Parts 60. 482-2(6) 60.482-3(1),

60.482-4, and 60.482-7(f).

i [40 CFR Part 60.486(c)(4)(ii)]
- The background level measured during each comphance test.

ii. . [40 CFR Part 60.486(e)(4)(iii)]
- The maximum instrument reading measured at the equipment durmg each
compliance test.

[40 CFR Part 60. 486(3)(5)]
* A list of identification numbers for equipment in vacuum service.

o

30, [40 CFR Part 60.486(f)] - '
* The following information pertaining to all valves subject to the reqmrements of 40 CFR Part
60.482-7(g) and (h) and to all pumps subject to the requirements of 40 CFR Part 60.482-2(g) shall
be recorded in a log that is kept in a readily accessible location: -
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a.  [40 CFR Part 60.486(f)(1)]

31,

32.

33

34,

" A list of identification numbers for valves and pumps that are designated as unsafe—to-

monitor, an explanation for each valve or pump stating why the valve or pump is unsafe-to-
monitor, and the plan for monitoring each vatve or pump.

| [40 CFR Part 60.486(f)(2)] -
A list of identification numbers for valves that are designated as difficult-to-monitor, an -
explanation for each valve stating why the valve is difficult to monitor, and the schedule for
' mcmtcnng each valve. : : -
[40 CFR Part 60. 486(g)]

The following information shall be recorded fcr Valves complymg with 40 CFR Part 60.483-2:

a. [40 CFR Part 60.486(g)(1)]
- A schedule qf monitoring.
b, [40 CFR Part 60, 486(g)(2)] : :
The percent of valves found leaking durmg each mcmtormg penod
[40 CFR Part 60 486(11)] :
The following 1nfcnnat10n shall be recorded in a log that is kept in a readily acce351ble locatlon
a. [40 CFR Part 60 486(h)(1)] _ o ' : '
" Design criterion required in 40 CFR Parts 60.482- 2(d)(5) and 60 482 3(e)(2) and explanatlon
" of the de31gn criterion; and . '
b. [40 CFR Part 60 486(h)(2)]
Any cha_nges to this cr1ter10n and- the reasons for the changes
[40 CFR Part 60.486(i)]

The following information shall be recorded in a 10 g that 18 kept ina readlly acce531ble location for

use in deterrnlmng exemptions as provided in 40 CFR Part 60 480(d)

a. [40 CFR Part 60. 486(1)(1)] ‘ ' :
-An analysis demonstratmg the design capaclty of the affected faclhty
[40 CFR Part 60.486()(2)] _ S
A statement listing the feed or raw materials and products from the affected facllltles and an
analys1s demonstratmg whether these chemicals are heavy hqmds or beverage alcohol, and
C. [40 CFR Part 60.486(1)(3)] - :
' An analysxs demonstrating that equipment 15 not in VOC service.
[40 CFR Part 60.486())]

Information and data used to demonstrate that a piece of equipment is not in VOC service shall be
recorded in a log that is keptin a readlly accessible location. ' '
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35.  [40 CFR Part 60.486(k)] _
The provisions of 40 CFR Part 60. 7(b) and (d) do not apply to affected facilities subject to this
subpart.

IV, Reporting Requirements

1.  [OAC rule 3745-21-09(T)]
The permittee shall submit a quarterly report which identifies the following during the previous three

calendar months:

a. The total number of components monitored;

b. The total num‘ber of cbmponents fotmd to be leaking;

c. The identity of components Whlch were found to be leaking and whleh were not repalred

within ﬁfteen days; and

d. The identity of all leaking components whlch cannot be repalred unt11 the next process
' turnaround. :
2. The permittee is already submitting a report for fugitive VOC leaks from components in the rest of

~ the facility. The permittee is not required to submit a separate report for the components associated
with the Vacuum Unit Tailgas Compressor System, West Tank Farm Project, and the Gas Con Fin
Fan pro;ect but can s1mp1y include them into this existing report. :

3. This report shall be submitted to the Canton City Health Department, AirPollution Control Division,
420 Market Avenue N., Canton Ohio 44702. The reports shall be submitted quarterly, i.e., by

T anuary 15 April 15, July 15, and October 15 of each year and shall cover the prevmus calendar
quarters. _ _

4. [40 CFR Part 60. 487(a)] :
Hach owner or operator subject to the provisions of thls subpart shall submit semiannual reports to
the Administrator beginning six months after the initial startup date '

5. [40 CFR Part 60.487(b)]
- The initial semiannual report to the Administrator shall 1nclude the followmg 1nformat1on -

a. [40 CFR Part 60.487(b)(1)]
Process unit identification.

b. [40 CFR Part 60.487(b)(2)]
- Number of valves subject to the requirements of 40 CFR Part 60, 482 7, excludlng those
valves designated for no detectable emissions under the provisions of 40 CFR Part 60.482-
2(e) and those pumps complying with 40 CFR Part 60.482-2(f).
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[40 CFR Part 60.487(b)(3)]

Number of pumps subject to the requlrements of 40 CFR Part 60.482-2, excluding those
pumps designated for no detectable emissions under the provisions of 40 CFR Part 60.482-
2(e) and those pumps complying with 40 CFR Part 60.482-2(f). ' '

- [40 CEFR Part 60. 487(b)(4)] '
" Number of COmPIEsSOrs subject to the requ1rements of 40 CFR Part 60 482-3, excludmg

those compressors designated for no detectable emissions under the provisions of 40 CFR
Part 60.482~3(i) and those compressors complying with 40 CFR Part 60.482-3(h).

6. [40 CFR Part 60.487(c)] . : :
All semiannual reports to the Administrator shall mclude the followmg 1nfoxmat10n, summa.nzed
from the information in 40 CFR Part 60. 486

[40 CFR Part 60.487(c)(1)]
Process unit:-'fidentiﬂcation

[40 CER Part 60.487(c)(2)]

For each month during the semiannual reportmg penod

i [40 CFR Part 60.487()(2)D)]

' Number of valves for which leaks. were. detected as descrlbed in 40 CFR Part
60.482(7)(b) or 40 CFR Part 60 483-2; ' : . _

ii.  [40 CFR Part 60. 487(0)(2)(11)]

Number -of valves for which leaks were not repalred as requ1red in 40 CFR Part :

60.482-7(d)(1);

= iii. - [40 CFR Part 60. 487(0)(2)(111)]

Number of pumps for which leaks were detected as descnbed 111 40 CFR Part 60.482- -

2(b) and (d)(6)(1);

iv.  [40 CFR Part 60. 487(0)(2)(1v)]

Number of pumps for which leaks were not repalred as requlred in 40 CFR Part
60. 482 2(c)(1) and (d)(6)(ii); :

. [40 CFR Part 60.487(0)(2)(¥)]

‘Number of compressors for Wthh leaks were detected as descnbed in 40 CFR Part
60.482- 3(f), | o o

Vi [40 CFR Part 60. 487(c)(2)(v1) : }
Number of compressors for which leaks were not rep alred as requlred in40 CFR Part -

- 60.482-3(g)(1); and

*
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V.

1AL e

vii.  [40 CFR Part 60.487(c)(2)(vii)]
The facts that explain each delay of repair and, where appropriate, why a process unit
shuidown was technically infeasible.

c. [40 CFR Part 60.487(c)(3)]
Dates of process unit shutdowns which occurred within the semiannual reporting period.

d. [40 CFR Part 60.487(c)(4)]
Revisions to items reported according to paragraph (b} if changes have occurred since the
initial report or subsequent revisions to the initial report.

~ [40 CFR Part 60.487(d)]
If the permittee elects to comply with the provisions of 40 CFR Parts 60.483-1 or 60.483-2 shall

notify the Admmlstrator of the alternative standard selected 90 days before 1mplement1ng either of
the provisions.

[40 CFR Part 60. 487(e)]

The permittee shall report the results of all performance tests in accordance with 40 CFR Part 60.8
of the General Provisions. The provisions of 40 CFR Part 60.8(d) do not apply to affected facilities
subject to the provisions of this subpart except that an owner or operator must notify the
Administrator of the schedule for the initial performance tests at least 30 days before the initial
performance tests. :

[40 CFR Part 60.487(f)]

~ The requirements. of sections A.TV.4. throngh A.IV.6. remain in force until and unless EPA m

delegating enforcement authority to a State under section 111(c) of the Act, approves reporting
requirements or an alternative means of compliance surveillance adopted by such State. In that
event, affected sources within the State will be relieved of the obligation to comply with the
requirements of sections A.IV.4 through A.IV.6. provided that they comply w1th the reqmrements

~ established by the State.

Tesﬁng Requirements

1..

Compliance with the emission limitation{s) of this perrmt shall be determmed in accordance W1th ”
the followmg method(s):

a. Emission Limitation: 4.42 tons OClyr
' 39.5 tons OC/yr
1.77 tons VOC/yr.

Applicable Compliance Method: This limit is for the fugitive organic compound emissions
from - valves, pumps/compressors, drains, relief valves and flanges associated with the.
Vacuum Unit Tail Gas Compressor System, the West Tank Farm Piping System and the Gas
Con Fin Fan projects. Using emission factors from AP-42 Table 9.1-2 (10/80 edition) and
taking into account emission reduction efficiency values taken from EPA-450/3- 81-015a,
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, the emissions units should have annual emissions of less than the lim_its specified in Section
A11. The emission unit efficiency values are based on the fact that this equipment must
meet the operational and monitoring/record keeping requirements of this permit. '

'VI.  Miscellaneous R.e.quirements o

1. None- .



Page 32 of 33

‘Marathon Ashland Petroleum LLC-Canton

PTI Application: 15-01531
Issued: 3/27/2003

B. State Only Enforceable Section

I. ‘Applicable Emissions Limitations and/or Control Requirements

Facility ID: 1576000301
Emissions Unit ID: P013

1.  Thespecific operations(s), property, and/or equipment which constitute this emissions unit are listed
in the following table along with the applicable rules and/or requirements and with the applicable
emissions limitations and/or control measures. Emissions from this unit shall not exceed the listed
limitations, and the listed control measures shall be specified in narrative form following the table.

Operations, Property,
and/or Equipment

P013
Fugitive VOC ILeaks from

Petroleum Refinery |

Equipment -

This is a modification of this
“PTI by adding the following
affected emission units: the
Vacuum Unit Tailgas
- Compressor System, the
valves pumps and flanges for
the west tank farm, and the
flanges and valves installed
with the Gas Con debutanizer
overhecad Air cooled heater.
These emission units are not
subject to 40 CFR Parts 63,
Subpart CC or 40 CFR Part
63, Subpart UUU (Refinery
MACT's) - '

Applicable Rules/Requirements

NONE

2. Additional Terms and Conditions

2.a - NONE

i Operational Restrictions

NONE

oI Mohitoring and/or Recordkeeping Requirements

NONE

Applicable Emissions

Limitations/Control Measures

NONE
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IV. l.?;eportinlg Requirements

V. -TeSting Requiremeﬁts L
NONE

VL. Miscellane_o.u-s; Req'uiréments_

- NONE

&

* Facility ID: 1576000301

Emissions_ Unit ID: P0137
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